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Abstract
The aim of this Phd is to investigate the properties of micro-cantilevers, con-
taining BaTiO3 based capacitors on their top and verify if they can be used
as energy harvesting devices. SrRuO3/BaT iO3 systems behaving as high
quality (i.e. with an impedance phase between −80◦ and −90◦) capacitive
structures, in the frequency range 6KHz − 50KHz and with a residual po-
larization equal to 2.5µC/cm2 have been fabricated on 400nm thick MgO
sacrificial layer. These structures allow to design microcantilevers with a
minimum resonance frequency of 6KHz.
Two piezoelectric modes are generally used in energy harvesting devices,
they are the 33 and the 31 piezoelectric mode. X-ray diffraction analysis
shows that the polar axis of BaTiO3 is perpendicular to the surface of the
film when this layer is grown on SrRuO3 and SrT iO3. This configuration
fits the 31 energy harvesting mode. When BaTiO3 is grown on MgO the
polar axis is parallel to the surface of the film so this configuration fits the
33 energy harvesting mode.
Micro-cantilevers employing Y Ba2Cu3O7 andMgO sacrificial layers have
been fabricated with a technology developed for the fabrication of
Nb/Au/Y Ba2Cu3O7 ramp type Josephson junctions.
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Introduction
In recent years, the need of autonomous micro-systems like self-supportive
sensors for environmental monitoring purposes [1], led to investigations on
energy scavenging from the surrounding environment. An interesting way
to harvest energy from the environment is represented by the conversion of
the parasitic mechanical vibrations into electrical energy [2]. Piezoelectric
materials are the perfect candidate for such conversion because they can effi-
ciently convert mechanical strain into the separation of electrical charge and
hence potential difference [1]. Furthermore the simplicity of the piezoelectric
micro-generator is particularly attractive for use in MEMS structures [3].
Studies on energy harvesting devices based on Pb(Zr, T i)O3 have been
widely performed [1, 4, 5], powers ranging from few µW up to few mW have
been extracted from these devices [5]. However the environmental prob-
lems associated with lead have stimulated this Phd focusing on the use of
a lead free piezoelectric material like BaTiO3. Furthermore the Directive
2002/95/EC of the European Parliament [9] restricts the use of hazardous
substances like lead in the manufacture of various types of electronic and
electrical equipment.
Pb(Zr1−xT ix)O3 (PZT) and related compositions have been the main-
vii
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stay for high performance actuators and transducers, owing to their superior
piezoelectric coefficients. The maximum value of the d33 and g33 piezoelectric
coefficients in PZT are 520 pC/N and 71 · 10−3 V m/N respectively reached
for x = 0.48 [8]. For BaTiO3 the values of the d33 and g33 piezoelectric
coefficients are 85.6 pC/N and 57.5 · 10−3 V m/N [6]. The smaller values of
the BaTiO3 piezoelectric coefficients lead to a reduction of the performances
achievable with the devices employing BaTiO3 as piezoelectric layer.
To harvest energy from the vibrations present in the environment, a ca-
pacitive structure containing a piezoelectric material is usually integrated on
the top of a micro-cantilever [1, 4, 5]. The maximum power is extracted at
the resonance frequency of the micro-cantilever, so it is necessary to tune
the fabricated devices with the frequencies of the vibrations present in the
environment. Usually the vibrations present in the environment have fre-
quencies ranging from few hertz to few kilo-hertz. Jeon et al. [4] produced
a PZT micro-cantilever with a resonance frequency of 13.9KHz. It is desir-
able to have devices with resonance frequencies ranging from few hertz to few
kilo-hertz, in this frequency range the impedance phase of the piezoelectric
capacitors integrated on the micro-cantilevers should be equal to −90◦. An
impedance phase bigger than −90◦ indicates the presence of resistive losses
in the piezoelectric layer. We consider good quality capacitors all the devices
with an impedance phase comprised between −80◦ and −90◦.
The aim of this Phd is to investigate the properties of micro-cantilevers,
containing BaTiO3 based capacitors on their top and verify if they can be
used as energy harvesters. To do that a fabrication process wich allow to
fabricate suspended micro-cantilever has to be designed. Then it is neces-
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sary to fabricate devices which behave as high quality capacitors (with an
impedance phase between −80◦ and −90◦) at the micro-cantilever working
frequency.
To fabricate the capacitive structure SrRuO3 is chosen as electrode layer,
eventually Au can be used to replace the top SrRuO3 electrode. With the
exception of gold, only oxides are used for the fabrication of the micro-
cantilevers. Different layer sequences fitting the 31 and the 33 piezoelectric
mode are deposited on the top of an oxide sacrificial layer, they are:
• SrRuO3/BaT iO3/SrRuO3 (31 piezoelectric mode);
• SrRuO3/BaT iO3/MgO/SrT iO3 (33 piezoelectric mode);
when Y Ba2Cu3O7 is used as sacrificial layer, and
• SrRuO3/BaT iO3/SrRuO3 (31 piezoelectric mode);
• SrRuO3/BaT iO3 (33 piezoelectric mode);
when MgO is used as sacrificial layer. The choice of an oxide sacrificial layer
and the use of all oxide materials allow the epitaxial growth of one layer on
top of the other so the epitaxy is maintained through the stack.
These structures are fabricated by Pulsed Laser Deposition and contact
photolithography techniques, the employed technological process is similar to
that one employed for the fabrication of the Nb/Au/Y Ba2Cu3O7 ramp type
Josephson junctions [10, 11]. This technological process has been chosen be-
cause investigations on Au/Y Ba2Cu3O7 ramp contacts have been performed
during the first part of this Phd. A discussion on the fabrication process and
the properties of these devices is reported in Appendix D.
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During this Phd the same technology has been used also for the deposition
of LaY bO3 thin films in SrRuO3/LaY bO3/SrRuO3 capacitive structures.
Thin films of LaY bO3 find application as high-k dielectric, the properties of
this kind of devices, fabricated during this Phd, are reported in Appendix E.
In the main body of the thesis, chapter 1 reports some basic concepts
of ferroeletricity, the properties of BaTiO3 and the description of the mul-
tilayer structures which are used for the fabrication of the 31 and 33 mode
piezoelectric cantilevers.
In chapter 2 the mathematical model describing the mechanical properties
of microcantilevers together with the design rules employed for the design of
the proposed suspended structures are discussed. Furthermore a mathemat-
ical model which takes into account the presence of a piezoelectric capacitor
integrated on the top of the cantilevers and the fact that the structures are
used as power source for a resistive load is discussed. Finally the properties
of the designed simple beam and u-shape cantilevers are reported.
Chapter 3 is about the experimental methods used for the fabrication and
the characterization of the multi-layer structures, here the Pulsed Laser De-
position system, the photolithography techniques, the critical point drying
and the wirebonding system used for the fabrication of the mico-cantilever
devices are described. In this chapter also the X-ray diffraction techniques
together with the methods used for the electrical characterization of the ca-
pacitors are reported. Finally the nano-indentation method employed to
measure the Young’s modulus of each film in the multi-layer stacks is dis-
cussed.
Chapter 4 reports the fabrication process of the 31 and 33 mode piezo-
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electric micro-cantilevers. Here the reasons which lead to the introduction
of each step in the fabrication process are explained. In this chapter the use
of the Y Ba2Cu3O7 film as sacrificial layer is discussed. Y Ba2Cu3O3 is easy
to etch in weak acid solutions like 0.1% HNO3, such weak acid solutions do
not damage the other thin film layers present in the stack.
Chapter 5 presents the results of the X-ray diffraction analysis performed
on different multi-layer sequences containingBaTiO3, SrRuO3,MgO, SrT iO3
and Y Ba2Cu3O7 thin films. This analysis shows that epitaxy is maintained
through stacks containing a combination of the previous layers. The analysed
works on energy harvesting micro-cantilevers [1, 4, 5] do not report which
is the orientation of the polar axis in the piezoelectric film respect to the
position of the electrodes of the capacitive structure. This aspect is quite
important as the charge collected between the electrodes of the piezoelectric
capacitor depends on the orientation of the polar axis in the piezoelectric
film. The performed X-ray diffraction analysis shows that the polar axis of
BaTiO3 is perpendicular to the surface of the film when this layer is grown
on SrRuO3 and SrT iO3. This configuration fits the 31 energy harvesting
mode. When BaTiO3 is grown on MgO the polar axis is parallel to the sur-
face of the film so this configuration fits the 33 energy harvesting mode. At
the end of the chapter the results of the nano-indentation measurements are
discussed. The measured values of the Young’s modulus are sensibly higher
than the values of the Young’s modulus of Pb(Zr, T i)O3 and SiO2 used for
the fabrication of energy harvesting cantilevers by Jeon et al. [4]. This is
useful to reduce the residual stress in the suspended structures after their
release.
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Chapter 6 reports a method to evaluate the residual stress on the top
surface of the fabricated micro-cantilevers. In previous works the residual
stress in micro-cantilevers was caculated by measuring the deflection of the
free end in the case of small deflections [12, 13], or by using the Stoney
formula [4, 14]. In our multilayer cantilevers the Stoney formula does not
apply because some of the hypothesis necessary for the application of this
method are not fulfilled [15]. Furthermore deflections of the free end equal
to 40µm for cantilever having lengths of 180µm have been measured, so also
the hypothesis of small deflection of the free end does not apply.
In this method the mathematical expression of the curve approximating
the deflection of the cantilever is calculated by measuring the deflection of
the suspended structures at different distances from the anchor point. This
enables the calculation of the radius of curvature of the structure and so of
the residual stress.
In chapter 7 the results of the electrical characterization of the capacitive
structures are reported and analysed. The influence of the Y Ba2Cu3O7 and
MgO sacrificial layers on the electrical properties of the
SrRuO3/BaT iO3/SrRuO3 capacitors is discussed. It is shown that the pre-
sence of particulate on the surface of the sacrificial layer increases the resistive
losses in the capacitors. Piezoelectric capacitors grown on an oxide sacrificial
layer in an oxygen environment at a pressure of 20Pa present resistive losses,
the capacitive behaviour is recovered for deposition pressures equal or lower
than 8Pa hovewer the residual polarization of the BaTiO3 is reduced at
values smaller than 2.5µC/cm2 for deposition pressures smaller than 8Pa.
Finally chapter 8 reports the conclusion and the future developments of
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the project.
The major contributions of this thesis are:
• Y Ba2Cu3O7 can be used as sacrificial layer to suspend micro-cantilevers
containing BaTiO3 and SrRuO3 based capacitive structures, the use
of all oxide materials allows to maintain the epitaxy through the stack;
• when the BaTiO3 is grown on SrRuO3, the BaTiO3 polar axis is per-
pendicular to the surface of the film, this configuration can be used to
fabricate energy harvesting devices using the 31 piezoelectric mode;
• when the BaTiO3 is grown on MgO, the BaTiO3 polar axis is parallel
to the surface of the film this configuration can be used to fabricate
energy harvesting devices using the 33 piezoelectric mode;
• the properties of SrRuO3/BaT iO3/SrRuO3 piezoelectric capacitors
grown on Y Ba2Cu3O7 sacrificial layers are degraded by the particulates
present on the surface of the sacrificial layer itself;
• a reduction of the deposition pressure (below 8Pa) during the growth
of BaTiO3 thin films reduces the resistive losses in BaTiO3 based ca-
pacitors, however also the value of the BaTiO3 residual polarization is
reduced below 2.5µC/cm2;
• SrRuO3/BaT iO3/SrRuO3 capacitive structures fabricated on MgO
sacrificial layer at a BaTiO3 deposition pressure equal to 8Pa and at
a growing temperature of 780◦C present an impedance phase between
−80◦C and −90◦ over 6KHz and a BaTiO3 residual polarization of
2.5µC/cm2.
Chapter 1
Piezoelectricity and device
description
Section one and section two of this chapter provide an overview on ferroelec-
tricity and piezoelectrocity. In section three the crystal structure and the
properties of BaTiO3 crystals are reported. Finally in section four the mate-
rials and the structures of the micro-cantilevers employed for the fabrication
of energy harvesting devices are discussed.
1.1 General properties of ferroelectric mate-
rials
The properties of dielectric media, including those ones of piezoelectric mate-
rials, can be described by their polarization. The polarization values mea-
sured in normal dielectrics after the application of experimentally achievable
fields are usually small. Some crystals show polarization values which are
1
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Figure 1.1: a) Two dimensional fictitious crystal with chemical for-
mula AB. b) Uniform polarized domains in the two dimensional crys-
tal. c) Potential between two adjacent A ions.
many orders of magnitude larger than those observed in most dielectrics.
These materials are classified as ferroelectric. The reason of this name is
due to the similarity of the ferroelectric phenomenon with that of ferromag-
netism. Ferroelectric crystals show a spontaneous electric polarization and
hysteresis effect in the relation between dielectric displacement and electric
field. In ferroelectric materials the values of the spontaneous polarization
vary from 10−7C\cm2 to about 10−4C\cm2, in normal dielectrics such high
values of polarization could theoretically be attained only with electric fields
from 105 V \cm to 108 V \cm [16].
To explain the basic features of ferroelectricity it is possible to introduce
a simplified two dimensional crystal having the chemical formula AB and the
fictitious structure of fig.1.1a.
The A ions are assumed to carry a negative charge, they are located on
the lattice points of a simple square structure. The B ions, carrying the
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positive charge, are located on the horizontal lines joining the A ions. Their
equilibrium position are such that they always lie closer to one of the two
adjacent A ions. This is possible if the potential between the two adjacent A
ions is like that one shown in fig.1.1c. There are two equilibrium positions,
with the same minimum value of the energy, for a B ion on the line joining
two A ions. The B ions can jump from one equilibrium position to the other
but in order to do so they must receive the energy necessary to overcome the
energy barrier ∆E.
If at a certain given temperature T , all B ions are close to the A ions on
the left side, every AB group can be thought as an electric dipole and the
structure on the square lattice can be represented by an assembly of dipoles
pointing all in the same direction, as in the two bottom rows of fig.1.1b.
The crystal is said to be spontaneously polarized. The spontaneous
polarization is measured in terms of the charge induced on the surfaces
perpendicular to the polarization as charge per unit area.
The crystals having spontaneous polarization are called pyroelectric and
the direction of the spontaneous polarization is called polar axis. Pyro-
electrics exhibit spontaneous polarization at any temperature (provided that
the crystalline state persist). In ferroelectrics this effect is only observable in
certain temperature ranges.
Alignment of the electric dipoles may extend only over a region of the
crystal, while in another region the direction of the spontaneous polarization
may be reversed, as in the upper part of fig.1.1b. The regions of uniform
polarization are called domains.
Suppose now that an electric d.c. field is applied in the horizontal direc-
CHAPTER 1. PIEZOELECTRICITY AND DEVICE DESCRIPTION 4
tion of fig.1.1. The dipoles already oriented in the direction of the field will
remain so aligned, but those which are oriented in the direction antiparallel
to the field tend to reverse their orientation. If the applied field is sufficiently
large, the B ions of the simplified model will be able to overcome the barrier
∆E, and in doing so will cause the corresponding dipole to switch into the
direction of the field. This phenomenon of polarization reversal takes place
by way of a nucleation process and domain-wall motion.
There are a number of fundamental inaccuracies in the description of the
previous model, in spite of the fact that it helps to account for the general
properties of ferroelectric crystals.
In the first place, pairs of atoms have been arbitrarily chosen, and a dipole
moment, defined as the product between the charge and the separation, has
them been attributed. This procedure is not legitimate in a real structure. It
is true that in a ferroelectric crystal every unit cell carries a dipole moment,
but it is not possible to attribute this dipole moment to a specific pair of
atoms in the unit cell.
What it is possible to say is that given a charge distribution ρ(r) within
a given crystal the electric moment with respect to an arbitrary origin,
~P (~r) =
∫ ∫ ∫
ρ(~r)~rdv (1.1)
is different from zero and the value of this volume integral is independent of
the choice of the origin.
A second important point is that the dipole moment of each unit cell
does not consist only of ionic charges (displacement of ionic sublattices).
CHAPTER 1. PIEZOELECTRICITY AND DEVICE DESCRIPTION 5
Eventually, charge separation may arise from the distortion of the electronic
cloud of a given atom. So the charge distribution ρ(r) within the crystal
involves both ionic and electronic charges.
Suppose now that the crystal of fig.1.1a is initially composed of an equal
number of positive and negative domains (i.e. domains oriented to the right
and domains oriented to the left fig.1.1b). This means that the overall po-
larization of the crystal is equal to zero. If a small electric field directed
in the positive direction is applied, for small values of the field ~E, a linear
relationship between the polarization ~P and the applied field is observed.
~P ( ~E, t) = ǫ0χ~E(t) (1.2)
Where ǫ0 is the permittivity of free space, χ is the electric susceptibility of the
crystal and t is time. This happens because the field is not large enough to
switch any of the domains and the crystall will behave like a normal dielectric.
In the plot ~P vs. ~E, fig.1.2 the portion OA of the curve is obtained.
When the electric field is increased, a number of negative domains change
their orientation to positive and the polarization increase rapidly (portion
AB), until a state in which all the domains are aligned in the positive direc-
tion is reached. This is a state of saturation (portion BC) and the crystal
consists of a single domain. If the applied electric field is decreased, the
polarization does not return to zero but it follows the path CD. When the
applied field is reduced to zero some of the domains will remain aligned in
the positive direction and the crystal will exhibit a residual polarization
~Pr whose magnitude is equal to the length of the segment OD. The extra-
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Figure 1.2: Ferroelectric hysteresis loop [16].
polation of the linear portion BC of the curve back to the polarization axis
represents the value of the spontaneous polarization ~Ps whose magnitude
is equal to the segment OE.
In order to cancel the overall polarization of the crystal, it is necessary to
apply an electric field in the opposite (negative) direction. The value of the
field required to reduce the polarization to zero is called coercive field ~Ec,
its magnitude is equal to the segment OF . Further decrease of the field will
cause a complete alignment of the dipoles in the negative direction (portion
FG), and the cycle can be completed by reversing the field direction once
again (GHC).
The relation between the polarization ~P and the applied electric field ~E
is so represented by an hysteresis loop (CDGHC), and can be expressed
as follows,
~P
(
~E, t
)
= ǫ0χ~E (t) + ~Pd
(
~E, t
)
(1.3)
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where ~Pd is the contribution to the polarization due to the switching dipoles
[17].
The most important property of a ferroelectric is the reversibility of the
spontaneous polarization. An electric field can cause the polarization to alter
its orientation. In terms of the two dimensional fictitious crystal, fig.1.1 it
means that the shift of the B ions is small, and this small relative shift turns
the crystal into its electrical twin. If the energy barrier ∆E is so low as to
be accessible with the help of an electric field, then it may also be affected
by other factors, such as temperature changes.
With increasing temperature, the thermal motion of the atoms in the lat-
tice may increase and the B ions may be able to overcome the energy barrier
∆E without the help of an external field and jump from one equilibrium
position to another. Here the statistical distribution of the B ions is sym-
metrical with respect to the A ions. Another possibility is that the shape of
the potential curve between adjacent A ions changes and ∆E becomes equal
to zero. In this case there is only one equilibrium position for the B ions.
In both cases the crystal is no longer polar, and it will behave as a normal
dielectric material.
The temperature at which such a transition from the polar into the non-
polar state occurs is referred asCurie temperature. Almost all ferroelectric
crystals have a Curie temperature, and those which do not have it simply
decompose before such a temperature is reached [16].
CHAPTER 1. PIEZOELECTRICITY AND DEVICE DESCRIPTION 8
1.2 Piezoelectricity and equations of state
Piezoelectricity is a reciprocal phenomenon, this means that there are direct
and converse piezoelectric effects. Such effect is observed in crystals in which
permanent dipole moments have no center of symmetry in their arrangment.
The piezoelectric effect must not be confused with electrostriction exhibited
by common dielectrics. In both cases we are dealing with the effect of an
electric field on the shape or dimensions of the material, electrostriction is
quadratic and the (converse) piezoelectric effect is linear in the field.
The direct piezoelectric effect is the appearance of electrical charges
on the faces of a crystal which is being subjected to a mechanical stress. The
converse piezoelectric effect is the change of the dimensions of a material
caused by an external electric field [18].
Piezoelectric phenomena are described by a system of two equations.There
are four equivalent systems which correspond to four equivalent descriptions,
the diffecences between the four systems consist in the initial thermodynamic
potential chosen for the derivation. The four equivalent systems describing
the piezoelectric phenomena are:
h-form : dσi = c
D,T
ij dxj − h
T∗
in dDn
dEm = −h
T
mjdxj + κ
x,T
mndDn
(1.4)
g-form : dxi = s
D
ijdσj + g
∗
indDn
dEm = −gmjdσj + κ
σ
mndDn
(1.5)
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d-form : dxi = s
E
ijdσj + d
∗
indEn
dDm = −dmjdσj + ǫ
σ
mndEn
(1.6)
e-form : dσi = c
E
ijdxj − e
∗
indEn
dDm = emjdxj + ǫ
x
mndEn
(1.7)
they form the elastic and dielectric linear equations of state. In these
equations the simbol ∗ indicates the trasponse of the matrix, ǫ represent the
dielectric permittivity tensor, κ is its reciprocal tensor, d,e, h, g represent the
tensors of piezoelectric compliances, c is the tensor of elastic stiffnesses and s
is the tensor of elastic compliances. The ǫ and κ tensors are (3×3) matrices,
the d, e, h and g tensors are (3 × 6) matrices and the d∗, e∗, h∗ and g∗ are
(6× 3) matrices [19, 20] [19].
The h-form, g-form, d-form and e-form equation systems represent four
equivalent ways to describe piezoelectric media, each system differs from the
others in the choice of the independendent variables.
1.3 BaTiO3 properties
The aim of the project concerning the piezoelectric devices, developed during
the second part of this Phd, is to construct energy harvesting structures
based on lead free piezoelectric materials. For such purpose BaTiO3 has
been chosen as piezoelectric medium. The main reason is that thin films
of such material can be deposited by our Pulsed Laser Deposition system,
furthermore the characteristics of such films, like the crystal structure, well
fit the other materials used for the fabrication of our devices.
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Figure 1.3: a) Above 120◦C the BaTiO3 unit cell has cubic structure.
b) Below 120◦C and above 5◦C the BaTiO3 unit cell has tetragonal
structure [21].
Barium Titanate belongs to the perovskite material family, its Curie tem-
perature is 120◦C. Above the Curie temperature BaTiO3 is stable in its cubic
phase fig. 1.3a, due to the symmetry of such phase the material is not piezo-
electric. Below the Curie temperature and above 5◦C the crystal structure
is tetragonal fig. 1.3b, in this phase the cube edge which is parallel to one of
the original cubic (100) directions is elongated fig. 1.4b, such axis is called
polar axis. The other two cube edges are instead compressed. Below 5◦C
and above −90◦C a new phase appears which has orthorombic symmetry,
this phase is still ferroelectric and the direction of the spontaneous polariza-
tion is parallel to one the original cubic (110) directions fig. 1.4c. At −90◦C
a third transition from orthorhombic to rhombohedral occurs. The polar axis
lies along one of the original cubic (111) directions fig. 1.4d.
The phase of interest in our application is the tetragonal one. In this
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Figure 1.4: Unit cells of the four phases of BaTiO3, the dotted lines
delineate the original cubic cell. The arrows indicate the direction
of the spontaneous polarization Ps in each phase. a) Cubic phase
stable above 120◦C. b) Tetragonal phase stable between 120◦C and
5◦C. c) Orthorhombic phase stable between 5◦C and −90◦C. d)
Rhombohedral phase stable below −90◦C. [16].
phase the unit cell dimensions are [16]:
a = 3.992 A˙ c = 4.036A˙. (1.8)
In the polar phases the dipole moment is generated by a shift of the T i4+
and of the Ba2+ cations with respect to the O2− anions. In the tetragonal
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Figure 1.5: Shift between the T i4+ and Ba2+ cations with respect to
the O2− anions in the BaTiO3 tetragonal structure at 18
◦C [16].
phase the shift between the T i4+ cations and the O2− anoins is equal to 0.1 A˙
instead the shift between the Ba2+ cations and the O2− anions assumes values
of 0.05 A˙ and 0.04 A˙, fig. 1.5. These shifts are also responsible for the high
values of the dielectric constant which are typical in ferroelectric materials.
The BaTiO3 in its cubic phase has only one dielectric constant, this is
due to the symmetry of the cubic structure. In the tetragonal phase there are
two dielectric constants denoted by ǫa and ǫc. The values for such constants
are [16]:
ǫa = 160 ǫb = 4100 (1.9)
the dielectric constants exhibits pronounced anomalies at the transitions
from one phase to another. The spontaneous polarization for BaTiO3 in
the tetragonal phase is [16]:
Ps ≈ 16
µC
cm2
(1.10)
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Material Structure Lattice parameter [A˙]
BaTiO3 tetragonal (*) a = b = 3.992
c = 4.036
SrT iO3 cubic a = b = c = 3.905
MgO cubic a=b=c=4.211
SrRuO3 orthorhombic (**) a = 5.670
γ = 89.6◦ b = 5.5304
c = 7.8446
Y Ba2Cu3O7 orthorhombic a = 3.82
b = 3.88
c = 11.68
Table 1.1: Lattice parameters of the materials used in the multilayer [16, 25, 26].
(*) At room temperature. (**) Usually trated as a pseudo-cubic perovskite (a =
3.93A˙).
however an higher value for the residual polarization in BaTiO3 equal to
26µC/cm2 is reported in [22].
1.4 Device and material descriptions
As already stated in sec. 1.3, the goal of the project is the fabrication of
piezoelectric lead free devices for micro-scale energy generation. The idea
is to fabricate multi-layer cantilevers of different size and shape, contain-
ing a capacitive structure, in order to convert the vibrations present in the
environment into electrical energy.
Table 1.1 reports the materials employed for the fabrication of the micro-
cantilevers. Only oxides are used in our devices, two of these oxide materials,
SrT iO3 and BaTiO3, belong to the perovskite family. The general formula
of the compounds belonging to this family is ABO3, where A is a monovalent,
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Figure 1.6: Perovskite structure ABO3 considered as a three-
dimensional frame-work of BO6 octahedra [16].
divalent or trivalent metal and B is a trivalent, tetravalent or pentavalent
element. The traditional view of the perovskite lattice is that it consists of
small B cations within oxygen octahedra, and larger A cations with twelve
coordinated oxygens fig.1.6 [24]. As already stated in sec. 1.3, at room
temperature, the BaTiO3 has a tetragonal unit cell while the SrT iO3 has
cubic unit structure.
The other materials used in our multilayers are Y Ba2Cu3O7, SrRuO3 and
MgO. The Y Ba2Cu3O7 and the SrRuO3 oxides present an orthorhombic
unit cell. The Y Ba2Cu3O7 cell can be seen as three perovskite unit cells
stacked upon each other, the SrRuO3 has orthorhombic structure but it can
be also seen as a pseudocubic perovskite [25]. TheMgO has a cubic unit cell
with the Mg atom within oxygen octahedra [27].
These materials have been chosen because they have a crystal structure
which allow the epitaxial growth of a layer on top of the other. The lattice
parameters of the different materials are reported in tab.1.1.
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In the multilayers which have been developed SrRuO3 is used as an elec-
trode layer and the BaTiO3 is the piezoelectric film, both layers are used
in the 33 and in the 31 structures. Alternatively a gold film can be used as
top electrode in both structures. The MgO, as will be discussed in chap 5
changes the orientation of the BaTiO3 polar lattice, making it parallel to the
surface of the film. The Y Ba2Cu3O7 is used as sacrificial layer to suspend
the multilayer structure. The thin films have been epitaxially grown on (001)
oriented SrT iO3 substrates by Pulsed Laser Deposition.
There are two piezoelectric modes which are commonly used in suspended
cantilevers containing a piezoelectric film, they are the 31 and the 33 modes,
fig. 1.7 [4, 1, 5, 23].
In the 31 mode the developed electric field ~E is perpendicular to the
applied input stress σxx, while in the 33 mode the electric field is parallel
to the input stress. The 31 mode has separate top and bottom electrode,
the 33 mode eliminates the need for a bottom electrode by employing an
interdigitated conductive layer on its top. The 33 design presents also the
advantage to produce an higher open circuit voltage than the 31 design, in
fact the 33 design produces the following output open circuit voltage:
V33 = σxxLg33 (1.11)
where L is the spacing between the fingers of the interdigitated electrode
and g33 [V m/N ] is the piezoelectric constant. In the 31 design the output
open circuit voltage is:
V31 = σxxtg31 (1.12)
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Figure 1.7: a) Multilayer structure fitting the 33 mode design. The
Y Ba2Cu3O7 is the sacrificial layer used to obtain suspended struc-
tures, the SrT iO3 functions as buffer layer, the MgO film changes
the growing orientation of the BaTiO3 polar axis making it parallel
to the surface of the film, the BaTiO3 is the piezoelectric layer, the
SrRuO3 and the Au work as electrode. b) Multilayer structure fitting
the 31 mode design. The Y Ba2Cu3O7 is the sacrificial layer used to
obtain suspended structures, the SrT iO3 functions as buffer layer, the
BaTiO3 is the piezoelectric layer and the SrRuO3 works as electrode.
where t is the distance between the top and the bottom electrode and g31 [V m/N ]
is the piezoelectric constant. In the BaTiO3 the following relation is valid
[6],
g33 > g31 (1.13)
with
g33 = 57.5 · 10
−3 V m/N (1.14)
and
g31 = −23.0 · 10
−3 V m/N (1.15)
CHAPTER 1. PIEZOELECTRICITY AND DEVICE DESCRIPTION 17
[6]. Furthermore for the two structures
L > t (1.16)
hence the 33 mode can be expected to provide a much larger output voltage
than the 31 mode [4, 1].
1.5 Summary
In this chapter the basic concepts of ferroelectricity and the properties of
BaTiO3 have been discussed. The materials which are going to be used
for the fabrication of the micro-cantilevers and their crystal structures have
been introduced. They are: BaTiO3, SrRuO3, SrT iO3, MgO, Y Ba2Cu3O7
and Au. The structures working with the 31 and 33 piezoelectric modes
have been analysed and it has been shown how an higher output voltage is
expected from devices using the 33 piezoelectric mode.
Chapter 2
Mechanical properties and
cantilever design
In this chapter the mechanical model and the design criteria for multi-layer
cantilevers with different shapes and with a seismic mass constructed on
their free end will be discussed. The basic theory and the description of the
mechanical behaviour of a suspended beam with a clamped end is reported in
Appendix A. Here the cantilevers and their seismic masses will be modeled
as a spring mass damper system [4, 5, 28, 29, 30, 31], the damping will be
divided into two contributions [5]: the mechanical damping due mainly to the
air resistance [28, 30], and the electrical damping [4] due to the dissipation
in the piezoelectric layer contained in the cantilever.
First a purely mechanical model which does not take into account the
fact that the cantilever is used as micro-generator will be developed. The
model for a cantilever used as micro-generator will be developed in sec. 2.2.
Finally the design adopted for our suspended structures and its effect on
18
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the parameters of the mechanical model is discussed.
2.1 Mechanical model for suspended multi-
layer cantilevers
Let us consider the system of axis reported in fig. 2.1a, and assume the
positive sign for the directions of the forces and of the bending moments in-
dicated in fig. 2.1a. Furthermore it is assumed that the cantilever is oriented
parallel to the x axis with the free end, point (1), coinciding with the origin
of the reference system, fig. 2.1.
When the cantilever free end moves in the z direction (fig. 2.1b) after
the application of a force F1−z, and/or a bending moment M1−y, the total
displacement is the sum of a linear displacement u1−z and of a rotation
θ1−y, [30].
In the case that a force Fz−1 and a moment M1−y are applied to the free
end (point 1) of the cantilever, the linear displacement u1−z can be thought
as the sum of two effects, one due to the force F1−z and the other due to the
bending moment M1−y. In the same way also the rotation θ1−y is the sum
of two effects one due to the force along the z axis and the other due to the
moment around the y axis. This is summarized by the system 2.1:


u1−z = Cuz−FzF1−z + Cuz−MyM1−y
θ1−y = Cθy−FzF1−z + Cθy−MyM1−y
(2.1)
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Figure 2.1: a) Reference system showing the convention adopted for
the forces and the bending moments. Point 1 and point 2 correspond
to the free and to the built in end of the cantilever, this means that
the cantilever will be oriented with the long side parallel to the x axis.
b) The elastic behaviour of a cantilever with a free end is modelled
with a spring having elastic constant equal to Kuz−Fz .
where Cuz−Fz , Cuz−My , Cθy−Fz and Cθy−My are the elements of the compliance
matrix. When the forces and the bending moments are written as a function
of the rotation and of the linear displacement, the elements of the matrix of
the elastic constants appear in the two equations, system 2.2.


F1−z = KFz−uzu1−z +KFz−θyθ1−y
M1−y = KMy−uzu1−z +KMy−θyθ1−y
(2.2)
It is now clear that the deflection of the free end of a cantilever can be
modelled with a linear deflection plus a rotation. The model for the linear
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deflection is a spring with elastic constant Kuz−Fz fig. 2.1b, but there is no
model for the rotation θ1−y [30].
We are now interested in finding the elastic constants in the case of a
displacement parallel to the z axis. This means that we are interested in
the displacement u1−z and to the rotation θ1−y. The values of the calculated
elastic constants will be used to build the equivalent model of the suspended
cantilever. Considering eq. A.51 (see appendix A), which gives the contribu-
tion of the force F1−z and of the bending momentM1−y to the total deflection
of the cantilever in the case of a constant cross section, the elements of the
compliance matrix Cuz−Fz and Cuz−My can be easily derived. In the case of
a variable cross section they are:
Cuz−Fz =
1
KFz−uz
=
u1−z
F1−z
=
1
E˜
∫ L
0
x2
Iy(x)
dx (2.3)
and:
Cuz−My =
1
KMy−uz
=
u1−z
M1−y
=
1
E˜
∫ L
0
x
Iy(x)
dx (2.4)
where [30]:
Cuz−My = Cθy−Fz ; KFz−θy = KMy−uz . (2.5)
Considering eq. A.42, the coefficient Cθy−My can be written as:
Cθy−My =
1
E˜
∫ L
0
1
Iy(x)
dx (2.6)
where Iy(x) is the moment of inertia of the cantilever cross section eq. A.34,
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E˜ is the Young Modulus of the material which constitutes the cantilever and
L is the length of the beam.
It has been anticipated that the model of a cantilever with a built in
end is that one of a spring mass damper system, in this model the elastic
constant of the spring is chosen equal to Kuz−Fz . This is a simplification
of the problem because the rotation of the free end is neglected, however
this implies an error of only 10% [30]. In this way the elastic constant of a
suspended beam with a free end and an uniform cross section is [28]:
K = Kuz−Fz =
3E˜Iy
L3
. (2.7)
A more accurate expression for the elastic constant, which takes into account
the rotation of the free end, can be calculated by using the Castigliano theo-
rems, however one of the main reasons for which the equivalent model of
the cantilever is calculated, is the evaluation of the beam resonant frequency.
The expression of the elastic constant to use in the calculation of the resonant
frequency is that one reported in eq. 2.7, [28, 30].
In section 1.4 it has been showed that the fabricated cantilever are not
made of only one material but they are multi-layer cantilevers. In appendix
A and in the initial part of this section only homogeneous beams have been
discussed, now the case of a multi-layer cantilever will be treated.
According the theory of the transformed section [32], the section of a
multi-layer cantilever is transformed into an equivalent homogeneous (made
of only one material) section [28, 30, 32, 33]. From a mathematical point of
view this means that the relationships which have been found in the case of
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Figure 2.2: Equivalent section model of an heterogeneus multilayer
cantilever according to the equivalent section theory; bi is the width of
the layer i, ti is the thickness of the layer i, hi indicates the distance
between the baricenter of the layer i and the (bottom) base of the
cross-section, finally hneut indicates the distance between the neutral
axis and the (bottom) base of the cross-section.
the homogeneous beam can be used.
In fig. 2.2 the cross section of a multi-layer cantilever is shown, to find
the equivalent cross section, the Young modulus of each layer E˜i has to be
normalized with respect to the maximum Young Modulus E˜max. The width
of each layer bi can be transformed into a new width bi,n, according to the
following relation:
bi,n = bi
E˜i
E˜max
(2.8)
this new layer with different width has the Young Modulus equal to the
maximum Young Modulus. When this is repeated for each film present in
the stack, the result is an homogeneous cross section made of layers with
different shapes [30, 33, 32]. Now as we are dealing with an homogeneous
beam, the position of the neutral axis (look section A.2 in Appendix A) can
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be calculated by knowing the baricenter of each layer eq. 2.9:
hneut =
∑
i (tibi,n)hi∑
i (tibi,n)
(2.9)
hneut indicates the position of the neutral axis, ti is the thickness of the layer
i, hi is the position of the baricenter of the layer i and bi,n is the normalized
width of the layer i [30, 33].
The next step is the understanding of the elastic response of the equi-
valent cross section when an external force or an external bending moment
is applied. In order to do that the expression of the moment of inertia of
the equivalent cross section has to be found. In Appendix A, with eq. A.34,
the cross-sectional moment of inertia for a rectangular cross section has been
evaluated. Here we are interested to the moment of inertia respect to the
neutral axis; considering the equivalent cross section of fig. 2.2, the moment
of inertia of each layer present in the stack is:
Ii = Ii,g + (bi,nti)(hneut − hi)
2 (2.10)
where:
Ii,g =
bi,nt
3
i
12
(2.11)
the moment of inertia of the whole cross section, Ics, is the sum of the
moments of inertia of each layer eq. 2.12.
Ics =
∑
i
Ii (2.12)
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Figure 2.3: Lumped element model of a cantilever with a built in end
and a seismic mass on the free end. The cantilever is modelled as a
spring mass damper system, where K is the spring constant, Meq is
the equivalent mass and D is the damping coefficient. The frame takes
into account the presence of a package and the fact that the device
is fabricated on a substrate, y(t) is the motion of the frame respect
to an inertial refrence, x(t) is the motion o the mass respect to an
inertial reference and z(t) is the relative motion of the mass respect
to the housing frame.
Fig. 2.3 reports the lumped element model of the micro-cantilever piezo-
electric generator with its housing frame, this model is constituted by a spring
mass damper system [2, 3, 5, 29, 34, 35]. What we want to do is to write
the mathematical expression of the spring constant, the damping coefficient
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and the mass of the lumped model. The expression of the elastic constant
which has to be used is that one reported in eq. 2.7. In the case of a multi-
layer structure the maximum Young Modulus E˜max and the total moment of
inertia of the cross section Ics eq. 2.12, have to be inserted in eq. 2.7 [28, 30].
The damping coefficient is modeled as the displacement of a plane with
surface S and thickness T , S is the total surface of the cantilever and T its
total thickness, in the case of the multilayer cantilever of fig. 2.2 T is:
T =
∑
i
ti (2.13)
the damping coefficient D is [28]:
D = µair
S
T
(2.14)
with:
µair = 1.85 · 10
−5
[
Kg
ms
]
(2.15)
being the air dissipation factor.
The massMeq which has to be used, is the value of the mass that placed in
the point where the force is applied, point 1 in fig. 2.1, produces a bending
moment equal to that one of the applied force [30]. For the applied force
gravity can be considered.
The fabricated cantilevers have lengths bigger than 30µm, to calculate
the equivalent mass of the designed cantilevers, each structure has been di-
vided in blocks having a length of 30µm and then the following formula has
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been applied [30]:
Meq =
n−1∑
i
(
Midi
dn
)
+Mn (2.16)
Mi represents the mass on the block i and di is the distance between the
anchor and the centroid of the block i. To experimentally calculate the
equivalent mass of a suspended cantilever the resonance frequency of the
structure can be measured and then eqs. 2.21, 2.22 and 2.24 can be used
[28]. This represents a method to verify the accuracy of eq. 2.16.
All the parameters of the equivalent lumped model of fig. 2.3 have been
derived whether in the case of an homogeneous beam or in the case of a
multi-layer cantilever. The equation governing the movement of the mass in
the generator is:
Meq
d2z
dt2
= −K (z − z0)−D
dz
dt
+ Fext (2.17)
z(t) is the motion of the mass respect to the housing frame (z = x − y)
[2, 3, 5, 29, 34, 35], K(z − z0) represents the reaction of the spring, the
term −Kz0 takes into account the initial deformation after the release of
the structure due to the residual stress, −D(dz/dt) represent the dissipation
(mainly due to the air resistance) and Fext is the applied external force, it
can be expressed in the following way:
Fext = −Meq
d2y
dt2
(2.18)
y(t) is the vibration of the housing frame.
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If the reference system is chosen in a way that:
z0 = 0 (2.19)
in Laplace domain eq. 2.17 can be written as [28, 30]:
H(s) =
z(s)
Fext(s)
=
1
K
1
s2Meq
K
+ sD
K
+ 1
(2.20)
H(s) is the transfer function of the system, in this case the position of the tip
z(s) represents the system output and the applied force Fext(s) is the system
input. Equations 2.17 and 2.20 allow parameters of the system like natural
frequency ωn, damping factor ξ, resonant frequency ωr and quality factor Q
to be calculated. These parameters are reported in the following equations
[5, 28, 29, 30].
ωn =
√
K
Meq
(2.21)
ξ =
D
2
√
KMeq
(2.22)
Q =
1
2
√
1− 2ξ2
. (2.23)
ωr = ωn
√
1− 2ξ2 (2.24)
Eq. 2.24 gives the expression of the resonant frequency in the case of an
underdamped system.
Now we want to understand which is the power dissipated per cycle in the
damper, when a vibrating force is applied to the system. When a sinusodal
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force is applied to the frame, the motion of the frame y(t) is sinusoidal:
y(t) = Y0sin(ωt) (2.25)
the force applied to the spring mass damper system is calculated according
eq. 2.18. With this input force, the steady state solution of eq. 2.17 (when
z0 = 0) is [34]:
z(t) =
Y0
(
ω
ωn
)2
√[
1−
(
ω
ω2
)2]2
+
(
2ξ ω
ωn
)2 sin (ωt− φ) (2.26)
where:
φ = arctan
(
ωD
K − ω2Meq
)
= arctan

 2ξ ωωn
1−
(
ω
ωn
)2

 . (2.27)
Every cycle, as an effect of the damping force, a certain amount of energy
Wd is dissipated into the system. The energy lost per cycle can be expressed
as [34]:
Wd =
∮
D
dz(t)
dt
dz =
∮
D
(
dz
dt
)2
dt (2.28)
substituting the value of z(t) found in eq. 2.26, the energy dissipated in one
cycle can be written as [34]:
Wd = 2ξMeq
π
ω
Y 20
(
ω
ωn
)3
ω3[
1−
(
ω
ωn
)2]2
+
[
2ξ ω
ωn
]2 (2.29)
CHAPTER 2. MECHANICAL PROPERTIES 30
this imply that the power dissipated in one cycle is given by the following
expression [5, 29, 35].
Pd = ξMeqY0
(
ω
ωn
)3
ω3[
1−
(
ω
ωn
)2]2
+
[
2ξ ω
ωn
]2 (2.30)
For a cantilever containing a piezoelectric layer the total damping can
be divided into a mechanical damping D and into an electrical damping De.
This means that two dissipation factors can be considered, ξ which takes
into account the air resistance, and ξe which is the damping factor due to
the piezoelectric transduction mechanism [35]. If ξ is replaced by ξe in eq.
2.30, the generated electrical power Pe is obtained [5, 35], looking at eq.
2.30 the maximum electrical power is generated at the natural frequency of
the system, furthermore the generated power increases when the swinging
amplitude Y0 and the seismic mass increase. That is why a seismic mass is
usually integrated on the tip of a cantilever used as energy harvester.
Cantilevers containing a PZT piezoelectric layer and a seismic mass with
lengths ranging from hundreds of microns to few millimeters and resonance
frequencies from few hertz to kilo-hertz have been produced in recent years [4,
1, 5], the generated output power at the resonance frequency varies between
few µW to few mW [5].
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Figure 2.4: Cantilever containing a piezoelectric layer used as gene-
rator and connected to an RC load.
2.2 Our model for a piezolectric generator
connected to an RC load
The mechanical model found in the previous section, will now be extended to
the case of a cantilever containing a piezoelectric layer and connected to an
RC load fig. 2.4, where the capacitive contribution is given by the intrinsic
capacitance Cp across the piezoelectric film [3]. When a vibrational force
is applied to the cantilever, it will start swinging and a stress is applied to
the piezoelectric layer. The applied stress generates an electric field across
the piezoelectric film which results in a current flowing through the load
connected to the piezoelectric generator. Such current produces a voltage
drop across the load, due to the converse piezoelectric effect, this voltage
drop produces a deformation into the piezoelectric layer which acts like an
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extra force applied to the cantilever. Considering eq. 2.17, and choosing the
reference system in such a way that z0 = 0 it is possible to write:
Meq
d2z
dt2
= −Kz −D
dz
dt
+ Fext + kmeV (2.31)
where kme is the coupling coefficient [3], and V is the voltage drop across the
load. In Laplace domain, with zero initial conditions, eq. 2.31 becomes:
Meqs
2z = −Kz −Dsz + Fext + kmeV. (2.32)
The next step is to find the relation between the voltage drop V and the
input vibrational force, in order to do that the piezoelectric equations can be
used. Let us consider the g-form of the piezoelectric equations, eqs. 1.5, and
in particular the equation where the electric field is the dependant variable.
In the case of the 31 and of the 33 energy harvesting mode, section 1.4, such
equation can be written in a scalar form:
E3 = −g31σ1 + κ
σ
33D3 (2.33)
for the 31 mode and:
E3 = −g33σ3 + κ
σ
33D3 (2.34)
for the 33 mode. To simplify the notation the following form of such equations
will be considered:
E = −gσ + κD (2.35)
then if we are considering a 31 or a 33 device the right subscripts will be
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added.
The relation between the current density ~J(t) and the electric displace-
ment ~D(t) is:
~J(t) =
∂ ~D(t)
∂t
(2.36)
in Laplace domain eq. 2.36 becomes:
~D(s) =
I(s)
sA
(2.37)
where A is the electrode area of the piezoelectric generator. The voltage drop
across the load is equal to the voltage generated with the cantilever and for
the electric field across the piezoelectric layer it is possible to write:
~E(s) =
V (s)
δ
(2.38)
δ represents the spacing between the electrodes. Substituting the expression
for the electric displacement and the electric field in eq. 2.35 the voltage
drop can be written in the following form:
V (s) = δ
[
−g
Fext
A
+ κ
V (s)
sAz∗
]
=⇒
=⇒ V (s) = −gδFext
sz∗
sAz∗ − δκ
(2.39)
where:
z∗ =
R
sCpR + 1
(2.40)
is the total impedance and takes into account the capacitance contribution
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Cp of the piezoelectric generator.
Substituting the expression for z∗ in eq. 2.39, and eq. 2.39 in eq. 2.32,
the transfer function of the system can be written as follow:
H (s) =
z(s)
Fext(s)
=
s (δκCpR + kmeδgR− AR) + δκ
(Meqs2 +Ds+K) [s (δκCpR− AR) + δκ]
=
=
skmegR
κ
+ 1
(Meqs2 +Ds+K)
.
(2.41)
Now we want to find out an expression for the coupling coefficient kme. When
a deflection ∆z is applied to the cantilever, a charge Q is generated on the
electrodes, the coupling coefficient can be expressed as [3]:
kme =
Q
∆z
. (2.42)
Let us consider the d-form of the piezoelectric equations, eqs 1.6, and in
particular the equation linking the strain x and the electric field E when the
applied stress is zero. Again in the case of the 31 and 33 devices this equation
can be written into two simplified forms:
x1 = d31E3 (2.43)
and:
x3 = d33E3 (2.44)
to simplify the notation the following form of such equation will be conside-
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red:
x = dE (2.45)
then depending on the device mode the right subscripts will be added. Con-
sidering eq. A.3 and expressing the electric field across the piezoelectric layer
as the electric field between the two electrodes of a parallel face capacitor,
E = Q/δCp, eq. 2.45 becomes:
Q
∆l
= kme =
Cpδ
dl
. (2.46)
Now eq. 2.45 says that a strain is produced when a voltage is applied across
the piezoelectric layer. The voltage is applied between the two electrodes of
the cantilever so the spacing between the electrodes changes by an amount
equal to ∆l. This means that in eq. 2.46 δ = l and the coupling coefficient
is then:
kme =
Cp
d
(2.47)
substituting the expression for kme in eq. 2.41, and taking into account the
relationship between the piezoelectric constants [36]:
g =
d
κ
(2.48)
(in the general case eq. 2.48 is a relationship between tensors) the transfer
function of the cantilever connected to a resistor assumes the following form:
H(s) =
z(s)
Fext(s)
=
sCpR + 1
(Meqs2 +Ds+K)
(2.49)
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eq. 2.49 is valid when the piezoelectric layer sandwiched between two elec-
trode behaves as an ideal capacitor, this means that no losses are present in
the piezoelectric film.
Let us assume the case of an underdamped system (2 complex and conju-
gate poles), from the last equation it is clear that the resonance frequency of
the system is still given by eq. 2.24, what might change is the amplitude of
the resonance. In fact the presence of a zero in the transfer function modifies
the transient response of the system. If the zero occurs at a frequency higher
than the frequency of the two complex poles, the frequency response of the
system is qualitatively the same as that for a system with only two complex
poles. If the zero is at a frequency equal or lower than the the frequency of
the two complex poles, the amplitude of the resonance is bigger than that
one of a system with only two complex poles [37].
2.3 Cantilever design principles
In this section the attention is focused on the cantilever design principles and
on the properties of cantilevers with different shapes.
Equation 2.30 reveals that the maximum power which can be dissipated
in the damper, and thus converted into electrical energy, is given at the
natural frequency. Limitations to the maximum working frequency come
from the vibration sources present in the environment. Suitable vibrations
can be found in applications like household goods (fridges, washing machines,
microwave ovens etc.), industrial plant equipment, moving structures such
as automobiles, aeroplanes, buildings and bridges [5]. All these applications
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suggest working frequencies ranging from few hertz to few kilo-hertz, these
frequencies values impose some conditions on the size of the devices.
For the design of such structures, it is important to understand how the
parameters of the lumped model vary with the cantilever dimensions. If
eqs. 2.7 and 2.21 are considered and taking into account the fact that the
equivalent mass is proportional to the length of the beam, for the natural
frequency of the system it is possible to write:
ωn ∝
1
L2
(2.50)
so the natural frequency of the system decreases with the square of the length
of the cantilever. This suggests that working with a long beam is beneficial
for low frequency applications, however considering also eqs. 2.22 and taking
into account that the damping coefficient D, and the equivalent mass Meq,
are both proportional to the length of the device, for the damping factor the
following dependance is found:
ξ ∝ L2 (2.51)
this means that an increase in the length of the beam will increase the damp-
ing factor of the sytem.
To have a resonance peak in the frequency response of an underdamped
system, the following condition has to be satisfied [37, 38].
ξ < 0.7 (2.52)
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When damping factor is larger than 0.7, for example in the case of long
beams, it can be reduced with the addition of an appropriate seismic mass.
A low damping factor is desirable in energy harvesting applications because
the lower the damping factor, the higher the swinging amplitude and the
output power at the resonance frequency.
Now the effect of the cantilever thickness T on the natural frequency and
on the damping factor of the system will be analyzed. Taking into account
eqs. 2.7, 2.11 and 2.12 the dependance of the elastic constant K on the
cantilever thickness is:
K ∝ T 3 (2.53)
considering eq. 2.21 and the fact that the mass of the cantilever is propor-
tional to its thickness relation 2.54 is found.
ωn ∝ T (2.54)
The natural frequency of the system increases when the thickness of the beam
increases, considering also eq. 2.14, we have:
ξ ∝
1
T 3
(2.55)
the damping factor scales down with the cube of the cantilever thickness
and this is desirable to increase the output power of the device as previously
explained.
For the dependance of the natural frequency and of the damping factor on
the cantilever width, eqs. 2.7, 2.11 and 2.12 suggest that the elastic constant
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of the beam is directly proportional to its width, however also the mass of
the cantilever is directly proportional to the cantilever width, with the help
of eq. 2.21 it is clear that the natural frequency of the beam does not depend
on its width. Using eq. 2.22 it is found that also the damping factor does
not depend on the cantilever width.
Swinging cantilevers containing a piezoelectric layer produce an alter-
nated output voltage, usually this output voltage needs to be rectified in
order to power low consumption electronic components. This implies that
the peak of the output voltage has to overcome the threshold voltage of the
rectifing diodes [4]. Eqs. 1.11 and 1.12 suggest that the generated output
voltage is proportional to the distance between the electrodes, so to rise the
generated output voltage the electrode distance can be increased. In the case
of a 31 device an increase in the electrode distance produces an increase in
the thickness of the device bringing to an higher natural frequency and to a
lower damping factor. In the case of a 33 device an increase in the electrode
distance produces a lower resonance frequency and an higher damping fac-
tor. In the expressions of the generated output voltages, eqs. 1.11 and 1.12,
the longitudinal stress σxx appears; for small deflections of the cantilever the
longitudinal stress can be calculated by using eqs. A.27 and A.28.
All these dependances constitute the design criteria for a piezoelectric
cantilever used as an energy harvester. Depending on the specifications of
interest like resonant frequency, damping factor, minimum output power etc.,
a certain design flow will be adopted. Such a design flow depends also on the
available technology, for example a minimum thickness might be requested for
each film present in the multilayer beam, such minimum thickness guarantees
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Material Film Thickness Density
[nm] [g/cm3]
BaTiO3 150 6.02
SrT iO3 220 5.12
MgO 60 3.58
Au 70 19.3
Table 2.1: Film thicknesses used for the design of the 33 devices and
density of the used materials [21, 39, 40, 41].
the conservation of the properties of that layer. Other limitations might come
from photholitography resolution, film deposition technique etc..
Structures with different shapes like simple beams, u-shape cantilevers,
cantilevers made of two beams with different width connected in series and
tuning fork cantilevers have been designed during this Phd. Such designs
do not have to be intented as an attempt aimed to produce the devices in
their final form, but they are a way to investigate the behaviour and the
performaces of the different layers when they are put together and patterned
with a certain geometry.
The design of the cantilevers has been done for the 33 mode structures
having the layer sequence: Au/BaT iO3/MgO/SrT iO3, sec. 1.4; the rea-
son for that is due to the theoretical higher output voltages which can be
delivered by this kind of devices as opposite to the 31 structures. The
geometries designed for the 33 devices are going to be used also for the
fabrication of the cantilevers using the 31 mode having the layer sequence:
SrRuO3/BaT iO3/SrRuO3. It has to be pointed out that the gold top elec-
trode of a 33 device can be replaced with a SrRuO3 electrode, however the
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Figure 2.5: Top viev of a 33 mode simple beam cantilever, the area
near the free end, labeled as Mass area, represents the part of the
beam where the seismic mass will be housed, δ is the spacing between
the fingers of the electrode, L is the cantilever length and b is the
cantilever width. The lines of the interdigitated electrode (in gray)
are 5µm wide, the black area represents the anchor of the cantilever.
design has been performed considering a gold electrode. The thicknesses of
the layers used for the design of the suspended beams and the densities of
the used materials [21, 39, 40, 41] necessary to calculate the equivalent mass
Meq, are reported in tab. 2.1.
2.3.1 Design of simple beam cantilevers
The properties and the modeling of single beam cantilevers have been widely
discussed throughout the chapter. With reference to fig. 2.1 such type of
cantilevers can vibrate in response to the forces F1−z and F1−y. In the first
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Device L b δ Mass K1−z Seismic Gold Meq
[µm] [µm] [µm] area [N/m] mass thickness [Kg]
[µm× µm] [Kg] [µm]
dev.1 130 30 10 30× 30 0.06 / 0.07 4.84 · 10−12
dev.2 130 30 10 30× 30 0.06 17.37 · 10−12 1 22.21 · 10−12
dev.3 135 30 20 30× 30 0.039 / 0.07 6.82 · 10−12
dev.4 135 30 20 30× 30 0.039 7.47 · 10−12 0.5 14.32 · 10−12
dev.5 135 30 20 30× 30 0.039 16.15 · 10−12 1 23 · 10−12
dev.6 260 30 20 30× 50 0.0056 / 0.07 12.78 · 10−12
dev.7 260 30 20 30× 50 0.0056 28.95 · 10−12 1 41.73 · 10−12
dev.8 270 30 30 30× 50 0.005 / 0.07 13.03 · 10−12
dev.9 270 30 30 30× 50 0.005 28.93 · 10−12 1 41.98 · 10−12
dev.10 440 30 30 30× 80 0.0013 / 0.07 21.32 · 10−12
dev.11 440 30 30 30× 80 0.0013 92.64 · 10−12 2 113.96 · 10−12
dev.12 440 50 30 50× 80 0.0022 / 0.07 35.17 · 10−12
dev.13 440 50 30 50× 80 0.0022 154.3 · 10−12 2 189.57 · 10−12
dev.14 500 30 30 30× 105 7.8 · 10−4 / 0.07 24.71 · 10−12
dev.15 500 30 30 30× 105 7.8 · 10−4 182.38 · 10−12 3 207.1 · 10−12
dev.16 500 30 50 30× 105 7.8 · 10−4 / 0.07 24.5 · 10−12
dev.17 500 30 50 30× 105 7.8 · 10−4 243.18 · 10−12 4 267.68 · 10−12
dev.18 500 30 50 30× 275 7.9 · 10−4 / 0.07 28.05 · 10−12
dev.19 500 30 50 30× 275 7.9 · 10−4 318.45 · 10−12 2 346.5 · 10−12
Table 2.2: Length L, width b, electrode spacing δ, mass area, elastic
constant K1−z, seismic mass, gold thickness and equivalent mass Meq
of the designed 33 mode simple beam cantilevers. The symbol ”/”
in the seismic mass column indicates that there is no seismic mass
integrated on the tip of the micro-cantilever.
case the cantilever will vibrate in a plane parallel to the yz plane while
in the second case the vibration is parallel to the xy plane. In the case
of vibrations parallel to the xy plane the expressions of the cross sectional
moment of inertia, of the elastic constant and of the damping factor are still
valid provided that the cantilever thickness becomes the cantilever width and
the cantilever width becomes the cantilever thickness.
Fig. 2.5 shows the top view of a 33 mode simple beam cantilever, the
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Device fn ξ fr Vout
[KHz] [KHz] [V ]
dev.1 17.72 0.13 17.43 11.43
dev.2 8.28 0.063 8.24 11.43
dev.3 12 0.14 11.78 21
dev.4 8.31 0.1 8.23 21
dev.5 6.56 0.079 6.52 21
dev.6 3.33 0.54 2.15 5.75
dev.7 1.84 0.3 1.67 5.75
dev.8 3.12 0.59 1.72 8
dev.9 1.74 0.33 1.54 8
dev.10 1.24 1.47 / 3
dev.11 0.537 0.63 0.244 3
dev.12 1.26 1.4 / 3
dev.13 0.541 0.6 0.287 3
dev.14 0.895 2 / 2.3
dev.15 0.309 0.69 0.068 2.3
dev.16 0.898 2 / 3.9
dev.17 0.272 0.61 0.138 3.9
dev.18 0.839 1.68 / 3.9
dev.19 0.240 0.53 0.159 3.9
Table 2.3: Natural frequency fn, damping factor ξ, resonance fre-
quency fr and generated output voltage Vout of the designed 33 mode
simple beam cantilevers. The output voltage has been calculated as-
suming a deflection of the free end equal to 5µm. The symbol ”/” in
the resonance frequency column indicates that there is no resonance
for those devices.
area near the free end, labeled as Mass area, represents the part of the beam
where the seismic mass will be housed, δ is the spacing between the fingers
of the electrode, L is the cantilever length and b is the cantilever width. The
lines of the interdigitated electrode are 5µm wide.
Tabs. 2.2 and 2.3 show the performances of cantilevers with a range of
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Figure 2.6: a) Natural frequency as function of the cantilever length
for the designed devices. The values reported in the graph are relative
to the devices 1, 6, 10 and 14 of tabs. 2.2 and 2.3. b) Damping factor
as function of the cantilever length, the data in the graph are relative
to the devices 1, 6, 10 and 14 of tabs. 2.2 and 2.3. c) Natural frequency
as function of the seismic mass, the data in the graph are relative to
the devices 16, 17 and 19 of tabs. 2.2 and 2.3. d) Damping factor as
function of the seismic mass, the data in the graph are relative to the
devices 3, 4 and 5 of tabs. 2.2 and 2.3.
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dimensions. As previously stated, such devices should resonate from few Hz
up to few KHz. This can be achieved with cantilever lengths of order of a
few mm but as the length increases so does the damping. In addition, after
the undercut of the sacrificial layer (see chap. 4), very long cantilevers will
suffer the problem of the free end curling, consequence of the residual stress
(see chap. 6). This despite the fact that the employed materials present a
Young’s Modulus higher than the materials which are usually employed for
the realisation of this kind of devices [4, 1, 23].
Figs. 2.6a and b report the natural frequency and the damping factor as
function of the cantilever length, the values in the graph are relative to the
cantilevers without seismic mass.
Another way to reduce the resonance frequency is to use relatively heavy
seismic masses (fig. 2.6c reports the natural frequency as function of the
seismic mass), this will also results in a reduction of the damping factor fig
2.6d. In order to do that, gold seismic masses have been assumed. The
advantage of using a gold seismic mass is the high gold density, tab. 2.1,
the disadvantage is due to its cost. Another solution would be the use of
seismic masses made with perovskites structure materials, but here the den-
sity is three times lower, so masses having a bigger volume are required. As
the seismic masses are grown by Pulsed Laser Deposition an extremely long
growth time is required in order to have masses with a weight comparable
to the gold ones. For the construction of a prototype, a seismic gold mass
should be used, if the fabrication of a bigger number of devices is requested,
seismic masses of other materials should be employed.
Devices with lengths ranging from 135µm to 500µm have been designed,
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Figure 2.7: Output voltage as function of the spacing between the
fingers of the interdigitated electrode δ for two couples of devices with
different length. The data in the graph are relative to the devices
1, 3, 14, and 16
their theoretical resonance frequencies are in the range 159Hz −17.43KHz.
Tab. 2.3 also reports the theoretical output voltage generated with a deflec-
tion of the free end ∆z equal to 5µm.Such voltage levels are not surprising as
for cantilevers with similar size employing PZT , 100V are required in order
to have a free end deflection of 30µm [23]. It has to be emphasized that the
generated output voltages have been calculated assuming the following value
for the piezoelectric coefficient [6]:
g33 = 57.5 · 10
−3
[
V m
N
]
(2.56)
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however due to the presence of defects and other not ideal structures present
in the deposited BaTiO3 films such coefficient can exhibits a different value.
Considering eqs. 1.11, A.4 and A.27 the maximum output voltage for a
33 mode cantilever is
V33 = EBTO ·
∆z
ρ
· g33 · δ (2.57)
where EBTO is the Young’s modulus of the BaTiO3 and ρ is the radius of
curvature of the deflected cantilever. The output voltage as function of the
spacing between the fingers of the interdigitated electrode δ is shown in fig.
2.7.
The output voltage of the designed micro-cantilevers has been analysed.
However these structures should be used as energy scavenging devices, so it is
important to understand the amount of power which they can supply. To take
advantage of the separation of charges which takes place in the piezoelectric
layer when an input stress is applied, capacitors are integrated on the top of
the suspended beams. The energy Wd stored in a capacitive structure is [42]:
Wd =
1
2
CV 2 (2.58)
where C is the capacitance and V is the output voltage. Equation 2.58 shows
that a device design aimed to maximaze the output voltage of the structure,
also maximize the energy stored in the capacitor. The output power Pd can
be expressed as [34]:
Pd = Wd · ν (2.59)
where ν is the frequency of the mechanical solicitation applied to the can-
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tilever. Equation 2.59 shows that the extracted power increases when the
working frequency of the device increases. The devices of tables 2.2 and
2.3 have resonance frequencies with order of magnitude 102Hz − 104Hz
and their output voltages are in the range 2.3V − 21V . In chap. 7 the
impedance measurements of the capacitive structures integrated on the mi-
crocantilevers are reported; 31 and 33 mode capacitors having parallel plate
or interdigitated area equal to 95µm × 30µm, 105µm × 30µm, 205µm ×
30µm and 215µm × 30µm have been fabricated. For BaTiO3 thicknesses
in the range 200nm − 400nm capacitance value with orders of magnitude
10−12 F − 10−10 F have been measured.
With these values, according eqs. 2.58 and 2.59, the maximum power (at
resonance) is extracted for resonance frequencies of 104Hz, output voltages
with order of magnitude 101 V and capacitances of 10−10 F . The extracted
power has order of magnitude:
Pd ≈ 10
2µW. (2.60)
For resonance frequencies of 102Hz, output voltages of 2V and capacitances
of 10−12 F the minimum power (at resonance) results:
Pd ≈ 10
−1nW. (2.61)
So from this devices powers in the range 0.1nW − 100µW can be extracted.
In the case of PZT, extracted power in the range µW − mW has been re-
ported [5] however in this case cantilevers with lengths and widths of few
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millimeters have been fabricated. The power extracted from the BaTiO3
based micro-cantilevers is expected to be smaller than the power extracted
from PZT micro-cantilevers having the same area, this is due to the superior
piezoelectric coefficients of PZT. However with our design theoretical pow-
ers up to 102 µW can be extracted, furhtermore the available power can be
increased by using capacitors with a bigger area.
In principle on top of the interdigitated electrode a further piezoelectric
film and a further electrode can be grown, this in theory would allow to har-
vest twice the power generated with a device containing only a piezoelectric
film. However it would be really challenging to grow a further good qual-
ity piezoelectric film on the top of the device, the reasons for that will be
explained in sec. 7.2.
2.3.2 Design of u-shape cantilevers
U-shape cantilevers consist of two arms supporting the area where the seismic
mass will be housed fig. 2.8. The purpose for such design is again the
reduction of the natural and of the resonance frequencies. In the previous
section the reduction of these frequencies has been reached by reducing the
elastic constant of the cantilever, in this section the reduction of the resonance
frequency is obtained by increasing the seismic mass. In fact compared to
a simple beam, the u-shape cantilever contains a much bigger area where it
is possible to integrate the seismic mass, this is the reason which brings to
the choice of such design. Another advantage is due to the fact that on
an u-shape cantilevers two capacitive structures are integrated, one for each
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Figure 2.8: U-shape cantilever using the 33 mode, the area near the
free end, labeled as Mass area, represents the part of the beam where
the seismic mass will be housed, δ is the spacing between the fingers
of the electrode, L is the cantilever length and b is the width of the
single arm of the cantilever. The lines of the interdigitated electrode
(in gray) are 5µm wide, the black area represents the anchor of the
cantilever.
arm. According to eq. 2.58 the energy stored in these structures is twice
the energy stored in a simple beam cantilever having the dimensions equal
to those of a single arm of the u-shape cantilever. However the reduction of
the resonance frequency in the u-shape cantilever leads to a reduction in the
extracted power.
The U-shape cantilever is mechanically equivalent to a simple cantilever
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Device L b δ Mass K1−z Gold Seismic Meq
[µm] [µm] [µm] area [N/m] mass thickness [Kg]
[µm× µm] [Kg] [µm]
dev.1 130 30 10 30× 120 0.09 / 0.07 19.9 · 10−12
dev.2 130 30 10 30× 120 0.09 69.48 · 10−12 1 89.38 · 10−12
dev.3 135 30 20 25× 120 0.08 / 0.07 20.64 · 10−12
dev.4 135 30 20 25× 120 0.08 28.95 · 10−12 0.5 49.60 · 10−12
dev.5 135 30 20 25× 120 0.08 61.95 · 10−12 1 74.44 · 10−12
dev.6 260 30 20 50× 120 0.011 / 0.07 36.35 · 10−12
dev.7 260 30 20 50× 120 0.011 115.8 · 10−12 1 152.15 · 10−12
dev.8 270 30 30 50× 120 0.0098 / 0.07 32.47 · 10−12
dev.9 270 30 30 50× 120 0.0098 115.8 · 10−12 1 148.27 · 10−12
dev.10 440 30 30 80× 150 0.0023 / 0.07 77.28 · 10−12
dev.11 440 30 30 80× 150 0.0023 463.2 · 10−12 2 540.48 · 10−12
dev.12 500 30 30 105× 170 0.0016 / 0.07 90.94 · 10−12
dev.13 500 30 30 105× 170 0.0016 1033.52 · 1012 3 1124.45 · 10−12
dev.14 500 30 50 105× 200 0.0016 / 0.07 102 · 10−12
dev.15 500 30 50 105× 200 0.0016 1318 · 10−12 3 1318 · 10−12
dev.16 500 30 50 160× 200 0.0016 / 0.07 136.63 · 10−12
2 (30× 115)
dev.17 500 30 50 160× 200 0.0016 1501 · 10−12 2 1638 · 10−12
2 (30× 115)
Table 2.4: Length L, width b, electrode spacing δ, mass area, elastic
constant K1−z, seismic mass and equivalent mass Meq of the designed
33 mode u-shape cantilevers. Devices 16 and 17 contains two values in
the column labeled as Mass area because a certain area on each arm
of the u-shape cantilever has been used as mass area. The symbol
”/” in the seismic mass column indicates that there is no seismic mass
integrated on the tip of the micro-cantilever.
with a beam width equal to twice the real one [28]. This implies that the same
design principles used to design a simple beam cantilever can be employed
in the design of the u-shape beams.
Tabs. 2.4 and 2.5 contain the dimensions and the parameters of the
designed u-shape cantilevers.
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Device fn ξ fr Vout
[KHz] [KHz] [V ]
dev.1 10.71 0.13 10.53 11.43
dev.2 5.05 0.063 5.03 11.43
dev.3 9.91 0.14 9.71 21
dev.4 6.35 0.093 6.35 21
dev.5 5.19 0.076 5.15 21
dev.6 2.72 0.54 1.79 5.75
dev.7 1.35 0.27 1.25 5.75
dev.8 2.27 0.63 1.26 8
dev.9 1.29 0.29 1.18 8
dev.10 0.869 1.28 / 3
dev.11 0.329 0.48 0.242 3
dev.12 0.667 2.02 / 2.3
dev.13 0.189 0.57 0.111 2.3
dev.14 0.630 2. / 3.9
dev.15 0.175 0.57 0.104 3.9
dev.16 0.545 2.1 / 3.9
dev.17 0.157 0.6 0.083 3.9
Table 2.5: Natural frequency fn, damping factor ξ, resonance fre-
quency fr and generated output voltage Vout of the designed 33 u-
shape cantilevers. The output voltage has been calculated assuming
a deflection of the free end equal to 5µm. The symbol ”/” in the
resonance frequency column indicates that there is no resonance for
those devices.
Let us now compare a simple beam cantilever with an u-shape cantilever,
in order to do that the single beam cantilever labeled as dev.2 is compared
with the u-shape cantilever having the same label, tabs. 2.2, 2.3, 2.4 and
2.5. Both devices have a length equal to 130µm and in both cases the two
seismic masses correspond to a gold layer having a thickness of 1µm. The
single beam cantilever presents a resonance frequency fr equal to 8.24KHz
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Figure 2.9: Resonant frequency as function of the cantilever length
for two simple beam cantilevers and two u-shape cantilevers. For all
the devices a gold seismic mass with a thickness of 1µm has been
assumed.
while the resonance frequency of the u-shape structure is 5.03KHz, so the
difference is more than 3KHz, fig. 2.9. There is no difference instead in the
value of the damping factor because it is true that the u-shape cantilever
presents a bigger equivalent mass but it also presents a bigger surface which
balances the effect of the big mass. The same happens for the other devices.
This demonstrates that compared to a simple beam, the u-shape struc-
ture presents the advantage of having a lower resonance frequency without
increasing the damping factor.
As shown by tabs. 2.4 and 2.5 devices with a length ranging from 130µm
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to 500µm have been designed, their resonance frequencies varies between
10.53KHz and 83Hz. Also in this case the generated output voltage has
been calculated considering a deflection of the free end equal to 5µm. The
power extracted from these devices is still in the range 10−1 nW − 102 µW
2.4 Summary
In this chapter the basic relationships which allow to model a multi-layer
micro-cantilever as a spring mass damper system are reported, sec. 2.1. In
sec. 2.2 this mathematical model is extended to the case of a micro-cantilever
connected to a resistive load. It is shown that in this case the model is that
one of a second order system with a zero.
In sec. 2.3 the design principles employed for the design of our cantilevers
have been discussed. It has been shown that an increase of the cantilever
length reduces the value of the resonance frequency but it also increases
the damping factor of the structure. On the other side an increase of the
cantilever thickness increases the resonance frequency of the cantilever but
it also reduces its damping factor.
In subsec. 2.3.1 the dimensions and the key parameters of the designed
simple beam cantilevers are reported, our structures have lengths ranging
from 100µm to 500µm and widths of 30µm and 50µm. For these devices
resonance frequencies in the range 20KHz− 100Hz, output voltages in the
range 2V −20V and output powers in the range 0.1nW −100µW have been
calculated with output voltages in the range 2V − 20V .
In subsec. 2.3.2 the dimensions and the key parameters of the cantilevers
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having u-shape geometry are reported. This geometry brings to a reduction
of the resonance frequency which this time is in the range 10KHz − 80Hz.
The power which can be extracted from these devices is still in the range
10−1 nW − 102 µW .
During this Phd tuning fork cantilevers and cantilevers composed of two
beams with different sections connected in series have been also designed,
these kinds of cantilevers have not been fabricated during this project, their
design is discussed in appendix B.
Chapter 3
Apparatus and methods
In this chapter an overview of the experimental methods and equipment used
for the fabrication and the characterization of the thin films is provided. In
section 3.1 the Pulsed Laser Deposition system employed for the growth of
the thin films together with its important parts are described. Section 3.2
is about the X-ray diffraction equipment and the experimental method used
to investigate the crystal structure of the deposited films. Sections 3.3, 3.4
and 3.5 report an explanation of the patterning, milling, crytical point dry-
ing and wirebonding techniques. They are necessary to define the geometry
of the micro-cantilevers, remove the etchant from the sample without stic-
tion, and connect the devices to run electrical measurements. In section
3.6 the impedance and hysteresis loop measurement techniques employed to
characteize the BaTiO3 based capacitive structures are discussed. Finally
section 3.7 report a discussion on the Atomic Force Microscope (AFM) and
nano-indentation techniques.
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3.1 Pulsed Laser Deposition setup
The thin films employed in our devices were grown by Pulsed Laser De-
position (PLD). This method employs a focused laser beam to eject atoms
from a target, made of the deposition material, by irradiation. The ejected
atoms leave the target and form a luminous cloud called plume in which a
large number of molecular and atomic collisions take place. The atoms fi-
nally arrive on a substrate glued on a sample-holder placed facing the target
and heated to a certain temperature. The arrival of atoms from the target
material to the substrate produces the growth of a thin film on the sub-
strate itself. The advantages of this deposition technique are the possibility
to deposit high melting point materials, supposing that they absorb the laser
light, while maintaining stoichiometry. The target composition is entirely
transferred to the deposited film because of the non-thermal mechanism of
removal from the target (ablation). The disadvantage of PLD consists in the
high number of droplets of submicron size which are often seen on the surface
of the grown films [44, 45].
To control the deposition temperature a solid state heater is used as
substrate holder. The deposition is run inside a vacuum chamber, fig. 3.1
connected to a roughing and to a turbo pump which allows control of the
deposition pressure.
A Lambda Physik LPX 210i KrF (krypton-fluorine) excimer laser with
a wavelength of 248nm and a laser pulse duration of 20ns was used. The
laser beam travels along a laser path formed by four mirrors before entering
the deposition chamber through a vacuum sealed CaF2 window and strikes
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Figure 3.1: Top sketch view of the inside of the deposition chamber
with its important parts.
the ablation target. During this path, the laser beam passes first through
an attenuator, an aperture and a lens of 30 cm focal length which is on an
adjustable x− y stage fig. 3.2.
The output energy of an excimer laser is influenced by the voltage ap-
plied across its electrodes. It is possible to apply a voltage in the range
16KV − 24KV . The higher the applied voltage, the more stable is the en-
ergy. With high voltages, the energy measured inside the deposition chamber
might exceed the value of 81mJ which is the optimum energy value for our
deposition, see sec. D.3.2. On the other hand if the energy is reduced by
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Figure 3.2: Sketch (top view) of pulsed laser deposition system includ-
ing laser, beam path with optical components and vacuum chamber.
The reported distances are in millimeters [11].
applying less voltage to the electrodes, energy fluctuations might be present
and the laser energy will not be constant during the film growth. The so-
lution to the problem is the introduction of an attenuator along the laser
beam path which allows setting of the desired energy of the beam even if the
voltage applied to the laser electrodes would otherwise produce an energy
which is too high for the film deposition.
In PLD applications, it is desirable to have an homogeneous intensity
profile across the laser spot on the target. This ensures a pure material
CHAPTER 3. APPARATUS AND METHODS 60
ablation and not a mixture of ablation and unwanted thermal evaporation.
Due to this reason there is a rectangular aperture which selects the central
part of the beam, where the beam intensity is roughly constant, just before
the focusing lens. This results in a rectangular-shaped laser spot profile on
the ablation target, where the laser fluence is almost the same in each point
of the profile. The laser spot size can be varied by adjusting the distance
between the target material and the focusing lens.
Fig. 3.1 shows a top view sketch of the deposition chamber with its im-
portant parts. Before the laser beam enters the chamber it passes through a
rectangular aperture (A) and a focusing lens (B) mounted on an adjustable
x − y stage. The chamber entrance window is protected from the ablated
material with a 0.5mm thick quartz slide (G), this can be replaced when
it is so dirty as to significantly reduce the beam energy. A heater (E) is
mounted on a x − y − z adjustable vacuum sealed stage (C) with a shutter
(F) placed in front of it. A vacuum sealed mechanism made of two shafts
and one spring (D) was added to the heater in order to rotate it around
an axis perpendicular to the plane of the picture. This allows to place the
heater in front of a Kaufman argon ion gun (I). The chamber also contains
a K-type thermocouple (H) attached to the heater and controlled by a Eu-
rotherm 818 temperature controller and a three-target carousel (J). One of
the three targets can be selected facing the heater in ablation position via
vacuum-sealed rod (M). A motor (L) is used to rotate the target during
the ablation. The target rotation spreads the laser beam damage so as to
eliminate changes in composition between the film and the target [46]. Pre-
ablation to clean the surface of the targets is performed with the shutter (F)
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in front of the substrate. Additional control over temperature is provided
by an infrared radiation pyrometer (K). The pyrometer has been introduced
because the K-type thermocouple measures the temperature of the heater
while the substrate is glued on the heater with silver paint. The silver paint
is responsible for a good thermal contact but the amount of silver paint used
will be different from gluing to gluing, therefore altering this thermal con-
tact. Additionally, silver paint gets less viscous over time which also has an
impact on the gluing process and hence on its thermal properties. Therefore
an optical temperature measurement sensitive to the surface of the substrate
is desirable. The pyrometer is equipped with a vacuum proof lens which is
located in the deposition chamber. An in built laser pointer ensures that
the pyrometer always detects radiation from the desired object. A shutter
placed in front of the lens protects it from coating during the ablation.
Fig. 3.3 shows a side view of the outside of the vacuum system. An Ed-
wards E2M12 rotary vacuum pump serves as fore-pump for a Leybold Tur-
bovac 361C turbo-molecular pump via an Edwards speedy valve. The turbo
pump itself is separated via a gate valve from the vacuum chamber. A bypass
valve connects the Edwards fore-pump directly to the system. The venting
of the chamber is performed with a Swagelok venting valve. A MKS 1159B
mass flow-meter controls the argon flow to the argon ion gun. Additionally,
a Swagelok valve separates the vacuum chamber from the argon gas cylinder.
Argon ions are used for the soft and hard etches of the Y Ba2Cu3O7 ramp
and for the growth of the gold top electrode in the project of the Josephson
junction devices, see secs. D.3.4. The system is also connected to an oxygen
gas cylinder through a Swagelok valve, it is necessary because all the thin
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Figure 3.3: Side view of the vacuum system. An argon and an oxygen
cylinder are connected to the system. The argon is used to operate
the argon ion gun, furthermore an argon flow can be set through the
chamber. The oxygen cylinder is necessary because all the thin oxide
films are grown in oxygen environment.
oxide films are grown in an oxygen flow environment. In parallel, an oxygen
flow can be established through an Edwards DM20 control valve driven by
an Edwards 1501B Datametrics pressure controller while the rotary pump is
pumping the chamber through the by-pass valve. This parallel oxygen line
can also be completely shut off with a Swagelok valve.
Pressure from 105 Pa to 100Pa is measured by an Edwards CG16K cap-
sule dial gauge. The pressure range from 13.33Pa to 0.13Pa is measured by
an Edwards capacitance manometer. An Edwards penning gauge covers the
pressure range from 1 to 10−5 Pa [11].
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3.2 X-ray diffraction
X-ray diffraction analysis was used to evaluate the crystalline quality of the
grown films.
A Siemens D5000 X-ray Diffractometer was used. The basic components
of a diffractometer are the X-ray source, the X-ray detector and the go-
niometer which rotates the sample with high angular precision. The D5000
diffractometer has a fixed copper cathode which generates X-rays at three
different wavelengths from three electronic level transitions, 1.54056 A˙ called
CuKα1, 1.54429 A˙ called CuKα2 and at 1.39222 A˙ called CuKβ. The in-
tensity of the λCuKα2 is about two times weaker than the intensity of the
λCuKα1 radiation and the intensity of λCuKβ is orders of magnitude smaller.
However, diffraction peaks from all three of them may appear in studies of
high quality single crystals. To cut out the λCuKβ radiation a filter made
with a thin film of nickel can be inserted in front of the X-ray source. To
shape the beam, diaphragms or collimating slits can be placed in front of the
X-ray source and in front of the X-ray detector. It is possible to use slits
with different apertures. For the characterization of the films 2mm, 1mm
and 0.2mm collimating slits were used. The smaller the slit the higher the
accuracy of the measurements and the lower the intensity of the diffracted
beam. It must be kept in mind that the detector saturates at rates close to
and higher than 180 · 103 counts per second and such high rates should be
avoided. When the intensity of the diffracted beam is near to the detector
saturation value, an attenuator can be placed in front of the X-ray source.
It is possible to think a crystal in terms of reflecting planes of atoms
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Figure 3.4: a) The fundamental Bragg law of diffraction, the detector
of a diffractometer has to be kept at an angle equal to 2θ relative to
the incoming beam. b) Four circle Euler cradle with variable angles
2θ, θ, ϕ and χ [48].
the reflected beam is always much weaker than the incident beam. Strong
reflected beams are produced when the path differences between reflections
from successive planes is equal to a whole number of wavelengths. This
approach provides a simple expression for the analysis of crystal structures:
nλ = 2dhklsinθ (3.1)
where λ is the wavelength of the incident radiation, n is the order of the
reflection, dhkl is the lattice plane spacing and θ is the angle of incidence to
the planes [47].
An X-ray diffractometer register the angle θ at which diffracted beams
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appear as peaks in the graph ”detected intensity vs. angle”. The sample is
mounted on a goniometer which sweeps the angle θ within some range while
keeping the detector at 2θ relative to the incoming beam to satisfy the Bragg
law fig. 3.4a,b.
The tube, the detector and the point of incidence on the sample define a
plane called diffraction plane. In the D5000 this plane is horizontal and con-
sequently the lattice planes which cause the diffraction must be positioned
vertically. The crystal lattice planes causing diffraction might not coincide
with the sample surface since the surface might be cut along other crys-
tallographic planes. This means that many motion degrees of freedom are
necessary to find the desired diffraction geometry. This is achieved by the use
of four sample rotation circles. The mechanical device capable of performing
those movements is called Euler cradle fig. 3.4b. The D5000 cradle has the
following physical move ranges:
angle 2θ from 0◦ to 168◦; angle θ from 0◦ to 84◦;
angle ϕ from 0◦ to 360◦; angle χ from 0◦ to 90◦.
In addition, the cradle is mounted on a translation stage with two linear
movements, to raise/lower the sample position relative to the beam (verti-
cally) and to shift the sample left or right relative to a zero point (horizon-
tally), the ranges here a +/− 10mm.
The D5000 diffractometer operation is controlled by the SPEC X-ray
diffraction software.
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Figure 3.5: During the alignment the sample is mounted on a colum-
nar stage and χ is set to 90◦.
3.2.1 Sample surface alignment
The sample surface alignment is an important step in the diffraction mea-
surement. The sample under investigation is mounted on a pillar stage. As
previously stated the diffraction plane is horizontal, so the sample has to be
set in a vertical position, in order to do that χ is moved to 90◦ fig. 3.5. To
perform a precise alignment the linear translation stage moves the sample
along the x and y direction completely independently of the Euler cradle
angles fig. 3.5.
A typical y-scan obtained for the sample called GV 10(P ) (where P means
that the sample was fabricated for the piezoelectric device project) is shown
in fig. 3.6a. When the y-position is below 4.5mm, the sample is below
the beam and the intensity measured by the detector is high, when the y-
position is over 4.7mm the sample is fully obstructing the detector and the
measured intensity is roughly zero. The sample has to be positioned at the
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Figure 3.6: a) Y-scan graph during the sample surface alignment, for
the sample called GV 10(P ). b) Rocking curve or ω-scan during the
sample surface alignment, for the sample called GV 10(P ).
half-intensity point, this indicates that the sample is exactly at the center of
the beam.
The next step is to take a rocking curve, in this case the angle between
the incoming beam and the sample is denoted as ω which is different from
θ over the whole scan range with the exception of the point ω = 2θ/2;
there, the detector is fixed in a point where the angle between the incoming
beam and the reflected beam is 2θ. The circle holding the sample is moved
independently to ”rock” the sample around its position and sweep the angle
ω within the range θ ±∆θ. This kind of scan it is also called the ω-scan.
A typical rocking curve is shown in fig. 3.6b. The peak will appear
when the sample surface is parallel to the beam because any tilt results in
increased obstruction of the beam path by the sample. The peak point is
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shifted to about −0.6◦, indication of a sample tilted relatively to the cradle
zero geometry.
The next step is the compensation of the sample tilting, this is achieved
by setting the intensity peak of the rocking curve as the ω-zero position.
3.2.2 ϕ and θ − 2θ scans
After the sample alignment, it is possible to start searching for the Bragg
peaks. All the deposited films have been grown on (001) oriented SrT iO3
substrates. In this case only the (00l) planes give diffraction peaks when
χ = 90◦.
The SPEC X-ray diffraction software allows the user to enter the theoreti-
cal lattice constants, the lattice structure, the reflection planes and the order
of the reflection under investigation. It will return the values of 2θ, θ, φ and
χ at which the diffracted intensity peaks are expected.
The crystal structure of our deposited films is either cubic or tetragonal.
As our films have been grown on (001) oriented SrT iO3 substrates, the family
planes (00l) of the film will be parallel to the top surface of the sample.
However it is unknown if the directions (h00) or (0k0) are parallel to the side
surfaces of the substrate. In order to find these epitaxial orientations it is
necessary to run what is called a φ-scan.
A φ-scan is equivalent to a rotation of the sample around the axis perpen-
dicular to its surface. It might have many applications and the simplest one
is to confirm experimentally the symmetry of the crystal under investigation.
If the 2θ angle is fixed to register the reflection from a (hkl) plane of a cubic
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lattice and the sample is rotated within the entire 360◦ range of φ, four peaks
separated by 90◦ from each other will appear. That is due to the symmetry
of the cube. In the case of a tetragonal structure where the longest lattice
parameter is perpendicular to the rotation axis, two peaks separated by 180◦
will appear.
At this point the φ value corresponding to one of these peaks is chosen
and a θ − 2θ scan can be run. In a θ − 2θ scan the X-ray source and the
X-ray detector with their collimating slits are set in a way that the incident
and the reflected beams make equal angles to the sample surface fig. 3.4a.
This is achieved by rotating the detector at twice the angular velocity of the
sample rotation.
The angles corresponding to the diffracted peaks are then recorded and
the lattice geometry of the material under investigation can be constructed.
3.3 Device patterning and milling
To transfer the desired device geometry on the deposited films, contact pho-
tolithography and argon ion beam milling have been used.
S1813 photoresist was used to define the geometry of the different devices
on the substrate. The S1813 is spun on the sample using a Headway Re-
search. Inc. 1− EC101D − R790 spinner. The spinning speed for this kind
of photoresist can vary between 7000 rpm and 2000 rpm. The thickness of
the spun resist is 800nm when the spinning speed is 7000 rpm, and 1500nm
when the spinning speed is 2000 rpm. The resist resolution is 0.48µm [50].
Contact photolithography is used to transfer the device geometry on the
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Figure 3.7: Critical point dryer used in this project.
deposited films by using a 104851 Karl Suss Mask aligner. After the exposure
the sample is developed in MF319 developer.
An Oxford Applied Research IM150 Ion milling system was used to trans-
fer the patterned geometry on the sample. The milling profile is real time
controlled by an HAL 301 s/2 mass spectrometer which is connected to the
milling system.
3.4 Critical point drying
The last step of the fabrication process, necessary to produce suspended
cantilevers, consists in the undercutting of the sacrificial layer. To stop the
undercut the sample is rinsed in water. After rinsing, the water must be
dried from the surface of the sample. If a freestanding structure overhangs
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Figure 3.8: Path of the carbon dioxide pressure-temperature phase
diagram during critical point drying [51].
the substrate, the surface tension traps some water between the substrate
and the suspended structure. As the water dries, its volume and hence its
thickness decreases. The suspended structure, due to the surface tension, is
pulled down until it contacts the substrate. If a sufficiently large, smooth
area of the structure makes contact with the substrate it can stick to the
substrate. This phenomenon is known as stiction in the micromachining
community [51].
A solution to avoid stiction is to use a critical point drying. The sample
is immersed in ethanol after its rinsing in distilled water, then it is placed
inside a pressure chamber fig. 3.7. Liquid carbon dioxide is introduced in
the chamber at a pressure of 7.5 MPa and the ethanol is drained from the
bottom. When only carbon dioxide remains inside the chamber the system
is heated to about 35◦C, this will also produce an increase in pressure. The
carbon dioxide has now surpassed its critical point [31.1◦C; 7.39MPa] fig.
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Figure 3.9: a) Wiredonding machine used during this project. b)
Chip-carrier with a connected sample on its top.
3.8, in such condition there is no apparent difference between the liquid and
the gas state, the surface tension between the ethanol and suspended struc-
ture is then reduced to zero. Finally the carbon dioxide is vented off and the
sample is taken out from the chamber [51]. This process allow the production
of suspended structure without the developing of surface tension between the
liquid and the fabricated devices, avoiding in this way the problem of stiction.
3.5 Wirebonding
Wirebonding was used to connect the pads of the capacitors which are inte-
grated on the top of the cantilevers. First the sample is attached to a chip
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Figure 3.10: a) Schematic circuit for the observation of ferroelectric
hysteresis loop according to Sawyer and Tower, Cs is the ferroelec-
tric capacitor while C0 is the linear sense capacitor [16]. b) Modified
version of the Sawyer and Tower circuit.
carrier using nail varnish. Fig. 3.9 shows the wirebonder, it contains a nee-
dle, through which an aluminum wire of diameter of 25 µm passes. When
the needle is moved onto the desired pad, an ultrasonic vibration is applied
to melt the wire and form a connection. Connections are made between the
contact pads on the sample and copper tracks on the chip-carrier, fig. 3.9b.
3.6 Electrical Measurements
Impedance measurements were performed on the fabricated capacitors by
using an Agilent 4294A Precision Impedance Analyzer with a source voltage
of 1V over the frequency range of 50Hz − 50KHz. This frequency range
has been chosen because the micro-cantilevers are suppose to operate around
their resonance frequencies which are in the range 100Hz − 20KHz chap.
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2, so good electrical properties are also expected in this range.
Hysteresis loop measurements were also run on the capacitors. For this
purpose a modified version of the Sawyer and Tower circuit was used. Fig.
3.10a shows the classical circuit for the observation of the hysteresis loop
according to Sawyer and Tower. The voltage across the ferroelectric crystal
Cs is applied to the horizontal plates of the oscilloscope while the voltage
across the linear capacitor, which is proportional to the crystal polarization
is applied to the vertical plates of the oscilloscope [16].
The channels of the modern oscilloscopes share the same ground, so the
modern version of the Sawyer and Tower circuit is that one shown in fig.
3.10b.
An alternating voltage, usually a sine-wave or a triangular-wave, is ap-
plied to the ferroelectric and linear capacitors which are connected in series.
The applied voltage will force a charge on the top plate of the ferroelectric
capacitor, the same amount of charge will leave the bottom plate of the ferro-
electric capacitor and will be collected on the top plate of the linear capacitor
[52]. The voltage across the capacitor C0 is therefore proportional to the po-
larization of the ferroelectric crystal. When the input voltage is equal zero,
the voltage across C0 represents the residual polarization of the ferroelectric
crystal.
In the case of lossy ferroelectric capacitors the contribution of the dielec-
tric losses, Q(t)loss, needs to be added to the switching charge, eq. 3.2
Q(t)loss = σE(t)At (3.2)
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Figure 3.11: Schematic of the compensated circuit for the observation
of ferroelectric hysteresis loop, Cs is the ferroelectric capacitor, Rs
models the dielectric losses in the ferroelectric capacitor, C0 is the
linear sense capacitor and R0 is the compensation resistor.
where σ is the electrical conductivity representing the dielectric losses, E(t)
the applied field and t the measuring time [53]. The total charge is so given
by eq. 3.3
Q(t)tot = PrA+ σE(t)At (3.3)
where Pr is the residual polarization and A the area of the ferroelectric ca-
pacitor.
The impedance of a lossy ferroelectric capacitor contains a real part and
an imaginary part, and it can be modelled with a resistor and a capacitor
in parallel or in series. If the series model is choosen, the circuit of fig. 3.11
describes the hysteresis loop measurements. In this circuit the resistance Rs
models the losses in the ferroelectric layer, while R0 is a resistor which has
been added to the base circuit.
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The transfer function of the circuit in fig. 3.11 is:
G(s) =
V (s)out
V (s)in
= Cs
sC0R0 + 1
s(CsC0Rs + CsC0R0) + Cs + C0
. (3.4)
Its phase is:
6 G(s) = arctan (C0R0)− arctan
(
CsC0Rs + CsC0R0
Cs + C0
)
. (3.5)
This transfer function has a pole at frequency ωp and a zero at frequency ωz
given by:
ωp =
Cs + C0
CsC0Rs + CsC0R0
(3.6)
and
ωz =
1
C0R0
. (3.7)
The value of the resistor R0 can be chosen in such a way that both the pole
and zero are at the same frequency, eq. 3.8.
ωp = ωz =⇒ R0 =
Cs
C0
Rs (3.8)
By doing so the contribution to the phase shift of the pole and of the zero will
cancel each other and the phase of eq. 3.5 will be equal zero. The result is
that in a Vout vs Vin plot the loop will be only due to the switching charge and
the contribution of the dielectric losses will be cancelled. A similar approch
is valid when the model of a resistor and a capacitor connected in parallel is
chosen.
To run hysteresis loop measurements a Tektronic TDS 1002B oscilloscope
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and a TTi TG210 function generator were used.
3.7 Other Measurements
Other instruments which were used to investigate the quality of the deposited
thin films were an AFM (Atomic Force Microscope) and a Nano-indentation
tool.
AFM scans of the surface of the deposited thin films were performed
to verify the presence of particulates and outgrowths and to measure the
average roughness of the surfaces. AFM scans were run in contact mode on
an area of 10µm× 10µm at a scan frequency of 0.4Hz. More details of this
technique are reported in sec. D.2.4.
Nano-indentation measurements were performed on multi-layers to eva-
luate the Yong’s Modulus of each film. The nano-indentation technique con-
sists in the measurement of the movement of a diamond probe in contact
with the surface of the thin film. In order to do that an increasing load is
applied and the probe indents the contact surface [54].
Nano-indentation measurements allow the measurement of the Reduced
Modulus E˜r of the material. The reduced modulus takes into account the
effect of non-rigid indenters during the probe displacement [55]. The relation
linking the Young’s Modulus to the reduced modulus is [54, 55]:
1
Er
=
1− ν2
E˜
+
1− ν2i
E˜i
(3.9)
where E˜ and ν are the Young’s modulus and the Poisson Ratio of the material
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under investigation and E˜i and νi are the same parameter for the indenter
probe. In our case a diamond probe having [54]:
E˜i = 1141GPA (3.10)
and
νi = 0.07. (3.11)
was used. Nano-indentation measurements were performed by Dr. James
Bowen [56].
3.8 Summary
In this chapter the following techniques have been discussed:
• Pulse Laser Deposition;
• contact photolithography and argon ion beam milling;
• critical point drying;
• X-ray diffraction;
• nano-indentation;
• impedance measurements;
• hysteresis loop measurements;
• atomic force microscope (AFM) investigation.
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Pulse laser deposition, contact photolithography and argon ion beam
milling are use for the fabrication of the micro-cantilevers having a BaTiO3
based capacitive structure on their top. The device fabrication procedure is
described in chap. 4.
The results of the X-ray diffraction and nano-indentation measurements
are reported in chap. 5, while the results of the impedance, hysteresis loop
and AFM measurements are discussed in chap. 7.
Chapter 4
Fabrication process of the
cantilevers
This chapter describes the fabrication process of the 31 and 33 mode piezo-
electric cantilevers. The reasons which leads to the introduction of each step
in the fabrication procedure are introduced and explained.
In section 4.1 an overview of the fabrication processes employed for the
31 and the 33 mode micro-cantilevers is presented. In section 4.2 a detailed
description of the fabrication process for the devices using the 31 piezoelec-
tric mode together with the reasons which lead to the employed process
parameters are reported. Section 4.3 presents a detailed description of the
fabrication process adopted for the devices working with the 33 piezoelec-
tric mode. Finally sec. 4.4 shows how the fabrication process changes when
a MgO rather than a Y Ba2Cu3O7 film is used as sacrificial layer in the
proposed multi-layers.
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4.1 Introduction to the fabrication procedure
Figs. 4.1 and 4.2 report the main steps of the fabrication procedure employed
for the 31 and the 33 mode cantilevers.
As already mentioned in chap. 1, besides the electrode and the piezo-
electric layers other thin film layers have been introduced in the stack. The
details of the fabrication process for each type of cantilever will be further
discussed in the next sections of this chapter, here only a general introduction
to the fabrication procedure is given.
The main steps illustrated in figs. 4.1 and 4.2 are:
• deposition of the sacrificial layer plus deposition of the bottom electrode
layer for the 31 mode devices, fig. 4.1a, the 33 mode structures do not
have bottom electrode so during the first step of the fabrication process
the sacrificial layer and other thin films can be grown fig. 4.2a;
• patterning of the bottom electrode by argon ion beam milling and con-
tact photolithography fig. 4.1b, this step is only present in the fabri-
cation of the 31 mode cantilevers;
• deposition of the BaTiO3 piezoelectric film and of the the top electrode
layer fig. 4.1c, this step is only present in the fabrication of the 31 mode
cantilevers;
• patterning by contact photolithography and argon ion beam milling of
the top electrode figs. 4.1d and 4.2b;
• opening of windows through the piezoelectric layer to contact the bot-
tom electrode fig. 4.1e, this step is only present in the fabrication of
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Figure 4.1: Main steps for the fabrication process of the 31 mode
cantilevers.
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Figure 4.2: Main steps for the fabrication process of the 33 mode
cantilevers.
the 31 mode cantilevers;
• patterning by contact photolithography and argon ion beam milling of
the cantilever structure with its anchor figs. 4.1f and 4.2c;
• undercut of the sacrificial layer and critical point drying figs. 4.1g and
4.2d.
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4.2 Fabrication process for the 31 mode can-
tilevers
The top-down layer sequences which have been used for the fabrication of the
31 mode piezoelectric cantilevers are SrRuO3/BaT iO3/SrRuO3/Y Ba2Cu3O7
and SrRuO3/BaT iO3/SrRuO3/SrT iO3/Y Ba2Cu3O7. The Y Ba2Cu3O7 is
used as sacrificial layer because it is easy to etch in weak nitric acid solu-
tions [57] like 0.1%HNO3 and because BaTiO3, SrRuO3 and SrT iO3 layers
can be epitaxially grown on its top. The BaTiO3 film is the piezoelectric
layer while the SrRuO3 acts as an electrode, a SrT iO3 buffer layer can be
intoduced between the Y Ba2Cu3O7 sacrificial layer and the SrRuO3 bottom
electrode to improve the interface between the two films. The SrRuO3 film
used for the fabrication of the top electrode can be also replaced with a gold
layer.
Let us consider the SrRuO3/BaT iO3/SrRuO3/Y Ba2Cu3O7 stack, the
first step in the fabrication process is the deposition of the
SrRuO3/Y Ba2Cu3O7 bilayer on a (001) oriented SrT iO3 substrate. The
SrT iO3 substrates used in this project, have an area of 1 cm
2, a thickness of
1mm and are supplied by Crystal [58]. The ablation targets employed for
the deposition of the thin films are supplied by Praxair [59].
A single crystal (001) oriented SrT iO3 substrate is glued with silver paint
onto the thermocoax heater, the silver paint is dryed for at least 30 minutes at
room temperature then the heater is placed inside the deposition chamber.
The target of the materials which are going to be deposited, in this case
Y Ba2Cu3O7 and SrRuO3, are cleaned by using acetone and sand paper,
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then they are mounted inside the vacuum deposition chamber. The laser
energy is set to have the desired energy level on the target, the energy is also
measured outside the vacuum chamber, in this way the laser beam can be
set to the right energy during the deposition.
The laser spot size is checked before to enter the deposition chamber
by using photo-sensitive paper, then its size on the target is measured. The
spotsize has to be uniform and with a well define edge, this ensures an uniform
laser fluence U (measured in [J/cm2]) on the area of the target hit by the
laser. These steps take the name of pre-ablation or ablation preparation.
The deposition chamber is then closed and pumped down over night by
using a roughing pump and a turbo pump, on the next day, inside the vacuum
chamber, a pressure of 2 ·10−5 Pa is reached. The energy of the beam is then
set to the energy level measured during the ablation preparation, this ensures
the desired fluence on target inside the chamber. It follows an in-situ cleaning
step of the ablation targets at room temperature and in oxygen flow at the
pressure which will be used during the film deposition, which reduces the
oxygen deficiency on the surface of the target [60]. During the cleaning and
the film depositions the targets are rotated to ensure uniform erosion [61].
The cleaning is performed with 1200 pulses at the repetition rate of 4Hz,
the same rate used during the film growth.
The substrate is then heated to 740◦C in vacuum at a rate of 35◦C/min
and at this temperature a 400nm or 500nm thick Y Ba2Cu3O7 film is grown
in oxygen flow at a pressure of 20Pa and with a pulse rate of 4Hz, the
Y Ba2Cu3O7 ablation parameters are reported in table 4.1. These ablation
parameters have been set equal to the values which minimize the roughness
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Material P T dTS U Spotsize f dep. rate
(heater) [Pa] [◦C] [cm] [J/cm2] [mm2] [Hz] A˙/pulse
Y Ba2Cu3O7 20 740 5.7 3.39 2.39 4 0.21
SrT iO3 28 740 5.7 3.77 2.15 4 0.17
BaTiO3 20 740 5.7 3.44 2.35 4 0.18
BaTiO3 8 780 5.7 3.44 2.35 4 0.14
SrRuO3 40 780 5.7 3.37 2.40 4 0.12
MgO 27 740/780 5.7 3.54 2.29 4 0.10
Au 5 · 10−5 RT 5.7 4.28 2.40 4 0.07
Table 4.1: Laser ablation condition for the Y Ba2Cu3O7, SrT iO3,
BaTiO3, SrRuO3, MgO and Au, two different growing conditions
are reported for the BaTiO3. Also shown are: the oxygen pressure P
during the film deposition, the deposition temperature T , the target-
sample distance dTS , the fluence on target U , the spotsize on target,
the pulse frequency f and the deposition rate, RT stands for room
temperature.
and the number of particulates on the top surface of the Y Ba2Cu3O7 film,
as will be further discussed in sec. D.3.2.
After the sacrificial layer deposition, the sample is kept for 30 minutes at
the Y Ba2Cu3O7 ablation conditions, this is important to thermally stabilize
the species on the surface of the sacrificial layer and reduce the number of
outhgrowth which may occur when the temperature of the sample is further
increased [62].
The sample is then heated to 780◦C at a rate of 3◦/min and a 150nm
thick SrRuO3 film is grown at a pressure of 40Pa in oxygen flow, in order
to provide a bottom electrode for our BaTiO3 based ferroelectric capacitors.
The ablation conditions used for the growth of the SrRuO3 ensure the de-
position of films having a resistivity near to its minimum value (see sec. 7.1)
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[25]. The ablation parameters for the SrRuO3 films together with the abla-
tion parameters of the other layers grown for the fabrication of piezoelectric
cantilevers are reported in table 4.1; the target to sample distance has been
set equal to 5.7 cm and the pulse repetition rate used is equal to 4Hz.
After the deposition of the bilayer the sample is cooled in 90 · 103 Pa O2
static environment, with dwells of 15 minutes at 600◦C and of 30 minutes at
450◦C during cooling to fully oxygenate the Y Ba2Cu3O7 layer [10]. When
room temperature is reached the sample is detached from the heater with
the help of a scalpel and the silver paint on the back side of the substrate is
carefully removed with sandpaper.
A SrT iO3 buffer layer can be introduced between the Y Ba2Cu3O7 sacri-
ficial layer and the SrRuO3 bottom electrode. The buffer layer is important
for the devices employing the 33 piezoelectric mode, see sec. 4.3. However
the presence of the buffer layer seems to improve the SrRuO3/Y Ba2cu3O7
interface, the introduction of the SrT iO3 film in the 31 mode stack allows the
97% of the structures to be suspended by undercut, without buffer layer the
yield is reduced to 77% (see tab. 4.2 in sec. 4.3). The ablation parameters
for the SrT iO3 used as buffer layer in the 31 and 33 mode cantilevers are
reported in table 4.1
The sample is then processed in the clean room for the patterning of the
bottom electrode with its contact pads. The substrate is first cleaned in
an ultrasonic bath with acetone and isopropanol, dried with nitrogen and
baked at 100◦C on a hot plate for 1 minute. Next Shipley Microposit S1813
photoresist is spun on the sample at a spinning speed of 4000 rpm for 30
seconds this produces a resist layer with a thickness of approximately 1.3µm
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on the sample [63], the sample is baked again at 100◦C for 1 minute and 30
seconds in order to harden the resist layer.
Next the sample is exposed in contact mode to the UV light for 30 seconds
through the edge mask, fig. 4.3a, in a MJB3 Karl Suss mask aligner at a
power of 295W and developed for about 30 seconds in Shipley Microposit
MF − 319 developer.
The edge mask allows the removal of the resist at the edge of the sample,
since during the spinning a resist hump is formed at the edge, which would
reduce the resolution of the photolithography [11].
Then follows the definition of the bottom electrode geometry. The sample
is exposed in contact mode to the UV light for 10 seconds through the bottom
electrode mask fig. 4.3b and the resist is then developed for 25 seconds in
MF −319. The sample in now inserted in the vacuum chamber of an Oxford
Applied Research (OAR) IM150 argon ion milling system where it is milled
with an argon beam incident at 45◦ respect to the sample surface. The sample
is kept under rotation and milled at a beam energy of 500 eV . The end point
of the milling is detected with the help of a Hiden mass spectrometer.
Next the sample is cleaned in an ultrasonic bath with acetone and iso-
propanol, brought to the laser ablation facilities and glued on the heater to
undergo the deposition of the BaTiO3 piezoelectric film and the SrRuO3
top electrode layer. Then follows the pre-ablation procedure previously de-
scribed.
The sample is heated to 780◦C in oxygen flow at a pressure 20Pa, fig.
4.4, it is not heated in vacuum to avoid the decomposition of the Y Ba2Cu3O7
sacrificial layer, (see chap. D.3). At 740◦C the annealing step already per-
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Figure 4.3: Masks used for the fabrication of the 31 mode piezoelectric
cantilever: a) edge mask, b) bottom electrode mask, c) seismic mass
mask, d) top electrode mask, e) pad mask and f) cantilever mask. The
masks have been designed by A. Frommhold [64].
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Figure 4.4: Heating process before the SrRuO3/BaT iO3 deposition
and subsequent cooling down procedure.
formed during the sacrificial layer and the bottom electrode deposition is
repeated.
Then follows the deposition of a 200 − 400nm thick BaTiO3 film at a
temperature of 780◦C in oxygen flow. Different pressures have been used
during the deposition of the piezoelectric layer. Initially the BaTiO3 was
grown at a pressure of 20Pa. Different works [65, 66] reported pulsed laser
deposition of BaTiO3 grown at oxygen pressures in the range 13 − 20Pa,
however our BaTiO3 based capacitors grown in this pressure range present
resistive losses (see sec. 7.2). To reduce the losses present in the capacitive
structures the growing pressure has been reduced to 8Pa. The lower back-
ground pressure reduces the energy lost by the atomic species in the ablation
plume [61] in this way the clusters of atoms which arrive on the surface of
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the sample have higher mobility and so also a longer diffusion length on the
substrate which is useful during the crystal growth. Resistive losses are re-
duced in the BaTiO3 films grown at lower background pressures, a detailed
discussion on this aspect is presented in sec. 7.2. The ablation parameters
used for the deposition of the BaTiO3 are reported in table 4.1, BaTiO3
films have been also grown at pressures of 0.40, 0.27 and 0.01Pa the reasons
which led to these choices are discussed in chap. 7.
Next a 100nm thick SrRuO3 layer is deposited using the ablation para-
meters reported in table 4.1, after the deposition of the top electrode layer
the chamber is filled with oxygen up to a pressure of 90 · 103 Pa, the sample
is then cooled in 90 · 103 Pa O2 static environment with dwells of 15 min-
utes at 600◦C and of 30 minutes at 450◦C during cooling to fully oxygenate
the Y Ba2Cu3O7 layer, fig. 4.4 [10] and to maintain consistency with the
oxygenation of the BaTiO3 film [67].
After the deposition of the top electrode layer, the sample is brought
again to the clean room facilities for the definitions of the top electrode, pad
and cantilever geometries.
The definition of the top electrode, fig. 4.3d, is done with the same
photolithography process used for the patterning of the bottom electrode, the
sample is then milled at 45◦ and under rotation. These photolithography and
milling steps are repeated to open some windows through the piezoelectric
layer and contact the bottom electrode pads. The mask layout used in this
case is shown in fig. 4.3e, here the UV exposure time and the time necessary
for the developing of the photoresist have been set equal to 30 seconds.
Finally the cantilever structure and its anchor are defined. The milling
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process is run through the thin film stack until the SrT iO3 substrate is
reached. The sacrificial layer has a thickness of 400− 500nm and the piezo-
electric layer is 300 − 400nm thick. To etch these relative thick layers a
milling time up to two hours is necessary, so to avoid the milling through
the photoresist, two resist layers are spun on the sample, then it is exposed
to the UV light through the cantilever mask for 120 seconds and developed
in MF − 319 for 45 seconds. The mask layout used for the definition of the
cantilever and its anchor geometry is shown in fig. 4.3f.
After the definition of the cantilever geometry the sacrificial layer which
is under the patterned structures is undercut in 0.1% HNO3, the etching
time varies between 2 and 6 minutes and depends on the size of the devices
which are going to be suspended. The sample is then rinsed in distilled
water, immersed in ethanol and dried using critical point drying to avoid the
breakage of the structure due to stiction [68] (see sec. 3.4). A schematic of
the final structure is shown in fig. 1.7b.
The milling of the cantilever structure proceeds all the way to the SrT iO3
substrate in order to obtain a well defined cantilever geometry. Fig. 4.5a
shows a BaTiO3/SrT iO3, 300µm long, 20µm wide u-shape cantilever, the
BaTiO3 is 120nm thick and the SrT iO3 is 500nm thick. The bilayer has
been grown on a 400nm Y Ba2Cu3O7 sacrificial layer, the device belongs to
the sample labeled as GV 08(P ). The Y Ba2Cu3O7 layer in this case has been
removed by wet etching only the ion milling is stopped when the sacrificial
layer is reached. This produced a much less well defined cantilever compared
to the case where wet etching plus argon ion beam milling was used fig. 4.5b.
The device of fig. 4.5b is a SrRuO3/BaT iO3/SrRuO3, 234µm long, 20µm
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Figure 4.5: a) BaTiO3 (120nm)/SrT iO3 (500nm), 300µm long u-
shape cantilever grown on 400nm Y Ba2Cu3O7, the device belongs
to the sample labeled as GV 08(P ). The Y Ba2Cu3O7 layer in this
case was removed by wet etching, rather that ion-beam milling, which
has produced a much less well defined cantilever compared with ion
milling. b) SrRuO3 (50nm)/BaT iO3 (100nm)/SrRuO3 (350nm),
234µm long, 20µm wide u-shape cantilever grown on 400nm
Y Ba2Cu3O7, the device belongs to the sample labeled as GV 21(P ).
In this case the sacrificial layer is removed by argon ion beam milling
and wet etching resulting in a well defined structure.
wide u-shape cantilever grown on 400nm Y Ba2Cu3O7, the device belongs
to the sample labeled as GV 21(P ).
As already stated in sec. 2.3 the fabrication process allows the deposition
of a second piezoelectric film on the top of the second SrRuO3 layer followed
by the deposition of a third SrRuO3 electrode. This in theory would allow
one to harvest twice the power generated with a device containing only a
single piezoelectric film. The higher the number of piezoelectric layer in the
stack the higher the generated power. However with increasing number of
piezoelectric films and electrode layers the thickness of the cantilever is in-
creased and so also its resonant frequency sec. 2.3, furthermore the challenge
in this stackable approach is represented by the quality of the piezoelectric
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film, in fact as will be discussed in sec. 7.2 the BaTiO3 is more lossy when
the thickness of the underlying layers is increased or other layers are added
underneath the BaTiO3 film.
In sec. 2.1 it has been stated that the output power of suspended can-
tilevers, used as energy harvesting devices, can be increased with the inte-
gration of a seismic mass on the cantilever free end. If a seismic mass has to
be included on the free end of the cantilever, another layer has to be grown
after the deposition of the top electrode, the mask to use for the definition
of the mass geometry is shown in fig. 4.3c.
4.3 Fabrication process for the 33 mode can-
tilevers
The top-down layer sequence which has been used for the fabrication of the
33 mode cantilevers is: SrRuO3/BaT iO3/MgO/SrT iO3/Y Ba2Cu3O7. The
SrRuO3 works as electrode and can also be replaced with a gold film, the
BaTiO3 is the piezoelectric layer, the MgO is used to orientate the polar
axis of the BaTiO3 parallel to the surface of the film, the SrT iO3 is a buffer
layer used to improve the MgO/Y Ba2Cu3O7 interface and the Y Ba2Cu3O7
is again used as sacrificial layer.
The first step in the fabrication of the 33 mode structures is the deposi-
tion of the MgO/SrT iO3/Y Ba2Cu3O7 three-layer, the pre-ablation and the
target cleaning procedures are equal to those ones described in sec. 4.2 and
are not repeated here, also in this case the multilayer is grown on a (001)
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oriented SrT iO3 substrate.
The substrate is heated in vacuum up to a temperature of 740◦C at a rate
of 35◦C/min. At this temperature a 400nm or 500nm thick Y Ba2Cu3O7
sacrificial layer is grown in oxygen flow and at a pressure of 20Pa. The
ablation parameters are reported in table 4.1. Then follows a 30 minutes an-
nealing step at the Y Ba2Cu3O7 growing conditions to thermally stabilize the
species on the surface of the sacrificial layer, then the SrT iO3 and the MgO
films are grown, their ablation parameters are reported in table 4.1. Buffer
layers with thicknesses ranging from 50nm to 1µm have been fabricated, the
thickness of the grown MgO film is around 25nm. The tri-layer is cooled in
90 · 103 Pa O2 static environment, with dwells of 15 minutes at 600
◦C and
of 30 minutes at 450◦C during cooling to fully oxygenate the Y Ba2Cu3O7
sacrificial layer [10].
As previously stated, the SrT iO3 film functions as a buffer layer, and is in-
troduced in the stack to improve the interface quality between the Y Ba2Cu3O7
and the MgO film. Fig. 4.6 shows secondary ion mass spectroscopy (SIMS)
data during the milling of two samples, one with the SrT iO3 buffer layer and
one without. The SrT iO3/Y Ba2Cu3O7 interface, fig. 4.6b, is better defined
than the MgO/Y Ba2Cu3O7 interface, fig. 4.6a, with a sharp transition be-
tween layers evidenced by the SIMS signal. Wu et al. [69] studied the atomic
configurations of Y Ba2Cu3O7/MgO interfaces, they reported that diffusion
induced interstitial or substitutional Mg atoms in the first Y Ba2Cu3O7 lay-
ers. This phenomenon is mainly observed in films grown by liquid phase
epitaxy, however it can also occurs in thin films prepared by pulse laser de-
position.
CHAPTER 4. FABRICATION PROCESS OF THE CANTILEVERS 96
Figure 4.6: Secondary Ion beam spectroscopy of a milling
step: a) BaTiO3 (500nm)/MgO (70nm)/Y Ba2Cu3O7 (400nm)
tri-layer, sample labeled as GV 17(P ) and b)
SrT iO3 (500nm)/Y Ba2Cu3O7 (400nm) bilayer
Without a well defined interface, it was difficult to undercut the Y Ba2Cu3O7
and suspend the structure. Tab. 4.2 reports the number of suspended devices
for the 33 and 31 mode layer sequences, the stacks containing the SrT iO3
buffer layer show an higher number of suspended devices.
After the first deposition step, the sample is prepared for the deposition
of a second three-layer having as top-down layer sequence:
SrRuO3/BaT iO3/MgO. The ablation of all the films belonging to the 33
mode stack is not performed in one go as our deposition systems allows the
deposition of only three different material in situ. During the deposition of
the second three-layer another thin MgO layer is deposited on the existing
MgO film, this is done to provide a fresh ablated seed layer to the BaTiO3
film.
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Sample Layer sequence Piezoelectric Total number Number of
name mode of devices suspended devices
GV 10(P ) BaTiO3(100nm)/MgO(60nm)/ 33 30 28
SrT iO3(500nm)/Y Ba2Cu3O7(400nm)
GV 16(P ) BaTiO3(100nm)/MgO(60nm)/ 33 30 1
Y Ba2Cu3O7(400nm)
GV 21(P ) SrRuO3(50nm)/BaT iO3(100nm)/ 31 30 23
SrRuO3(350nm)/Y Ba2Cu3O7(400nm)
GV 22(P ) SrRuO3(100nm)/BaT iO3(200nm)/ 31 30 29
SrRuO3(100nm)/SrT iO3(100nm)/
Y Ba2Cu3O7(400nm)
Table 4.2: Number of suspended structures for two stacks containing
the SrT iO3 buffer layer and two without.
The ablation preparation and the target cleaning are performed as de-
scribed in sec. 4.2 then the sample is heated to 740◦C, as shown in fig.
4.4 and at this temperature the 30 minutes Y Ba2Cu3O7 annealing step is
repeated. The sample is then heated to 780◦C where a 25nm MgO seed
layer, a 200− 400nm BaTiO3 piezoelectric film and a 100nm SrRuO3 top
electrode layer are grown. Again, after the deposition of the top electrode,
the chamber is filled with oxygen up to a pressure of 90 · 103 Pa and the
sample is then cooled in 90 · 103 Pa O2 static environment with dwells of 15
minutes at 600◦C and of 30 minutes at 450◦C.
The sample is then detached from the heater and cleaned as described in
sec. 4.2, it is then brought to the clean room facilities for the patterning of
the top electrode. The sample is first processed as described in the previous
section, after the UV exposure through the edge mask, it is exposed to the
UV light through the top electrode mask, fig. 4.7, for 10 seconds and it is then
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Figure 4.7: Top electrode mask used for the 33 mode piezoelectric
devices.
milled at 45◦ under rotation. Then follows the patterning of the cantilever
and of the anchor structures which is done with a further photolithography
and milling step in the way which has been described in the previous section.
The cantilevers have been released by undercutting the sacrificial layer in
0.1% HNO3, the etching time varies between 2 and 6 minutes. The sample
is then rinsed in distilled water and dried by using critical point drying to
avoid stiction problems. Like the Y Ba2Cu3O7, the MgO can be etched in
HNO3 [70], however due to the low acid concentration and to the relatively
short etching time no undercut is observed in the MgO layer in this case.
Fig. 1.7a shows the schematic of the structure obtained with this fab-
rication process. A thickness of 50nm for the buffer and for the seed layer
is enough to allow to these films the performing of their tasks, however the
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thicknesses of these layers can be varied to fit the required specification like
the value of the resonant frequency and so on.
For the integration of the seismic mass into the structure a further layer
has to be grown and patterned after the deposition of the top electrode.
Also in this case a further piezoelectric and electrode layers can be grown
on the top of the existing structure, again the advantage is that one to in-
crease the harvested energy however the disadvantages of a thicker cantilever
like lossy BaTiO3 layers (see sec. 7.2) could be present.
4.4 MgO as sacrificial layer
Impedance measurements on the fabricated capacitors revealed the presence
of resistive losses in the BaTiO3 film grown in stacks containing Y Ba2Cu3O7
sacrificial layers, a detailed discussion on these aspects is postponed to chap.
7. This led to the choice of MgO as sacrificial layer, with its introduction
in the stack a reduction of the resistive losses in the piezoelectric film is
measured, sec. 7.2.
One of the advantages into the use of the MgO sacrificial layer is the re-
duction in the number of layers necessary for the fabrication of the 33 mode
stack which becomes SrRuO3/BaT iO3/MgO (top-down layer sequence).
This tri-layer can be grown in one go with our deposition system.
The top-down layer sequence for 31 mode multilayer using MgO sacrifi-
cial layer is: SrRuO3/BaT iO3/SrRuO3/SrT iO3/MgO. The SrT iO3 buffer
layer is mantained into the layer sequence because after the patterning of
the SrRuO3 bottom electrode some regions of the sample have SrRuO3 on
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their top, on other areas MgO is present. As will be discussed in sec. 5.1
the BaTiO3 grows with the polar axis perpendicular to the surface of the
film on SrRuO3 and on SrT iO3 while it grows with the polar axis parallel
to the surface of the film on MgO. The use of the SrT iO3 layer allows the
growth of BaTiO3 with the polar axis out of plane all over the sample after
the patterning and the milling of the SrRuO3 bottom electrode.
There are two main disadvantages related to the use of theMgO sacrificial
layer, the first is that higher HNO3 concentrations are necessary for the
undercut of the sacrificial layer, the second is the long etching time associated
with the MgO undercut.
The etching of theMgO sacrificial layer has been performed in a solution
of 20%HNO3 for 8 hours. In order to increase theMgO etch rate the solution
has been kept in motion with the use of a magnetic stirrer. After 8 hours in
20% HNO3 only the simple beam cantilevers were released, to suspend the
larger u-shape cantilever an even longer etching time is necessary.
Due to the higher acid concentration and to the long etching time some
damage is visible in the SrRuO3 top layer. This problem can be easily solved
by leaving the resist layer on the top of the fabricated structures after the
patterning of the cantilever and its anchor. The photoresist protects the top
layer during the MgO undercut when the structures are released, then the
sample is rinsed in acetone to remove the resist from the top of the cantilevers.
Finally the sample is rinsed in water immersed in ethanol and critical point
dried.
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4.5 Summary
In this chapter the fabrication processes used for the 31 and 33 modes can-
tilevers have been described. It is possible to use Y Ba2Cu3O7 or MgO as
sacrificial layers, the Y Ba2Cu3O7 is easy to etch in weak acid solutions like
0.1%HNO3, in this case, the etching time necessary to suspend a cantilever
of area 200µm × 30µm varies between 6 and 8 minutes. When the MgO is
used as sacrificial layer stronger acid solutions like 20%HNO3 are necessary.
In this case to suspend a beam with an area of 200µm × 30µm 8 hours are
requested.
To obtain a well defined geometry the sacrificial layer is removed by a
combination of argon ion beam milling and wet etching, if only wet etching
is used a much less well defined cantilever is produced.
The stacks used to produce 31 mode structures are:
SrRuO3/BaT iO3/SrRuO3/Y Ba2Cu3O7 and
SrRuO3/BaT iO3/SrRuO3/SrT iO3/Y Ba2Cu3O7; the multilayer used for
the 33 mode devices is SrRuO3/BaT iO3/MgO/SrT iO3/Y Ba2Cu3O7.
The BaTiO3 is the piezoelectric film, the SrRuO3 works as electrode, the
MgO is used in the 33 mode cantilevers to change the growing orientation of
the BaTiO3, the SrT iO3 is used as buffer layer and the Y Ba2Cu3O7 is the
sacrificial layer.
At the beginning the suspended structures have been release by under-
cutting a Y Ba2Cu3O7 sacrificial layer. The presence of resistive losses in
the BaTiO3 film, (see chap. 7) led to the introduction of a MgO sac-
rificial layer. This simplifies the 33 mode layer sequence which becomes:
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SrRuO3/BaT iO3/MgO and such three-layer can be deposited in situ. The
31 mode multilayer, with the introduction of the MgO sacrificial layer,
present the same number of thin films, its top-down layer sequence is:
SrRuO3/BaT iO3/SrRuO3/SrT iO3/MgO.
Chapter 5
Characterization of the
multi-layers
This chapter is about the characterization of the 33 and 31 mode multi-
layers, in particular X-ray diffraction investigations and nanoindention mea-
surements are discussed and analysed. In section 5.1 X-ray difraction mea-
surements performed on different multilayer combinations which fit the 31
and the 33 piezoelectric modes are presented. Particular emphasis is placed
on the growing orientation of BaTiO3 on SrT iO3, SrRuO3 and MgO, fur-
thermore a discussion on the critical thickness of each layer employed in the
multi-layer is reported. Section 5.2 presents the results of the nano-indetation
measurements performed on the multi-layers used for the X-ray diffraction
characterization.
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5.1 X-ray diffraction analysis
X-ray diffraction has been used to evaluate the crystal structures and the lat-
tice parameters of the grown films, the employed setup and the experimental
methods have been described in sec. 3.2.
The measured data have been processed with the unit cell refinement
software called Lapod [71], this software allows the calculation of the lattice
parameters of the deposited films from the 2ϑ values corresponding to the
positions of several diffracted peaks. The lattice parameters have been cal-
culated considering the second, third and fourth order reflections of different
diffractions planes. To validate the software results some lattice parameters
have been hand calculated by considering only the second orders reflections,
the obtained values agreed well with the software results.
X-ray diffraction analysis has been performed on BaTiO3, MgO and
SrRuO3. X-ray scans have not been run on the SrT iO3 films because all the
multi-layers have been grown on SrT iO3 substrates, which means that it is
not possible to distinguish between the diffraction peaks of the film and of the
substrate because they overlap. During the investigations, peaks associated
with the Y Ba2Cu3O7 (002) planes have been measured, however an accurate
investigation on the Y Ba2Cu3O7 films has not been possible as the X-ray
source of our diffractometer stopped working.
Table 5.1 reports the lattice parameters of theBaTiO3,MgO and SrRuO3
films in different multilayer sequences. The MgO film is (001) oriented when
it is grown on both the SrT iO3 substrate and on the Y Ba2Cu3O7 sacrifi-
cial layer, also the SrRuO3 electrode layer is (001) oriented when grown on
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Sample Material In plane a axis In plane b axis Out of plane c axis
label [Top-down layer sequence] measured [A˙] measured [A˙] measured [A˙]
(bulk [A˙]) (bulk [A˙]) (bulk [A˙])
GV 03(P ) BaTiO3 3.996± 0.006 3.996± 0.006 4.015± 0.003
[BaTiO3 (126nm)/SrT iO3 (500nm)/ (3.992) (3.992) (4.036)
Y Ba2Cu3O7 (400nm)]
GV 16(P ) BaTiO3 4.002± 0.003 4.002± 0.003 3.997± 0.002
[BaTiO3 (100nm)/MgO (60nm)/ (3.992) (3.992) (4.036)
Y Ba2Cu3O7 (400nm)]
GV 10(P ) BaTiO3 4.028± 0.008 4.028± 0.008 3.985± 0.010
[BaTiO3 (100nm)/MgO (60nm)/ (3.992) (3.992) (4.036)
SrT iO3 (500nm)/Y Ba2Cu3O7 (400nm)]
GV 21(P ) BaTiO3 3.951± 0.002 3.951± 0.002 4.069± 0.002
[SrRuO3 (50nm)/BaT iO3 (100nm)/ (3.992) (3.992) (4.036)
SrRuO3 (350nm)/Y Ba2Cu3O7 (400nm)]
GV 09(P ) MgO 4.220± 0.005 4.220± 0.005 4.220± 0.005
[MgO (80nm)] (4.211) (4.211) (4.211)
GV 15(P ) MgO 4.211± 0.004 4.211± 0.004 4.211± 0.004
[MgO (150nm)/Y Ba2Cu3O7 (150nm)] (4.211) (4.211) (4.211)
GV 14(P ) SrRuO3 5.529± 0.06 5.519± 0.06 7.825± 0.06
[SrRuO3 (500nm)/Y Ba2Cu3O7 (400nm)] (5.567) (5.530) (7.845)
Table 5.1: Lattice parameters of the BaTiO3, MgO and SrRuO3 in
different multi-layer sequences.
Y Ba2Cu3O7.
The measured lattice parameters of the MgO and SrRuO3 films are very
close to bulk values. The theory predicts that any epitaxial layer having a
lattice parameter mismatch f with the substrate of less than 9% would grow
elastically strained to the same interatomic spacing of the substrate up to
some critical thickness dc. Beyond dc misfit dislocations are introduced, the
misfit strain is released and the initially strained film relaxes [72, 73].
In a thin film multi-layer the lattice mismatch or lattice misfit of the layer
n grown on the layer n− 1 is defined as:
f =
an−1 − an
an
(5.1)
where an and an−1 are the unstrained lattice parameters of the layers n and
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n− 1, for the grown films the unstrained lattice parameters are reported in
table 1.1. The expression of the critical film thickness dc is:
dc =
b
8π (1 + ν) f
ln
(
dc
b
+ 1
)
(5.2)
where ν is the Poisson’s ratio, b is the dislocation Burgers vector and f is the
lattice misfit of the film [72]. To calculate the value of the critical thickness
dc of each film present in the analysed stacks rather than the modulus of the
Burgers vector, to first approximation it is possible to consider the spacing
between the (001) planes of the different crystal structures. The values of
the Poisson’s ratios for the deposited films are reported in table 5.2, they
have been taken from published results [25, 74, 75, 76, 77].
When theMgO is grown on orthorhombic Y Ba2Cu3O7 the misfit between
the unstrained MgO lattice parameter and the a axis of the Y Ba2Cu3O7 is
equal to 9.3% while the misfit between the MgO lattice constant and the
Y Ba2Cu3O7 b axis is equal to 7.86%. In both cases the calculated critical
thickness is smaller than 1 A˙, in agreement with the relaxed lattice parame-
ters which have been measured.
Also in the case ofMgO films grown on (001) oriented SrT iO3 substrates
an unstrained lattice parameter has been measured, the lattice misfit of the
MgO/SrT iO3 system is equal to 7.3%, this results in a critical thickness
equal to zero which is consistent with measurements. The growth of epitaxial
MgO on (001) oriented SrT iO3 substrates has been studied by Chern [78],
he used molecular beam epitaxy to prepare his MgO films. Also in that case
(001) oriented MgO films have been observed, with a relaxation along the
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Figure 5.1: φ scan around the (−202) plane of the SrRuO3 lattice,
for the sample labeled GV 14(P ) when a) an orthorhombic crystal
structure is assumed (the heights of the peaks are not equal because
of the non perfect alignment) b) a pseudocubic crystal structure with
lattice constant a = 3.93 A˙ is assumed.
out of plane direction.
SrRuO3 films have been grown on the top of the Y Ba2Cu3O7 sacrificial
layers, SrRuO3 has an orthorhombic unit cell, however it can be treated as
a pseudocubic perovskite structure having a lattice constant a = 3.93 A˙ [25]
this has been confirmed by the X-ray diffraction investigations on these films.
Fig. 5.1a shows a φ scan around the (−202) plane of the SrRuO3 film
when the orthorhombic structure is assumed, the diffraction peaks are sharp
and this is an indication of a good crystal structure, a broadening of the
diffraction peaks is in fact related to the presence of imperfections in the
lattice [47]. Fig. 5.1b shows a φ scan around the (−202) lattice plane of the
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SrRuO3 when the pseudocubic cristal structure is assumed, the diffraction
peaks have lower intensity and are broader than the previous measurement.
This happens because the sotware controlling the diffractometer assumes a
cubic structure for the SrRuO3 and it looks for peaks at values of ϑ which
do not correspond to those having the maximum intensity. In fact the pseu-
docubic lattice, approximates the SrRuO3 crystal structure, however the real
structure of the film is orthorhombic, so the diffracted peaks have their max-
imum intensity at diffracted angles ϑ which slightly differ from those ones of
a cubic lattice. The pseudocubic lattice with a lattice constant a = 3.93 A˙
is assumed for the SrRuO3 film, this simplifies the calculation of the lattice
misfit and of the critical thickness. The φ angles at which the diffracted
peaks are found are not equal for the two scans of fig. 5.1 as a different
φ = 0 has been chosen in the two cases.
As in the case of the MgO layers, also the grown SrRuO3 films show
lattice constants near to the bulk values given in table 5.1, calculations of
the SrRuO3 critical thickness on the Y Ba2Cu3O7 sacrificial layer return a
value slightly smaller than 1 A˙, so no strain is observed for the measured
lattice parameters. The difference between measurements and bulk values in
the a and b lattice parameter of the SrRuO3 is attributed to the instrument
error and to imperfections in the crystal structure of the film.
X-ray analysis on the BaTiO3 films reveals that BaTiO3 grows (001)
oriented which means with the polar axis perpendicular to the surface of the
film on SrT iO3 and on SrRuO3, table 5.1 and fig. 5.2a-b, while it grows with
the polar axis parallel to the surface of the film on MgO, table 5.1 and fig.
5.2c-d. The (002) reflection of sample GV 03(P ) corresponds to a BaTiO3 c
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axis having a length of 4.015 A˙ while the (002) reflection of sample GV 21(P )
corresponds to a c axis with a length of 4.069 A˙, so in this cases the c axis
is associated with the polar axis. The (002) reflections of samples GV 16(P )
and GV 10(P ) correspond to a c axis with a length of 3.997 A˙ and 3.985 A˙
respectively, here the c axis does not correspond to the BaTiO3 polar axis.
When the polar axis is perpendicular to the plane of the film, the po-
larization can be easily accessed by a parallel plate capacitor fig. 1.7b, so
BaTiO3 grown on SrRuO3 can be used to produce 31 mode cantilevers.
When the polar axis is parallel to the surface of the film, the polarization
can be accessed by using an interdigitated capacitor fig. 1.7a, so an MgO
film is introduced as seed layer to orientate the BaTiO3 in a way that fits
the 33 piezoelectric mode.
As previously stated when the BaTiO3 is grown on SrT iO3 the polar axis
is equal to 4.015A˙, this is smaller than the value reported in bulk materials.
Kim et al. [79] reported that in SrT iO3/BaT iO3 superlattices the c axis lat-
tice parameter decreases from 4.12 A˙ to 4.06 A˙ when the oxygen pressure dur-
ing the deposition is increased from 1.33 · 10−3 Pa to 0.133Pa. The BaTiO3
of the investigated sample has been grown at an oxygen pressure of 20Pa so
this can explain the shorter value measured. A deeper investigation on this
aspect could not be possible because of the problems which occurred with the
X-ray diffraction equipment, however the two layer sequences proposed for
the fabrication of microcantilevers do not have BaTiO3 layers grown directly
on SrT iO3 films.
The in plane lattice parameters of BaTiO3 films grown on SrT iO3 layers
have a value similar to that one reported for bulk materials.
CHAPTER 5. CHARACTERIZATION OF THE MULTI-LAYERS 110
Figure 5.2: BaTiO3 ϑ − 2ϑ scan of the (002) plane for: a)
BaTiO3 (126nm)/SrT iO3 (500nm)/Y Ba2Cu3O7 (400nm) sam-
ple labeled GV 03(P ); b) SrRuO3 (50nm)/BaT iO3 (100nm)/
SrRuO3 (350nm)/Y Ba2Cu3O7 (400nm) sample labeled GV 21(P );
c) BaTiO3 (500nm)/MgO (60nm)/Y Ba2Cu3O7 (400nm) sample la-
beledGV 16(P ); d)BaTiO3 (500nm)/MgO (60nm)/SrT iO3 (500nm)/
Y Ba2Cu3O7 (400 nm) sample labeled GV 10(P ).
Calculations of the critical thickness for BaTiO3 films grown on SrT iO3
layers return a value around 2.5 A˙, this is smaller than the BaTiO3 lattice
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parameters, so a relaxed BaTiO3 layer is expected to grow on SrT iO3. This
is consistent with observations.
BaTiO3 grown on SrRuO3 also has a polar axis perpendicular to the
surface of the film, here an elongation of the polar axis equal to 0.83% respect
to bulk materials is observed. This is highlighted by a shift of −0.5◦ for the
diffraction peak of the BaTiO3 relative to the (002) plane respect to the same
peak on SrT iO3, fig. 5.2b. The measured polar axis is equal to 4.069 A˙,
table 5.1, this value is in excellent agreement with that one reported by Choi
et. al [22]. The elongation of the polar axis is attributed to the in plane
biaxial stress experienced by the BaTiO3 layer. Calculations of the critical
thickness for the BaTiO3/SrRuO3 system gives a value equal to 9nm this
suggests that the first layers of the BaTiO3 grow elastically strained and the
in plane biaxial stress produces an elongation of the polar axis, this is in
agreement with observations. The in plane lattice constants as consequence
of the biaxial stress have a value equal to 3.951 A˙, table 5.1.
The measured polar lattice parameter represents an average value over the
film thickness, in fact after the first 9nm the thin film relaxes as consequence
of the introduction of dislocations and the BaTiO3 lattice constants assumes
the bulk values. Choi et. all [22] have grown a 200nm BaTiO3 layer on
100nm thick SrRuO3 and they reported a partially relaxed BaTiO3 film.
Sample GV 21(P ) has a 100nm thick BaTiO3 layer sandwiched between
two SrRuO3 electrodes, in the residual stress analysis which is developed in
chap. 6 a relaxation of the 100nm piezoelectric film after the first 10nm
has been assumed, such assumption led to an agreement between theory
and measurements for the residual stresses in suspended cantilevers. It is
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important to point out that eq. 5.2 represents an approximation [72] so
critical thicknesses larger than those ones suggested by the theory could be
present in the grown films. However the fact that an elongation of the polar
axis measured when the theoretical critical thickness has a finite value and
the agreement between theory and results in the residual stress analysis,
see chap. 6, suggests the correctness of this treatment. Furthermore Choi
et. all [22] claimed an increase of the remanent polarization for BaTiO3 on
SrRuO3 as consequence of the stress induced in the film, this has not been
measured in the fabricated ferroelectric capacitors (see sec. 7.3) and confirms
the relaxation of the piezoelectric films after few nanometers.
Thin film stacks where the BaTiO3 thin films have been grown on an
MgO layer are present in the samples GV 10(P ) and GV 16(P ), in both cases
the polar axis lies parallel to the plane of the film, table 5.1. This is confirmed
by the ϑ − 2ϑ scans relative to the (002) plane of BaTiO3 films fig. 5.2c-d.
The smaller lattice mismatch between the c axis of BaTiO3 and the MgO
lattice parameter is the reason for such orientation [66, 67].
According to eq. 5.2 the critical thickness ofBaTiO3 onMgO is negligible
so unstrained lattice parameters should be measured in the plane of the film.
Despite that the measured polar lattice parameter appears smaller than the
bulk value, this happens because the measurements provide an average value,
in fact there are two possible orthogonal orientations when the polar axis is
in the plane of the substrate and a non polar axis must also lie in plane.
The measured in plane lattice parameters are not equal for the samples
GV 10(P ) and GV 16(P ), there is a difference of 0.026 A˙ between the two
values. A difference in the measured lattice parameters may arise by differ-
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ences in the alignment of the two samples, however we think that this not
the only reason for such a difference. Sample GV 10(P ) contains an SrT iO3
buffer layer between the MgO and the Y Ba2Cu3O7 sacrificial layer. As will
be discussed in secs. 7.2 and D.3.2, particulates and outgrowths might be
present on the surface of the Y Ba2Cu3O7 films even after the recalibration
of the Y Ba2Cu3O7 ablation parameters aimed to reduce the roughness of the
Y Ba2Cu3O7 top surface, see fig. D.21. These outgrowths and particulates,
which are off-stoichiometric, may have heights in the orders on hundreds of
nm while the MgO seed layer is only 60nm thick, so they might reduce the
quality of the seed layer and have an influence on the BaTiO3 piezoelec-
tric layer. This is confirmed by sample GV 10(P ) where the 500nm SrT iO3
buffer layer, introduced between the Y Ba2Cu3O7 and theMgO films, covers
the outgrowths of the sacrificial layer, leading to a better seed layer and to
a BaTiO3 film having a polar lattice parameter near to that one showed in
bulk materials, table 5.1.
In the fabrication process described in chap. 4, the 31 mode and the 33
mode stacks are not grown in one go but the the film deposition is performed
in two steps, this has also been done for the preparation of the multilayer used
for the X-ray diffraction analysis. As will be discussed in chap. 7 in order to
reduce the losses in the BaTiO3 layers the BaTiO3 deposition pressure has
been reduce from 20Pa to 8Pa. Due to problems with the diffractometer
no X-ray analysis has been performed on the films grown at lower pressure,
however in literature an elongation of the lattice parameters for low growing
pressure is reported [22], furthermore Wang et all [67] for BaTiO3 grown on
MgO at a pressure of 5Pa report a polar axis longer than the bulk value .
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Material Thermal Young Poisson
expansion Modulus ratio
coefficient [10−61/K] [GPa]
Y Ba2Cu3O7 13.4 129 0.3
SrRuO3 8 190 0.3
BaTiO3 11.3 175 0.35
(on MgO or SrRuO3)
BaTiO3 11.3 79 0.35
(on SrT iO3)
MgO 8 233 0.18
SrT iO3 9.4 130 0.25
Table 5.2: Thermal expansion coefficient [85, 86, 87, 88, 89], Pois-
son’s ratio [25, 74, 75, 76, 77] and Young’s Modulus of the deposited
films. The Young’s Modulus has been measured by nanoindentation
technique.
The most important information derived from the X-ray diffraction anal-
ysis is that the out of plane BaTiO3 polar axis in the
SrRuO3/BaT iO3/SrRuO3 capacitive structure fits the 31 piezoelectric mode
while the in plane BaTiO3 polar axis in the SrRuO3/BaT iO3/MgO layer
sequence fits the 33 piezoelectric mode.
5.2 Nano-indentation measurements
Nano-indentations measurements have been performed on the deposited multi-
layers to evaluate the Young’s modulus of each film, such measurements have
been run by Dr. J. Bowen [56]. As already reported in sec. 3.7 this technique
allows the evaluation of the reduced modulus of the materials, the Young’s
modulus is then calculated according eq. 3.9.
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The measurements have been performed on multi-layers deposited on
Y Ba2Cu3O7 sacrificial layer in the way descibed in chap. 4. The values
of the reduced modulus measured near the top surface of the stack or at
the interface between two layers have not been used to calculate the Young’s
modulus of the grown films. Measurements of the reduced modulus reveal
that in the first 10nm or 15nm from the top surface of the stack, or from
the interface between two layers, the reduced modulus assumes values which
are not constant and are not compatible with the bulk Young’s modulus
of the same material. After the first 10nm or 15nm the reduced modulus
approaches a value compatible with the Young’s modulus measured in the
bulk of the same material; such a value is maintained through the thickness of
the film until the next interface is reached. However if the values measured
in the first 10nm − 15nm are considered, they alter the average Young’s
modulus by less than 10%
Indentations were performed from the top surface down to the desired
depth through the multilayer. The indenter was held at load for 60 seconds,
then retracted from the sample at a rate of 0.5nm/s. Each indentation was
separated by 50µm, to avoid any influence of the previous measurement.
The values reported in table 5.2 represent the Young’s Modulus averaged
over the film thickness over a minimum of 25 measurements.
Fig. 5.3 show a nanoindentation across a BaTiO3 layer around a depth of
100nm from the substrate. For this sample the average value of the Young’s
modulus is equal to 163GPa deviations up to 20% from the central value are
present in the measurement.
Indentations measurements on BaTiO3 grown on a SrT iO3 layer have
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Figure 5.3: Nanoindentation scan for a BaTiO3 film belonging to the
stack BaTiO3(200nm)/SrRuO3(200nm)/Y Ba2Cu3O7(100nm).
been run on the sample labeled as GV 03(P ), such sample has top down layer
sequence: BaTiO3/SrT iO3/Y Ba2Cu3O7; this three-layer has been grown in
situ. In this sample the measured value of the Young’s modulus is smaller
than the value measured in the case of BaTiO3 films grown on SrRuO3 or on
MgO layers. The smaller value of the Young’s modulus equal to 79GPa is in
agreement with that one reported in [81]. It is known thatMgO and SrRuO3
are stiffer than SrT iO3, so an influence of the underlying layer on the Young’s
modulus of the BaTiO3 can not be excluded. Furthermore it has to be
highlighted that in sample GV 03(P ) all the thin films are deposited in situ,
while for the 33 and 31 mode stacks, used to evaluate the Young’s modulus of
BaTiO3 onMgO and on SrRuO3, this is not possible because our deposition
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system allows the deposition of only three layers in situ. In the 33 and 31
mode multi-layers before the deposition of the BaTiO3 the thin film stacks
are heated up in oxygen at the deposition temperature and annealed for about
30 mininutes before the beginning of the ablation. The annealing step can
improve the quality of the top surface of the film stack which acts as a seed
for the BaTiO3 deposition, however a further investigation it is necessary to
understand the origin of such mismatch. The measured Young’s modulus for
the SrRuO3 and the MgO well agreed with the value reported in literature
[82, 83] while the measured value for the SrT iO3 film is smaller than 265GPa
reported in [84]. The Young’s modulus measured on the SrT iO3 substrate is
equal to 191GPa which is still smaller than the value reported in literature,
however the SrT iO3 substrate supplier [58] does not report the Young’s
modulus of the substrate in the datasheet.
The Young’s modulus of the materials used here are sensibly higher than
the Young’s modulus of PZT (63GPa) and SiO2 (69GPa), these materials
have been used for the fabrication of energy harvesting cantilevers by Jeon
et al. [4]. They introduced a SiNx buffer layer in their film stack to reduce
the curling of the beam after its release. The Young’s modulus measured for
the thin films employed in our stack are high enough to not require the use
of an additional buffer layer.
Table 5.2 also reports the Poisson’s ratio [25, 74, 75, 76, 77], and the
thermal expansion coefficients [85, 86, 87, 88, 89] for the materials used in
this project.
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5.3 Summary
In this chapter it is shown that the BaTiO3 grows with the polar axis per-
pendicular to the surface of the film on SrRuO3 and SrT iO3 while it grows
with the polar axis parallel to the surface of the film on MgO. When the
polar axis is perpendicular to the surface of the film the 31 piezoelectric mode
can be used to produce energy harvesting devices, instead with the polar axis
parallel to the surface of the film it is possible to fabricate devices using the
33 piezoelectric mode.
When the BaTiO3 is grown on SrT iO3 the polar axis has a length of
4.015 A˙, which is smaller than the value reported in bulk materials. This
is believed to be the effect of the oxygen pressure during the growth of the
BaTiO3 film [79]. In our case an oxygen pressure of 20Pa has been used
during the growth of BaTiO3.
For BaTiO3 grown on SrRuO3 the polar axis has a length of 4.069 A˙, in
this case the elongation of the polar axis is attributed to the in plane biaxial
stress experienced by the BaTiO3 layer when grown on SrRuO3. This is
confirmed by a critical thickness of 9nm for BaTiO3 on SrRuO3.
The polar axis of BaTiO3 is parallel to the surface of the film when it is
grown grown on MgO. The smaller lattice mismatch between the c axis of
BaTiO3 and the MgO lattice parameter is the reason for such orientation.
The polar axis lengths measured in this case are 4.002 A˙ and 4.028 A˙, both of
them are smaller than the value measured in bulk materials. This happens
because the measurements provide an average value for the lenght of the
polar axis, in fact there are two possible orthogonal orientations when the
CHAPTER 5. CHARACTERIZATION OF THE MULTI-LAYERS 119
polar axis is in the plane of the substrate and a non polar axis must also lie
in plane.
Nanoindentation measurements have been run on the grown multilayers,
the measured Young’s modulus are high enough (130 - 233 GPa) to avoid
the introduction of an additional buffer layer necessary to reduce the curling
of the cantilevers after their release.
The Young’s modulus of the BaTiO3 is equal to 175GPa when it is grown
on SrRuO3 andMgO, and to 79GPa when it is grown on SrT iO3, a further
investigation is necessary to understand the reasons of such mismatch.
Chapter 6
Residual stress analysis for
suspended cantilevers
In this chapter an experimental method useful to determine the residual
stresses at the top surface of thin film multi-layer cantilevers is discussed. The
method consists into the measuring of the cantilever deflection at different
distances from the anchor point, in this way the radius of curvature of the
structure and so also the residual stress at the cantilever top surface can be
evaluated.
In previous works the residual stress in microcantilevers was caculated by
measuring the deflection of the free end in the case of small deflections [12,
13], or by using the Stoney formula [4, 14]. In our multilayer cantilevers the
Stoney formula does not apply because some of the hypothesis necessary for
the application of this method are not fulfilled [15]. Furthermore deflections
of the free end equal to 40µm for cantilever having lengths of 180µm have
been measured, so also the hypothesis of small deflection of the free end does
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not apply.
The proposed method is applicable either in the case of large deflections
of the free end or when the Stoney formula does not apply, the deflections of
the cantilevers are measured by using SEM and interferometry techniques.
In section 6.1 the proposed experimental method is discussed and ap-
plied to the fabricated micro-cantilevers, furthermore an error analysis is
developed on the experimental values of the radius of curvature and of the
residual stresses. In section 6.2 the causes which produce the residual stress
in the micro-cantilevers are analyzed and the theoretical values of the resi-
dual stresses are compared with the experimental ones. Section 6.3 presents
a discussion on the experimental results and explains why is some cases the
measured values deviate from those predicted by the theory. Finally section
6.4 reports a refinement of the proposed method.
6.1 Experimental method
Let us consider a thin film stack grown on a Y Ba2Cu3O7 sacrificial layer,
when the sacrificial layer is undercut and the cantilever is released, it usu-
ally results in a curved structure rather than straight. The bending of the
cantilever is due to the so called residual stress which may arise by: a
mismatch of the thermal expansion coefficients between the different layers,
a mismatch of lattice constants between the epitaxially grown films, atomic
diffusion through the film thicknesses and interstitial or substitutional defects
into the layers [90].
The understanding and the control of the residual stress is important to
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avoid cracking and unwanted deformations of the structures which might lead
to deviations from the expected behaviours [91]. To control the curvature of a
suspended beam, an understanding of the stresses into the beam is required,
this can be obtained from the beam theory, see appendix A.1.
The expression of the longitudinal stress in an homogeneous deflected
beam is [32]:
σx =
E˜hy
ρ
(6.1)
where E˜ is the Young’s modulus of the beam, hy is the distance from the
neutral axis and ρ is the radius of curvature. In a multi-layer eq. 6.1 is valid
for each individual film. The longitudinal stress assumes its maximum value
at the bottom and top surface of the cantilever.
In previous works [12, 13], the radius of curvature ρ of a deflected beam
has been evaluated by measuring the deflection at the cantilever free end and
then the following equation has been used.
y =
l2
2ρ
(6.2)
This formula is an approximation valid for small deflections, for larger de-
flections another method has to be followed.
To estimate the longitudinal stress at the top surface of the cantilevers
the deflection curve has been calculated by measuring the deflection of the
beam at different distances from the anchor point, in this way the radius of
CHAPTER 6. RESIDUAL STRESS ANALYSIS 123
curvature at the cantilever free end can be calculated by using eq 6.3.
1
ρ
= −
d2y
dx2[
1 +
(
dy
dx
)2] 32 (6.3)
The stress at the top surface of the cantilever is calculated with eq. 6.1
applied to an equivalent homogeneous cantilever derived from the multi-layer
structure according to the transformed section theory (see sec. 2.1) [32].
The deflection of the beam at different distances from the anchor has
been measured with SEM and interferometry techniques.
The measurement of the deflection profile has been used by Kalb et al.
[14] to estimate the curvature of suspended beams containing phase-change
materials. In that work the Stoney equation was used to calculate the elastic
strain at the interface between a thick cantilever and a thin film grown on
its top. The expression of the Stoney formula is [15]:
1
ρ
=
6f(1− νs)
h2sE˜s
(6.4)
f is the force experienced by the film, Es, hs and νs are the Young’s modulus
the thickness and the Poisson’s ratio of the substrate.
Such a treatment is only valid if the film thickness is negligible compared
with the cantilever thickness [14, 15]. This restriction does not apply to the
method proposed in this work, furthermore we demonstrate the effectiveness
of the method in multilayers to which the Stoney equation would not directly
apply.
The proposed analysis has been performed on SrRuO3/BaT iO3/SrRuO3
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Figure 6.1: SEM pictures of 4 investigated devices: a) 123µm
long, 20µm wide BaTiO3/MgO/SrT iO3 (IP) U-shape cantilever,
the SrT iO3 film is 500nm thick, the MgO layer is 50nm thick
and the BaTiO3 film is 120nm thick; b) 234µm long, 20µm
wide SrRuO3/BaT iO3/SrRuO3 (OP) U-shape cantilever, the bot-
tom SrRuO3 layer is 350nm thick, the BaTiO3 film is 100nm
thick and the SrRuO3 top layer is 50nm thick; c) 44µm long,
10µm wide BaTiO3/SrT iO3 (Bi) cantilever, the SrT iO3 is 500nm
thick and the BaTiO3 is 120nm thick; d) 186µm long, 20µm
wide u-shape cantilever with in series a 76µm long, 8µm simple
beam the cantilever, the top-down layer sequence of the structure is
SrRuO3/BaT iO3/SrRuO3 (OP), the bottom SrRuO3 layer is 350nm
thick, the BaTiO3 film is 100nm thick and the SrRuO3 top layer is
50nm thick.
(sample GV 21(P )) u-shape cantilevers, BaTiO3/MgO/SrT iO3
(sample GV 10(P )) u-shape cantilevers and on BaTiO3/SrT iO3 (sample
GV 07(P )) simple beam cantilevers.
As already discussed in sec. 5.2 the BaTiO3 polar axis is perpendicular
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to the surface of the film or out of plane (OP) when it is grown on SrRuO3 so
the SrRuO3/BaT iO3/SrRuO3 multi-layer will be labeled as OP stack. For
the same reason the BaTiO3/MgO/SrT iO3 layer sequence is called IP (in
plane) stack while the BaTiO3/SrT iO3 cantilevers are called Bi (bi-layer)
devices.
At the beginning of the project, the idea was to deposit a gold top elec-
trode on the top of the IP stack. However, as already reported in secs. 2.3
and 4.3, if a further piezoelectric layer has to be grown on the top of the
structure, due to the compatibility with the high temperature ablation pro-
cess, SrRuO3 has to be used as electrode layer. Structures containing only
one piezoelectric layer can use gold as top electrode. Gold is deposited at
room temperature so it does not influence the thermal stress analysis which is
developed in this section. In the future the proposed residual stress analysis
can be extended to the SrRuO3/BaT iO3/MgO/SrT iO3 stack.
The SEM analysis has been performed with a Philips XL30S FEG, fig.
6.1 shows the SEM pictures of four of the investigated structures.
When the cantilever is undercut it leaves a trace on the substrate fig. 6.2.
The deflection of the beam measured with SEM technique was evaluated by
measuring the distance between the trace on the substrate and the top surface
of the cantilever. Measurements uncertainties of 300nm in the y direction
and of 1µm in the x direction have been estimated.
To validate the SEM measurements, the deflection of the cantilevers has
been also measured with a MicroXAM2 interferometer (Omniscan, UK). The
interferometer was operated in phase mode employing light of wavelength
510nm, and at a magnification of 100X. Interferograms were found to be
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Figure 6.2: SEM pictures showing the measurements of the deflec-
tion for a BaTiO3/SrT iO3 cantilever (Bi device) at 32µm from the
anchor. An angle of few degree is present between the substrate and
the detector, the value of this angle has been taken into account for
the measurement of the beam deflection.
unreliable, due to differences in the reflectivities of the various materials.
Instead, the interferometer was operated manually, employing a motorised x,
y, z stage with ±0.1µm resolution. The interferometric fringes were focused
on the sample surface and the position of peak light intensity was considered
to be the x position of interest, whose position could be determined with
approximately ±3µm accuracy due to the manual positioning involved. The
corresponding y-position (±3µm accuracy) was recorded for each surface
location assessed. These measurements have been run by dr. James Bowen
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[56].
In order to determine the residual stresses in a cantilever, we must con-
sider the forces distributed over its cross section. These represent a system
equivalent to a couple and the resultant of these forces in the x direction
must be equal to zero fig. A.7, (see appendix A.1) [32].
Equation 6.5:
E˜Iˆ
d2y
dx2
=M (6.5)
is the differential equation describing the deflection curve of the cantilever,
it implies that such curve is described by a parabola:
y = ax2 + bx+ c. (6.6)
To find the curve which better approximates the cantilevers, the de-
flections of the structures have been measured at five different distances
(A ;B ;C ;D ;E) from the anchor. Then the parabola passing through the
points A, C and E has been calculated.
Five different points have been measured, however only three points are
necessary to calculate the expression of a parabola, this means that ten
different parabolas can be calculated.
The parabola which better approximates the deflection of the cantilevers
is usually that one passing through the points (A ;C ;E), this parabola has
been used to calculate the radius of curvature of the suspended structures.
The radius of curvature has been calculated using eq. 6.3.
The deflections measured using the SEM and the interferometer tech-
niques, the calculated parabolas and radius of curvatures for the analysed
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Device Cantilever Length Width SEMcoordinates Interferometercoordinates SEM Parabola Radius of Radius of
type [µm] [µm] (A; B; C; D; E) (A; B; C; D; E) (Interferometer parabola) curvature (SEM) curvature (interf.)
(x[µm], y[µm]) (x[µm], y[µm]) y = ax2 + bx+ c [µm] [µm]
OP U-shape 120µm 20µm (0, 1.74); (20, 3.35); (50, 8.44); (0, 1.5); (20, 3.5); (50, 8.2); y = 1620x2 + 0.053x+ 1.74 · 10−6 −403 ± 7.15 −390
(90, 19.5); (118, 30.5); (90, 18); (118, 31); (y = 1706x2 + 0.0487x+ 1.5 · 10−6)
OP U-shape 128µm 20µm (0, 0.828); (20, 2.07); (50, 6.62); (0, 1.2); (20, 2.8); (50, 6.3); y = 1400.8x2 + 0.0458x+ 0.828 · 10−6 −448 ± 38 −405
(90, 15.9); (120, 26.5); (90, 15.4); (118, 26); (y = 1590x2 + 0.0225x+ 1.2 · 10−6)
OP U-shape 234µm 20µm (0, 1.24); (50, 3.97); (100, 10.06); (0, 1); (50, 3.7); (100, 9.6); y = 546x2 + 0.039x+ 1.24 · 10−6 −1038 ± 406 −999
(150, 17.4); (225, 37.6); (150, 17); (225, 36.3); (y = 567x2 + 0.0293x+ 10−6)
IP U-shape 120µm 20µm (0, 1.02); (20, 2.3); (50, 5.72); (0, 2); (20, 3.6); (50, 5.8); y = 1040x2 + 0.042x+ 1.02 · 10−6 −551 ± 37 −612
(90, 13.5); (122, 21.6); (90, 12.3); (118, 18.6); (y = 834x2 + 0.0343x+ 2 · 10−6)
IP U-shape 122µm 20µm (0, 0.911); (20, 2.7); (50, 6.82); (0, 1.4); (20, 2.1); (50, 5.2); y = 1123.6x2 + 0.062x+ 0.911 · 10−6 −471 ± 31.7 −375
(90, 15.8); (119, 24.2); (90, 13.2); (119, 23.8); (y = 1674x2 − 0.0077x+ 1.4 · 10−6)
IP U-shape 180µm 20µm (0, 1.75); (50, 6.2); (100, 17.7); (0, 1.6); (50, 6.5); (100, 15.3); y = 989x2 + 0.0606x+ 1.75 · 10−6 −643 ± 128 −561
(150, 35.6); (180, 44.7); (150, 32.2); (180, 43); (y = 1162x2 + 0.0208x+ 1.6 · 10−6)
Bi Beam 32µm 10µm (5.6, 1.84); (10, 2.2); (16, 2.82); (0, 1.2); (/, /); (15, 2.3); y = 2186.6x2 + 0.047x+ 1.51 · 10−6 −248 ± 109 −242
(24, 3.86); (32, 5.25); (/, /); (32, 4.8) (y = 2169x2 + 0.0408x+ 1.2 · 10−6)
Bi Beam 44µm 10µm (2.33, 1.57); (10, 2.23); (20, 3.2); (0, 1.1); (/, /); (20, 3.4); y = 2500x2 + 0.0339x+ 1.51 · 10−6 −217 ± 57 −327
(30, 4.82); (39, 6.68); (30, 4.5); (44, 7.9) (y = 1650x2 + 0.082x+ 1.1 · 10−6)
Bi Beam 55µm 10µm (1.17, 1.59); (15, 3); (30, 5.34); (0, 1.5); (15, 4); (30, 7); y = 2607x2 + 0.0488x+ 1.53 · 10−6 −225 ± 83 927
(40, 8.23); (51, 10.8); (40, 8.5); (55.2, 10.8) (y = −555x2 + 0.2x+ 1.5 · 10−6)
Table 6.1: Device type, length, width and co-ordinates (x,y) of nine example cantilevers, x is the position of the
measurement along the cantilever and y is the deflection. The parabolic equations describing the deflection of the
cantilevers through the points (A; C; E) are reported for both the SEM and the interferometer data, the radii of
curvature of each cantilever calculated from equation 6.3 with the parabola obtained from SEM and interferometry
data are also given. The error analysis on the radius of curvature has been performed only on the SEM data because
these are the data used to calculate the residual stress of the cantilevers. For two of the Bi devices due to the manual
positioning involved with the interferometer measurements, it has not been possible to measure the deflection at five
different distances from the anchor.
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Figure 6.3: a) Parabola and deflection of the measured points for the
120µm long OP device. b) Parabola and deflections of the measured
points for the 55µm long Bi device.
devices are reported in tab. 6.1. There is good agreement between the
SEM and the interferometry deflection values. Because of the higher resolu-
tion associated with the SEM measurements the radii of curvature have been
calculated from the SEM data.
The parabola describes the deflection of the cantilevers well, as can be
seen from fig. 6.3 which shows the parabola and the measured points for
the 120µm long OP device and for the 55µm long Bi cantilever. However
it has to be emphasized that eq. 6.5 is an approximation [32]. A parabola
might not be a good approximation generally, in which case an expression
of the curve which better approximate the deflection of the beam has to be
used for the calculation of the radius of curvature. For the analysed devices
the deviations in the measured coordinates of B and D from the parabolic
approximation are reported in table 6.2. These deviations are in the error
CHAPTER 6. RESIDUAL STRESS ANALYSIS 130
Device Cantilever Length Width Deviation on B Deviation on D ea eb
type [µm] [µm] for SEM par. for SEM par. SEM − INT SEM − INT
[µm] [µm]
OP U-shape 120µm 20µm +0.1 +0.22 5.3% 8.11%
OP U-shape 128µm 20µm +0.23 +0.4 13.51% 51%
OP U-shape 234µm 20µm +0.59 +1.97 3.85% 24.87%
IP U-shape 120µm 20µm +1.22 − 0.28 20% 18.3%
IP U-shape 122µm 20µm − 0.1 − 0.21 49% 88%
IP U-shape 180µm 20µm +1.05 − 2.51 17% 66%
Bi Beam 32µm 10µm 0 −0.22 0.8% 13.19%
Bi Beam 44µm 10µm −0.13 −0.04 51.5% 142%
Bi Beam 55µm 10µm −0.15 −0.58 121% 310%
Table 6.2: Deviations on the points B and D consequence of the
parabolic approximation used for the delection of the cantilever.
Also reported are the percentage errors ea and eb of the parabola
coefficients obtained for the interferometers measurements with
respect to the SEM data.
range of the SEM coordinates.
As already reported, to validate the method, the deflections of the can-
tilevers have been measured by interferometer technique. Tab. 6.2 also shows
the percentage difference between the values of the coefficients a and b ob-
tained using the SEM technique (aSEM and bSEM) and interferometry (aINT
and bINT ) respectively. These differences were calculated using:
ea =
∣∣∣∣aSEM − aINTaSEM
∣∣∣∣ · 100 (6.7)
eb =
∣∣∣∣bSEM − bINTbSEM
∣∣∣∣ · 100. (6.8)
The coefficient c is not considered because according to eqs. 6.6 and 6.3 its
value does not affect the radii of curvature of the cantilevers. For some devices
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Figure 6.4: a) SEM and interferometers parabolas plus SEM and
interferometers deflection measurements with the relative error bars
for the 120µm long OP device. b) SEM and interferometers parabo-
las plus SEM and interferometers deflection measurements with the
relative error bars for the 55µm long Bi device.
a significant difference between the parabola coefficients obtained with SEM
and interferometer analysis is present. The Bi devices have lengths between
32µm and 55µm and experience a maximum deflection of the free end equal
to 10µm. For these small deflections the resolution of the interferometry
method, as consequence of the manual measurement involved, does not allow
the application of the method on these data fig. 6.4b.
Fig. 6.4a shows the parabolas calculated from the SEM and from the
interferometers data together with the deflections measured with both tech-
niques for the 120µm long OP device. In this case there is a good agreement
between the two methods, so the two parabolas overlap and they approximate
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the data within the instrument error.
Fig. 6.4b is relative to the 55µm long Bi device, which is the device
showing the maximum difference between the values of the coefficients a and
b obtained from SEM and interferometer measurements. In this case the
instrument resolution is equal to the 30% of the deflection of the free end,
this large error does not allow to calculate a parabola which is in agreement
with that one obtained from the SEM data. This explains why only the SEM
measurements are considered for the evaluation of the residual stress.
The longitudinal stress at the free end cross section of each cantilever is
evaluated by using eq. 6.1. The value of the Young’s Modulus appropriate for
a multilayer system is that of the material with maximum Young’s modulus
[32]. In fact in a cantilever system with heterogeneous cross section the
width of each layer is normalized to the maximum Young Modulus according
to transformed section theory fig. 2.2 (see sec. 2.1), [32].
To calculate the residual stress at the cantilever top surface, eq. 6.1, it is
necessary to know the distance between the cantilever’s top surface and the
neutral axis, the position on the neutral axis in the proposed multi-layers is
evaluated according eq. 2.9. The experimental values of the residual stress
at the cantilever top surfaces for the analysed devices are reported in tab.
6.3.
There are three sources of uncertainty in this analysis. The first source
is due to the measurement technique and it is linked to the resolution of the
measurement instruments. The second source is linked to the curve chosen
to approximate the deflection of the beam. The third source of error is due
to the fabrication process, this kind of error arises from the undercut and
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Device Cantilever Length Width Experimental Theoretical Theoretical
type [µm] [µm] stress thermal stress thermal + misfit[
109N/m2
] [
109N/m2
]
stress[
109N/m2
]
OP U-shape 120µm 20µm −0.104 ± 0.002 −0.051 −0.0013
OP U-shape 128µm 20µm −0.093 ± 0.009 −0.051 −0.0013
OP U-shape 234µm 20µm −0.051 ± 0.026 −0.051 −0.0013
IP U-shape 120µm 20µm −0.153 ± 0.011 −0.145 −7.21
IP U-shape 122µm 20µm −0.131 ± 0.009 −0.145 −7.21
IP U-shape 180µm 20µm −0.112± 0.028 −0.145 −7.21
Bi beam 32µm 10µm −0.173 ± 0.136 −0.071 1.2
Bi beam 44µm 10µm −0.200 ± 0.069 −0.071 1.2
Bi beam 55µm 10µm −0.190 ± 0.112 −0.071 1.2
Table 6.3: Experimental stress, theoretical thermal stress and
theoretical stress due to combined effect of thermal and mis-
fit stress evaluated at the top surface of each cantilever. For
each cantilever the device type corresponding to different layer se-
quence is indicated, also the cantilever shapes and the cantilever
lengths and widths are reported.
from the resist resolution.
The uncertainties on the values of the residual stresses have been calcu-
lated developing an error analysis on the radius of curvature.
As already stated, to evaluate the radius of curvature, the parabola pass-
ing only through the points A, C and E has been considered, that is usually
the parabola which better approximate the deflection of the beam.
From the measured points ten parabolas can be worked out, this means
that ten values of the parameters a, b and c can be calculated for each can-
tilever. The standard deviations for such parameters can be then evaluated
to provide an estimate of the uncertainty of the fit. The standard deviations
∆a and ∆b have been evaluated considering the parabolas which approximate
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the deflection of the cantilever within the measurement error.
In some cases, one or two parabolas (usually those one passing through
C, D, E and B, D, E) did not approximate the deflection of the beam well,
resulting in an error larger than the measurement error. Such parabolas
were rejected and were not included in the error analysis. By choosing only
parabolas which approximate the deflection of the cantilevers within the mea-
surement error, we are choosing a series of curves which approximate the
deflection of the beams within the error of the instrument.
The radius of curvature depends only on the parameters a and b in eq. 6.6,
so the uncertainty in the radius of curvature is dependent on the uncertainties
in a and b but not in c.
The radius of curvature of each cantilever has been calculated at the free
end of the structure, so an error on the length of the cantilever also affects
its final value. The principle error on the cantilever lengths is due to the
undercut at the anchors points. Undercuts between 9µm and 20µm have
been measured.
The uncertainty on the radius of curvature has been evaluated using the
following formula:
(∆ρ)2 =
(
∂ρ
∂a
∆a
)2
+
(
∂ρ
∂b
∆b
)2
+
(
∂ρ
∂l
∆l
)2
(6.9)
where ∆a and ∆b are the standard deviations on the parabola factors a and
b, ∆l is the uncertainty on the length of the cantilever due to the undercut
and the resolution of the photoresist.
With the error on the radius of curvature also the error on the residual
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longitudinal stress can be calculated. The radius of curvature with its un-
certainty and the evaluated residual stress with its uncertainty are reported
in tabs. 6.1 and 6.3 respectively.
6.2 Theoretical values of the residual stress
Usually vacuum deposited films are in a state of stress. Causes of stress are
the mismatch of thermal expansion coefficients between the different layers
(thermal stress), the mismatch of lattice constants between the different ma-
terials (misfit stress) and the presence of defects in the layers [90]. In sec. 5.1
the critical thickness values for the films present in the analysed multi-layers
have been discussed and evaluated. In our layer combinations all the critical
thicknesses are less than 10nm, the film thicknesses in the three stacks are
in the order of hundred of nm, this means that only the thermal stress will
be considered in the following stress analysis, as the misfit is released by
the generated dislocations. Similar considerations have been also reported in
[73, 92].
The deposition of the cantilever films is performed at temperatures of
740◦C and 780◦C, then the film stack is cooled down to room temperature.
The thermal stress will be the result of the differences in the film thermal
expansion coefficients.
On a rigid substrate the in plane thermal stress in the layer n applied by
the layer n− 1 can be expressed as
σn =
E˜n
1− νn
(αn − αn−1)(Ts − Ta) (6.10)
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where E˜n is the Young modulus, νn is the Poisson’s ration, αn and αn−1
are the thermal expansion coefficients of the layers n and n − 1, Ts is the
temperature during the deposition and Ta is the temperature during the
measurement. Thin films can be considered as two dimensional systems.
Equation 6.10 is the two dimensional extension of the relation reported in
[93].
Eq. 6.10 reveals that the longitudinal strain in the film varies linearly
with temperature. To verify the accuracy of the linear approximation it is
important to understand how the lattice parameters of the different materials
vary with temperature. The main problem may arise from the BaTiO3 layer,
in fact this material experiences a change of its crystal structure at 120◦C
(see sec. 1.3), this change consist into an elongation of the c axis, also called
the polar axis, below 120◦C.
In the OP structures the polar axis is perpendicular to the surface of the
film, the longitudinal stress in the plane of the film arise from a variation of
the length of the other two axes, labeled as a and b. Choi et al. [22] reported
that for BaTiO3 grown on SrRuO3, the lengths of the a and b axes linearly
varies with temperature in the temperature range 0◦C −800◦C, so the linear
approximation of eq. 6.10 hold. The same discussion is valid when BaTiO3
is grown on SrT iO3 (Bi structures), in fact also in this case the polar axis is
perpendicular to the surface of the film.
In the case of the IP devices the polar axis lies parallel to the plane of the
film but it is randomly oriented in plane. This produces a polar axis with an
average length shorter than that one of (001) oriented BaTiO3 (see sec. 5.1)
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Figure 6.5: Longitudinal stress at the interface of each film present
in the stack, in a) σSRO1−BTO indicates the stress on the SrRuO3
surface layer applied by the BaTiO3 film, similar nomenclature applies
to the other layers. The arrows indicate if the stress in each layer is
compressive (←) or tensile (→).
corresponding in this way to a reduction of the quantity:
ctetragonal − ccubic (6.11)
due to this reason eq. 6.10 is also applied in the case of the IP devices. A
better understanding of how the thermal expansion coefficients of the films
vary with temperature is desirable, however these data do not seem to be
available in literature.
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When the Y Ba2Cu3O7 is undercut and the beam suspended, the con-
straint which keeps the multilayer anchored to the substrate is removed. The
multilayered structure will bend because of the unbalanced thermal stress
present at the film interfaces. Fig. 6.5 show the thermal stresses at the inter-
faces in the OP, IP and Bi stacks after the Y Ba2Cu3O7 undercutting. Where
σSRO1−BTO indicates the stress on the SrRuO3 surface layer applied by the
BaTiO3 film. Similar nomenclature applies to the other layers. The thermal
expansion coefficients [85, 86, 87, 88, 89] the Poisson’s ratio [25, 74, 75, 76, 77]
and the measured Young Modulus are reported in tab. 5.2.
With these values it is possible to calculate the thermal stress at the
interface of each film by using eq. 6.10. In the OP multilayer structure each
film has to be heated to 780◦C during the SrRuO3 deposition, so Ts is chosen
equal to 780◦C. The temperature during the measurement Ta, is 20
◦C. In
this system the algebraic sum of the thermal stresses at each interface is:
σSRO1−BTO + σBTO−SRO1 =
= σBTO−SRO2 + σSRO2−BTO =
= −0.0255 · 109
[
N
m2
]
(6.12)
the minus sign indicates a compressive stress.
For the IP multilayer system Ts is equal to 740
◦C and Ta is still 20
◦C.
The algebraic sum of the thermal stresses at each interface is:
σSTO−MGO + σMGO−STO =
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= −0.111 · 109
[
N
m2
]
(6.13)
for the SrT iO3 −MgO interface and
σMGO−BTO + σBTO−MGO =
= −0.034 · 109
[
N
m2
]
(6.14)
for the MgO − BaTiO3 interface.
In the case of the Bi device, Ts is equal to 740
◦C while Ta is 20
◦C, the
resulting stress at the BaTiO3/SrT iO3 interface is:
σSTO−BTO + σBTO−STO =
= −0.071 · 109
[
N
m2
]
(6.15)
as already discussed in sec. 5.2 the value of the BaTiO3 Young’s modulus
used for the calculations of the stress at the interface of the Bi structures is
smaller than that one used for the OP and IP devices.
According to eq. 6.1, the longitudinal stress in each layer varies linearly
with the film thickness.
The cantilevers under investigation have total thicknesses of 500nm and
670nm, widths between 10µm and 20µm and lengths between 32µm and
230µm. So at a first approximation it is possible to consider each layer in
the stack as a two dimensional system, this means that the stress will occur
only at the interfaces.
For the OP system shown in Fig. 5a it is possible to assume that the
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stress at the top surface of the beam is equal to the sum of the stresses at
the SRO2/BTO and at the BTO/SRO1 interfaces, Eq. 6.16.
σa = −0.051 · 10
9
[
N
m2
]
(6.16)
This is similar in magnitude to the values determined experimentally for the
three OP stacks and in excellent agreement with the experimentally deter-
mined stress for one of them, table 6.3. For the IP stacks, the stress at
the top surface of the beam will be equal to the sum of the stresses at the
BTO/MGO and at the MGO/STO interfaces, Eq. 6.17.
σb = −0.145 · 10
9
[
N
m2
]
(6.17)
In this case we have excellent agreement with all the experimentally deter-
mined values, table 6.3.
For the Bi device the stress at the top surface is assumed equal to the
stress at the BTO/STO interface:
σc = −0.071 · 10
9
[
N
m2
]
. (6.18)
There is a factor 3 between the experimental and the theoretical values,
however a large uncertainty is present in the experimental stresses and for
two devices the theoretical value falls inside the uncertainty range, table 6.3.
If the contributions coming from the lattice mismatches are considered
the stresses at the interfaces of fig. 6.5 are given by the sum of the thermal
stress and of the stress generated by the lattice mismatch. The stress due to
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the lattice mismatch generated by the layer n− 1 on the layer n is:
σmis. n =
En
1− νn
f (6.19)
where f is the lattice misfit defined in eq. 5.1.
Considering the algebraic sum of the stresses at the interfaces of the OP
stack, the theoretical longitudinal stress at the top surface is:
σˆa = −0.0013 · 10
9
[
N
m2
]
(6.20)
this is between five times and one order of magnitude smaller than the expe-
rimental values. For the IP devices the introduction of the lattice mismatch
in the calculations results in the following top surface stress:
σˆb = −7.21 · 10
9
[
N
m2
]
(6.21)
in this case there are two order of magnitude between experiment and theory.
Finally in the case of the Bi cantilevers the contribution of the misfit stress
produces the following theoretical value:
σˆc = 1.2 · 10
9
[
N
m2
]
(6.22)
also in this case a difference of two orders of magnitude between the expe-
rimental and the residual stress is present. Furthermore the positive value
of the residual stress at the beam top surface indicates a downward bending
of the cantilever, in clear contrast with observations. The values of the resi-
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dual stress calculated with the contributions of the thermal stress and lattice
mismatch are reported in table 6.3.
When the contributions of the lattice mismatch are included in the calcul-
tation of the residual stress there is a clear disagreement between theoretical
and experimental values, this is why the residual stress is mainly attributed
to the differences in the thermal expansion coefficients between the materials
of the different layers.
6.3 Discussion
There are two different techniques used to evaluate the residual stress in
thin films. In the first method the curvature of a flat substrate is measured
after the film deposition and the residual stress is evaluated using the Stoney
formula [4, 90, 14, 94].
The assumptions in this method are: the properties of the film-substrate
system are such that the film materials contribute negligibly to the overall
elastic stiffness; the change in film stress due to substrate deformation is
small; the thickness of the film is small compared to the thickness of the
substrate and the curvature of the substrate midplane is spatially uniform
[15]. Corrections to the original Stoney formula can be made in the case of
films having a thickness which is not negligible with respect to the thickness
of the substrate.
Thus the Stoney formula may not accurately describe the bending of our
cantilever, for example the radius of curvature of the fabricated cantilevers
is not uniform along the length of the beam and furthermore in multilayer
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cantilevers all the films contribute to the overall elastic stiffness.
When this method is applied to a multilayer structure grown on a cer-
tain substrate it is assumed that the individual layers in the film are added
sequentially and that the mismatch strain in each layer depends only on the
substrate but not on the order in which the layers are formed [15]. To eva-
luate the stress in a multilayer the substrate curvature has to be measured
before and after each layer deposition [4, 15].
All these assumptions can lead to systematic errors in the evaluation of
the local residual stresses.
The second technique involves the measurement of the bending of the
multilayer structure when all the constraints are removed [90]. This is the
method usually used to evaluate the residual stress in released cantilevers.
Under the assumption of small deflections, the deflection of the free end is
measured [12, 13], and is used to calculate an approximate value for the radius
of curvature (eq. 6.2). This is only valid for small deflections of the cantilever
free end, and so to calculate a more precise value for the radius of curvature,
the method proposed in this chapter can be followed. Measurement of the
deflections at different distances from the anchor point is a straighfroward
way to experimentally evaluate the residual stress in multilayers cantilevers.
For the OP devices, one of the experimentally determined residual stress
values is in good agreement with the theoretical value and the other two
are of a similar order of magnitude. All of the experimentally determined
residual stress values for the IP devices agree well with the theoretical value.
The level of agreement between experiment and theory may be somewhat
fortuitous, since there is more than one value available in the literature for
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key parameters such as the thermal expansion coefficients of the materials.
In particular for MgO a different value from that one reported in the table
is also found [26].
αMgO(300K) = 10.4 · 10
−6
[
1
K
]
(6.23)
Assuming this value for the MgO thermal expansion coefficient, the value for
the theoretical residual stress at the top surface of the IP device is:
σb = −0.072 · 10
9
[
N
m2
]
. (6.24)
In the case of Bi devices the magnitude of the absolute error on the
parabolic approximations (error on points B and D, table 6.2) is comparable
to the absolute error of the IP and OP structures. The Bi devices experiences
deflections which are between three and six times smaller than the deflections
experienced by the IP and OP cantilevers, this produces a larger relative er-
ror on the parabolic approximation used for the Bi structures. This explains
why a bigger error on the residual stress of these cantilevers is present. Fur-
thermore in the Bi structures all the thin films are deposited in situ while
for the IP and OP stacks this is not possible because our deposition system
allows the deposition of only three layers in situ. In the IP and OP devices
before the deposition of the BaTiO3 the thin film stacks are heated up in
oxygen at the deposition temperature and annealed for about 30 mininutes
before the deposition. It is known that heating and cooling cycles can re-
duce stresses in ceramics like BaTiO3 [88], stresses in the Bi structures may
be higher than those in the IP and OP because the IP and OP structures
were grown with extra heating/cooling steps. Thirdly, the Bi structures are
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smaller than the IP and OP devices so edges effects might contribute to the
total longitudinal stress [15].
Nevertheless for two of the Bi structures the theoretical stress lies with
the error range of the experimental value. Therefore we consider that the
overall agreement with theory is good and that the mismatch between the
thermal expansion coefficients is the main cause of the residual stress in
these devices. If instead the lattice mismatches are used to calculate the
longitudinal stresses at the top surfaces of the cantilevers, there is a difference
of one or two orders of magnitude between theoretical and experimental
values. This rules out the lattice mismatch as the cause of residual stress.
We believe that the variation in stress values can arise from variations in
deposition parameters, associated with the alignment of the laser ablation
plume with the centre of the substrate. For the sample containing the OP
structures, two of the devices were much closer to each other than the third
device. If the thickness of each layer deposited on the SrT iO3 substrate were
not uniform all over the sample, this would give errors in the position of the
neutral axis and according to eq. 6.1 an error on the value of the residual
longitudinal stress.
Another potential source of variation is the value of the Young’s modulus.
Measurements show that an uncertainty up to 22% is present around the
central value of the Young’s modulus across the thickness of each film, fig. 5.3.
Another source of error might be due to the not perfect undercut in fact it is
possible that material from the top part of the sacrificial layer might remain
attached to the bottom surface of the cantilever. Finally other sources of
stress like microscopic voids, incorporation of impurities and recrystallization
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[15, 72] could be present in the deposited films.
To validate the method, the measurements of the deflection of the can-
tilevers have been also performed with the interferometry technique. The
measured values together with the corresponding parabola are reported in
table 6.1. Table 6.2 reports the percentage differences on the parabola co-
efficients a and b, ea and eb respectively, obtained from the interferometer
measurements respect to the parobola coeffients relative to the SEM data.
For the IP and OP devices errors on the coefficients between 5% and 20%
validate the method applied on the SEM measurements. For the Bi devices
errors on the coefficients over 50% are reported, this is attributed to the
smaller resolution associated with the interferometer measurements. The Bi
devices have lengths between 32µm and 55µm and experience a maxmimun
deflection of the free end equal to 10µm. For these small deflections, the re-
solution of the method as consequence of the manual measurement involved
does not allow the application of the method on these data.
The SEM measurements present better resolution than the interferome-
ters data, this is why the radius of curvature and the values of the residual
stresses at the top surface of the cantilevers have been calculated from the
SEM measurements.
6.4 A refinement of our analysis
To refine the residual stress analysis performed on the fabricated cantilevers,
the parabolas approximating the deflection curve of the cantilevers have been
calculated by means of a least square fitting routine. In this routine, to
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Device Cantilever Length Width Radiusof Residual
type [µm] [µm] curvature stress
[µm]
[
109N/m2
]
OP U-shape 120µm 20µm 414 ± 6.5 −0.101 ± 0.002
OP U-shape 128µm 20µm 435 ± 13 −0.096 ± 0.003
OP U-shape 234µm 20µm 931 ± 94 −0.045 ± 0.005
IP U-shape 120µm 20µm 726 ± 20 −0.099 ± 0.003
IP U-shape 122µm 20µm 494 ± 73 −0.146 ± 0.025
IP U-shape 180µm 20µm 640± 86 −0.113 ± 0.017
Bi beam 32µm 10µm 244 ± 50 −0.176 ± 0.045
Bi beam 44µm 10µm 224 ± 21 −0.191 ± 0.02
Bi beam 55µm 10µm 250 ± 46 −0.172 ± 0.038
Table 6.4: Radius of curvatures, and residual stress at the top surface
of the fabricated cantilevers obtained from the parabola calculated
with the least square fitting routine.
find the expression of the parabolas, all the five measured points have been
considered.
The radius of curvatures and the top surface residual stresses calculated
from these parabolas are comparable with the results obtained in sec. 6.2,
such agreement confirms the correctness of the analysis performed. The ra-
dius of curvatures and the residual stresses at the top surface of the cantilevers
obtained from these new parabolas are reported in tab. 6.4.
6.5 Summary
In this chapter a method to evaluate the residual stress in released cantilevers
has been presented. The method makes use of the equations of the beam
theory, it is not limited to small deflections of the free end and it does not
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suffer of some limitations which apply to the Stoney formula.
In the presented method the deflection of a released micro-cantilever is
measured at different distances from the anchor point, with these data, the
mathematical expression of the deflection curve is calculated. This enables
us to calculate the radius of curvature of the structure and so the residual
stress at the cantilever top surface.
The analysis has been performed on cantilevers having layer sequences:
• SrRuO3/BaT iO3/SrRuO3 (OP);
• BaTiO3/MgO/SrT iO3 (IP);
• BaTiO3/SrT iO3 (Bi).
U-shape and single beam micro-cantilevers with lengths between 32µm and
234µm have been analysed, the experimental residual stresses at the top
surface vary between −0.051 · 109N/m2 and −0.200 · 109N/m2.
The experimental results have been compared to two models in which the
stresses are determined by lattice parameter mismatch or differences in ther-
mal expansion coefficients. The experimentally determined residual stresses
of the IP and OP devices were found to agree with the calculated thermal
stresses, suggesting that the latter is the source of the curvature, rather than
the lattice mismatch. For the Bi structures the experimental stresses are
three times bigger than the theoretically calculated thermal stress, however
in this case a large uncertainty (up to ±0.136 · 109N/m2) is associated with
the experimental values.
Comparing experimental and theoretical values the analysis reveals that
the bending of the structures after their release is mainly due to the mis-
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match of the thermal expansion coefficients between the different layers. This
happens because the stress due to the lattice mismatch is released by the for-
mation of dislocations when the film exceeds its critical thickness.
Finally other sources of stress like microscopic voids, incorporation of im-
purities and recrystallization can give rise to deviations from the theoretical
values of the thermal stresses.
Chapter 7
Electrical characterization
In this chapter the resistivity measurements of SrRuO3 films plus the impedance
and hysteresis loop measurements on the BaTiO3 based ferroelectric capac-
itors are discussed and analysed.
Section 7.1 reports the resistivity measurements performed on a SrRuO3
line grown by pulse laser deposition. Section 7.2.1 presents the lumped ele-
ment model adopted for the fabricated BaTiO3 based capacitive structures.
In section 7.2.2 the impedance measurements performed on the BaTiO3 ca-
pacitors grown directly on SrT iO3 substrate are reported and analysed. In-
stead in section 7.2.3 the impedance measured of BaTiO3 based capacitive
structures grown on Y Ba2Cu3O7 and MgO sacrificial layers are discussed
and compared to the measurements performed on the capacitors grown on
SrT iO3 substrate. Section 7.2.4 shows how the BaTiO3 deposition para-
meters affect the properties of the fabricated capacitors. Finally section 7.3
reports the results of the hysteresis loop measurements performed on the
BaTiO3 ferroelectric capacitors.
150
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Figure 7.1: a) 100µm long, 10µm wide and 0.12µm high SrRuO3
line. b) Resistance versus temperature measurement of the SrRuO3
line, the measurement has been run with the 4-tip technique.
7.1 Resistivity of the SrRuO3 layer
In this project the SrRuO3 has been used as an electrode layer. It has
been reported that the resistivity of the SrRuO3 deposited by pulsed laser
deposition technique varies as function of the deposition temperature and it
approaches its minimum value for deposition temperatures over 780◦C [25].
The ablation conditions for the SrRuO3 are reported in tab. 4.1, SrRuO3
films have been grown at a temperature of 780◦C and in oxygen flow at a
pressure of 40Pa.
Resistivity measurements on the deposited SrRuO3 layers have been con-
ducted to check that the deposited films have the expected conductive be-
haviour. In order to achieve this a 100µm long, 10µm wide and 0.12µm
high SrRuO3 line has been prepared (fig. 7.1a). Resistance versus tempera-
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ture measurements have been run with the 4-probe technique by using the
method which will be described in sec. D.2.5.
Fig. 7.1b show the resistance of the SrRuO3 line as function of tempe-
rature, the value of the resistance decreases with temperature indicating a
metallic behaviour of the line. The room temperature resistivity is 284µΩcm,
at 4K the value of the resistivity is equal to 31µΩcm in agreement with [95].
Such values confirm that the grown SrRuO3 can be used as electrode layer.
7.2 Measured impedance of the BaTiO3 based
capacitors
7.2.1 Device modeling
Let us imagine measuring the impedance of a certain film sandwiched be-
tween two electrodes layers, and let us assume a certain value for the real
part of the impedance and a certain value for its imaginary part. Alter-
natively it is possible to consider the representation of the impedance as
modulus and phase. If the imaginary part of the impedance or alternatively
the phase of the impedance is negative, the structure under investigation
exhibits capacitive behaviour. The real part is associated with the losses
present in the film. Two models are possible for such an impedance, they
consist of a capacitor and a resistor connected in series or a capacitor and
a resistor connected in parallel. In both cases the total impedance is given
by a positive real part and a negative imaginary part or alternatively by a
certain value of the modulus and a negative value of the phase. The diffe-
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Figure 7.2: The equivalent model of the BaTiO3 based capacitive
structures is constitued by a capacitor C and a resistor R connected
in parallel, the resistor RL models the resistive contribution of the
SrRuO3 lines connecting the device to the contact pads.
rence between the two models consists in the different values (resistance and
capacitance) of the lumped elements in the model.
In sec. 3.6 the method used to measure the hysteresis loop of our BaTiO3
based capacitive structures has been discussed, in that case the model con-
sisting of a resistor and a capacitor connected in series has been introduced.
However the model which is usually adopted to model capacitive structures
based on ceramic materials is that one of a capacitor and a resistor connected
in parallel fig. 7.2 [96]. This is not inconsistent with what has been reported
in sec. 3.6. In that case the modeling of the structure is only necessary to
establish the values of the external capacitance and of the external resistance
(C0 and R0, see sec. 3.6) to introduce in the Sawyer and Tower circuit in
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order to compensate the phase factor introduced in the hysteresis loop by
the finite conductivity of the structure under investigation [97].
Here the fabricated capacitive structures are modelled with a resistor R
and a capacitor C connected in parallel as shown in fig. 7.2. RL is the
series resistance which models the resistive contribution of the SrRuO3 lines
connecting the device to the contact pads. The capacitor C represents the
capacitance of the device, R is a parallel resistor modeling the parasitic
shunting conductance representing the losses present in the BaTiO3 film.
As already reported in sec. 1.4 SrRuO3/BaT iO3/SrRuO3 parallel plate
capacitors are integrated on the top of the cantilevers to produce energy har-
vesting devices working with the 31 piezoelectric mode, instead
SrRuO3/BaT iO3/MgO capacitive structures are used for the 33 mode can-
tilevers. Both structures are grown on a Y Ba2Cu3O7 sacrificial layer, even-
tually a SrT iO3 buffer layer might be introduced between the Y Ba2Cu3O7
and the capacitive structure, see sec. 4.3. When the MgO is used as sacrifi-
cial layer the 31 mode layer sequence is:
SrRuO3/BaT iO3/SrRuO3/(SrT iO3)/MgO; while the 33 mode layer se-
quence is SrRuO3/BaT iO3/MgO.
Fig. 7.3 shows one 33 mode and one 31 mode capacitive structures fab-
ricated during this Phd.
Let us consider the model of fig. 7.2, when a dc voltage is applied to
the circuit, the capacitor behaves as an open circuit, so the total impedance
is given by the sum of the parallel and of the series resistor. This means
that dc current versus voltage measurements allow the value of the parallel
resistor R to be estimated. Sec. 7.1 reports the room temperature resistivity
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Figure 7.3: a) SrRuO3/BaT iO3/MgO 215µm × 30µm inter-
digitated 33 mode capacitor grown on SrT iO3 substrate. In
the picture the lines and the contact pads are shown. b)
SrRuO3/BaT iO3/SrRuO3/SrT iO3/Y Ba2Cu3O7 95µm × 30µm 31
mode parallel plate capacitor grown on SrT iO3 substrate. In the
picture the lines and the contact pads are shown.
of the grown SrRuO3 films, this value can be used to estimate the series
resistance RL associated with the lines connecting the capacitor to the pads.
The parallel resistor R is calculated by subtracting the series resistance from
the measured dc resistance. The impedance of the circuit shown in fig. 7.2
has the following expression:
z(jω) = RL +
R
1 + (ωCR)2
− j
ωCR2
1 + (ωCR)2
. (7.1)
The value of the capacitance can be estimated by equating the measured
imaginary part of the impedance to the imaginary part of eq. 7.1. This gives
rise to a quadratic equation, the root that is inconsistent with the real part
of the impedance, is rejected.
This can be repeated at different frequencies and finally the estimated
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capacitance can be chosen equal to the average of the calculated values.
Once that the parameters R, RL and C have been estimated, their value
have been refined by minimizing the quantity:
[Re(z)m −Re(z)p]
2 + [Im(z)m − Im(z)p]
2 (7.2)
with the help of a least square fitting routine of Excel, where Re(z)m is
the measured real part of the impedance and Re(z)p is the real part of the
impedance calculated by assuming the lumped element model of fig. 7.2,
similar nomenclature has been used for the imaginary part of the impedance.
After the refinement the resistance and capacitance values changed by
some percent (1%− 10%).
Now the impedance of the lumped element model can be compared with
the measured data.
7.2.2 Analysis of BaTiO3 capacitive structures grown
directly on SrT iO3 substrate
At the beginning on this project 33 and 31 mode capacitive structures have
been grown on SrT iO3 substrates. They showed resistive behaviour when
the BaTiO3 has been grown in oxygen flow at a pressure of 20Pa, fig. 7.4,
this can be seen by the low value of the phase of the impedance. When the
growing pressure is reduced to 8Pa the capacitive behaviour is recovered.
The continuous lines of fig. 7.5a report the measured modulus and the
measured phase of a 31 mode SrRuO3/BaT iO3/SrRuO3 parallel plate ca-
pacitor belonging to the sample GV 33(P ) while the continuous lines of fig.
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Figure 7.4: Impedance measurements on a 215µm × 30µm
SrRuO3(100nm)/BaT iO3(300nm)/MgO(60nm) interdigitated ca-
pacitor grown on a (001) oriented SrT iO3 substrate. The BaTiO3
was grown at 780◦C at a pressure of 20Pa O2. Impedance measure-
ments were performed with an input signal amplitude of 1V .
7.5b report the measured modulus and the measured phase of a 33 mode
SrRuO3/BaT iO3/MgO interdigitated capacitor belonging to the sample
GV 36(P ), both devices have been grown on SrT iO3 substrate. The 31 mode
capacitor presents an impedance phase between −85◦ and −82◦ in the fre-
quency range 40Hz−40KHz while the 33 mode capacitor has an impedance
phase around −89◦ in the frequency range 40Hz − 50KHz. With these va-
lues of the impedance phase both devices can be approximated as a pure
capacitor, this means that the parallel resistor R in the model of fig. 7.2,
is approximated as an open circuit and the model for both devices reduces
to a capacitor connected in series with the resistor RL. The moduli and the
phases of the two models are represented in fig. 7.5 by the dotted lines.
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Figure 7.5: a) Impedance measurements on a 105µm ×
30µm SrRuO3(100nm)/BaT iO3(300nm)/SrRuO3(150nm) paral-
lel plate capacitor grown on a (001) oriented SrT iO3 sub-
strate. The BaTiO3 was grown at 780
◦C at a pressure of
8Pa O2. Impedance measurements were performed with an in-
put signal amplitude of 1V ; b) Impedance measurement on a
SrRuO3(100nm)/BaT iO3(300nm)/MgO(60nm) intedigitated capa-
citive structure, the spacing between the fingers is equal to 30µm.
With the reduction of the deposition pressure the capacitive behaviour
of our devices has been recovered, an higher deposition pressure implies a
larger number of collisions in the path between the material target and the
substrate during the pulsed laser deposition of the film. The energy lost in
the ablation path produces a lower mobility of the atomic species on the
substrate which is further reduced by the relatively high deposition pressure.
The growth of the film is accompanied by the formation of stacking faults and
amorphous and void like grain boundaries and their density depends upon
the surface mobility of the incoming atoms [92]. The higher kinetic energy of
the impinging species at lower pressure [98], which produces the increase of
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the mobility on the substrate, is believed to improve the structure of the films
leading to the capacitive behaviour. An investigation of the crystal structure
of the BaTiO3 grown at a deposition pressure lower than 20Pa is necessary
to confirm this idea; however Wang et al. [67] reported the presence of sharp
and intense peaks, indication of a good crystal structure, for BaTiO3 grown
on MgO substrate at an oxygen pressure of 5Pa. Sato et al. [99] showed
that X-ray diffraction does not show remarkable change for BaTiO3 films
grown in the pressure range 1.33 ·10−2 − 1.33 ·10−4 Pa onMgO and SrT iO3
substrates.
On each sample 24 capacitive stuctures are integrated, not all the devices
present the same behaviour as some structures present more resistive losses
than others. The data relative to the impedance measurements of all the
investigated devices are reported in appendix C.
On sample GV 33(P ) at the frequency of 500Hz five devices present an
impedance phase between−80◦ and−90◦ (the device in fig. 7.5 is one of these
capacitors), for nine devices the phase of the impedance lies between −70◦
and −90◦. At 5KHz five structures present an impedance phase between
−80◦ and −90◦ while sixteen devices show a value between −70◦ and −90◦.
For an ideal capacitor, the phase of the impedance is equal to −90◦, we
consider good capacitive structures devices having an impedance phase in the
range between −70◦ and −90◦ on all the measurement range. An increase
of the impedance phase is an indication of an increased numbers of resistive
paths in the film. On sample GV 33(P ) two fabricated structures behave as
resistors all over the measured frequency range.
We believe that some areas of the grown films might not have a perfect
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crystal structure and/or the right stoichiometry, leading to resistive losses in
the layer. Abe et al. [100] hypothesize the presence of a non-switching layer
at the BaTiO3/SrRuO3 interface containing dislocations and other type of
defects, such non-switching layer could also influence the growth and the
density of defects of the BaTiO3 film. Nevertheless a further investigation is
necessary to understand the origin of the resistive paths.
On sample GV 36(P ) eleven interdigitated structures behave as resistors
in the frequency range 40HZ−50KHz, while at 500Hz nine devices present
an impedence phase between −80◦ and −90◦ indicating good capacitive be-
haviour. Ten of the eleven structures showing resistive behaviour are near to
each other indicating a problem in that region of the BaTiO3 film. Alterna-
tively problems might arise from a not uniform milling of the top electrode all
over the sample, for example because the thickness of the SrRuO3 is not the
same everywhere, this might leave some resistive paths between the fingers
of the interdigitated top electrode.
It is important to highlight that 31 and 33 mode capacitors having parallel
plate or interdigitated area equal to 95µm×30µm, 105µm×30µm, 205µm×
30µm and 215µm × 30µm have been fabricated. For BaTiO3 thicknesses
in the range 200nm − 400nm capacitance value with orders of manitude
10−12 F − 10−10 F have been measured. Of course the probability of finding
defects in the dielectric layer of the capacitor increases when the area of the
device increases leading to resistive losses.
Sample GV 36(P ) contains a larger number of structures having resistive
behaviour than sampleGV 33(P ), however for the devices of sampleGV 36(P )
which behaves as capacitors, the impedance phase is around −89◦ all over
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the measured frequency range. In general the 33 mode structures can be
approximated as ideal capacitors, the worst case is represented by the 31
mode devices. This might also be a consequence of the spacing between the
two electrodes, in fact in a 31 mode capacitor such spacing is equal to 300nm
while in a 33 structure the spacing between the fingers of the electrode is at
least equal to 10µm.
In the following part of this chapter an optimization of the worst case
represented by the 31 mode devices, is performed. By optimatizing the 31
mode capacitors the improvements are also reflected on the 33 mode devices.
7.2.3 Analysis of BaTiO3 capacitive structures grown
on the sacrificial layer
Different multilayer structures have been investigated:
• SrRuO3/BaT iO3/SrRuO3/SrT iO3/Y Ba2Cu3O7 labeled as SBSSY ;
• SrRuO3/BaT iO3/SrRuO3/SrT iO3/MgO labeled as SBSSM ;
• SrRuO3/BaT iO3/SrRuO3/MgO labeled as SBSM .
In this investigation parameters like the RA (Resistance-Area) product and
the C/A (Capacitance/Area) ratio are introduced because they do not de-
pend on the area of the devices and allow to compare structures with different
faced area.
The BaTiO3 deposition pressures and temperatures, the RA products
and the C/A ratios of the investigated structures are reported in tab. 7.1.
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Device Top-down BaTiO3 BaTiO3 RA C/A
(fig.) layer sequence dep. temperature dep. pressure [Ωµm2] [F/µm2]
(Sample) [◦C] [Pa]
SBSSY SrRuO3(100nm)/BaT iO3(300nm)/ 780 8 44.1 · 10
5 6.28 · 10−13
(fig. 7.6a) SrRuO3(150nm)/SrT iO3(250nm)/
(GV 38(P )) Y Ba2Cu3O7(500nm)
SBSSY SrRuO3(100nm)/BaT iO3(300nm)/ 780 8 19.54 · 10
7 7.8 · 10−14
(fig. 7.6b) SrRuO3(150nm)/SrT iO3(1000nm)/
(GV 42(P )) Y Ba2Cu3O7(500nm)
SBSSM SrRuO3(100nm)/BaT iO3(300nm)/ 780 8 61.93 · 10
8 3.04 · 10−14
(fig. 7.6c) SrRuO3(150nm)/SrT iO3(250nm)/
(GV 41(P )) MgO(400nm)
SBSM SrRuO3(100nm)/BaT iO3(300nm)/ 830 8/ 0.027 ≈ ∞ 3.9 · 10
−14
(fig. 7.6e) SrRuO3(150nm)/MgO(800nm)/
(GV 45(P ))
SBSM SrRuO3(100nm)/BaT iO3(300nm)/ 780 0.013 ≈ ∞ 1.76 · 10
−14
(fig. 7.6d) SrRuO3(150nm)/MgO(400nm)/
(GV 43(P ))
Table 7.1: Top down layer sequences, BaTiO3 deposition pressure
and temperature, RA product and C/A ratio of the structures under
investigation.
With the introduction of an oxide sacrificial layer under the multi-layer
capacitive structures the electrical properties of the BaTiO3 change. When
the Y Ba2Cu3O7 is used as sacrificial layer, SBSSY stacks have been in-
vestigated (sample GV 38(P )), here the BaTiO3 film has been grown at an
oxygen pressures of 8Pa. In contrast with the structure directly grown on
the SrT iO3 substrate, these devices presented poor capacitive behavior. Fig.
7.6a shows the impedance measurement on a SBSSY 31 mode device of sam-
ple GV 38(P ). In this case the impedance is mainly resistive, around 20KHz
some capacitive effects start to be visible, at 50KHz the impedance phase
is around −23◦.
Our impedance analyzer allows a minimum measurement frequency of
40Hz, at this frequency the phase of the impedance is equal to −0.1◦ so
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the impedance can be considered as pure resistive and the parallel and the
series resistances can be calculated. The parallel resistance is estimated equal
to 1.4KΩ resulting in a resistance area (RA) product of 44.1 · 105Ωµm2.
The calculated series resistance has a value of 1.086KΩ and the estimated
capacitance is equal to 1.98nF resulting in a capacitance over area (C/A)
ratio of 6.28 · 10−13 F/µm2.
Fig. 7.6a also shows a fit of the data obtained using the lumped element
model (dotted lines), there is a good agreement between the model and the
measured data. This device shows poor capacitive behavior to the extent
that the low value of the parallel resistance dominates the parallel capacitor.
Studies on the pulsed laser deposition of Y Ba2Cu3O7 films reported the
presence of different types of particulates on their surface [98]. It is likely that
such particulates degrade the quality of the layers deposited on their surface,
by creating resistive paths through the capacitive structures which might be
responsible for the low value of the RA product. In order to investigate this,
an Atomic Force Microscope was used to examine the surface of the deposited
Y Ba2Cu3O7 films. Fig. 7.7a shows an AFM scan (for more details on AFM
measurements see sec. D.2.4) on the surface of a 150nm Y Ba2Cu3O7 layer,
on whose surface it is possible to see an outgrowth with a height compa-
rable to the film thickness. Some outgrowths might be present even after
the optimization of the Y Ba2Cu3O7 ablation parameters performed for the
superconductivity project during the first part of this phd and described in
sec. D.3.2.
Such outgrowths are also present after the deposition of a 100nm SrT iO3
layer as shown in, fig. 7.7b. Their effect on the upper films can be reduced
CHAPTER 7. ELECTRICAL CHARACTERIZATION 164
Figure 7.6: Impedance measurement of a: a) 105µm × 30µm SBSSY parallel plate
capacitor. The BaTiO3 has been grown at 780
◦C at a pressure of 8PaO2; b) 205µm ×
30µm SBSSY parallel plate capacitor with 1µm thick SrT iO3 buffer layer. The BaTiO3
was grown at 780◦C at a pressure of 8PaO2; c) 105µm × 30µm SBSSM parallel plate
capacitor. The BaTiO3 was grown at 780
◦C at a pressure of 8PaO2; d) 105µm ×
30µm SBSM parallel plate capacitor. The BaTiO3 was grown at 780
◦C at a pressure of
0.013PaO2; e) 105µm× 30µm SBSM parallel plate capacitor. The BaTiO3 was grown
at 830◦C at a pressure of 0.027Pa and 8PaO2.
The continuous lines represent the measured modulus and phase, the dotted lines are the
modulus and phase of the assumed lumped elements model. The thicknesses of the layers
in the stacks are reported in tab. 7.1
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Figure 7.7: AFM scan of a 10µm × 10µm area of: a) 150nm
Y Ba2Cu3O7 film, b) SrT iO3(100nm)/Y Ba2Cu3O7(150nm) bi-
layer, c) SrT iO3(500nm)/Y Ba2Cu3O7(400nm) bi-layer.
using a thicker SrT iO3 layer. Fig. 7.7c shows an AFM scan on a
SrT iO3(500nm)/Y Ba2Cu3O7(400nm) bi-layer which confirms that the par-
ticulates present on the surface of the film are fewer in number and generally
smaller.
Fig. 7.6b reports the impedance measurements (continuous lines) of a
SBSSY device with a 1µm thick SrT iO3 film on the Y Ba2Cu3O7 sacrificial
layer (sample GV 42(P )), the BaTiO3 deposition pressure used was equal
to 8Pa. Also in this case the impedance is not fully capacitive, at 40Hz
the impedance phase is equal to −0.5◦. The series resistance is equal to
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1.086KΩ, the parallel resistance has a value of 31.78KΩ resulting in a RA
product of 19.54 · 107Ωµm2 and the capacitance is equal to 480 pF giving
a C/A ratio of 7.8 · 10−14F/µm2. The dotted lines in figs. 7.6b represent
the modulus and the phase of the lumped element model. The impedance
modulus of the lumped element model agrees quite well with the measured
data while an error of 8% is present in the value of the impedance phase over
20KHz.
The introduction of a thicker SrT iO3 buffer layer reduces the parasitic
shunting conductance and so the losses which are present in the BaTiO3 film
due to the outgrowths on the surface of the Y Ba2Cu3O7 sacrificial layer. This
is illustrated by the higher value of the RA product, however the quality of
this device is still not satisfactory especially at low frequencies where the
resistive part of the impedance dominates.
In the case of capacitors grown directly on the substrate it has been
demonstrated that the reduction of the BaTiO3 deposition pressure reduces
the parasitic shunting conductance and so the losses present in the film.
When a Y Ba2Cu3O7 sacrificial layer is used a further reduction of theBaTiO3
deposition pressure is not possible as it would cause the dissociation of the
sacrificial layer at the BaTiO3 deposition temperature [101].
Another solution is to use anMgO sacrificial layer, see sec. 4.4. Fig. 7.6c
shows the impedance measurement on a SBSSM device (sample GV 41(P )).
In this case the BaTiO3 has been grown at 780
◦C at a pressure of 8Pa.
Assuming for this device the model of fig. 7.2, the resistance of the lines
RL is 1.17KΩ, the parallel resistor R is equal to 1.966MΩ resulting in a RA
product of 61.93 · 108Ωµm2, the capacitance is equal to 95.66 pF and gives a
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C/A ratio of 3.04 ·10−14F/µm2. The modulus and the phase of the model are
represented by the dotted lines of fig. 7.6c. The plots show good agreement
between the model and the measured data.
There is a difference of one order of magnitude between the RA product of
this device and that one of the device using a 1µm thick SrT iO3 buffer layer
on a Y Ba2Cu3O7 sacrificial layer. Compared to that case, this high value
of the RA product makes the capacitive part of the impedance dominate
at much lower frequencies. At 5.5KHz the phase of the total impedance is
equal to −80◦, the capacitive part of the impedance is roughly 7 times smaller
than the parallel resistance and 250 times bigger than the series resistance,
so over 5.5KHz the device can be approximated as a pure capacitor.
If theBaTiO3 deposition pressure is further reduced to 0.013Pa the losses
are eliminated also at low frequency (sample GV 43(P )), this is shown in fig.
7.6d, and an impedance phase of−88◦ is already present at 50Hz. Due to the
high value of the impedance phase at low frequencies, the parallel resistor can
be approximated as an open circuit and the equivalent model of the device
is given by the resistor RL in series with the capacitor C. For this device
the series resistance was estimated equal to 1.086KΩ while the capacitance
is equal to 55.57 pF resulting in a C/A ratio of 1.76 · 10−14 F/µm2. By using
these values in the lumped element model good agreement is obtained with
the measured data.
This demonstrates that a reduction of the BaTiO3 deposition pressure
reduces the parasitic shunting conductance and so the resistive losses present
in the film, furthermore in this case the approximation of the parallel resistor
with an open circuit works quite well and the behavior of the device can be
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approximated as pure capacitive.
Besides the reduction of the BaTiO3 deposition pressure, the mobilities
of the ablated species on the substrate can be increased by increasing the
BaTiO3 deposition temperature. Fig. 7.6e reports the impedance measure-
ment of a SBSM device with a BaTiO3 deposited at a temperature of 830
◦C
and at two different pressures. Initially a 50nm BaTiO3 seed layer has been
grown in oxygen flow at a pressure of 0.027Pa then 250nm BaTiO3 have
been grown at a pressure of 8Pa. The low deposition pressure used for the
seed layer is supposed to provide a layer with few losses acting as a seed for
the BaTiO3 grown at the pressure of 8Pa which presents good hysteresis
properties (see sec. 7.3).
The device of fig. 7.6e presents an impedance phase of −86◦ at 300Hz
indication of good capacitive properties. Also in this case as consequence of
the high value of the impedance phase all over the measured frequency range,
the parallel resistor is approximated with an open circuit. The series resistor
RL is estimated equal to 1.086KΩ while the capacitance of the device is
approximately 123 pF resulting in a C/A ratio equal to 3.9 · 10−14 F/µm2.
Also in this case there is a good agreement between the measurements and
the lumped element model, fig. 7.6e.
7.2.4 Discussion on the impedance measurements
Except for the presence of the seed layer the BaTiO3 layer of the devices of
fig. 7.6c and e have been grown at the same oxygen pressure. The higher
deposition temperature used for the device of fig. 7.6e produced an higher
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RA product which has been approximated with an open circuit. The higher
deposition temperature has the same effects of a pressure reduction: both
of them increase the mobility of the atomic species on the substrate which
contribute to a reduction of the losses in the piezoelectric layer. This is
confirmed by the fact that in both cases the parallel resistor is approximated
with an open circuit.
Another parameter which can be used to increase the mobility on the
substrate of the incoming atoms, is the laser energy, however the employed
deposition energy is very near to the maximum achievable with our appara-
tus.
It is important to highlight that some problems arose for the stack con-
taining the BaTiO3 grown at a temperature of 830
◦C, on some areas of
the sample in fact the deposited layers peeled off leading to the damaging
of eleven of the fabricated devices. This has been attributed to the ther-
mal stress generated by the mismatch of the thermal expansion coefficients
generated when the multi-layer is cooled down.
The reduction of the BaTiO3 deposition pressure not only produces an
increase of the RA product, but it also produce a reduction of the C/A
ratio which corresponds to a reduction of the parallel capacitance. Figs.
7.6c and d report the impedance measurements of two devices with the same
faced area and the same BaTiO3 thickness, however for a BaTiO3 deposition
pressure of 8Pa a C/A ratio of 3.04 · 10−14F/µm2 was measured while for a
BaTiO3 deposition pressure of 0.013Pa the C/A ratio is reduced to 1.76 ·
10−14F/µm2. It was reported that in SrT iO3/BaT iO3 systems grown by
pulsed laser deposition the dielectric constant increases when the oxygen
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deposition pressure increases [79]. If the oxygen pressure during the growth
of the thin films is low it is more favorable to form oxygen vacancies in the
oxide films during the process which results in a decrease of the dielectric
constant [79].
It is important to report that the thickness of the sacrificial layer for the
SBSM device of fig. 7.6e is equal to 800nm. During this project it has
been verified that an increase in the thickness of the sacrificial layer usually
corresponds to a more lossy capacitive structure. For example a SBSSM
stack with a 800nm thick MgO sacrificial layer has been grown using a
BaTiO3 deposition pressure of 8Pa and a deposition temperature of 780
◦
(sample GV 46(P )). These devices except for the thickness of the sacrificial
layer are equal to the device of fig. 7.6c, however only resistive structures
are present on this sample.
We believe that a thicker laser ablated layer contains more imperfections
than a thinner one so it might not constitute an ideal seed layer for the
epitaxial growth, that is why a stackable approach for the fabrication of
the 31 and 33 mode cantilever already discussed in secs. 4.2 and 4.3 looks
extremely challenging.
The devices of each samples do not present exactly the same properties,
in fact some devices are more lossy than others, this can be seen by the value
of the impedance phase of each device. A detailed description of the phase
value of the impedance for all the devices of each of the analysed samples is
reported in appendix C.
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7.3 Hysteresis loop measurements
The method used to perform the hysteresis loop measurements has been al-
ready reported in sec. 3.6. Fig. 7.8 reports the hysteresis loop measurements
of three SrRuO3/BaT iO3/SrRuO3 parallel plate capacitors.
In fig. 7.8a the hysteresis loop of a 31 mode device belonging to the
sample GV 33(P ) is reported, for this sample a BaTiO3 layer with a thickness
equal to 400nm, deposited at a pressure of 8Pa and grown at a temperature
of 780◦C has been used. The measured residual polarization is equal to
5.3µC/cm2.
The hysteresis loop reported in fig. 7.8b belongs to the sample GV 41(P )
(see tab. 7.1), here the residual polarization is equal to 2.5µC/cm2. Fi-
nally fig. 7.8c shows the hysteresis loop of a device belonging to the sample
GV 43(P ) (see tab. 7.1), in this case the hysteresis behavior is not clear and
the loop seems to be degraded into a double loop.
Yang et al. [65] reported the values of the residual polarization for
BaTiO3 grown on different substrates and films. When the BaTiO3 is grown
on SrT iO3 substrate a residual polarization equal to 26µC/cm
2 is reported,
this value is reduced to 7µC/cm2 for BaTiO3 grown on a Pt film on Si
substrate and to 5µC/cm2 for BaTiO3 on a Ni foil substrate.
When our BaTiO3 films have been grown on a SrRuO3 layer the value
of the residual polarization agrees with that one of the BaTiO3/Pt system,
indication that the residual polarization is reduced when the BaTiO3 is not
directly grown on a single crystal substrate. A single crystal substrate con-
stitutes a better seed layer than a thin film where a different number of
CHAPTER 7. ELECTRICAL CHARACTERIZATION 172
Figure 7.8: a) Hysteresis loop measurements on a
SrRuO3(100nm)/BaT iO3(400nm)/SrRuO3(150nm) par-
allel plate capacitor directly deposited on the SrT iO3
substrate, the BaTiO3 film has been grown at a pres-
sure of 8Pa. b) Hysteresis loop measurements on a
SrRuO3(100nm)/BaT iO3(300nm)/SrRuO3(150nm) parallel
plate capacitor deposited on a SrT iO3(250nm)/MgO(400nm)
bi-layer, the BaTiO3 film has been grown at a pres-
sure of 8Pa. c) Hysteresis loop measurements on a
SrRuO3(100nm)/BaT iO3(300nm)/SrRuO3(150nm) parallel
plate capacitor deposited on a 400nm thick MgO layer, the BaTiO3
film has been grown at a pressure of 0.013Pa.
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defects can form during the crystal growth. This idea is confirmed by the
fact that the residual polarization is further reduced with the introduction
of a sacrificial layer under the capacitive structure.
Choi et al. [22] reported a residual polarization of 50µC/cm2 for a 200nm
BaTiO3 film sandiwched between two SrRuO3 electrode layers. They at-
tributed this high residual polarization to the in plane biaxial stress expe-
rienced by the BaTiO3 when it is grown on SrRuO3 as consequence of the
epitaxy. In this project 300nm thick BaTiO3 layers have been used for our
31 mode capacitors and though the measured BaTiO3 lattice parameters
agreed with those reported by Choi, smaller values of the residual polariza-
tion have been measured. This implies that a relaxation of the misfit strain
takes place in our stacks, this is in agreement with the assumption of a mis-
fit stress relaxation after a critical thickness of less than 10nm discussed in
chap. 6. Finally it has to be remarked that Choi et al. have grown their ca-
pacitive structures on GdScO3 and DyScO3 substrates rather than SrT iO3
and a detailed description of their fabrication process is not reported in [22].
Our hysteresis loops have been measured in the frequency range 10KHz−
20KHz, Yang et al. [65] measured their hysteresis loop at 100KHz while
Choi et al. does not report at which frequency the hysteresis loops have
been measured. The frequency used to measure the hysteresis loops might
have an influence on the switching of the dipoles in the piezoelectric layer.
Ideally measurements performed at the same frequency should be compared,
however no works reporting hysteresis loops measurements in the frequency
range 10KHz − 20KHz have been found.
The BaTiO3 of sample GV 43(P ) has been grown at a pressure signifi-
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cantly lower than that one used for the other two samples. A reduction of the
deposition pressure reduces the losses in the BaTiO3 film, however as shown
by fig. 7.8c it also downgrades the quality of the hysteresis loop. Kim et al.
[79] reported that in BaTiO3/SrT iO3 systems a reduction of the deposition
pressure promotes the formation of oxygen vacancies into the BaTiO3 layer.
Such vacancies at the BaTiO3/SrRuO3 interface [17, 100] can contribute
to the degradation of the hysteresis loop. Lines reports that the presence of
defects in the BaTiO3 film can produce a distorted loop as that one reported
in fig. 7.8c [19].
7.4 Summary
In this chapter the electrical properties of the fabricated multi-layers have
been discussed.
It has been shown that the grown SrRuO3 can be used as electrode layer,
in fact its room temperature resistivity is 284µΩcm, in agreement with [95].
The performances of BaTiO3 based ferroelectrics capacitors grown on
SrT iO3 substrate and on MgO and Y Ba2Cu3O7 sacrificial layers have been
assessed.
For the fabricated capacitors a lumped element model consisting of a
capacitor in parallel with a resistor well describes the BaTiO3 film. The
lines contribution is taken into account by a resistor connected in series with
the impedance of the BaTiO3 layer.
Our investigations show that a reduction of the BaTiO3 deposition pres-
sure reduces the losses present in the fabricated capacitors. This happens
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either in the case of capacitors grown on the substrate or on the sacrificial
layers.
The phase of the impedance of SrRuO3/BaT iO3/SrRuO3 structures di-
rectly grown on SrT iO3 substrate varies between −85
◦ and −90◦ in the fre-
quency range 40Hz − 50KHz. Growing pressures equal or lower than 8Pa
and ablation temperatures of 780◦C have been used for BaTiO3. For higher
BaTiO3 deposition pressures resistive losses are introduced in the dielectric
layer.
The phase of the impedance of SrRuO3/BaT iO3/SrRuO3 structures
grown on MgO sacrificial layers varies between −80◦ and −90◦ in the fre-
quency range 6KHz − 50KHz at a BaTiO3 deposition pressure of 8Pa.
The ablation temperatures is still 780◦C. Below 6KHz resistive losses pro-
duce a decrease of the impedance phase (up to −20◦ at 200Hz). The full
capacitive behaviour is recovered in the frequency range 40Hz − 50KHz
for BaTiO3 deposition pressures equal or lower than 0.013Pa.
Higher deposition pressures imply a larger number of collisions in the
path between the material target and the substrate. The energy lost in
the ablation path produces a lower mobility of the atomic species on the
substrate which is further reduced by the relatively high deposition pressure.
The lower energy of the adatoms on the substrate affect the crystal structure
of the BaTiO3 film.
The Y Ba2Cu3O7 is easy to etch in weak acids like 0.1% HNO3 however
the capacitive structures grown on its top do not behave as pure capacitors
but present losses. SrRuO3/BaT iO3/SrRuO3 capacitors on Y Ba2Cu3O7
sacrificial layer present impedance phases around −20◦ at the frequency of
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50KHz and at a BaTiO3 growing pressures equal to 8Pa.
The introduction of a 1µm SrT iO3 buffer layer between the Y Ba2Cu3O7
and the SrRuO3/BaT iO3/SrRuO3 capacitors reduces the losses in the piezo-
electric film. This is testified by an increase of the RA product (from
44.1 · 105Ωµm2 to 19.54 · 107Ωµm2) of the structures containing the buffer
layer.
On the surface of the Y Ba2Cu3O7 sacrificial layer some not stoichiometric
outgrowths and particulates are present. They reduce the quality of the layers
grown on their top by introducing losses in the SrRuO3/BaT iO3/SrRuO3
capacitors. The impedance phase of capacitors grown on a 1µm thick SrT iO3
buffer layer is equal to −64◦ at 50KHz. A further reduction of the film losses
which correspond to an increase of the RA product and to a decrease of the
parasitic shunting conductance is desirable. However in this case a decrease
of the BaTiO3 deposition pressure below 8Pa produces the dissociation of
the Y Ba2Cu3O7 sacrificial layer [101].
The use of MgO as sacrificial layer produces an RA product which is
at least one order of magnitude bigger than that of the devices grown on
Y Ba2Cu3O7 sacrificial layer. The minimum value of the RA product mea-
sured for SrRuO3/BaT iO3/SrRuO3 structures grown on MgO sacrificial
layer is equal to 61.93 · 108Ωµm2. In this case a BaTiO3 deposition pressure
of 8Pa and a growing temperature of 780◦C have been used.
The problem with the use of MgO as sacrificial layer is represented by
its long etching time see sec. 4.4. As the RA product increases with the
reduction of the BaTiO3 deposition pressure, structures approaching the
behavior of a pure capacitor can be obtained on MgO. However with the
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reduction of the deposition pressure the value of the C/A ratio decreases
from 3.04 · 10−14 F/µm2 at a BaTiO3 deposition pressure of 8Pa to 1.76 ·
10−14 F/µm2 at a BaTiO3 deposition pressure of 0.013Pa. Furthermore with
the reduction of the BaTiO3 deposition pressure the quality of the hysteresis
loop degrades. This may be due to the oxygen vacancies present in BaTiO3
grown at low pressures.
For a BaTiO3 deposition pressures of 8Pa and an ablation temperature of
780◦C, SrRuO3/BaT iO3/SrRuO3 structures behave as pure capacitor over
6KHz and present a BaTiO3 residual polarization equal to 2.5µC/cm
2. A
further optimization of the ablation conditions used for the multi-layers, is
necessary to reach a good compromise between the reduction of the resistive
losses in the piezoelectric film and a good hysteresis behaviour for working
frequencies below 6KHz.
Chapter 8
Conclusions and future
developments
In this thesis the properties of different multi-layers based on lead-free ma-
terials and containing BaTiO3 have been analysed and discussed. The goal
of this work is to find multi-layer structures which can be used to produce
energy harvesting micro-cantilevers.
The major results of this thesis are:
• Y Ba2Cu3O7 can be used as sacrificial layer to suspend micro-cantilevers
containing BaTiO3 and SrRuO3 based capacitive structures, the use
of all oxide materials allows to maintain the epitaxy through the stack;
• when the BaTiO3 is grown on SrRuO3, the BaTiO3 polar axis is per-
pendicular to the surface of the film, this configuration can be used to
fabricate energy harvesting devices using the 31 piezoelectric mode;
• when the BaTiO3 is grown on MgO, the BaTiO3 polar axis is parallel
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to the surface of the film this configuration can be used to fabricate
energy harvesting devices using the 33 piezoelectric mode;
• the properties of SrRuO3/BaT iO3/SrRuO3 piezoelectric capacitors
grown on Y Ba2Cu3O7 sacrificial layers are degraded by the particulates
present on the surface of the sacrificial layer itself;
• a reduction of the deposition pressure (below 8Pa) during the growth
of BaTiO3 thin films reduces the resistive losses in BaTiO3 based ca-
pacitors, however also the value of the BaTiO3 residual polarization is
reduced below 2.5µC/cm2;
• SrRuO3/BaT iO3/SrRuO3 capacitive structures fabricated on MgO
sacrificial layer at a BaTiO3 deposition pressure equal to 8Pa and at
a growing temperature of 780◦C present an impedance phase between
−80◦C and −90◦ over 6KHz and a BaTiO3 residual polarization of
2.5µC/cm2. These structures can be used as energy harvesting devices
at working frequencies bigger than 6KHz.
Now the results presented in each chapter together with the findings pre-
viously listed are going to be discussed and compared to the current state of
the data.
In chap. 1 a discussion on the basic properties of ferroelectric and piezo-
electric material has been reported. The materials used for the fabrication
of the multi-layers are:
• BaTiO3;
• SrRuO3;
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• SrT iO3;
• MgO;
• Y Ba2Cu3O7;
• Au;
with the exception of gold, only oxide materials have been used for the fab-
rication of our cantilevers. In previous works [1, 2, 3, 4, 5], materials like
Pb(Zr, T i)O3, SiO2, SiNx and Pt were used. Our materials do not contain
lead in agreeement with the Directive 2002/95/EC of the European Par-
liament [9] which restricts the use of hazardous substances like lead in the
manufacture of various types of electronic and electrical equipment.
In the first chapter the two cantilever structures fitting the 31 and the
33 piezoelectric mode [4] have been presented, fig. 1.7. Both devices contain
a capacitive structure on their top. The BaTiO3 is the capacitor dielectric
layer, the SrRuO3 (or Au) works as electrode, the Y Ba2Cu3O7 is the sacrifi-
cial layer, the MgO changes the growing orientation of the BaTiO3 and the
SrT iO3 is used as buffer layer between the Y Ba2Cu3O7 and the capacitive
structure. Eventually the MgO can be used as sacrificial layer.
The 31 mode devices have separate top and bottom electrode while the
33 mode devices eliminate the need for a bottom electrode by employing an
interdigitated conductive layer. Equations 1.11 and 1.12 reports the expres-
sions of the open circuit voltages generated with the 33 and the 31 mode
devices respectively. The 33 design presents the advantage to produce an
higher open circuit voltage than the 31 design in fact the spacing L between
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the fingers of the electrode of a 33 device is usually bigger than the spacing
t between the top and the bottom electrode of a 31 device [1, 4], eq. 1.16.
Furthermore in BaTiO3 the g33 piezoelectric constant is bigger than the g31
piezoelectric constant:
g33 = 57.5 · 10
−3 V m/N
and
g31 = −23.0 · 10
−3 V m/N.
When the micro-cantilever is vibrating an ac current is generated across
the load connected to the device. A rectifying circuit and a storage capac-
itor are required to harvest energy from each micro-cantilever [1, 4]. It is
important that the amplitude of the generated output voltage is big enough
to overcome the threshold voltage of the rectifying diodes (Schottky diodes
present a threshold voltage of 0.2V [4]).
Chap. 2 presents the mathematical model and the design rules used for
the design of simple beam and u-shape micro-cantilevers having a seismic
mass on their free end. The u-shape cantilever contains a much bigger area
where it is possible to integrate the seismic mass. A bigger seismic mass
implies a lower resonance frequency, this is useful because the vibrations
present in the environment have frequencies in the range few Hz - few KHz
so a reducion of the resonance frequency might be useful for the device tuning.
To reduce the resonance frequency of a single beam cantilever the thick-
ness of the seismic mass layer can be increased. It has to be kept in mind
that the deposition of a 1µm thick perovskite film (with our deposition pa-
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rameters) takes something like 8 hours. To reduce the deposition time, in
the case of big seismic masses, the u-shape structure can be used.
Another advantage of the u-shape design is that two capacitive structures
are integrated on each arm. According to eq. 2.58 the energy stored in these
structures is twice the energy stored in a simple beam cantilever having the
dimensions equal to those of a single arm of the u-shape cantilever.
Simple beam and u-shape micro-cantilevers having the top-down layer se-
quence Au/BaT iO3/MgO/SrT iO3, lengths comprised between 130µm and
500µm and widths of 30µm and 50µm have been designed. Their theoreti-
cal resonance frequencies varies between 80 Hz and 20KHz, tabs. 2.3 and
2.5, covering in this way the frequency range of the environment vibrations.
Their theoretical ouput voltage has been calculated assuming a deflection of
the free end equal to 5µm. The amplitude of the generated voltage varies
between 2.3V and 21V , tabs. 2.3 and 2.5. This is enough to overcome the
threshold voltage of the rectifying diodes. Such voltage levels are not sur-
prising because for cantilevers with similar size employing PZT , 100V are
required in order to have a deflection of the free end equal to 30µm [23].
The output voltage of the designed micro-cantilevers has been analysed.
However these structures should be used as energy scavenging devices, so it
is important to understand the amount of power which they can supply. As
previously stated, to take advantage of the separation of charges which takes
place in the piezoelectric layer when an input stress is applied, capacitors
are integrated on the top of the micro-cantilevers. Eqs. 2.58 and 2.59 are
the expressions for the energy stored in the capacitors and the power which
can be extracted respectively. According to these equations a design aimed
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to maximaze the output voltage, also maximises the energy stored in the
capacitor.
Considering the resonance frequencies and the output voltages reported
in tables 2.3 and 2.5 and the fact that the capacitance values measured in
chap. 7 have magnitude between 10−12 F and 10−10 F , the theoretical power
which can be extracted from the designed structure is in the range:
102µW − 10−1nW. (8.1)
The power extracted from PZT devices is in the range µW − mW [5].
This is due to the superior piezoelectric coefficients of PZT. The maximum
value of the d33 and g33 piezoelectric coefficients in PZT are 520 pC/N and
71 · 10−3 V m/N respectively [8]. For BaTiO3 the values of the d33 and g33
piezoelectric coefficients are 85.6 pC/N and 57.5·10−3 V m/N [6]. The smaller
values of the BaTiO3 piezoelectric coefficients lead to a reduction of the per-
formances achievable with the devices employing BaTiO3 as piezoelectric
layer. However the power extracted from the BaTiO3 capacitors can be
increased by using capacitors with a bigger coupled area.
In chap. 3 the experimental methods used for the fabrication and the
characterization of the multi-layer structures have been presented. Here the
Pulsed Laser Deposition system, the photolithography techniques, the critical
point drying and the wirebonding system used for the fabrication of the
mico-cantilever devices have been described. In this chapter also the X-
ray diffraction techniques together with the methods used for the electrical
characterization of the capacitors are reported. Finally the nano-indentation
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method employed to measure the Young’s modulus of each film in the multi-
layer stacks has been discussed.
Chap. 4 reports the fabrication process of the 33 and 31 mode micro-
cantilevers. Here the reasons which lead to the introduction of each step in
the fabrication process have been explained. This chapter showed that it is
possible to use Y Ba2Cu3O7 or MgO as sacrificial layers, they both allow the
epitaxial growth of the layers employed in our stacks on their top (see chap.
5).
The Y Ba2Cu3O7 is easy to etch in weak acid solutions like 0.1%HNO3,
in this case, the etching time necessary to suspend a cantilever of area
200µm × 30µm varies between 6 and 8 minutes. When the MgO is used
as sacrificial layer stronger acid solutions like 20%HNO3 are necessary. In
this case to suspend a beam with an area of 200µm × 30µm 8 hours are
required. Furthermore to obtain a well defined geometry the sacrificial layer
is removed by a combination of argon ion beam milling and wet etching, if
only wet etching is used a much less well defined cantilever is produced, fig.
4.5.
Chapter 5 presents the results of the X-ray diffraction analysis performed
on different multi-layer sequences containingBaTiO3, SrRuO3,MgO, SrT iO3
and Y Ba2Cu3O7 thin films. This analysis showed that epitaxy is maintained
through stacks containing a combination of the previous layers.
The analysed works on energy harvesting micro-cantilevers [1, 4, 5] do
not report which is the orientation of the polar axis in the piezoelectric film
respect to the position of the electrodes of the capacitive structure. This
aspect is quite important as the charge collected between the electrodes of
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Sample Material In plane a axis In plane b axis Out of plane c axis
label [Top-down layer sequence] measured [A˙] measured [A˙] measured [A˙]
(bulk [A˙]) (bulk [A˙]) (bulk [A˙])
GV 03(P ) BaTiO3 3.996± 0.006 3.996± 0.006 4.015± 0.003
[BaTiO3 (126nm)/SrT iO3 (500nm)/ (3.992) (3.992) (4.036)
Y Ba2Cu3O7 (400nm)]
GV 16(P ) BaTiO3 4.002± 0.003 4.002± 0.003 3.997± 0.002
[BaTiO3 (100nm)/MgO (60nm)/ (3.992) (3.992) (4.036)
Y Ba2Cu3O7 (400nm)]
GV 10(P ) BaTiO3 4.028± 0.008 4.028± 0.008 3.985± 0.010
[BaTiO3 (100nm)/MgO (60nm)/ (3.992) (3.992) (4.036)
SrT iO3 (500nm)/Y Ba2Cu3O7 (400nm)]
GV 21(P ) BaTiO3 3.951± 0.002 3.951± 0.002 4.069± 0.002
[SrRuO3 (50nm)/BaT iO3 (100nm)/ (3.992) (3.992) (4.036)
SrRuO3 (350nm)/Y Ba2Cu3O7 (400nm)]
Table 8.1: Lattice parameters of the BaTiO3 in different multi-layer
sequences.
the piezoelectric capacitor depends on the orientation of the polar axis in
the piezoelectric film. The surface charge density σp on the surface of the
electrode layer is [102]:
σp = ~P · uˆn =
∣∣∣~P ∣∣∣ · cos(ϑ) (8.2)
where uˆn is the unit vector perpendicular to the surface of the electrode layer
and ϑ is the angle between the polarization vector ~P and the unit vector uˆn
perpendicular to the surface of the electrode. From eq. 8.2 it is clear that
the maximum charge density on the electrode layer is obtained when the
polarization vector ~P is perpendicular to the electrode area.
Table 8.1 contains the lattice parameters of BaTiO3 grown in different
multi-layer sequences. The BaTiO3 grows (001) oriented which means with
the polar axis perpendicular to the surface of the film on SrT iO3 and on
SrRuO3, table 8.1 and fig. 5.2a-b, while it grows with the polar axis parallel
to the surface of the film on MgO, table 8.1 and fig. 5.2c-d. The (002)
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reflection of sample GV 03(P ) corresponds to a BaTiO3 c axis having a length
of 4.015 A˙ while the (002) reflection of sample GV 21(P ) corresponds to a c
axis with a length of 4.069 A˙, so in this case the c axis is associated with
the polar axis. The (002) reflections of samples GV 16(P ) and GV 10(P )
correspond to a c axis with a length of 3.997 A˙ and 3.985 A˙ respectively, here
the c axis does not correspond to the BaTiO3 polar axis.
When the polar axis is perpendicular to the plane of the film, the po-
larization can be easily accessed by a parallel plate capacitor fig. 1.7b, so
BaTiO3 grown on SrRuO3 can be used to produce 31 mode cantilevers.
When the polar axis is parallel to the surface of the film, the polarization
can be accessed by using an interdigitated capacitor fig. 1.7a, so an MgO
film is introduced as seed layer to orientate the BaTiO3 in a way that fits
the 33 piezoelectric mode.
As previously stated when the BaTiO3 is grown on SrT iO3 the polar
axis is equal to 4.015A˙, this is smaller than the value reported in bulk ma-
terials. Kim et al. [79] reported that in SrT iO3/BaT iO3 superlattices the c
axis lattice parameter decreases from 4.12 A˙ to 4.06 A˙ when the oxygen pres-
sure during the deposition is increased from 1.33 · 10−3 Pa to 0.133Pa. The
BaTiO3 of the investigated sample has been grown at an oxygen pressure of
20Pa so this can explain the shorter value measured.
BaTiO3 grown on SrRuO3 also has a polar axis perpendicular to the
surface of the film, here an elongation of the polar axis equal to 0.83% respect
to bulk materials is observed. This is highlighted by a shift of −0.5◦ for the
diffraction peak of the BaTiO3 relative to the (002) plane respect to the same
peak on SrT iO3, fig. 5.2b. The measured polar axis is equal to 4.069 A˙,
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table 8.1, this value is in excellent agreement with that one reported by Choi
et. al [22]. The elongation of the polar axis is attributed to the in plane
biaxial stress experienced by the BaTiO3 layer. Calculations of the critical
thickness for the BaTiO3/SrRuO3 system gives a value equal to 9nm this
suggests that the first layers of the BaTiO3 grow elastically strained and the
in plane biaxial stress produces an elongation of the polar axis, this is in
agreement with observations. The in plane lattice constants as consequence
of the biaxial stress have a value equal to 3.951 A˙, table 8.1.
Thin film stacks where the BaTiO3 has been grown on an MgO layer
are present in the samples GV 10(P ) and GV 16(P ), in both cases the polar
axis lies parallel to the plane of the film, table 8.1. This is confirmed by the
ϑ − 2ϑ scans relative to the (002) plane of BaTiO3 films fig. 5.2c-d. The
smaller lattice mismatch between the c axis of BaTiO3 and the MgO lattice
parameter is the reason for such orientation [66, 67].
According to eq. 5.2 the critical thickness ofBaTiO3 onMgO is negligible
so unstrained lattice parameters should be measured in the plane of the film.
Despite that the measured polar lattice parameter appears smaller than the
bulk value, this happens because the measurements provide an average value,
in fact there are two possible orthogonal orientations when the polar axis is
in the plane of the substrate and a non polar axis must also lie in plane.
With these considerations, the layer sequences fitting the 31 and the 33
piezoelectric mode are:
• SrRuO3/BaT iO3/SrRuO3/Y Ba2Cu3O7 (31 piezoelectric mode);
• SrRuO3/BaT iO3/MgO/SrT iO3/Y Ba2Cu3O7 (33 piezoelectric mode);
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when Y Ba2Cu3O7 is used as sacrificial layer, and
• SrRuO3/BaT iO3/SrRuO3/MgO (31 piezoelectric mode);
• SrRuO3/BaT iO3/MgO (33 piezoelectric mode);
when MgO is used as sacrificial layer.
In the 33 mode stack where Y Ba2Cu3O7 is used as sacrificial layer,
the SrT iO3 film functions as buffer layer, it has been introduced to im-
prove the interface quality between the Y Ba2Cu3O7 and the MgO film.
Fig. 4.6 shows secondary ion mass spectroscopy (SIMS) data during the
milling of two samples, one with the SrT iO3 buffer layer and one without.
The SrT iO3/Y Ba2Cu3O7 interface, fig. 4.6b, is better defined than the
MgO/Y Ba2Cu3O7 interface, fig. 4.6a, with a sharp transition between lay-
ers evidenced by the SIMS signal. Wu et al. [69] studied the atomic configu-
rations of Y Ba2Cu3O7/MgO interfaces, they reported that diffusion induced
interstitial or substitutionalMg atoms in the first Y Ba2Cu3O7 layers. With-
out a well defined interface, it was difficult to undercut the Y Ba2Cu3O7 and
suspend the structure. Tab. 4.2 reports the number of suspended devices for
the 33 and 31 mode layer sequences, the stacks containing the SrT iO3 buffer
layer show an higher number of suspended devices.
Chap. 5 also reports the nanoindentation measurements run on the grown
multilayers. The measured values of the Young’s modulus are reported in
tab. 8.2.
Indentations measurements on BaTiO3 grown on a SrT iO3 layer have
been run on the sample labeled as GV 03(P ), such sample has top down layer
sequence: BaTiO3/SrT iO3/Y Ba2Cu3O7; this three-layer has been grown in
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Material Young’s modulus
[GPa]
Y Ba2Cu3O7 129
SrRuO3 190
BaTiO3 175
(on MgO or SrRuO3)
BaTiO3 79
(on SrT iO3)
MgO 233
SrT iO3 130
Table 8.2: Young’s Modulus of the deposited films. The Young’s
Modulus has been measured by nanoindentation technique.
situ. In this sample the measured value of the Young’s modulus is smaller
than the value measured in the case of BaTiO3 films grown on SrRuO3 or
on MgO layers. The smaller value of the Young’s modulus equal to 79GPa
is in agreement with that one reported in [81]. It is known that MgO and
SrRuO3 are stiffer than SrT iO3, so an influence of the underlying layer on
the Young’s modulus of the BaTiO3 can not be excluded. Furthermore it
has to be highlighted that in sample GV 03(P ) all the thin films are deposited
in situ, while for the 33 and 31 mode stacks, used to evaluate the Young’s
modulus of BaTiO3 on MgO and on SrRuO3, this is not possible because
our deposition system allows the deposition of only three layers in situ.
The measured Young’s modulus for the SrRuO3 and theMgO well agreed
with the value reported in literature [82, 83] while the measured value for the
SrT iO3 film is smaller than 265GPa reported in [84]. The Young’s modulus
measured on the SrT iO3 substrate is equal to 191GPa which is still smaller
than the value reported in literature, however the SrT iO3 substrate supplier
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[58] does not report the Young’s modulus of the substrate in the datasheet.
The Young’s modulus of the materials used here are significantly higher
than the Young’s modulus of PZT (63GPa) and SiO2 (69GPa), these ma-
terials have been used for the fabrication of energy harvesting cantilevers by
Jeon et al. [4]. They introduced a SiNx buffer layer in their film stack to
reduce the curling of the beam after its release. The Young’s modulus mea-
sured for the thin films employed in our stack are high enough to not require
the use of an additional buffer layer.
In chap. 6 an experimental method useful to determine the residual
stresses at the top surface of thin film multi-layer cantilevers has been dis-
cussed. The method consists into the measuring of the cantilever deflection
at different distances from the anchor point, in this way the mathematical
expression of the curve approximating the deflection of the cantilever is cal-
culated. Using eq. 6.3 the value of the radius of curvature can be worked out
and so also the residual stress at the cantilever top surface can be evaluated
with the help of eq. 6.1.
In previous works the residual stress in microcantilevers was caculated by
measuring the deflection of the free end in the case of small deflections [12,
13], or by using the Stoney formula [4, 14]. In our multilayer cantilevers the
Stoney formula does not apply because some of the hypothesis necessary for
the application of this method are not fulfilled [15]. Furthermore deflections
of the free end equal to 40µm for cantilevers with lengths of 180µm have
been measured, so also the hypothesis of small deflections of the free end
does not apply.
The proposed method is applicable either in the case of large deflections
CHAPTER 8. CONCLUSIONS AND FUTURE DEVELOPMENTS 191
of the free end or when the Stoney formula does not apply, the deflections of
the cantilevers are measured by using SEM and interferometry techniques.
The proposed analysis has been performed on SrRuO3/BaT iO3/SrRuO3
and BaTiO3/MgO/SrT iO3 u-shape cantilevers and on BaTiO3/SrT iO3
simple beam cantilevers. The lenght of the analysed devices varies between
32µm and 234µm.
The main causes of stress in released cantilevers are the mismatch of ther-
mal expansion coefficients between the different layers (thermal stress), the
mismatch of lattice constants between the different materials (misfit stress)
and the presence of defects in the layers [90].
Residual stresses at the cantilever top surface between −51MPa and
−200MPa have been measured. These values suggest that the mismatch
between the thermal expansion coefficients is the main cause of residual stress
in these devices. If instead the lattice mismatches are used to calculate the
longitudinal stresses at the top surfaces of the cantilevers, there is a difference
of one or two orders of magnitude between theoretical and experimental
values. This rules out the lattice mismatch as the cause of residual stress.
In our layer combinations the critical thicknesses of the deposited films
are less than 10nm (see chap 5), the film thicknesses in the analysed stacks
are in the order of hundred of nm. When the critical thickness is exceeded
the misfit stress is released with the generation of dislocations in the layer
[73, 92], that is why the residual stress is mainly due to the mismatch of
thermal expansion coefficients.
In chap. 7 the impedance and hysteresis loop measurements have been
mainly run on the 31 mode devices. In the 31 mode devices the spacing
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between the top and the bottom electrode is equal to 300nm. In 33 mode
structures the spacing between the fingers of the electrode is at least equal
to 10µm, the higher spacing reduces the probability of shorts as confirmed
by measurements, see sec. 7.2.2. The worst case is so represented by the
devices employing the 31 piezoelectric mode, by optimatizing the 31 mode
capacitors the improvements are also reflected on the 33 mode devices.
Chap. 7 showed that SrRuO3/BaT iO3/SrRuO3 tri-layers behaving as
high quality (i.e. with an impedance phase between −80◦ and −90◦) ca-
pacitive structures, in the frequency range 6KHz − 50KHz, have been
fabricated on 400nm thick MgO sacrificial layer by using the fabrication
process reported in chap. 4. These structures showed a BaTiO3 residual
polarization equal to 2.5µC/cm2.
Jeon et. al. [4] reported the successful fabrication of a Pb(Zr, T i)O3
micro-cantilever having a resonance frequency of 13.9KHz.
Limitations to the maximum working frequency come from the vibration
sources present in the environment. Suitable vibrations can be found in ap-
plications like household goods (fridges, washing machines, microwave ovens
etc.), industrial plant equipment, moving structures such as automobiles,
aeroplanes, buildings and bridges [5]. All these applications suggest working
frequencies ranging from few hertz to few kilo-hertz.
The fabricated capacitive structures allow the design of micro-cantilevers
with a minimum resonance frequency of 6KHz, the advantage respect to
the device proposed in [4] is that the energy of vibrations with frequency in
the range 6KHz − 13.9KHz can be used.
It is desirable to have devices which are able to harvest energy at fre-
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quencies below 6KHz. Capacitive structures containing a BaTiO3 film
deposited in oxygen environment at a pressure of 0.013Pa and at a tem-
perature of 780◦C showed an impedance phase between −80◦ and −90◦ over
the frequency range 40Hz − 50KHz. However at such BaTiO3 deposition
temperature a degradation of the BaTiO3 hysteresis loop takes place, this
means that also the piezoelectric properties of the device are degraded. Kim
et al. [79] reported that in BaTiO3/SrT iO3 systems a reduction of the depo-
sition pressure promotes the formation of oxygen vacancies into the BaTiO3
layer. Such vacancies can contribute to the degradation of the hysteresis
loop.
An optimization of the BaTiO3 deposition is necessary to produce devices
with working frequency below 6, KHz, however it has to be kept in mind that
the power extracted from a micro-cantilever with a piezoelectric capacitive
structure on its top is directly proportional to the working frequency eq.
2.59.
The reduction of the BaTiO3 deposition pressure reduces the losses in the
BaTiO3 layers of SrRuO3/BaT iO3/SrRuO3 capacitors. This is testified by
an increase of the RA product of these devices when the BaTiO3 deposition
pressure is reduced, table 8.3.
Higher deposition pressures imply a larger number of collisions in the
path between the material target and the substrate during the pulsed laser
deposition of the film. The energy lost in the ablation path produces a lower
mobility of the atomic species on the substrate which is further reduced by
the relatively high deposition pressure.
In pulse laser deposition, the growth of the film is accompanied by the
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Device Top-down BaTiO3 BaTiO3 RA C/A
(fig.) layer sequence dep. temperature dep. pressure [Ωµm2] [F/µm2]
(Sample) [◦C] [Pa]
SBSSY SrRuO3(100nm)/BaT iO3(300nm)/ 780 8 44.1 · 10
5 6.28 · 10−13
(fig. 7.6a) SrRuO3(150nm)/SrT iO3(250nm)/
(GV 38(P )) Y Ba2Cu3O7(500nm)
SBSSY SrRuO3(100nm)/BaT iO3(300nm)/ 780 8 19.54 · 10
7 7.8 · 10−14
(fig. 7.6b) SrRuO3(150nm)/SrT iO3(1000nm)/
(GV 42(P )) Y Ba2Cu3O7(500nm)
SBSSM SrRuO3(100nm)/BaT iO3(300nm)/ 780 8 61.93 · 10
8 3.04 · 10−14
(fig. 7.6c) SrRuO3(150nm)/SrT iO3(250nm)/
(GV 41(P )) MgO(400nm)
SBSM SrRuO3(100nm)/BaT iO3(300nm)/ 830 8/ 0.027 ≈ ∞ 3.9 · 10
−14
(fig. 7.6e) SrRuO3(150nm)/MgO(800nm)/
(GV 45(P ))
SBSM SrRuO3(100nm)/BaT iO3(300nm)/ 780 0.013 ≈ ∞ 1.76 · 10
−14
(fig. 7.6d) SrRuO3(150nm)/MgO(400nm)/
(GV 43(P ))
Table 8.3: Top down layer sequences, BaTiO3 deposition pressure
and temperature, RA product and C/A ratio of the structures under
investigation.
formation of stacking faults and amorphous and void like grain boundaries
and their density depends upon the surface mobility of the incoming atoms
[92]. The higher kinetic energy of the impinging species at lower pressure [98],
produces the increase of the mobility of the atomic species on the substrate,
this is believed to improve the structure of the films leading to the capacitive
behaviour.
The reduction of the BaTiO3 deposition pressure not only produces an
increase of the RA product, but it also produce a reduction of the C/A ratio
which corresponds to a reduction of the parallel capacitance, tab. 8.3. It
was reported that in SrT iO3/BaT iO3 systems grown by pulsed laser depo-
sition the dielectric constant increases when the oxygen deposition pressure
increases [79]. If the oxygen pressure during the growth of the thin films is
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low it is more favorable to form oxygen vacancies in the oxide films during
the growth, this results in a decrease of the dielectric constant [79].
When Y Ba2Cu3O7 has been used as sacrificial layer the capacitive struc-
tures grown on its top do not behave as pure capacitors but present losses.
SrRuO3/BaT iO3/SrRuO3 capacitors on Y Ba2Cu3O7 sacrificial layer present
impedance phases around −20◦ at the frequency of 50KHz and at a BaTiO3
growing pressures equal to 8Pa.
Studies on the pulsed laser deposition of Y Ba2Cu3O7 films reported the
presence of different types of particulates on their surface [98]. It is likely that
such particulates degrade the quality of the layers deposited on their surface,
by creating resistive paths through the capacitive structures which might
be responsible for the low value of the RA product. In order to investigate
this, an Atomic Force Microscope was used to examine the surface of the
deposited Y Ba2Cu3O7 films. Fig. 7.7a shows an AFM scan on the surface
of a 150nm Y Ba2Cu3O7 layer, on whose surface it is possible to see an
outgrowth with a height comparable to the film thickness. Some outgrowths
might be present even after the optimization of the Y Ba2Cu3O7 ablation
parameters performed for the superconductivity project during the first part
of this phd and described in sec. D.3.2.
Such outgrowths are also present after the deposition of a 100nm SrT iO3
layer as shown in, fig. 7.7b. Their effect on the upper films can be re-
duced using a thicker SrT iO3 layer. Fig. 7.7c shows an AFM scan on a
SrT iO3(500nm)/Y Ba2Cu3O7(400nm) bi-layer which confirms that the par-
ticulates present on the surface of the film are fewer in number and generally
smaller.
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The impedance phase of capacitors grown on a 1µm thick SrT iO3 buffer
layer is equal to −64◦ at 50KHz. A further reduction of the film losses
which correspond to an increase of the RA product and to a decrease of the
parasitic shunting conductance is desirable. However in this case a decrease
of the BaTiO3 deposition pressure below 8Pa produces the dissociation of
the Y Ba2Cu3O7 sacrificial layer [101]. This is why capacitive structures have
been grown on MgO sacrificial layer.
The use of MgO as sacrificial layer produces an RA product which is
at least one order of magnitude bigger than that of the devices grown on
Y Ba2Cu3O7 sacrificial layer, tab. 8.3. The problem with the use of MgO
as sacrificial layer is represented by its long etching time (8 hours in 20%
HNO3).
In conclusion this work showed that SrRuO3/BaT iO3 capacitive struc-
tures grown on MgO sacrificial layers can be used to produce energy har-
vesting micro-cantilevers at working frequencies over 6KHz. With PZT,
micro-cantilevers with a minimum resonance frequency of 13.9KHz have
been produced [4]. The advantage of the BaTiO3 based capacitive struc-
tures is that micro-cantilevers which extract energy from vibrations with
frequency 6KHz − 13.9KHz can be designed. However it has to be kept in
mind that the power extracted from PZT devices is in the range µW − mW
[5] while the theoretical power which can be extracted from the BaTiO3
based devices is in the range 0.1nW − 100µW . This is due to the superior
piezoelectric coefficients of PZT.
An optimization of the BaTiO3 deposition parameters is necessary to im-
prove the quality of the SrRuO3/BaT iO3 capacitors in the frequency range
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40Hz − 6KHz. There are three deposition parameters which affect the
properties of the deposited films, they are: laser fluence, deposition tempe-
rature and deposition pressure. A reduction of the deposition pressure and
an increase of the deposition temperature reduced the losses in the BaTiO3
layer. The next step could be the deposition of BaTiO3 films at fluences
bigger than 2.4 J/cm2. The higher fluence produce an increase of the energy
of the atomic species on the substrate and this is beneficial for the crystal
growth (see chap. 7).
Alternatively an optimization of the stack using the Y Ba2Cu3O7 sac-
rificial layer can be attempted, in fact it has been demonstrated that the
introduction of a thick SrT iO3 buffer layer between the sacrificial layer and
the capacitive structure reduces the losses in the piezoelectric film. In this
case to reduce the number of particulates on the Y Ba2Cu3O7 the target
to substrate distance can be varied, furthermore the introduction of a thick
(1µm) SrT iO3 buffer layer can improve the planarization of the multi-layer
(see chap. 7).
I point out that problems with the equipments arose during the develop-
ment of this project. Problems with the X-ray source of the diffractometer
did not allow the investigation of stacks containing BaTiO3 films grown at
pressures lower than 20Pa. Instead problems with the pulsed laser deposi-
tion systems did not allow the successfull fabrication of an energy harvester
prototype. In particular during the last 6 months of this Phd the pulsed laser
deposition system has not been available, this resulted in the impossibility
of the fabrication of samples.
In spite of these problems, I believed that the investigations performed
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during this Phd show that the proposed multilayers can find applications in
the field of energy harvesting devices and as sensors and actuators.
Part I
Appendixes
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Appendix A
Mechanics:
general concepts and cantilever
properties
A.1 Basic concepts
[32]
A body is formed by molecules linked to each other. When an external force
is applied to the body, the forces linking the molecules resist the change in
the shape of the body. Under the action of external forces the molecules of
the body are displaced until the equilibrium between the external and the
intermolecolar forces is reached. The body is then in a state of strain.
When a body recovers its original shape after the release of the external
forces, it is said to be perfectly elastic. If the deformation does not com-
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pletely disapper after the release of the external forces the body is partially
elastic
For a perfectly elastic body the work done by the external forces is com-
pletely transformed into potential energy of strain. For a partially elastic
body part of the work done by the external forces is dissipated as heat dur-
ing the non-elastic deformation.
Usually materials are considered perfectly elastic within certain limits.
In 1678, by direct experiment with the extension of prismatic bars, Robert
Hooke established that within certain limits, for many materials, the elonga-
tion of the bar is proportional to the tensile force applied perpendicularly to
the section of the bar, eq. A.1.
~∆l =
~P l
AE˜
(A.1)
where ~P reperesents the tensile force, l is the length of the bar, A represents
the bar cross-sectional area, ~∆l is the total bar elongation and E˜ is the elastic
modulus of the material. The normal stress is defined as:
~σ =
~P
A
(A.2)
the elongation of the bar per unit length is called normal strain and it is
defined as follow:
~ǫ =
~∆l
l
(A.3)
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using eq. A.2 and A.3 the Hooke law can be written in its classical form.
~σ = E˜ ~ǫ (A.4)
When a force is applied on a surface of a body and the force is not
perpendicular to the surface, the stress is usually separated into a normal
component and into a tangential component. These two components are the
normal stress (σ) and the shearing stress (τ) respectively.
The shearing strain may be visualized in the following way: let us apply
a tangential (shear) stress to the side ab of the parallelogram abcd, fig. A.1,
the result will be the sliding of the side ab and the parallelogram a1b1cd is
obtained. The shearing strain is represented by the magnitude of the small
angle γ and it may be taken equal to the following ratio:
~γ =
aa1
ad
uˆi (A.5)
which means equal to the horizontal sliding aa1 of the side ab with respect
to the side dc divided by the distance between these two sides, uˆi is the unit
vector in the direction of the shear.
If the material obeys Hooke’s law the classical relationship between shear
stress and shear strain is obtained, eq. A.6,
~γ =
~τ
G
(A.6)
G is called the Shear Modulus.
In isotropic materials the relationship between the Young’s Modulus and
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Figure A.1: Deformation induced by the shear stress τ .
the Shear Modulus is expressed as follow:
G =
E˜
2(1 + ν)
(A.7)
the quantity ν is thePoisson’s ratio and it is a characteristic of the material.
When a tensile normal stress is applied to the cross-section of a bar,
experiments show that the axial elongation is always accompanied by lateral
contraction of the bar, within the elastic limit the ratio:
ν =
unit lateral contraction
unit axial elongation
(A.8)
is constant for a given material and it is know as Poisson’s ratio.
Now if a two dimensional body at mechanical equilibrium is considered
and a small square element is extracted from the body, fig. A.2a, on each
side of the square the stress can be decomposed into a normal (σ) and into a
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Figure A.2: a) Stress components on the sides of a two dimensional
body. On each side the stress can be decomposed into a normal com-
ponent σ and into a tangential component τ . b) Stress components
on the surfaces of a three dimensional body. On each surface the
stress can be decomposed into a normal component σj and into two
tangential components τij and τkj .
tangential (τ) component. The shear stresses τ acting on two parallel sides
produce a couple in the clockwise direction, the shear stresses τ1 acting on
the others two parallel sides produce a couple in the anticlockwise direction,
if the body is at equilibrium the following relation is valid.
~τ = −~τ1 (A.9)
In the case of a three dimensional body, when a cubic element is extracted
from the body, on each surface of the cube the stress can be decomposed into
a normal component and two tangential components in the two perpendicular
directions, fig. A.2, [30]. For an isotropic and homogeneous three dimensional
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body the following conditions hold:


~τxy = ~τyx
~τyz = ~τzy
~τzx = ~τxz
(A.10)
with these conditions only six variables are free, in the case of a cubic volume
the Hooke’s law can be written in the following way.


~ǫx =
(
1/E˜
)
( ~σx − ν ( ~σy + ~σz))
~ǫy =
(
1/E˜
)
( ~σy − ν ( ~σx + ~σz))
~ǫz =
(
1/E˜
)
( ~σz − ν ( ~σx + ~σy))
~γxy = ~τxy/G
~γyz = ~τyz/G
~γzx = ~τzx/G
(A.11)
A.2 Mechanical behaviour of cantilevers
[32]
The cantilevers which have been fabricated during the developing of the
piezoelectric project can be thought as cantilevers with an end built into the
wall fig. A.3. This means that the end A can not move in the three spatial
directions and can not rotate during the bending of the beam, on the other
side the end B is entirely free. This represents a statically determinate pro-
blem since the reactions at the support produced by a given load (~P ) can be
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Figure A.3: Cantilever with a built in end A, the end B is free. The
cantilever is loaded with the force ~P , this produces a reaction at the
built in end A which consists in a reactive force ~R and in a reactive
moment ~M , l is the length of the cantilever.
determined from the equations of statics which are:
∑
i
~Fi = 0 (A.12)
∑
i
~Mi = 0 (A.13)
where ~Fi and ~Mi represent the forces and the moments acting on the beam.
Suppose that a concentrated load ~P is applied to the free end of the
cantilever, the load is balanced by the reactive forces acting on the built-in
end. From the equations of statics results that the reactive force ~R is:
~R = −~P (A.14)
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Figure A.4: To investigate the stress along the beam, the cantilever
is cut in two parts by a cross section mn. The shear forces ~Vmn1
and ~Vmn2 with the moments ~Mmn1 and ~Mmn2 replace the system of
external forces, x is the distance between the cross section and the
point in which the load is applied and l is the length of the cantilever.
and the moment of the reactive force is:
∣∣∣ ~M ∣∣∣ = ∣∣∣~P ∣∣∣ l (A.15)
and it acts in the counter-clockwise direction fig. A.3, l represents the length
of the cantilever.
To investigate the stress produced in a beam during its bending, the beam
is cut into two parts by a cross section mn taken at any distance from the
left built in end A, fig. A.4, then the right portion is removed. In discussing
the equilibrium of the left part of the beam, besides the reaction ~R also
the internal forces which are distributed over the cross section mn must be
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considered. These forces represent the action of the right portion on the left
portion of the beam. The internal forces equilibrate the external forces ~P
and ~R.
The system of external forces to the left of the cross section mn can be
replaced by the static equivalent system consisting of the shearing force ~Vmn1
and the couple ~Mmn1, where:


~Vmn1 = ~R
~Mmn1 = ~R (l − x)
(A.16)
where x is the distance between the cross section and the point in which the
force ~P is applied. The force ~Vmn2 and the couple ~Mmn2 on the right side
of the cross section mn which represent the action of the right portion of
the beam on the left portion, balance the bending moment ~Mmn1 and the
shearing force ~Vmn1. For them the following relationships hold:


~Vmn2 = ~P
~Mmn2 = −~Px.
(A.17)
~Vmn1, ~Mmn1, ~Vmn2 and ~Mmn2 are considered positive when their directions
are as indicated in fig. A.4.
Equalizing ~Vmn1 with ~Vmn2 it is easy to find that the shear stress along
each cross section of the cantilever is equal to the load ~P and this is true for
each cross section along the length of the beam. The equation of moment of
system A.17 shows that the moment varies linearly along the length of the
cantilever and assumes its maximum value (eq. A.15) at the built in end of
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Figure A.5: a)Element of a cantilever with a built in end loaded with
a concentrated load ~P . The shearing forces at the cross sections mn
and m1n1 are qual, the bending moment increases of a quantity equal
to d ~M at the cross section m1n1. b) Element of a cantilever with a
built in end loaded with a distributed load ~q. At the cross section
m1n1 both shearing force and bending moment increase of a quantity
equal to d~V and d ~M respectively.
the beam.
To find the relation between the bending moment and the shearing force
for the cantilever loaded with a concentrated load, fig. A.3, an element of the
beam cut by two adjacent cross sections mn and m1n1 which are a distance
dx apart can be considered, fig. A.5a. Let us assume positive directions for
the shearing forces and the moments at both cross sections. If no forces act
on the beam between the cross sections mn and m1n1 the two shearing forces
at mn and m1n1 are equal. From the equilibrium of the element the bending
moments are not equal at the two cross sections; in fact at the cross section
m1n1 the bending moment increases of a quantity:
d ~M = ~V · d~x (A.18)
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and
d ~M
dx
= ~V (A.19)
this means that on all the portions of the beam the shearing force represents
the rate of change of the bending moment with respect to x.
To calculate how the bending moment and the shearing force are linked
in the case of a distributed load, a distributed load ~q acting between the two
cross sectionsmn andm1n1 can be considered, fig. A.5b, the total load acting
on the element is ~q · d~x. If ~q is considered positive when it acts downward,
it may be concluded from the equilibrium of the element, that the shearing
force at the cross section m1n1 is different from that at mn by an amount
equal to:
d~V = −~q · d~x (A.20)
from which it follows that:
d~V
dx
= −~q (A.21)
thus the rate of change of the shearing force is equal to the intensity of the
distributed load with negative sign.
Taking the moment of all forces acting on the element:
d ~M = ~V · d~x− ~q · d~x ·
d~x
2
(A.22)
neglecting the second term on the right end side as a small quantity of the
second order, eq. A.19 is obtained. So also in the case of a distributed load
the rate of change of the bending moment is equal to the shearing force.
It is now clear that the magnitude of the stresses at any cross section
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Figure A.6: Element mnpq of a cantilever under pure bending. The
longitudinal fibers on the convex side experience extension, those on
the concave side experience compression, s represents the neutral sur-
face, ρ is the radius of curvature, y is the distance of the generic fiber
ef from the neutral axis, ds is the length of a generic fiber and dθ is
the angle formed by the two radius of curvatures passing through mn
and pq.
of the cantilever consist of two contributions: shearing force and bending
moment.
Now we want to study what happen to the different fibers of a cantilever
during its bending. To do that we consider an element of a cantilever in
which the shearing forces are zero and only the bending moment is present,
fig. A.6. This approximation is called pure bending, and is based on
the assumption that the lines mn and pq remain straight after bending and
the entire transverse section on the beam (in the yz plane), originally plane,
remains plane and normal to the longitudinal fibers of the beam after bending
fig. A.6. The effect of the shear stresses like τyx and τzx produce a curvature
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of the lines mn and pq in the x and z directions. In this treatment this effect
will be neglected.
During the bending the cross sections mn and pq rotate respect to each
other, the longitudinal fibers on the convex side experience an extension and
those on the concave side experience compression fig. A.6.
The line s do not experience strain during the bending, this surface is
called the neutral surface and its intersection with any cross section is
called the neutral axis.
Denoting by ρ the radius of curvature, defined as:
k =
1
ρ
=
∣∣∣∣dθds
∣∣∣∣ (A.23)
where k is the curvature of the beam. For small ds it is possible to use the
approximation:
ds ≈ dx (A.24)
and eq. A.23 can be approximated as follow.
1
ρ
≈
∣∣∣∣dθdx
∣∣∣∣ (A.25)
The fiber ef , of fig. A.6, during the bending experiences compression, using
the approximation A.24 its length Lef can be expressed as follow.
Lef = (ρ− y) θ = dx−
y
ρ
dx (A.26)
So after compression the length of the fiber ef is equal to the initial length
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minus a coefficient which multiplies the initial length, such coefficient repre-
sents the strain in the x direction eq. A.27.
ǫx =
y
ρ
(A.27)
The strain of the longitudinal fibers are proportional to the distance from the
neutral surface and inversely proportional to the radius of curvature. With
the expression of the strain ǫx the expression of the longitudinal stress σx
can be written.
σx =
E˜y
ρ
(A.28)
Fig. A.7 shows the distribution of the longitudinal stresses σx on the can-
tilever cross section, the longitudinal stress increases when the distance from
the neutral axis increases and it changes its sign when it passes over or under
the neutral axis.
Due to the fact that all the forces distributed over the cross section A
represent a system equivalent to a couple, from the laws of statics, it follows
that the resultant of these forces in the x direction must be equal to zero.
∫
A
σxda =
E˜
ρ
∫
A
ydA = 0 (A.29)
This means that the neutral axis passes through the centroid of the section.
The moment of the force acting on the area element dA with respect to
the neutral axis is:
dM = σxydA (A.30)
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Figure A.7: Distribution on the stresses σx on the cantilever cross sec-
tion, s indicates the position of the neutral axis and t is the thickness
of the cantilever.
adding all the infinitesimal moments dM over the cross section the total
moment is obtained eq.A.31
M =
∫
A
σxydA =
E˜
ρ
∫
A
y2dA. (A.31)
Defining:
Iˆ =
∫
y2dA (A.32)
as themoment of inertia of the cross section with respect to the neutral
axis, and considering eq. A.28 the following expression for the modulus of
the longitudinal stress is obtained eq. A.33.
σx =
My
Iˆ
(A.33)
The sign in eq. A.33 depends upon the direction of the coordinate axes.
The moment of inertia of the cross section Iz quantifies the resistance of
a surface to the deformations according to its shape. For a rectangular cross
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section with a width equal to b and a depth equal to h the moment of inertia
of the cross section is:
Iˆ =
∫ b
2
− b
2
∫ h
2
−h
2
y2dydx =
∫ b
2
− b
2
h3
12
dx =
bh3
12
. (A.34)
The maximum tensile and compressive stresses occur at the two cantilever
outermost fibers and for a rectangular cross section with the centroid at the
midle of the depth h the following expression hold.
σcomp,max = σtens,max =
Mh
Iˆ2
(A.35)
Fig. A.6 shows the element of a cantilever under pure bending. Let us
now consider the shape of the axis of the beam after bending fig. A.8, this
curve is called the deflection curve. combining eq. A.28 with eq. A.33
the relation between bending moment and radius of curvature is derived, eq.
A.36.
1
ρ
=
M
E˜Iˆ
(A.36)
To derive an expression for the relation between the curvature and the shape
of the curve, two adjacent points on the deflection curve, m and n, separated
by a distance ds can be considered. If the angle which the tangent atmmakes
with the x axis is denoted with θ, the angle between the normals to the curve
at m and n is dθ. The intersection point O of these normals gives the centre
of curvature and defines the radius of curvature ρ, eq. A.23. Regarding the
sign of the radius of curvature, if the bending moment is taken positive when
an upward concavity is produced, the curvature is positive when the centre
APPENDIX A. MECHANICS 216
Figure A.8: Deflection curve AB of a beam after bending, it is the
shape of the axis of the beam after bending, m and n are two points
taken on the curve separated by a distance ds, θ is the angle which
the tangent at m makes with the x axis, dθ is the angle between the
normals to the curve at m and n and ρ is the radius of curvature.
of curvature is above the curve. For such curvature the angle θ decreases
as the point m moves from A to B, this means that to a positive increment
ds corresponds a negative dθ, so to have the proper sign eq. A.23 must be
written as follow.
1
ρ
= −
dθ
ds
(A.37)
For small deflections, approximation A.24 holds, in such case also another
approximation can be used:
θ ≈ tan (θ) = −
dy
dx
(A.38)
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with these approximations the expression of the radius of curvature becomes:
1
ρ
≈ −
d2y
dx2
(A.39)
integrating both sides of eq. A.39 over the length of the cantilever l, equation
A.40 is obtained:
y =
l2
2ρ
(A.40)
y represents the deflection of the free end and l is the length of the cantilever.
Substituting eq. A.39 in eq. A.36 the differential equation of the deflec-
tion curve is obtained eq. A.41.
E˜Iˆ
d2y
dx2
=M (A.41)
The sign of eq. A.41 depends on the choice of the reference system. If the y
axis is taken positive downwards, it is necessary to put:
θ ≈
dy
dx
(A.42)
and a minus sign will be present on the right side of eq. A.41.
When the bar experience a large deflection, approximation A.38 can not
be used, in this case the exact expression has to be considered:
θ = arctan
(
dy
dx
)
(A.43)
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then the radius of curvature is:
1
ρ
= −
dθ
ds
= −
d arctan
(
dy
dx
)
dx
dx
ds
=
= −
dy
dx2[
1 +
(
dy
dx
)2] 32 .
(A.44)
Differentiating eq. A.41 with respect to x and using eq. A.18 the relation
between the deflection curve y(x) and the shearing force is obtained:
E˜Iˆ
d3
dx3
= V (A.45)
differentiating eq. A.45 again and using eq. A.21 it is possible to write:
E˜Iˆ
d4
dx4
= −q (A.46)
the last equation is used in considering the deflection of a beam under a
distributed load.
Equations A.18, A.45 and A.46, constitute the system of equations which
has to be solved to find the expression of the deflection curve for a cantilever
under the action of the external forces.
Let us consider the cantilever of fig. A.9, where a load P and a moment
M0 act on the free end B. The system of equations to solve, in order to find
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Figure A.9: Cantilever loaded with a load P and a moment M0.
the analytical expression of the deflection curve is:


−q = E˜Iˆ d
4y
dx4
V = E˜Iˆ d
3y
dx3
M = E˜Iˆ d
2y
dx2
(A.47)
in the case of fig. A.9 the following boundary conditions hold:


y(0) = 0
dy
dx
(0) = 0
(A.48)
x = 0 correspond to the point A in fig. A.9, these conditions imply that
the built in end A can not move and can not rotate. The integration of the
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system A.47 produces:


E˜Iˆ d
4y
dx4
= 0
E˜Iˆ d
3y
dx3
= C1 = P
E˜Iˆ d
2y
dx2
= C1x+ C2 = −P (l − x)−M0
E˜Iˆ dy
dx
= C1
x2
2
+ C2x+ C3
E˜Iˆy = C1
x3
6
+ C2
x2
2
+ C3x+ C4
(A.49)
considering the boundary conditions it is possible to calculate the values of
the integration constants, system A.50.


C1 = P
C2 = −Pl −M0
C3 = C4 = 0
(A.50)
The deflection at the cantilever free end B, is then:
δB = |y (l)| =
Pl3
3E˜Iˆ
+
M0l
2
2E˜Iˆ
(A.51)
this expression shows the contribution of the load and of the bending moment
to the total deflection.
Appendix B
Design of cantilevers with
unusual geometries
B.1 Design of beams with different width con-
nected in series
A way to decrease the resonance frequency of a suspended cantilever is to
connect two cantilevers with different widths in series. When the cross sec-
tional moment of inertia of the cantilever connected to the anchor is smaller
than the cross sectional moment of inertia of the other part, the elastic con-
stant of the composite structure is smaller than the elastic constant of the
cantilever having the same length and the width of the wider beam.
Fig. B.1 shows a 33 mode cantilever constituted of two cantilever with
different width connected in series.
Let us consider two cantilevers having widths b1 and b2 with b1 > b2,
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Figure B.1: Cantilever using the 33 mode constituted by two beams
with different width connected in series. The area near the free end,
labeled as Mass area, represents the part of the beam where the seis-
mic mass will be housed, δ is the spacing between the fingers of the
electrode, L1 is the length of the wider cantilever, L2 is the length of
the other part of the cantilever, b1 is the width of the wider part of
the cantilever and b2 is the width of the other part of the cantilever.
The lines of the interdigitated electrode (in gray) are 5µm wide.
lengths L1 and L2, made of the same material and connected in series. To
find the expression of the elastic constant K1−z eq. 2.3 can be considered, in
this case, considering the convention of fig. 2.1, such equation becomes:
1
K1−z
=
1
E
∫ L
0
x2
Iy(x)
dx =
1
E
[
1
I1y
∫ L1
0
x2x+
1
I2y
∫ L2
L1
x2dx
]
(B.1)
where I1y is the cross sectional moment of inertia of the part of beam having
width b1 and I2y is the cross sectional moment of inertia of the part of the
beam having width b2. If the integrals are solved it is possible to write the
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Device L1 L2 b1 b2 δ Mass Seismic Gold Meq
[µm] [µm] [µm] [µm] [µm] area mass thickness [Kg]
[µm× µm] [Kg] [µm]
dev.1 115 70 30 15 20 / / 0.07 8.953 · 10−12
dev.2 115 70 30 15 20 30× 45 5.211 · 10−12 0.2 14.643 · 10−12
dev.3 190 70 30 15 20 / / 0.07 11.485 · 10−12
dev.4 195 70 30 15 20 30× 50 14.475 · 10−12 0.5 27.309 · 10−12
dev.2 170 90 30 15 20 30× 50 14.475 · 10−12 0.5 26.23 · 10−12
Table B.1: Lengths L1 and L2, widths b1 and b2, electrode spacing
δ, mass area, seismic mass and equivalent mass Meq of the designed
33 mode cantilevers, constituted by two beams with different width
connected in series.
expression of the elastic constant in the following way:
K1−z =
3EI1y
L31 +
[
(L1 + L2)
3 − L31
]
(I1y/I2y)
(B.2)
comparing this expression of the elastic constant, with the expression of the
elastic constant of a beam having total length L1 + L2 and width b1, the
elastic constant of the composite structure is smaller when:
I1y
I2y
> 1 (B.3)
such conditions is always true for the structure of fig. B.1. Considering eqs.
2.21 and 2.24 a lower elastic constant implies a lower natural frequency and
a lower resonance frequency.
Tabs. B.1 and B.2 report the dimensions and the parameters of the de-
signed 33 mode cantilevers constituted by two beam with different width
connected in series. Also in this case the calculations have been done assum-
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Device K1−z fn ξ fr Vout
[N/m] [KHz] [KHz] [V ]
dev.1 0.0089 5.02 0.3 4.55 15.7
dev.2 0.009 3.95 0.23 3.73 15.7
dev.3 0.0035 2.78 0.62 1.34 5.75
dev.4 0.0036 1.83 0.4 1.51 5.75
dev.5 0.0033 1.79 0.41 1.46 5.75
Table B.2: Elastic constant K1−z, natural frequency fn, damping fac-
tor ξ, resonance frequency fr and generated output voltage Vout of the
designed 33 mode cantilevers constituted by two beams with different
width connected in series. The output voltage has been calculated
assuming a deflection of the free end equal to 5µm.
ing the use of a gold seismic mass, and a deflection of the free end equal to
5µm necessary to estimate the generated output voltage.
B.2 Design of tuning fork cantilevers
The tuning fork design has been chosen because the tuning fork can vibrate
in many different ways, the tines move either in the plane or perpendicular
to the plane of the fork. This is beneficial in energy harvesting applications
because there is the possibility to harvest energy from each of these motions.
To a first approximation, the fork can be considered to be made of two
beam cantilevers joined together at the base. The modes of vibration of a
tuning fork can be classified in four groups [43]:
• symmetrical modes in the plane of the fork;
• antisymmetrical mode in the plane of the fork;
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Figure B.2: First three in-plane vibrational modes of a tuning fork.
a) Principal symmetrical in plane mode, b) principal antisymmetrical
in plane mode, c)second symmetrical in plane mode [43].
• symmetrical modes out of the plane of the fork;
• antisymmetrical modes out of the plane of the fork.
Fig. B.2 shows the first three in plane modes, figs. B.2a and c show the
principal and the second symmetrical in plane modes while fig. B.2 shows
the first antisymmetrical in plane mode. In the symmetrical in plane modes
the motion of each tine resembles that of a cantilever beam whose modal
frequencies fip.s.n are given by [43]:
fip.s.n =
πK˜z
8L2
√
E˜
ρ
[
1.1942, 2.9882, 52, 72, ..., (2n+ 1)2
]
(B.4)
APPENDIX B. UNUSUAL CANTILEVERS 226
where E˜ is the elastic Young’s modulus, ρ is the density of the material used
to made the tuning fork and K˜i is the radius of gyration of the beam cross
section defined as:
K˜i =
√
Ii
A
i = x, y, z (B.5)
Ii is the moment of inertia of the cross section respect to the axis of interest
and A is the area of the cross section.
In the antisymmetrical in plane modes the entire fork bends in the manner
of a beam with free ends whose modal frequencies fn are given by [43]:
fip.a.n =
πK˜z
8L2
√
E˜
ρ
[
3.0112, 52, 72, ..., (2n+ 1)2
]
. (B.6)
Also in the case of the symmetrical and antisymmetrical out of plane
modes, the motion can be approximated as that one of a beam with a built
in end and as that one of a free beam respectively [43]. For the out of
plane motion only the symmetrical out of plane motion will be considered,
because its modal frequencies are lower than the antisymmetrical out of plane
motion frequencies [43], and we are interested in low frequency (Hz−KHz)
applications. For the out of plane motion the model of two cantilever with
different widths connected in serie will be adopted, the cantilever connected
to the anchor is the stem of the tuning fork, while the other part of the
cantilever is constituted by a cantilever having as width the sum of the widths
of each tine.
Fig. B.3 reports a tuning fork cantilever, in order to catch energy from
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Figure B.3: Top view of the tuning fork cantilever, the parallel line
electrode (in gray) allows to catch the energy coming from the in plane
vibrations, the interdigitated electrode (in brown) allows to catch the
energy coming from the out of plane vibration; L1 is the length of the
tines, L2 is the length of the stem, b1 is the width of the tines, b2 is
the width of the stem and δ is the spacing between the fingers of the
interdigitated electrode.
the in plane vibrations an electrode constituted by two parallel lines has been
designed, instead to catch the energy coming from the out of plane vibrations
an interdigitated electrode can be used. Eventually two piezoelectric layers
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Figure B.4: a) Multilayer cross section. b) Equivalent cross section
which has to be considered to calculate the cross sectional moment
of inertia respect to the y axis Iy. c) Equivalent cross section which
has to be considered to calculate the cross sectional moment of inertia
respect to the z axis Iz.
and two electrodes can be stacked on the same cantilever this would allow to
catch energy from both the in plane and the out of plane vibration modes,
however as previously stated the deposition of a further piezoelectric layer
on top of the first electrode might results in a film which does not present
good electrical properties (look sec. 7.2).
In the case of the out of plane motion the design is equal to that one
performed for the two cantilevers with different widths connected in series.
In the case of the in plane motion the cross section moment of inertia
respect to the z axis has to be calculated. The way to calculate the moment
of inertia respect to the y axis has been discussed in sec. 2.1, to calculate the
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Device L1 L2 b1 b2 δ fip.s.n fip.a.n fo.p.s.n
[µm] [µm] [µm] [µm] [µm] [KHz] [KHz] [KHz]
dev.1 210 80 30 35 30 280 1536 2.26
dev.2 210 80 20 35 30 150.32 829 2.56
dev.3 270 80 30 35 30 136.3 955 1.42
dev.4 270 80 20 35 30 129.52 520 1.79
dev.5 390 100 30 35 50 49.46 412 0.828
dev.6 390 100 20 35 50 26.47 223.6 0.923
Table B.3: Lengths L1 and L2, widths b1 and b2, electrode spacing
δ, first in plane symmetrical modal frequency fip.s.n, first in plane
antisymmetrical modal frequencies fip.a.n and first out of plane sym-
metrical modal frequency fo.p.s.n of a tuning fork cantilever.
moment of inertia Iz of a multilayer cross section, fig. B.4a, the equivalent
section is calculated fig. B.4b, to do that the same procedure showed in
sec. 2.1 is used. Then the cross section is rotated by 90◦ and the different
rectangular areas showed in fig. B.4c, are considerd then eqs. 2.10 and 2.11
can be used.
Tab. B.3 reports the dimensions and the first modal symmetrical in plane
fip.s.n, antisymmetrical in plane fip.a.n and symmetrical out of plane fo.p.s.n
frequencies for the designed tuning fork cantilevers. The in plane modal
frequencies are quite high to find applications in the field of energy harvesting,
instead suitable values have been found for the out of plane symmetrical
modal frequencies. It has to be remarked that no seismic masses on the tip
of the tines have been considered, hence a future developement for this kind
of devices consist in the analysis of the modal frequencies when a mass is
added on each tine.
Appendix C
Impedance measurement data
In chap. 7 the impedance measurements of the fabricated capacitive struc-
tures have been discussed. It has been reported that the capacitive be-
haviour of a device can be evaluated by looking at the phase of the measured
impedance. For an ideal capacitor the impedance phase is equal to −90◦
but we consider good capacitive structures the devices having an impedance
phase between −70◦ and −90◦.
In chap. 7 the following samples have been discussed: GV 33(P ), GV 36(P ),
GV 38(P ), GV 41(P ), GV 42(P ), GV 43(P ) and GV 45(P ).
Each sample contains 24 capacitive structures and not all the devices
present an equal value of the impedance phase at a certain frequency.
In this appendix, the number of devices having a certain value of the
impedance phase at a certain frequency are reported. Samples GV 38(P ) and
GV 42(P ) present lossy capacitive structures, for them the measurements of
the impedance phase at 10KHz and 50KHz are reported. This because
according to the model of fig. 7.2 the capacitive contribution becames more
230
APPENDIX C. IMPEDANCE MEASUREMENT DATA 231
Sample Top-down BaTiO3 BaTiO3
layer sequence dep. temperature dep. pressure
[◦C] [Pa]
GV 33(P ) SrRuO3(100nm)/BaT iO3(300nm)/SrRuO3(150nm)/ 780 8
GV 36(P ) SrRuO3(100nm)/BaT iO3(300nm)/MgO(60nm)/ 780 8
GV 38(P ) SrRuO3(100nm)/BaT iO3(300nm)/SrRuO3(150nm)/ 780 8
SrT iO3(250nm)/Y Ba2Cu3O7(500nm)
GV 41(P ) SrRuO3(100nm)/BaT iO3(300nm)/SrRuO3(150nm)/ 780 8
SrT iO3(250nm)/MgO(400nm)
GV 42(P ) SrRuO3(100nm)/BaT iO3(300nm)/SrRuO3(150nm)/ 780 8
SrT iO3(1000nm)/Y Ba2Cu3O7(500nm)
GV 43(P ) SrRuO3(100nm)/BaT iO3(300nm)/ 780 0.013
SrRuO3(150nm)/MgO(400nm)/
GV 45(P ) SrRuO3(100nm)/BaT iO3(300nm)/ 830 8/0.027
SrRuO3(150nm)/MgO(800nm)/
Table C.1: Top down layer sequences and BaTiO3 deposition pres-
sure and temperature of the investigated samples.
important when the frequency is increased.
The devices of the samples GV 33(P ), GV 36(P ), GV 43(P ) and GV 45(P )
present quite good capacitive behaviour, for them the phase of the impedance
at 500Hz and 5KHz is reported.
Finally sample GV 41(P ) presents devices with losses but also some good
structures, for this sample the impedance phases at 1KHz, 10KHz and
50KHz are shown.
The histograms relative to the different samples and table C.1 with the
top-down layer sequence of each sample and the BaTiO3 deposition condi-
tions are reported.
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Figure C.1: Number of devices as function of the impedance phase
in the sample GV 33(P ) at: a) 500Hz; b) 5KHz.
Figure C.2: Number of devices as function of the impedance phase
in the sample GV 36(P ) at: a) 500Hz; b) 5KHz.
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Figure C.3: Number of devices as function of the impedance phase
in the sample GV 38(P ) at: a) 10KHz; b) 50KHz. On this sample
only 15 devices have been measured.
Figure C.4: Number of devices as function of the impedance phase
in the sample GV 42(P ) at: a) 10KHz; b) 50KHz. On this sample
only 20 devices have been measured.
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Figure C.5: Number of devices as function of the impedance phase
in the sample GV 43(P ) at: a) 500Hz; b) 5KHz.
Figure C.6: Number of devices as function of the impedance phase in
the sample GV 43(P ) at: a) 500Hz; b) 5KHz. Only 12 devices have
been measured as the others are damaged.
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Figure C.7: Number of devices as function of the impedance phase
in the sample GV 41(P ) at: a) 1KHz; b) 10KHz; c) 50KHz.
Appendix D
Superconductive devices
D.1 Superconductivity and Josephson Junc-
tions
This section present an introduction to the basic concepts of superconductivy
and to the Josephson junctions devices. The idea and the applications of
Nb/Au/Y Ba2Cu3O7 ramp type junctions which leads to the investigation of
the Au/Y Ba2Cu3O7 ramp type contacts developed during the first part of
this Phd are also introduced.
D.1.1 Fundamentals about superconductivity
Superconductivity is a particular state of matter achieved when a material is
cooled down under a certain temperature called the critical temperature
or the transition temperature and indicated with Tc. The characteristic
of this state is the vanishing of the electrical resistance when the material
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undergoes the superconductive transition. Superconductivity occurs in many
metals and in copper based oxides known with the name of high temperature
superconductors.
Interesting properties of superconductive materials are theMeissner ef-
fect and the flux quantization in a superconducting ring.
Let us consider an ideal conductor which turns into an ideal supercon-
ductor below its critical temperature. If a magnetic field is applied in the
normal state, currents are generated by induction, they screen the magnetic
field from the interior of the sample. As soon as the magnetic field reaches
its final value and it does not change anymore, the permanent currents decay
and finally the magnetic field within and outside the material becomes the
same. When the sample is cooled down below Tc in the presence of a small
magnetic field, the field is expelled from the interior of the superconductor
except for a very thin layer at the sample surface. This state represents an
ideal diamagnetic state and occurs independently of the sequence in which
the magnetic field was applied and the sample was cooled down.
In the previous discussion it has been assumed that the applied magnetic
field was small and that the sample was cooled down below the critical tem-
perature. The property of ideal diamagnetism depends on the applied field
and on the temperature, in fact such behaviour only exist within a finite
range of magnetic fields and temperatures.
There exist two types of superconductors, for type-I superconductors,
when the sample is cooled below the critical temperature, and an external
magnetic field ~B is applied it is only expelled if
∣∣∣ ~B∣∣∣ < ∣∣∣ ~Bc∣∣∣, ~Bc is known as
critical field. When the critical field is exceeded superconductivity breaks
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down and the sample assumes the normal conducting state. The critical field
depends on the temperature and reaches zero at the transition temperature.
For type-II superconductors the property of ideal diamagnetism exists
below the transition temperature up to a lower critical magnetic field
Bc1. Superconductivity disappears for magnetic fields larger than the upper
critical magnetic field Bc2, which is usually larger than Bc1. Both critical
fields reach zero at the transition temperature, such behaviour is found in
many alloys and in the high temperature superconductors.
For values of the applied magnetic field between Bc1 and Bc2 the material
consists of normal regions, penetrated by the applied field, next to supercon-
ductive regions where the external field does not penetrate. The flux of the
magnetic field penetrating the normal regions can not vary continuously but
is a multiple of a quantity called the flux quantum [103].
As previously stated the other interesting phenomenon in supeconductive
is the flux quantization in a superconductive ring. Let us consider a ring
made of a superconductive material and let us apply an external magnetic
field before the ring undergoes the superconducting transition. When the
ring becomes superconducting a current flows on the outer surface to expel
the applied magnetic field from the bulk material as required by the property
of perfect diamagnetism. In addition another current flows in the opposite
direction on the inner surface of the ring to maintain the applied field in
the free space region as required by Ampere law. When the external field is
removed, due to the zero resistance in the superconducting state, the currents
are supported without any dissipation and the flux trapped into the ring can
not assume an arbitrary value but is always a discrete number of flux quanta
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Φ0: ∫
S
~B · nˆdS = nΦ0 ; n ∈ N (D.1)
where the contour of the surface S is taken between the two walls of the ring
where no currents are flowing [104].
The BCS theory demonstrates that in a material which undergoes the
superconductive transition two electrons with opposite momentum of equal
magnitude and with opposite spins are linked together into a pair, such pairs
are called Cooper pairs [103]. All the Cooper pairs occupy the same state
which is called the ground state, such state is described by one wave function
ψ (~r, t) which describes the entire ensemble of Cooper pairs [104]. Below Tc
exists an energy gap ∆ between the electrons bounded into Cooper pairs and
the normal ones, this gap represents the energy necessary to break a Cooper
pair and form two excitations.
The flux quantization in a superconductive ring is a consequence of the
wavefunction associated with the Cooper pairs [103].
To have an idea on how two electrons can link together, a lattice made
of ions can be considered, when the material is cooled down the electrons
are inserted. These electrons polarize the medium by attracting the positive
ions which in turn attract the second electron, giving an effective attractive
interaction between the electrons. If this attraction is strong enough to
override the repulsive screened coulomb interaction, it gives rise to a net
attractive force which results in superconductivity.
We must keep in mind that this discussion is meaningful only in a heuristic
sense and do not allow quantitative conclusions, for a quantitative approach,
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a quantum mechanical treatment is necessary.
D.1.2 Josephson junctions
The Josephson junction system is constituted by two superconductive elec-
trodes separated by a thin non superconductive barrier layer fig. D.1, for
instance an electrical insulator or a normal metal. Let us indicate with
ψ1(~r, t) the wave function associated with the Cooper pairs of the first elec-
trode and with ψ2(~r, t) the wave function associated with the Cooper pairs
of the second electrode. When the two electrodes are separated each wave
function satisfy a Schrodinger equation:
∂ψ1
∂t
= −
i
h¯
E1ψ1;
∂ψ2
∂t
= −
i
h¯
E2ψ2 (D.2)
and the two wave functions assume the following forms:
ψ1 = |ψ1| e
iφ1 ; ψ2 = |ψ2| e
iφ2 (D.3)
where
|ψi|
2 = nsi (D.4)
represents the density of the Cooper pairs and φi is the phase of the wave
function.
When the two superconductive electrodes are brought together and sepa-
rated by a thin barrier layer (few nanometers) the Cooper pairs can tunnel
from the first to the second electrode, this correspond to the fact that a small
part of the wavefunction of each electrode penetrates the barrier fig, D.1, this
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Figure D.1: Josephson junction consisting of two superconducting
electrodes separated by a thin, non superconducting barrier layer, in
the picture also a representation of the macroscopic wave function
across the barrier is reported.
phenomenon is modeled with the help of the tunneling coefficient K. By us-
ing this formalism the Schrodinger equation in each of the two electrodes can
be written as follow:
∂ψ1
∂t
= −
i
h¯
(E1ψ1 +Kψ2) (D.5)
∂ψ2
∂t
= −
i
h¯
(E2ψ2 +Kψ1) . (D.6)
By solving the Schrodinger equations the current through the junction
can be calculated:
Is = Icsin (φ2 − φ1) (D.7)
this is known as first Josephson equation and Ic is called the critical
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Figure D.2: a) I-V at 4.2KK for an IPHT Nb/Al2O3/Nb shunted
junction. b) I-V at 4.2 K for an IPHT Nb/Al2O3/Nb unshunted junc-
tion. Measurements performed at the University of Birmingham.
current. Eq. D.7 reveals that the current through the junction is function
of the phase difference between the two wavefunctions associated with the
superconductive electrodes [103].
The key point about the Josephson junctions is that as long as the bias
current supplied to the junction, does not exceed the critical value Ic no
voltage drop across the junction is present. When the bias current is bigger
than the critical value also the normal electrons contribute to the total cur-
rent across the junction, this results in the developing of a resistance across
the device and a voltage is generated between the two electrodes.
The second characteristic of a Josephson junction is that when a constant
voltage V is applied between the electrodes an alternating current appears,
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the frequency fj of this current is given by:
fj =
V
Φ0
= V
2e
h
. (D.8)
The last equation is consequence of the second Josephson equation [103,
104].
Fig. D.2b shows the I − V curve for a Josephson junction, when the
current is increased above zero, the current flows as a Josephson current at
zero voltage and it remains at zero voltage until the critical value is exceeded.
At this point the voltage switches to the nonzero value of 2∆/e which is the
energy necessary to break a Cooper pair. As the current is further increased
beyond its critical value, a voltage develops and increases as the current
increases until a linear regime is approached fig. D.2a. As the current is then
decreased from the linear regime, the voltage retraces the previous curve until
it reaches 2∆/e. As the current is further reduced the characteristic follows
a new curve, which drops sharply to zero. When the current reaches zero
the voltage switches to zero, as it was initially when there was no driving
current.
D.1.3 SQUIDs: superconductive quantum interference
devices
In sec. D.1.1 it has been reported that if a superconducting ring is placed into
a magnetic field, the magnetic flux through the ring is always a multiple of the
flux quanta Φ0. When an arbitrary magnetic field, generating an arbitrary
flux, is applied to the ring, circulating currents will start flowing on the outer
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Figure D.3: SQUID: Superconducting Quantum Interference Device,
Ba is the applied magnetic field, I is the bias current, I1 and I2 repre-
sent the currents through the first and through the second Josephson
junctions and J is the circulating current.
surfaces of the ring. The flux generated by the circulating current balances
the flux of the applied magnetic field in such a way that the flux threading
the ring is a multiple of the flux quantum.
If two Josephson junctions are integrated in a superconductive ring, a
device called SQUID (Superconductive Quantum Interference Device) is ob-
tained fig. D.3. Now let us suppose that the ring is located in a region where
a magnetic field ~Ba perpendicular to the area of the ring exists and a bias
current I is applied to the SQUID. This current separates into two currents
I1 and I2 flowing along the two halves of the ring. Because of the current
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conservation the following holds:
I = I1 + I2 (D.9)
in terms of the circulating current J flowing in the ring the currents I1 and
I2 can be written as:
I1 =
I
2
+ J ; I2 =
I
2
− J (D.10)
I1 is the current flowing through the first Josephson junction while I2 is the
current flowing through the second junction, their expression are:
I1 = Icsin (∆φ1) ; I2 = Icsin (∆φ2) . (D.11)
For simplicity it has been assumed that the critical currents Ic of the two
Josephson junctions are identical. If the expressions D.11 are substituted in
eqs. D.10 and then subtracted the expression of the circulating current of the
ring as function of the phase difference across the two junctions is obtained
[103]:
J =
Ic
2
[sin (∆φ1)− sin (∆φ2)] . (D.12)
As in the case of a simple superconducting ring, also in this case the phase
of the macroscopic wave function around the ring changes by an integer
multiple of 2π [103]. This happens though two phase jumps are present across
the two junctions. Such condition implies that the magnetic flux threading
the ring is a multiple of the flux quantum. The circulating current of the
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SQUID depends on the phase differences across the two junctions, so the
currents flowing through the two junctions interferes either constructively or
destructively in order to respect the condition on the flux threading the ring.
From eq. D.12 it is clear that the maximum circulating current is equal to
Ic this happens every time that the applied magnetic flux reaches the value
(n+ 1/2)Φ0, when the applied flux correspond to an integer multiple of flux
quantum the circulating current is zero and two equal currents flow across
the two Josephson junctions [103].
D.1.4 Conventional and unconventional superconduc-
tivity
In conventional superconductivity the macroscopic wave function associated
with the Cooper pairs is isotropic, this means that it does not depend on the
wave vector ~k of the electrons.
It is convenient to illustrate this situation in the k-space, let us consider
the (kx, ky) space, the amplitude ψ0 of the pair wave function is symbolized
for a fixed value of ~k by the vector describing the distance of the curve from
the origin. If ψ0 does not depend on ~k the distance vector has the same
value for all the vectors ~k, so in two dimensions it represents the radius of a
circle fig. D.4a, in three dimensions it represents the radius of a sphere. If
ψ0 depends on the vector ~k the circle is deformed.
In unconventional superconductivity the amplitude of the macroscopic
wave function depends on the wave vector ~k. Fig. D.4b represents the macro-
scopic wave function of the Y Ba2Cu3O7 which is an high temperature and
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Figure D.4: a) Amplitude of the wave function in the k-space for a
conventional superconductor. b) Amplitude of the wave function in
the k-space for the Y Ba2Cu3O7 unconventional superconductor.
unconventional superconductor; Y Ba2Cu3O7 is employed in the Josephson
junctions project for the fabrication of Au/Y Ba2Cu3O7 ramp type contacts.
The modulus square of the wave function ψ0 represents the density of the
Cooper pairs, by looking at fig. D.4b the amplitude of the wave function is
zero along certain crystal directions, this means that the Cooper pairs can
not move along those directions. The wave function of fig. D.4b expe-
riences a change of sign between certain crystal directions [103].
Let us now consider a SQUID device where one of the electrodes of the
junction is an unconventional superconductor and the other is a conventional
superconductor fig. D.5. The wave function associated with the conventional
superconductor is always positive. The device can be constructed in a way
that a sign change in the macroscopic wave function only appears at one of
the two Josephson junctions integrated into the ring fig. D.5. The expression
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Figure D.5: SQUID device containing a standard Josephson juction
and a π-junction. Such device is constructed by using a conventional
and an unconvetional superconductor [105].
of the current though the Josephson junction experiencing the sign change
is:
Is = Icsin (∆φ+ π) = −Icsin (∆φ) (D.13)
it is clear that the phase difference across the juction is increased by π that
is why this kind of Josephson junctions are known with the name of π-
junctions. A π-juntion behaves like a standard junction but with a negative
critical current [105]. The ramp type juctions investigated by C. Schuppler
[11], for which the Au/Y Ba2Cu3O7 ramp type contacts (investigated during
the first part of this Phd) constitute a method of making the device, are an
example of π-junctions.
For a macroscopic wave function the total phase change encountered along
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the closed path of the SQUID must be a multiple of 2π, which implies that
somewhere in the structure an additional π-phase shift has to compensate
that across the π-junction. This additional phase shift can take the form of
a spontaneously generated magnetic half flux quantum Φ0/2 also known
as semifluxon. The magnitude of the spontaneously generated magnetic
flux depends on the product of the critical current of the Josephson junction
present and the inductance L of the structure. In the case of large LIc
limit, the π-junction can reach its lowest energy state ∆φ = π, with the
spontaneous generation of a half integer flux quantum Φ0/2 by the ring. In
the small LIc case, the ring does not generate enough magnetic flux and the
π-junction is forced to stay in the energetically less favorable ∆φ = 0 state
[105].
D.1.5 Superconductive devices and qubit applications
SQUID structures can find application in digital electronic, superconducting
rings are suitable for the storage of binary information, in which the infor-
mation can be carried by neighboring quantized flux states, such states are
known as flux qubits [103].
Let us consider a SQUID containing two conventional Josephson junc-
tions, a qubit is a two-level quantum system based on the superposition of
two distinct quantum states [106]. In the case of a flux qubit, the quantum
states are represented by the two directions of the persistent supercurrent of
Cooper pairs of the two Josephson junctions [107]. Depending on the direc-
tion of the persistent current, a magnetic moment is generated facing either
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Figure D.6: a) SQUID potential, the full dark curve corresponds
to integer bias flux (in unit of flux quanta), while the dashed curve
corresponds to half integer bias flux [108]. b) By changing the applied
magnetic field in a way that the flux threading the ring is not equal
to half integer flux quanta the height of the barrier can be reduced,
this is equivalent to the tilting of the qubit potential [109].
up or down, hence flux qubit [11].
Fig. D.6a represents the potential energy of a SQUID, containing two
conventional Josephson junctions, as function of the total phase difference
across the SQUID φ = ∆φ1 − ∆φ2, this phase difference depends on the
flux of the applied magnetic field which threads the ring. When the applied
bias flux is equal to an integer number of flux quanta, the potential energy
of the SQUID has one absolute minimum, this is represented by the dark
line of fig. D.6a. For half integer flux quanta the potential energy has two
degenerate minima (dashed green line of fig. D.6a), which correspond to the
two persistent current states circulating in the SQUID loop in the opposite
directions [108]. By changing the applied magnetic field in a way that the
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flux threading the ring is not equal to a half integer flux quanta, the height
of the barrier can be reduced, this is equivalent to the tilting of the qubit
potential fig.D.6b, the consequence is that one can prepare the qubit in a
known initial state [109].
The consequence of the previous discussion is that in the case of a SQUID
containing two conventional Josephson juctions, an external field generating
a flux equal to a half integer flux quanta, has to be applied in order to
create two logical states. In the case of a SQUID containing a π-junction
(for example a Nb/Au/Y Ba2Cu3O7 ramp type junction) and in the case of
large LIc products, the double well potential of fig. D.6a is reached without
the need to apply a fine tuned external field. This happens because of the
spontaneous generated half flux quanta in a SQUID containing a π-junction.
Furthermore if such ring is used as a memory element the difference between
the 0 (semifluxon down) and 1 (semifluxon up) states equals exactly a full flux
quantum [105]. For a SQUID containing a π-junction, beside the advantage
of the qubit not to need fine tuned magnetic fields applied in order to generate
the double well potential, it has been demonstrated that such qubit is much
less sensitive to external electromagnetic interference [110].
D.1.6 Nb/Au/Y Ba2Cu3O7 ramp type Josephson junc-
tions
Ramp type Nb/Au/Y Ba2Cu3O7 Josephson junctions have been investigated
by C. Schuppler [11] at The University of Birmingham, and by Smilde [10,
111] at the University of Twente. The crucial point in the fabrication of a
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ramp type junction is the realization of a good Au/Y Ba2Cu3O7 ramp type
contact. The purpose of the first part of this Phd project was aimed to
improve the quality of such contact.
Fig. D.7 shows the side and the top views of a ramp type
Nb/Au/Y Ba2Cu3O7 Josephson junction connecting the unconventional su-
perconductor Y Ba2Cu3O7 and the conventional superconductor Nb. As
the name suggests this type of Josephson junction is fabricated by means
of a ramp and the adopted scheme is in the form S1/N/S2 (superconduc-
tor/normal metal/superconductor), where niobium is the superconductive
top electrode S1, gold is the normal metal barrier N and Y Ba2Cu3O7 is the
base superconductive electrode S2. A thin Y Ba2Cu3O7 interlayer is intro-
duced between the Au/Y Ba2Cu3O7 interface to reduce the resistance of the
ramp contact [10, 111]. The top and the base electrode are separated by an
insulating SrT iO3 layer along the c axis direction, ensuring current flow only
through the ramp.
Fig. D.7b reports the top view of two ramp type junctions, depending
on the orientation of the Nb top electrode respect to the Y Ba2Cu3O7 base
electrode a π-junction or a conventional junction can be formed.
Fig. D.8a reports the unit cell of the Y Ba2Cu3O7, as already reported in
sec. 1.4 the unit cell presents an orthorhombic structure, the bidimensional
cooper pair wave function shown in figs. D.4b and D.7b is associated with
the CuO2 planes of the unit cell, that is where superconductivity takes place.
Oxygen deficiencies which may take place during the fabrication process can
lead to the crystallization of the Y Ba2Cu3O6 tetragonal structure which is
not superconductive [101].
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Figure D.7: a) Side view of a Nb/Au/Y Ba2Cu3O7 ramp type junc-
tion, Nb is the superconductive top electrode, Au is the metal barrier
and Y Ba2Cu3O7 is the superconductive bottom electrode. A thin
Y Ba2Cu3O7 is introduced between the Au/Y Ba2Cu3O7 interface to
reduce the resistance of the ramp contact, the SrT iO3 insulating layer
between the top and the base superconductive electrodes ensures a
current flow only through the ramp. b) Top view of π and of a con-
ventional ramp type junction. When the Nb top electrode overlaps
the Y Ba2Cu3O7 base electrode along the a axis (θ = 0) a conventinal
junction is formed, if the Nb overlaps the Y Ba2Cu3O7 along the b
axis a π-junction is created.
To produce a π-type Josephson junction, the Au/Y Ba2Cu3O7 contact
has to be established along the ab plane fig. D.7b, this is the reason which
brings to the ramp type geometry. When the Nb top electrode overlaps the
Y Ba2Cu3O7 base electrode along the a axis (θ = 0) a conventional junction
is formed, if the Nb overlaps the Y Ba2Cu3O7 along the b axis a π-junction
is created (θ = 90◦). Between these two extreme cases there is a series of
intermediate situations which happen when θ is comprised between 0◦ and
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Figure D.8: a) Unit cell for Y Ba2Cu3O7. b) Unit cell for
Y Ba2Cu3O6.
90◦.
The coupling between the superconductive electrodes can be controlled
by varing the thickness of the gold barrier, the critical current density across
the junction decreases when the barrier thickness is increased [111].
The disadvantage of the ramp type geometry is represented by the techno-
logical challenge in the fabrication process. In order to have transmission of
the Cooper pairs through the Au barrier, a good Au/Y Ba2cu3O7 ramp type
contact has to be established. A method of assessing the quality of a contact
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is to consider its resistance area (RA) product at 4K, which is a measure of
the resistivity of the contact interface independent on its area [112]. Values of
the 4K RA product in the range of 10−7− 10−8Ωcm2 have been reported for
successfully fabricated Nb/Au/Y Ba2Cu3O7 ramp type junctions [10, 111].
There are different factors which contribute to the degradation of the
4K RA product in Au/Y Ba2Cu3O7 contacts along the ab plane. The first
problem consists in the formation of an intrinsic tunnel barrier at the noble-
metal/Y Ba2Cu3O7 interface due to oxygen depletion and disorder at the
Y Ba2Cu3O7 surface resulting in an approximately 1 nm thick barrier layer
[113]. The second issue is due to the reactivity of Y Ba2Cu3O7 with water
vapor contained in the atmosphere or as impurity in the residual gas of a
vacuum system [114, 115], degraded Y Ba2Cu3O7 layers are the results of
this chemical reaction which forms a tunnel barrier up to 2 nm in thickness
[116]. With our equipment, a fabrication process where the surface of the
Y Ba2Cu3O7 ramp does not come in contact with the atmosphere is not
possible, in fact to define the ramp geometry a photolithography and a milling
step are necessary. This introduce to the third factor which contributes to
the degradation of the 4K RA product, the milling damages the surface
of the Y Ba2Cu3O7 producing an amorphous layer and redeposited material
[117]. All these factor contribute to the increase of the value of the 4K RA
product into the range 10−3 − 10−4 Ωcm2. This high RA products prevent
transmission of the Cooper pairs through the gold barrier [111].
Smilde reported that the crystal structure on the top of the ramp surface
can be recovered with the introduction of an annealing step after the ion beam
milling followed by a low energy milling and the deposition of Y Ba2Cu3O7
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interlayer [10, 111].
A requirement for a low 4K RA product is that the surface of the ramp
is perfectly flat, the ramp surface should provide a good seed layer for the
epitaxial growth of the barrier, this is achieved when no amorphous layers
are present on the surface of the ramp. Furthermore roughnesses will prevent
the homogeneous coverage of the ramp resulting in pinholes which can lead
to short circuits [115, 118].
C. Schuppler, during his Phd at the University of Birmingham, reported
the successfull fabrication of Josephson junctions [11] by following the fabri-
cation method described by Smilde [10, 111]. However the minimum 4K RA
product which he achieved was of 10−7 Ωcm2 while the lowest 4K RA prod-
uct reported by Smilde is of 10−8 Ωcm2. Furthermore the fabrication process
at The University of Birmingham does not look reproducible in fact sample
prepared with the same fabrication process sometimes result in a low 4K
RA product sometimes do not [11]. This inconsistency has been attributed
to the material redeposition during the low energy milling necessary for the
recovery of the ramp surface.
The purpose of the first part of this Phd was to investigate the ramp
surface recoverage process necessary for the production of a Au/Y Ba2Cu3O7
ramp type contact with a low 4K RA product.
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D.2 Equipment and experimental methods
This section provides a description of the equipment and of the experimental
methods which have been used for the fabrication and the characterization of
the Au/Y Ba2Cu3O7 ramp type contacts. The fabrication techniques are sim-
ilar to those described in chap. 4 so a detailed discussion of such equipment is
not repeated here. More attention is dedicated to the experimental methods
used to characterize the superconductive films and the Au/Y Ba2Cu3O7 ramp
type contacts.
D.2.1 Pulsed Laser Deposition system
The pulsed laser deposition system which has been used for the fabrication
of the ramp type contacts is identical to that one described in sec. 3.1. The
only difference is that at the beginning of this Phd a different heater was
used, this has been also used by C. Schuppler during his Phd project [11].
The old heater, like the new one, was mounted on an adjustable x − y − z
stage, however there was no mechanism which allowed its rotation. With
reference to fig. 3.1, it was not possible to move the heater in front of the
Kaufman argon ion gun, this implied that the soft milling necessary to clean
the ramp after the definition of the ramp geometry sec. D.3.4, could only be
done with a beam incident the sample at an angle of 45◦. With this heater
only few samples have been produced. As will be explained in sec. D.3.4 the
need for soft milling with a beam perpendicular to the surface of the sample
required the introduction of the new heater and of the rotational mechanism.
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D.2.2 Photholithography and Milling
Also in this project photolithography techniques and argon ion beam milling
have been used to define the geometry of the Au/Y Ba2Cu3O7 ramp type
contact. The equipment the photoresist and the developer used have already
been described in sec. 3.3.
D.2.3 Susceptibility measurements
Susceptibility measurements were used to measure the critical temperature
Tc of the deposited Y Ba2Cu3O7 films. These measurements make use of
the property of diamagnetism which occurs in the superconductive state.
The measurement equipment comprises a computer data acquisition system
controlled by a Labview program, developed at the School of Electrical Elec-
tronic and Computer Engineering of The University of Birmingham before
the beginning of this Phd, a lock in amplifier, a temperature controller, a
cryostat containing a susceptometer and a vacuum pump.
Our susceptometer consists of a primary coil and a secondary which is
made with four coils connected in series, with the primary surrounding the
secondary. The secondary coils can be divided into two pairs: the sample pair
and the reference pair, with the sample pair wound opposite to the reference
pair.
The film under investigation is inserted into the sample pair of the secon-
dary, and an ac voltage is applied to the primary coil generating in this way a
magnetic field threading the secondary. The ac voltage across the secondary
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is due to Faraday induction:
V = −
dΦ
(
~B
)
dt
. (D.14)
Where Φ is the net flux through the entire secondary and includes contribu-
tions from both the applied field and the sample magnetization.
When no sample is placed inside the secondary, as the two pairs are
wound in opposite directions and connected in series, the net secondary flux
due to the applied magnetic field is small, it is not zero because of the small
mismatches which are always present between the four coils. Let us apply
the reference voltage VR generated by the lock-in amplifier to the primary of
the susceptometer, where:
VR(t) = Vrefsin(ωref t). (D.15)
If the film under investigation is placed inside the sample coil it experiences
the magnetic induction:
~B = µ0 ~H0cos (ωref t) . (D.16)
The general form for the magnetization induced into the sample is given by
a Fourier series, however as first approximation only the first term of the
series can be considered, so the induced magnetization ~M can be written as
follows [120]:
~M = ~H
[
χ
′
cos (ωref t) + χ
′′
sin (ωref t)
]
(D.17)
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where χ
′
is the real part of the susceptibility and χ
′′
is the imaginary part
of the susceptibility. When χ
′′
= 0 and χ
′
> 0 the magnetization is in phase
with the applied field and the material is paramagnetic, if χ
′′
= 0 and χ
′
< 0
the magnetization is 180◦ out of phase respect to the applied field and the
material is diamagnetic, finally for χ
′′
6= 0 the magnetization will be neither
perfect in phase or out of phase with the applied field. At the transition
temperature, superconductive materials assume diamagnetic behaviour, so
for a superconductor wich is not diamagnetic in the normal state, there is
a jump in the real part of the susceptibility at such temperature fig. D.9.
In this thesis the transition temperature is defined as the middle point of
the transition, to assess the quality of the transition the temperature range
over which the transition takes place is considered, a good transition presents
a narrow temperature range. The temperature range is taken between the
90% and the 10% of the height of the jump. For the case of fig. D.9 the
transition temperature is equal to 83K and the range of the transition is
82.88− 82.29K.
The flux through the secondary is [120]:
Φ (t) = µ0πa
2N
[(
~M + ~H
)
− ~H
]
= µ0πa
2N ~M (D.18)
where πa2 is the section of the secondary and N its number of turns. There-
fore considering eq. D.14 the measured voltage results:
Vmeas(t) = V0
[
χ
′
sin(ωref t)− χ
′′
cos(ωref t)
]
(D.19)
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Figure D.9: Susceptibility measurements on a 150 nm thick
Y Ba2Cu3O7 film, at the transition temperature Tc, which in this
case is around 83 K, a jump in the real part of the susceptibility
takes place. The sample is a SrT iO3/Y Ba2Cu3O7 bi-layer grown on
a SrT iO3 substrate, the SrT iO3 is 100 nm thick.
where:
V0 = µ0πa
2ωN
∣∣∣ ~H∣∣∣ . (D.20)
The measured voltage has two components: one is in phase and the other is
out of phase with the applied refrence voltage VR(t). The voltage VR(t) is
the reference signal of the lock-in amplifier while Vmeas(t) is passed as input
signal to the lock-in. The lock-in amplifier produces the voltage VL which is
sensitive to the phase difference ∆φ between its input and its reference signal
[121, 122]:
VL =
1
2
VRV0
[
χ
′
cos(∆φ)− χ
′′
sin(∆φ)
]
. (D.21)
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By adjusting the phase adjust Θ feature of the lock-in, ∆φ can be determined
using:
VL =
1
2
VRV0
[
χ
′
cos(∆φ−Θ)− χ
′′
sin(∆φ−Θ)
]
. (D.22)
The lock-in output is maximum when ∆φ = Θ, to separate the real and
imaginary component of χ, Θ must be determinated, the lock-in signal mea-
sured at Θ will be proportional to χ
′
, the signal measured at Θ + 90◦ is
proportional to χ
′′
[120]. The real and imaginary parts of the susceptibility
are then extracted from the output signal supplied by the lock-in amplifier
with the help of the labview program. Such program controls the lock-in
amplifier and the temperature inside the cryostat.
D.2.4 AFM investigation
Atomic Force Microscope (AFM) investigations have been used to measure
the roughness of the deposited films. Particular emphasis has been dedicated
to the investigation of the roughnesses on the surfaces of the Y Ba2Cu3O7
films and of the ramp structures.
The measurements system consists of a Veeco autoprobe CB based unit
AP0100 controlled by a data acquisition software supplied by Veeco.
The measurements have been run in contact mode, in this mode the AFM
laser beam is focused on the tip of the AFM cantilever. The cantilever scans
the surface of the sample under investigation, this is achieved by keeping the
cantilever in a fixed position and by moving the sample with the help of a
piezoelectric scanner.
The laser beam focused on the tip of the cantilever is reflected on the
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surface of a photodiode. During the scan, the deflection of the cantilever,
reproduces the profile of the surface under investigation, in this way the laser
beam hits different points of the photo-sensitive surface of the photodiode.
An electrical signal proportional to the roughness of the film is generated,
such signal is then processed by the AFM software and the surface profile of
the film can be reconstructed [119].
D.2.5 Current-Voltage (I-V) and
Resistance versus Temperature (R-T)
measurements
To perform resistance versus temperature and 4K current-voltage measure-
ments on the Au/Y Ba2Cu3O7 ramp type contacts, the sample as discussed
in sec. 3.5, is first glued on the chip carrier and then wirebonded fig. 3.9.
Both measurements requires the use of a continuous flow cryostat connected
to a dewar containing liquid helium fig. D.10a. The liquid helium is pumped
inside the cryostat with the help of a diaphram, a recovery line allows to the
helium from the bottom of the cryostat to be recovered inside the dewar.
With such setup a decrease in temperature of the inner part of the cryostat
up to 4K is possible.
A probe with a 20 pin socket on one end, is used to insert the fabricated
sample inside the cryostat, the chip carrier is plug into the socket electrically
connected to the head of the probe. The probe top remains outside the
cryostat during the low temperature measurements, it allows to access the
pins of the chip carrier while the space inside the cryostat is cooled down.
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Figure D.10: a) Continuous flow cryostat connected to a dewar con-
taining liquid helium. b) Cryostat probe.
For the I − V measurements a Labview program called Superpippo has
been developed, before describing how the program works the setup used to
record the I − V characteristics will be discussed.
Fig. D.11 reports a schematic of the equipment used to perform the I−V
measurements on the Au/Y Ba2Cu3O7 ramp type contacts. The equipment
comprises a personal computer with a data acquisition card, a temperature
controller, a current source, a voltage amplifier and the cryostat system,
the current source and the voltage amplifier are connected to the head of
the probe. The current voltage measurements have been run by using the
four terminal technique. In this technique both the gold top layer and the
Y Ba2Cu3O7 base electrode are connected to two pads for a total of two
different lines connected to the device under investigation. One line is used
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Figure D.11: Schematic of the measurement equipment used to record
the I − V characteristics of the Au/Y Ba2Cu3O7 ramp type contacts.
to supply the current through the ramp contact while the other is used to
measure the voltage drop across the device, fig. D.12. In this method only
the voltage drop across the ramp device is measured while the voltage drops
coming from the pads and the contacts lines are not present in the measured
values.
The measurement system works in the following way:
• the labview program generates a voltage waveform, such waveform is
passed to the current source through the output channel of the data
acquisition card;
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Figure D.12: Side view of a Au/Y Ba2Cu3O7 ramp type contact.
The gold top layer and the Y Ba2Cu3O7 base electrode are connected
to two different lines one is used to force a current through the ramp
while the other is used to measure the voltage drop across the device.
• the current source circuit produces a current proportional to the ap-
plied voltage, its current ranges are: 10µA/V , 100µA/V , 1mA/V and
10mA/V ;
• the output channel of the current source is connected to the head
of the cryostat probe, in this way a current is forced through the
Au/Y Ba2Cu3O7 ramp type contact while the sample under investi-
gation is kept inside the continuous flow cryostat at a temperature of
4.2K;
• the voltage drop across the device is supplied to a voltage amplifier
having the gains: 100, 1000 and 10000, they allow the amplification of
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the small voltage drop across the device. The amplified voltage drop is
then passed to the input channel of the data acquisition card;
• finally the current and voltage waveforms and so also the I − V curves
are plotted on the computer screen.
Fig.D.13 reports the main panel of the labview program which has been
developed to acquire the I − V characteristic, such program has been called
Superpippo.
The right hand side of the main panel shows the generation section, it
contains two wave-function generators. The first function generator is used
to supply voltage to the current source circuit. The reason for the introduc-
tion of a second function generator is to supply voltage to a second current
source connected to a coil surrounding the sample under measurements inside
the cryostat. This allows to investigate the effect of an external magnetic
field on the I − V characteristic of a Josephson junction. The second wave-
function generator has not been used during the measurements on the ramp
type contacts, its introduction into the program results useful for the future
developments of the project.
Each generator is able to produce sine wave, square wave, triangle wave
and sawtooth waveforms, furthermore for each function, parameters like fre-
quency, amplitude, duty cycle, phase and number of samples per cycle can
be set. It is also possible to select the channel of the data acquisition card
which will be used as output channel.
The left side of the main panel contains the acquisition section, here the
supplied currents and the measured voltages can be acquired and displayed.
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Figure D.13: Main panel view of the software developed to perform
the I − V measurements.
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The program also acquires and displays the current supplied to the coil, in
this way measurements of the critical magnetic field and of the I − V curve
for different magnetic fields are possible.
The sample rate used to acquire the data can be set into the data acqui-
sition section, the program enables the normalization of the data respect to
the amplifier gain and to the current range, in this way the I − V curves are
plotted according to the units of the international system.
The input signal of the current source is generated through the data ac-
quisition card, this is a digital signal. The sampling frequency used to acquire
the voltage drop across the device, must be less or equal than the sampling
frequency of the voltage applied to the current source. If this condition is
satisfied over-sampling problems are avoided, of course the Nyquist criterion
has to be fulfilled to not incur in under-sampling issues.
If the acquired signal has a small amplitude, it is not possible to take
advantage of all the quantization levels present in the input channel of the
acquisition card fig. D.14. In this case if:
fs >> f (D.23)
where fs is the sampling frequency and f is the signal frequency, it is possible
to encounter oversampling problems resulting in a step-like I−V curve. The
solution to this problem is to lower the sampling frequency and the up and
down limits for the acquisition card channels [123].
During the I − V measurements on the Au/Y Ba2Cu3O7 devices when a
10Hz 100µA current is applied, a sample rate of 1000 sample/s has been
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Figure D.14: Digital levels used to quantify an analogue signal at the
I/O acquisition card channel [123].
used. Instead when a 10Hz and 10µA amplitude current is forced through
the ramp a scan rate of 350 sample/sec is necessary to avoid over-sampling
problems.
Fig. D.15 reports a schematic of the equipment used to perform the
resistance versus temperature measurements, also in this case the data are
acquired by using a labview program. Such program was developed at the
School of Physics of the University of Birmingham before the beginning of
this Phd.
In this kind of measurements a dc voltage VB is generated by using the
data acquisition card and a reference voltage VR is supplied by the lock in
amplifier where:
VR = Vrefsin (ωref t+ ϑref ) (D.24)
the dc and the ac voltages are then added together and supplied to the
current source. In this way a current consisting of a bias current IB with
superimposed a sinusoidal component is forced through the device under
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Figure D.15: Schematic of the measurement equipment used to record
the R−T measurements on the Au/Y Ba2Cu3O7 ramp type contacts.
measurement inside the cryostat:
IF = IB + Iacsin (ωref t+ ϑac) . (D.25)
A voltage is then developed across the device, it is amplified and given back to
the input channel of the lock-in amplifier. As IB >> Iac a Taylor expansion
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of the voltage drop around IB is valid:
V (IF ) = KV (IB) +K
dV (IB)
dI
(IF − IB) +K
1
2!
d2V (IB)
dI2
(IF − IB)
2 + ......
(D.26)
where K is the amplifier gain. Only the first two terms of the series are
considered, the higher order terms do contribute to the measured voltage,
but as long as IB >> Iac second order terms and higher can be neglected
[11, 124]. With these considerations the voltage drop across the device under
measurement can be approximated as:
V (IF ) = K
[
V (IB) +
dV (IB)
dI
Iacsin (ωref t+ ϑac)
]
. (D.27)
The lock-in amplifier measures the voltage in a narrow bandwith measure-
ment around ωref , so only the ac term of eq. D.27 is selected, this term is
then multiplied with the reference signal and the voltage Vout is produced at
the output channel of the lock-in amplifier:
Vout =
1
2
KVref
dV (IB)
dI
Iaccos (ϑac − ϑref ) (D.28)
such voltage is proportional to the differential resistance:
Rdif =
dV (IB)
dIF
. (D.29)
The output voltage of the lock-in amplifier is passed to the labview program
through the GPIB interface and the differential resistance is extracted from
the measured voltage. If these measurements are repeated a certain number
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of times while the sample is cooled down the resistance versus temperature
curve is obtained.
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D.3 Device Fabrication
This section describes the fabrication process used to produceAu/Y Ba2Cu3O7
ramp type contacts. The reasons for each step adopted in the fabrication pro-
cess are discussed.
Fig. D.12 reports the side view of a Au/Y Ba2Cu3O7 ramp type contact,
the gold and the Y Ba2Cu3O7 are the top and the base electrode of the device.
As already discussed in sec. D.1.6 a thin Y Ba2Cu3O7 interlayer is introduced
between the Au and the Y Ba2Cu3O7 contact to reduce the resistance of the
Y Ba2Cu3O7 interface. The top and the base electrode are separated by an
insulating SrT iO3 layer along the c axis direction, ensuring a current flow
only through the ramp.
At the beginning of this project, to deposit the thin films using PLD a
heater fabricated at the School of Physiscs of The University of Birmingham,
fig. D.16a, was used, such a heater contains a metal disc to which the sample
is glued. In the heater, a resistor supported by a ceramic spacer is used to
warm the sample up, the problem with the ceramic spacer is the outgassing
of such material during the film deposition [124].
Christian Schuppler during his Phd at The University of Birmingham
adapted the fabrication process of the ramp type Josephson junctions de-
veloped at the University of Twente [10, 111, 125]. With the old heater
the parameters of the fabrication process defined by C. Schuppler have been
adopted. The introduction of a new heater necessary to avoid problems with
outgassing and to improve the ramp cleaning process, sec. D.3.4, led to a
recalibration of the deposition parameters for the Y Ba2Cu3O7 films.
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Figure D.16: a) Old heater built at the School of Physiscs of The
University of Birmingham and used during the first part of the ramp
type contact project. This heater contains a metal disc where the
sample is glued, a resistor supported by a ceramic spacer is used to
warm the sample up. b) Thermocoax heater supplied by Twente Solid
State Technology [126] used during the second part of the ramp type
contact project.
D.3.1 Introduction to the fabrication process
The main steps for the fabrication of the Au/Y Ba2Cu3O7 ramp type contacts
are represented in fig. D.17, they are:
• growth of a SrT iO3/Y Ba2Cu3O7 bilayer on a (001) oriented SrT iO3
substrate;
• definition of the pad geometry by contact photolithography and argon
ion beam milling;
• patterning of the ramp structure by contact photolithography and ar-
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Figure D.17: Fabrication process for the Au/Y Ba2Cu3O7 ramp type
contact.
gon ion beam milling;
• partial recovery of the crystal structure on the surface of the Y Ba2Cu3O7
ramp, this is done with the use of an etching step followed by an an-
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nealing step;
• deposition of a 6nm Y Ba2Cu3O7 interlayer to complete the recovery
of the Y Ba2Cu3O7 crystal structure on the ramp surface;
• deposition of the gold layer
• patterning of the gold top electron by argon ion beam milling and
contact photolithography.
Each of these steps will be further developed in the next sections.
D.3.2 SrT iO3/Y Ba2Cu3O7 bilayer deposition
The first step in the fabrication process of the Au/Y Ba2Cu3O7 ramp type
contacts is the deposition of the SrT iO3(100nm)/Y Ba2Cu3O7(150nm) bi-
layer on a (001) oriented SrT iO3 substrate. The SrT iO3 substrates used in
this project, are the same employed during the project on the piezoelectric
devices.
First the bilayer deposition performed with the old heater is going to be
described.
A single crystal (001) oriented SrT iO3 substrate is glued with silver paint
onto the metal disc of the heater fig.D.16a. The silver paint is dryed for 10
minutes at 100◦C before to mount the metal disc on the heater inside the
deposition chamber.
The ablation preparation and the cleaning of the targets are performed
as described in chap. 4 and so they are not repeated here.
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When the pressure inside the deposition chamber is about 10−5 Pa, the
substrate is heated to 780◦C at 35◦C/min, at this temperature a bilayer
of about 150nm thick (001)-oriented Y Ba2Cu3O7 and 100nm thick (001)-
oriented SrT iO3 is grown by pulsed laser deposition fig. D.17a. Both mate-
rials are ablated in an oxygen flow environment at a pressure P of 20Pa for
the Y Ba2Cu3O7 and of 28Pa for the SrT iO3. A pulse repetition rate f of
4Hz is used, the fluence U on target for both material is equal to 3.6 J/cm2
while the distance between the target and the sample dTS is set to 5.3 cm,
the deposition parameters which have been used are reported in tab. D.1.
Next the vacuum system is filled with 90 · 103 Pa oxygen, the
SrT iO3/Y Ba2Cu3O7 bilayer is cooled down via two dwells, one at 600
◦C
for 15 minutes and one at 450◦C for 30 minutes to fully oxygenate the
Y Ba2Cu3O7 film and avoid oxygen deficiencies which can lead to a transition
between the superconducting Y Ba2Cu3O7 orthorhombic phase and the non
superconducting Y Ba2Cu3O6 teragonal phase [101]. At room temperature
the chamber is vented and the film is taken off the metal disc of the heater,
finally the silver paint on the back side of the substrate is carefully removed
with sandpaper.
The success of the oxygenation process can be verified with susceptibility
or with the resistance versus temperature measurements, such techniques
allow to measure the transition temperature Tc of the Y Ba2Cu3O7 film, a
transition in a narrow temperature range around 90K, as that one reported
in fig. D.9, is an indication of a successful oxygenation.
In sec. D.1.6 it has been stated that a requirement necessary to have a
ramp type contact with a low 4K RA product is a flat ramp surface. The first
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Material P T dTS U Spotsize f dep. rate
(heater) [Pa] [◦C] [cm] [J/cm2] [mm2] [Hz] A˙/pulse
Y Ba2Cu3O7 20 780 5.3 3.6− 3.9 2.5 4 0.25
(old heater)
SrT iO3 28 780 5.3 3.6− 3.9 2.5 4 0.35
(old heater)
Au 16.5 RT 5.7 4.3 2.1 4 0.092
(old heater)
Y Ba2Cu3O7 20 740 5.7 3.4− 3.6 2.3 4 0.15
(new heater)
SrT iO3 28 740 5.7 3.4− 3.6 2.3 4 0.16
(new heater)
Au 16.5 RT 5.7 4 2 4 0.087
(new heater)
Table D.1: Laser ablation condition for the Y Ba2Cu3O7, SrT iO3
and Au films, Y Ba2Cu3O7 and SrT iO3have been grown in an oxygen
flow environment, instead Au has been grown in an argon environment
at room temperature (RT ). Also shown are: the deposition pressure
P , the deposition temperature T , the target-sample distance dTS , the
fluence on target U , the spotsize on target, the pulse frequency f and
the deposition rate.
step to achieve that is the deposition of a SrT iO3/Y Ba2Cu3O7 which does
not present an excessive number of particulates and outgrowths on its top. C.
Schuppler during his Phd at The University of Birmingham produced ramp
structures presenting a smooth profile [11] by using the described fabrication
process whose has been successfully reproduced during the first part of this
Phd. With the introduction of the new thermocoax heater into the deposition
chamber, a recalibration of the deposition parameters was necessary, in fact
the existing fabrication process did not produced the same results.
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Figure D.18: a) AFM scan on the sample labelled as GV 15 after the
deposition of the SrT iO3/Y Ba2Cu3O7 bilayer, the SrT iO3 is 100nm
thick, the Y Ba2Cu3O7 is 150nm thick, the scan area is 100µm
2. b)
AFM scan on the sample labeled as GV 16 after the deposition of a
100nm thick Y Ba2Cu3O7 film, the scan area is 100µm
2.
Fig. D.18a reports the AFM scan on the surface of a SrT iO3/Y Ba2Cu3O7
bilayer (sample labeled as GV 15), while fig. D.18b shows the AFM scan on
the surface of a Y Ba2Cu3O7 film (sample labeled as GV 16). Both sam-
ples have been prepared using the deposition parameter previously reported.
The SrT iO3/Y Ba2Cu3O7 present an average roughness of 30.41nm, the
Y Ba2Cu3O7 instead has an average roughness of 23.14nm. These films show
the presence of particulates on their surface, it is believed that such particu-
lates increase the roughness of the ramp structure and the 4K RA product
of the ramp type contact, the reason is that their chemical composition often
differs from that one of the surrounding film [98].
A series of studies on the growth of Y Ba2Cu3O7 by pulsed laser deposition
reported the influence of temperature, O2 pressure, laser energy, fluence and
spotsize on the occurence of particulates on the surface of such films fig.
D.19 [98], these investigations have been used to improve the quality of our
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Figure D.19: Particulates on the surface of the Y Ba2Cu3O7 films
grown by pulsed laser deposition as function of different deposition
parameters [98]. a) Dependence of particulate number density and
fraction of total area covered by particulates on the laser fluence for
a constant spotsize of 2.3mm2, deposition pressure of 71Pa, deposi-
tion temperature of 750◦C and number of pulses equal to 6000. b)
Dependence of particulate number density on deposition temperature
for a deposition pressure of 71Pa, spotsize equal to 2.3mm2, laser
energy of 75mJ (fluence equal to 3.25 J/cm2), and number of pulses
equal to 6000. c) Dependence of particulate number density on laser
fluence for a constant laser energy equal to 75mJ , deposition pressure
equal to 71Pa, deposition temperature equal to 750◦C and number
of pulses equal to 6000.
Y Ba2Cu3O7 layers.
Fig. D.19a reports how the number of particulates/cm2 depends on the
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Sample T E Spotsize U dTS avg. roughness
[◦C] [mJ ] [mm2] [J/cm2] [cm] [nm]
GV16 780 91 2.3 3.93 5.3 23.14
GV17 780 81.4 2.1 3.88 5.3 17.15
GV18 740 79 2.1 3.8 5.3 11.16
GV19 740 90.8 2 4.54 5.7 11.25
GV20 740 81.2 2.3 3.5 5.7 10.29
GV39 740 40 2.3 1.7 5.7 33.06
GV40 740 80.8 2.8 2.9 5.7 33.06
Table D.2: Average surface roughness for different 150nm thick
Y Ba2Cu3O7 films grown by pulsed laser deposition for different de-
position parameters. T denotes the substrate temperature during the
deposition, E is the laser energy, U is the laser fluence on target and
dTS is the target to substrate distance.
laser fluence when the spotsize on target is kept constant. This corresponds
to the number of particulates as function of the laser energy, the minimum
number of particulates is obtained at a fluence of 3.3 J/cm2. In order to re-
duce the particulates on the Y Ba2Cu3O7 film, the first thing which has been
tried was a decrease of the laser energy. A laser energy of 91mJ with a flu-
ence of 3.93 J/cm2 were used for the sample GV 16, tab. D.2, the deposition
energy has been reduced to 81.4mJ for the sample GV 17 developing in this
way a slightly low fluence equal to 3.88 J/Cm2. This decrease in the laser
fluence with constant spotsize on target, resulted in an improved surface in
fact the average roughness from 23.14nm in the case of sample GV 16, has
been reduced to 17.15nm for the sample GV 17, in agreement with [98].
For each sample the average roughness has been measured by averaging
the roughnesses measured on areas of 10µm×10µm taken on different parts
of the samples.
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As shown in fig. D.19b a further reduction of the particulates is possible
with a decrease of the deposition temperature, however the superconductive
properties of the Y Ba2Cu3O7 need to be mantained. Proyer at al. [98]
reported that optimum superconductive properties for the Y Ba2Cu3O7 were
obtained at a deposition temperature around 740◦C. A reduction of the
deposition temperature from 780◦C to 740◦C at a laser fluence of 3.8 J/cm2
(sample GV 18) decreased the surface roughness to 11.16nm, tab. D.2.
To reduce the number of particulates produced during the Y Ba2Cu3O7
deposition also the distance between the target and the SrT iO3 substrate
dTS has been varied. When the target to substrate distance is smaller than
the length of the plume there is no difference in particulate size and density
all over the sample [61]. As the target to substrate distance increases the
proportion of the smaller particulates decreases and few larger particulates
appear [61]. This behaviour has been verified with the preparation of sam-
ple GV 19, in this case, as in the case of the sample GV 16, the deposition
parameters adopted by C. Schuppler have been used. The only difference be-
tween the two samples is in the ablation distance which has been increased
to 5.7 cm for the sample GV 19. In this case the reduction in the number of
particulates produced a decrease of the average roughness on the surface of
the Y Ba2Cu3O7 film.
Sample GV 20, has been prepared using a deposition temperature of
740◦C and a fluence of 3.5 J/cm2 such parameters, as verified with the sam-
ple GV 18, produce a reduction of the average roughness. In the case of GV 20
the target to substrate distance has been increased to 5.7 cm, compared to
GV 18 a small decrease of the average roughness of the Y Ba2Cu3O7 has been
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reached tab. D.2.
It has to be remarked that the presence of few large particulates for
the samples GV 19 and GV 20 are mainly concentrated at the centre of the
SrT iO3 substrate, this area is where the tip of the laser plume is focused.
The masks used for the fabrication of the ramp type contacts do not contain
any structure in the center of the sample, for this reason it has been chosen
to increase the substrate to target distance to 5.7 cm.
Two other samples GV 39 and GV 40 have been prepared, for GV 39 a
smaller laser energy has been set, while for GV 40 a bigger spotsize has been
used, in both cases no improvements on the average value of the Y Ba2Cu3O7
roughness have been obtained this is in agreement with what is reported in
[98].
All the results on the roughness of the Y Ba2Cu3O7 films prepared with
different deposition parameters are reported in tab. D.2 and summarized in
fig. D.20.
This investigation revealed that a minimum in the surface roughness of
the Y Ba2Cu3O7 film is reached employing the following parameters:
• laser energy: 81mJ ;
• laser spotsize: 2.3mm2;
• fluence: 3.5 J/cm2;
• deposition temperature: 740◦C;
• target to substrate distance: 5.7 cm.
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Figure D.20: Average surface roughness of 150nm thick Y Ba2Cu3O7
films as function of: a) laser energy, b) deposition temperature, c)
target to substrate distance.
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Figure D.21: a) AFM scan on the sample labelled as GV 20 after
the deposition of a 150nm thick Y Ba2Cu3O7 film with the deposi-
tion parameter set for the new heater the scan area is 100µm2. b)
AFM scan on the sample labelled as GV 22 after the deposition of
the SrT iO3/Y Ba2Cu3O7 bilayer, the SrT iO3 is 100nm thick, the
Y Ba2Cu3O7 is 150nm thick, the deposition parameter set for the
new heater have been used, the scan area is 100µm2.
Fig. D.21a reports the AFM scan of a 10µm× 10µm area on the surface of a
Y Ba2Cu3O7 film (sample GV 20) which has been grown using the new depo-
sition parameters, in this case as previously reported the average roughness
of the surface is equal to 10.29nm. Fig. D.21b reports a similar scan run
on the surface of a SrT iO3/Y Ba2Cu3O7 bilayer (sample GV 22) grown using
the listed ablation parameters, the average roughness on the surface of this
sample is equal to 7.94nm.
D.3.3 Pads and ramp patterning
After the SrT iO3/Y Ba2Cu3O7 bilayer deposition the sample is processed in
the clean room where the contact pads of the bottom electrode and the ramp
structure are patterned.
The sample is processed as described in sec. 4.2, then it is exposed to the
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UV light through the edge mask. The pads structure can now be patterned
using the same photolithography process. The sample is than baked at 100◦C
for 4 minutes, such baking step in necessary to repair the damages on the
photoresist layer due to the photolithography contact mode.
It follows an etching step which defines the pads geometry on the sample
fig. D.17b, performed in an Oxford Applied Research (OAR) IM150 argon
ion milling system with a beam energy of 500 eV . The milling process is
performed under sample rotation with a sample stage angle of 45◦ to the film
surface, the film milling is controlled by a Hiden mass spectrometer which
enables to detect the end point of the etching. The sample holder of the
OAR miller is covered with carbon before the starting of the milling, in this
way due to the low milling rate of the carbon (110 A˙/min), the redeposited
material coming from the sample holder is reduced.
The bottom electrode and the ramp structure are now defined, however
in this case the sample is exposed to the UV light through the ramp mask
for 11 seconds and developed for 12 seconds.
As already reported the baking of the resist after the exposure is useful
to repair possible damage to the resist profile as a consequence of the contact
photolithography step [62] and irregularities in the ramp geometry due to the
roughness of the grown bilayer [11]. These are important issues for the ramp
type contacts, in fact holes on the ramp structure may cause irregularities
on the ramp geometry due to errors in the resist profile and may change the
area of the contact leading to a wrong estimation of the contact resistance.
The milling is again performed under rotation and at an angle of 45◦
respect to the film surface. A ramp structure forming an angle of about 20◦
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Figure D.22: Formation of the ramp structure through argon ion
beam milling. In the shade of the resist stencil redeposited material
is accumulated [118].
with the substrate is obtained.
There is a big debate in the literature whether the milling step neces-
sary to produce ramp type Josephson junctions should be performed under
rotation or not. Different publications [127, 128, 129] state that the milling
into the ramp should be avoided in fact during the milling not only atoms
are removed from the surface of the film but also the crystal structure of the
ramp surface may be affected and a thin amorphous layer may be formed.
This leads to a milling without rotation with an ion beam ideally parallel to
the surface of the ramp.
However there is another issue which can deteriorate the resistance of
the ramp contact, such issue is related to the redeposited material. Schopp
et al. [118] reported the possibility of re-deposited material in the shade of
a step-like resist stencil when the milling is performed without rotation fig.
D.22.
The etched off-stochiometric material can cover the ramp structure and
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Figure D.23: AFM pictures of two ramp structures belonging to the
same sample after the argon ion beam milling. The milling has been
performed at 45◦ under rotation however some redeposited material
is present in b).
re-crystallize during the ramp heat treatment process already introduced in
sec. D.3.1. By diffusion the redeposited material can cover a significant part
of the ramp forming in this way an unwanted layer on the contact area and
contributing to an increase of the contact resistance.
The redeposited material is not an issue when the milling is performed
under rotation because every ramp surface is always exposed to the ion bom-
bardment.
C. Schuppler [11] observed redeposited material in ramp structures fab-
ricated without sample rotation. Several works reported the fabrication of
ramp type Josephson junctions using ion beam milling at an angle of 45◦
and under rotation [125, 130, 131]. Milling under rotation is preferred in this
work too.
Fig. D.23 reports the AFM scans of two ramp structures belonging to
the same sample after the argon ion beam milling. The milling has been per-
formed at 45◦ under rotation. Usually redeposited material is not observed
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for milling under rotation, fig. D.23a, sometimes redeposited materials is
present at the bottom of the ramp even if the sample has been milled un-
der rotation fig. D.23b. This indicates that an accurate control during the
fabrication process is not always possible.
D.3.4 Ramp cleaning, interlayer deposition, and gold
top electrode definition
After the ramp fabrication the film is ultrasonically cleaned in acetone and
isopropanol and placed inside the laser deposition chamber to undergo the
ramp cleaning process, the annealing step, the deposition of the Y Ba2Cu3O7
interlayer and the gold top electrode deposition.
The sample is glued with silver paint on the heater and placed inside the
vacuum chamber which is pumped down over night, on the next morning a
pressure of 10−5 Pa is reached.
Now the process performed with the old heater is going to be described.
The sample is heated to 200◦C, at this temperature an argon ion clean of
the ramp is performed, fig. D.24, such cleaning consists of 4 pulses at an
argon ion beam voltage of 500V and a beam current of 10mA, this is called
hard etch, then the sample is exposed to 10 pulses at an argon ion beam
volage of 50V and a beam current of 5mA, this is called soft etch. Pulse
means shutter in front of the sample open for 8 seconds and closed for 12
seconds, this sequence should prevent sample heating [125]. The hard and
the soft etches are performed with a beam parallel to the surface of the ramp
to reduce the argon ion bombardment on the ramp itself, however, as already
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Figure D.24: Temperature versus time graph illustrating the ramp
cleaning process, the heat treatment and the interlayer deposition.
discussed, an issue related to the redeposited material might be present in
this case. The hard etch is designed to remove the amorphous layer formed
on the Y Ba2Cu3O7 ramp as consequence of the milling process and of the
exposure of the ramp to the atmosphere [116] however the hard etch can also
damage the surface of the ramp. The subsequent soft etch will still remove
material but due to the considerable decreased beam energy will also reduce
the damage. The hard and the soft etches are peformed at a temperature of
200◦C to reduce the redeposited material on the surface of the ramp, this is
due to a reduced sticking coeffient relative to room temperature [118].
Then follows an in-situ cleaning step of the ablation targets in oxygen
flow at the pressure which will be used during the film deposition. The
sample is then heated up in oxygen flow at a pressure of 20Pa to avoid
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Figure D.25: Pressure (P) versus temperature (T) phase diagram of
Y Ba2Cu3Oy. The YBCO 123-phase is stable in the regime indicated
by the dashed area which is divided into the non-superconducting
tetragonal and superconducting orthorhombic phases [101].
the dissociation of the Y Ba2Cu3O7. Fig. D.25 shows the pressure versus
temperature diagram of Y Ba2Cu3O7, from the picture it is clear that if the
sample were heated in vacuum dissociation of the Y Ba2Cu3O7 would start
at about 500◦C for a pressure of 2 · 10−4 Pa.
The sample containing the ramp structures is heated to 740◦C as shown in
fig. D.24 and kept there for 30 minutes, this is important to avoid outgrowths
on the ramp structure which may occur at a temperature of 780◦C. At 780◦C
the species on the ramp surface are mobile over long distances, at 740◦C,
however, species can still move to contribute to the ramp reconstruction but
only over a short distance, in this case the reduced mobility does not allow
the formation of outgrowths. During the recrystallization process which takes
place at 740◦C the species are thermally stabilized, and the ramp surface does
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not show any visible change when it is heated to 780◦C after the annealing
step [62].
The argon ion beam cleaning and the heat treatment are not enough to
recover the crystal structure on the surface of the Y Ba2Cu3O7 ramp, this is
confirmed by a contact resistance of 10−4Ωcm2 for a Au/Y Ba2Cu3O7 ramp
type contacts fabricated without interlayer deposition [111]. This poor in-
terface is attributed to the fact that an etching plus an annealing procedure
are not enough to restore the correct stoichiometry on the ramp. Thus at
780◦C a 6nm thick Y Ba2Cu3O7 interlayer is deposited. The deposition of
this interlayer at the standard ablation conditions, table D.1, stabilizes the
off-stoichiometric etched surface of the ramp leading to a contact resistance
of 3 · 10−8Ωcm2 [111]. The interlayer becomes superconductive only if de-
posited on the Y Ba2Cu3O7 ramp area, on the SrT iO3 substrate and on the
SrT iO3 insulation layer it is not superconductive due to lattice mismatch
and to roughnesses, 7nm of Y Ba2Cu3O7 are necessary to obtain the super-
conductive orthorhombic phase [111].
After the interlayer deposition, the chamber is filled with oxygen up to a
pressure of 90 · 103 Pa, the sample is then cooled down to room temperature
at a rate of 10◦C/min via a 15 minutes dwell at 600◦C and a 30 minutes
dwell at 450◦C to fully oxygenate the Y Ba2Cu3O7 fig. D.24.
At room temperature the system is pumped down to a pressure of about
2Pa where an argon flow of 5 sccm around the argon pressure of 16.5Pa is
established, finally a 40nm thick gold layer is ablated on the sample.
When the gold is ablated, the gold particles in the laser plume can reach
energies up to several hundred eV [11], at such energies they can damage the
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ramp surface which has been repaired with the growth of the Y Ba2Cu3O7
interlayer. The energy of the impinging gold particles can be reduced to
about 1 eV if the gold ablation is performed in a 20Pa argon pressure with a
laser fluence of 4 J/cm2 and a target to substrate distance of about 5 cm [132].
Due to this reason the gold ablation is performed in argon environment.
The sample is then taken back to the clean room facilities for the pat-
terning of the top electrode. It follows the process already described in sec.
D.3.3, again the hump at the edge of the sample is removed by exposure
to the UV light through the edge mask, then the top electrode geometry is
patterned on the photoresist by exposing the sample to the UV light through
the electrode mask for 11 seconds and developing the resist for 12 seconds.
After the stripping of the resist the sample is inserted in the argon ion milling
system and milled at an angle of 45◦ under rotation.
Fig. D.26a and b report the mask layout used for the fabrication of the
Au/Y Ba2Cu3O7 ramp type contacts, in fig. D.26a the width w of each
contact is reported, while in fig. D.26b the width w of each contact is equal
to 10µm. The Y Ba2Cu3O7 film is 150nm thick and the ramp forms an angle
ϑ of about 20◦ with the SrT iO3 substrate, this results in a contact area Acont
of:
Acont =
150nm
sinϑ
· w. (D.30)
In fig. D.26a and b the blue areas represent the Y Ba2Cu3O7 base elec-
trode which is connected to four contact pads, the gold top electrodes over-
lapping the ramp area (green parts of fig. D.26a and b) are instead connected
to two contacts pads. The four contact pads of the bottom electrode allow
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Figure D.26: a) Layout of the bottom left quarter (BL) of the mask
used to pattern the Au/Y Ba2Cu3O7 ramp type contact, in the picture
the width of each contact is reported. b) Layout of the bottom right
quarter of the mask used to pattern the the Au/Y Ba2Cu3O7 ramp
type contact, in this case the width of each device is 10µm. c) Side
view of the Au/Y Ba2Cu3O7 ramp type contact. [11]
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to run resistance versus temperature measurements of the Y Ba2Cu3O7 base
electrode by employing the four terminal technique, sec. D.2.5. When two
pads of the bottom electrode and two pads of the top electrode of a certain
device are connected, current versus voltage and resistance versus tempera-
ture measurements with the four terminal technique can be performed sec.
D.2.5.
The layout of fig. D.26b has been designed to probe the Y Ba2Cu3O7
base electrode from different angular directions when a superconducting top
electrode is grown on the top of the sample. As already discussed in sec.
D.1.6 at an angle of 0◦ a normal junction is obtained while at an angle of
90◦ a π-junction is formed, all the other angles allow an investigation of the
Cooper pair wave function of the Y Ba2Cu3O7 base electrode.
The aim of the first part of this Phd is that one to improve the interface
of the Au/Y Ba2Cu3O7 ramp type contact, so also the layout of fig. D.26b
has been used for such purpose and no samples with Nb top electrode have
been produced.
C. Schuppler [11] observed the presence of redeposited material at the
bottom of the ramp after the soft and hard etch steps followed by the heat
treatment, he reported that such redeposited material was not present after
the ramp fabrication. The redeposited material reduces the useful contact at
the Au/Y Ba2Cu3O7 interface, furthermore redeposited material may have
homogeneously spread across the ramp surface which is not detectable by
AFM scans [11]. During the ramp recrystallization process species originating
from it may diffuse over the ramp area and add an additional unwanted layer
to the previously cleaned ramp surface [118].
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C. Schuppler in his Phd thesis reported that private communication with
A. Andreski [133] revelealed that in Twente (where the Nb/Au/Y Ba2Cu3O7
ramp type junctions have been successfully fabricated [10, 111, 125]) the soft
and the hard etches are performed along the film normal in order to minimize
the redeposited material. This led to the introduction of the in-situ tiltable
heater in the deposition system, hence milling under different angles relative
to the argon ion beam is possible.
With the introduction of the new heater the deposition parameters of the
interlayer have been set equal to those ones used for the Y Ba2Cu3O7 base
electrode deposition performed with the same heater, table D.1, the table
also reports the deposition parameter for the gold ablation performed with
the new heater.
Fig. D.27a shows the AFM 3D picture and the line scan profile of the
SrT iO3/Y Ba2Cu3O7 ramp structure after the ramp fabrication by argon ion
beam milling, the ramp surface is smooth however an amorphous layer as a
consequence of the ion bombardment and of the exposure to the atmosphere is
present on its surface. Figs. D.27b and c show the ramp profile after the soft
and the hard etch steps, the heat treatment and the interlayer deposition,
all these steps have been performed with the new heater, this means that
the soft and the hard etches have been run with the argon ion beam beam
perpendicular to the surface of the sample. From the examination of fig.
D.27b and c it is evident that in some part of the sample the ramp profile is
smooth while in other areas the ramp profile looks rough.
As already reported the redeposited material is thought to be responsible
for the rough profile, even with a cleaning step performed with an argon ion
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Figure D.27: AFM investigations on the sample labelled GV 22. a)
AFM 3D picture and line profile of the SrT iO3/Y Ba2Cu3O7 ramp
structure after the ramp fabrication by argon ion beam milling. b)
AFM 3D picture and line profile of the SrT iO3/Y Ba2Cu3O7 ramp
structure after the soft and hard etch, the heat treatment and the
interlayer deposition. c) AFM 3D picture and line profile of the
SrT iO3/Y Ba2Cu3O7 ramp structure after the soft and hard etch,
the heat treatment and the interlayer deposition.
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beam incident along the normal to the film. These steps of the fabrication
process do not look easy to control, this is testified by the completely different
profiles on different areas of the same sample.
Huang at al. [130] reported the fabrication of Y Ba2Cu3O7 ramp type
Josephson junctions with a manganite barrier, they performed a ramp clean-
ing with an argon ion beam of 100 eV and beam currents of 0.1mA/cm2 for
30 minutes followed by a cleaning in low energy Ar/O2 plasma. Schoop at al.
reported a 5 minutes argon ion beam cleaning of the ramp at 150 eV followed
by a oxygen ion clean at 100 eV . Our Kaufman ion gun can not be operated
with oxygen ions [11], however cleaning processes of 5, 10, 20 and 30 minutes
for beam energies ranging between 50 eV and 150 eV have been tried, the
result is similar to what is shown in fig. D.27b and c, on some parts of the
sample the ramp profile is smooth, on other areas the ramp profile is rough.
To better understand what is happening during the ramp process, AFM
scans have been taken on the ramp structure after the hard etch, the soft
etch and the heat treatment.
Fig D.28a shows an AFM 3D picture and a line scan profile of the
SrT iO3/Y Ba2Cu3O7 ramp structure taken after the hard etch step , the
ramp profile is smooth and it shows no sensible change after the soft etch
cleaning which follows the hard etch fig. D.28b. Both the hard and the soft
etches have been run with the argon ion beam normal to the surface of the
film. Fig. D.28c and d show two ramp profiles belonging to the same sample,
after the soft etch, the hard etch and the heat treatment. As already ob-
served on other fabricated ramps, same areas present a smooth profile while
other areas have a rough profile. After the hard and soft etches the ramp
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Figure D.28: AFM investigations on the sample labelled GV 36. a)
AFM 3D picture and line profile of the SrT iO3/Y Ba2Cu3O7 ramp
structure after the hard etch treatment. b) AFM 3D picture and
line profile of the SrT iO3/Y Ba2Cu3O7 ramp structure after the hard
and soft etch treatment. c)-d) AFM 3D picture and line profile of the
SrT iO3/Y Ba2Cu3O7 ramp structure after the soft and hard etch and
the heat treatment.
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surface is smooth almost everywhere across the sample however we believe
that on some areas the redeposited materials is homogeneously spread and
so it is not detectable by AFM scans. When the sample undergoes the heat
treatment the redeposited material diffuse on the ramp creating the profiles
reported in figs. D.27b and D.28d.
A heat treatment where the sample was heated at a rate of 5◦C/min
with two dwells of 30 minutes at 450◦ and 600◦ did not show any significant
difference respect to the structures previously fabricated.
D.3.5 Summary
In this chapter the reasons which bring to a certain fabrication process have
been discussed. A new tiltable heater has been introduced in the deposition
chamber to perform the hard and soft etch cleaning steps with the argon ion
beam normal to the surface of the film to reduce in this way the effects of
the redeposited material on the ramp surface.
In order to reduce the roughness of the SrT iO3/Y Ba2Cu3O7 bilayer
which contribute to a degradation of the ramp profile and so also of the
4K RA product a recalibration of the SrT iO3 and Y Ba2Cu3O3 ablation pa-
rameters has been necessary when the new heater has been mounted inside
the deposition chamber.
After the ramp fabrication by argon ion beam milling the soft and the
hard etch plus the heat treatment and the interlayer deposition are necessary
to recover the crystal structure along the ramp surface. The main issue in
this process is represented by the redeposited material which may form an
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unwanted off-stoichiometric layer on the ramp area and increases the value
of the 4K RA product of the contact. This redeposited material is very
difficult to control in fact after the the ramp processing some areas of the
ramp present a smooth profile while other areas present a rough profile.
With our setup it is not possible to control the direction of the redeposited
material, if a junction is fabricated on the smooth part of the ramp a low 4K
RA product is obtained otherwise the 4K RA product increases by different
orders of magnitude.
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D.4 Measurements and Results
In this section the results of the susceptibility, current versus voltage and resi-
stance versus temperature measurements performed on the Au/Y Ba2Cu3O7
ramp type contacts are discussed and analyzed.
D.4.1 Electrical measurements on the
Au/Y Ba2Cu3O7 ramp type contacts
Tab. D.3 reports the 4K RA products together with some key parameters
adopted for the the fabrication process of the Au/Y Ba2Cu3O3 ramp type
contact.
In the following the results of the electrical measurements for the devices
fabricated with the new and the old heater and the relations between the
fabrication steps and the 4K RA product are reported.
Devices fabricated with the old heater
C. Schuppler, during his Phd at the University of Birmingham, produced a
sample (labeled as CS82) containing some Au/Y Ba2Cu3O7 ramp type con-
tacts with a 4K RA product in the range of 10−7Ωcm2 [11]. The fabrication
process adopted for this sample is similar to that one performed with the
old heater and reported in chap. D.3. The differences between the discussed
fabrication procedure and that one of the sample CS82 are:
• in the case of sample CS82 the soft and the hard etches are perfomed
at room temperatures and not at 200◦C as reported in sec. D.3.4;
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Device Heater Cooling rate Soft etching Soft Soft etching Interlayer RA(4K)
after interlayer direction etching temperature dep. frequency Ω · cm2
[◦C/min] time [◦C] [Hz]
GV03 old 35 parallel 10 pulses RT 4 10−3 − 10−5
to the ramp of 8 s
GV04 old 35 parallel 10 pulses RT 4 10−3 − 10−4
to the ramp of 8 s
GV05 old 35 parallel 10 pulses RT 4 10−3 − 10−5
to the ramp of 8 s
GV06 old 10 parallel 10 pulses 200 4 10−6 − 10−8
to the ramp of 8 s
GV08 old 10 parallel 10 min 200 4 10−3 − 10−7
to the ramp
GV11 old 10 parallel 10 min 200 4 10−3 − 10−5
to the ramp
GV41 new 10 perpendicular 10 pulses 200 4 10−4 − 10−6
to the ramp of 8 s
GV42 new 10 perpendicular 10 pulses 200 1 10−5 − 10−6
to the ramp of 8 s
Table D.3: Key parameters for the fabrication of the
Au/Y Ba2Cu3O7 ramp type contacts and RA product at 4K,
RT means room temperature.
• sample CS82 after the interlayer deposition is cooled down to room
temperature at a rate of 35◦C/min and not at a rate of 10◦C/min as
reported in sec. D.3.4
• for sample CS82 the cooling subsequent the interlayer deposition is
performed without the two dwells at 600◦C and 450◦C reported in sec.
D.3.4.
C. Schuppler repeated the fabrication process used for the sample CS82
and a sample labeled as CS84 was produced, CS84 showed 4K RA prod-
ucts in the range 10−4 − 10−5Ωcm2. The same fabrication process has been
repeated during the first part of this Phd, two samples labeled as GV 03 and
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Figure D.29: a) Resistance versus temperature measurements on a
ramp type contact having an area of 42µm2 and belonging to the
BL quarter of sample GV 04. b) Susceptibility measurements on the
SrT iO3/Y Ba2Cu3O7 bilayer of the sample labeled GV 11.
GV 05 have been fabricated, in both cases current voltage measurements re-
veal 4K RA products in the range of 10−3 − 10−5Ωcm2. A sample labeled
as GV 04 has been produced using a process similar to that one employed
for CS82 , however in this case the fabrication of the ramp has been per-
formed by milling without rotation. As already reported in sec. D.3.3 this is
justified by the fact that during the milling not only the atoms are removed
from the surface of the film but also from the ramp surface, damaging in
this way its crystal structure. [127, 128, 129]. A ramp milling performed
with a beam parallel to the surface of the ramp without rotation reduces the
bombardment on the ramp area. Nonetheless 4K RA products in the range
10−3 − 10−4Ωcm2 have been measured.
Resistance versus temperature measurements for the Au/Y Ba2Cu3O7
contacts of the samples GV 03, GV 04 and GV 05 have a similar trend. Fig.
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D.29a reports the resistance versus temperature measurements of a
Au/Y Ba2Cu3O7 ramp type contact having an area of 42µm
2 and belonging
to the BL quarter of the sample GV 04. A drop in the R − T curve at
88.9K indicates the transition of the Y Ba2Cu3O7 bottom electrode in the
superconducting state, this is confirmed by susceptibility meausurements on
a SrT iO3/Y Ba2Cu3O7 bilayer grown with the same ablation parameters
used for the fabrication of the sample GV 04.
The trend shown in fig. D.29a is known as semiconducting behaviour
and it is an indication of an unsucessfull recovery of the crystal structure
on the ramp surface. Huang et al. [130] reported a similar behaviour for
some of their Y Ba2Cu3O7/La0.67Sr0.33MnO3/Y Ba2Cu3O7 ramp type junc-
tions. They attributed the semiconducting behaviour to oxygen depletion at
the La0.67Sr0.33MnO3/Y Ba2Cu3O7 interface, similar arguments have been
also reported in [113], oxygen deficiency creates an insulating layer on the
Y Ba2Cu3O7 ramp surface increasing in this way the 4K RA product.
In a quantum-mechanical frame the semiconducting behaviour can be un-
derstood as follow: at the normal metal/superconductor interface is present
a barrier having width w and an height E0, the trasmission coefficient T for
an electron with energy E (EF < E < E0) impinging on the barrier is:
T ∝ e−2w
2m
√
∆E
h¯ (D.31)
where m is the electron mass and ∆ = E0 − E. The probability of finding
high energy electrons decreases with decreasing temperature, so ∆E increases
with decreasing temperature. This corresponds to a reduction of the number
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of charge carriers and to an increase of the contact resistance.
Oxygen depletion at the ramp surface is the result of the ramp fabrica-
tion by argon ion beam milling, however this is not the only stoichiometry
issue caused by the milling, Wen et al. [134] reported an high yttrium and
low copper content on a Y Ba2Cu3O7/Y Ba2Cu3O7 ramp type junction with
a La0.3Sr0.7Al0.65Ta0.35Oy insulation layer along the c axis. In this case the
ramp has not been exposed to the atmosphere as the milling of the bottom
electrode plus the deposition of the Y Ba2Cu3O7 top electrode are performed
in situ, in such devices the barrier is constituted by the off-stoichiometric
layer at the interface between the two electrodes. In the barrier layer the pre-
sence of cubic yttrium-barium-copper-oxide is reported [134], cubic yttrium-
barium-copper-oxide has semiconducting or insulating behaviour [127].
The stoichiometry is not the only problem which contributes to the degra-
dation of the 4K RA product, the redeposition of unwanted material on the
ramp surface, which takes place during the ramp fabrication and the ramp
cleaning process, may reduce the contact area at the Au/Y Ba2Cu3O7 inter-
face or it can create an uniform unwanted layer on the ramp which increases
the 4K RA product. Hunt et al. [135] reported that during the ramp
cleaning, material from the top insulator layer, in our case SrT iO3, can be
accumulated at the bottom of the ramp. They state that such material is
irregularly distributed.
The resistance of a Au/Y Ba2Cu3O7 contact is inversely proportional to
the area of the contact, fig. D.30 reports the 4K resistance of the devices
belonging to the BL quarter of the samplesGV 05 andGV 04 as function of the
inverse of their width. Due to the scaling behaviour these values are expected
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Figure D.30: Resistance of the Au/Y Ba2cu3O7 ramp type contacts
belonging to the BL quarter as function of the inverse of the width for
the samples a) GV 04 and b) GV 05. The resistance has been measured
at a temperature of 4K.
to stay on a straight line, this does not happen in the case of the samples
GV 04 and GV 05. Such behaviour is attributed to the insulating material
irregularly distributed at the bottom of the ramp, in fact an homogeneous
redeposition can cause the increase of the contact resistance but should not
alter the scaling of the data [11].
The high 4K RA products of the samples GV 03, GV 04 and GV 05 is
believed to be caused by a combination of the described issues in fact the
semiconducting behaviour shown in fig. D.29 is an indication of the pre-
sence of an off-stoichiometric layer at the Au/Y Ba2cu3O7 interface while the
absence of a scaling behaviour shown in fig. D.30 is an indication of the
presence of redeposited material irregularly distributed on the ramp surface.
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Two other samples have been prepared with the old heater, they are
sample GV 06 and sample GV 08. Sample GV 06 has been fabricated using
the process described in chap. D.3. Also sample GV 08 has been fabricated
using the fabrication process described in chap. D.3 except for the soft
etching, here a continuous etch of 10 minutes at 50V at a temperature of
200◦C has been performed.
Table D.4 reports the 4K RA products for the devices of the BL quarter
of the samples GV 06 and GV 08, the majority of the RA products are in the
range of 10−6Ωcm2, these values are smaller than those ones measured in
the BL quarter of samples GV 03, GV 04 and GV 05 but they are one order
of magnitude bigger than the RA product reported in [10] and two order of
magnitude larger than the RA products reported in [111].
However in the BL quarter of sample GV 06, the device having width
equal to 2µm presents a 4K RA product equal to 2.9 · 10−7Ωcm2, in the BL
quarter of sample GV 08 the device with a width of 100µm has a 4K RA
product equal to 8.4 ·10−7Ωcm2, these values are similar to the RA products
of sample CS82 and to the RA products reported in [10].
For these samples the hard and the soft etches are performed at a tem-
perature of 200◦C, as already reported in sec. D.3.4, at such a temperature
the sticking coefficient of the redeposited material is smaller than that one at
room temperature [118] so the redeposited material on the ramp area should
be reduced.
This is confirmed by the plots of the 4K resistance as function of the
inverse of the width, fig. D.31, in particular in the case of sample GV 06 the
resistances of six devices approach a straight line fig. D.31a. The devices
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Sample device
width [µm] 200 100 50 25 16 8 4 2
Area [µm2] 84 42 21 10.5 6.72 3.36 1.68 0.84
GV06 R(RT ) [Ω] 49 63 76.7 80.5 65.7 89.8 153.7 84
BL R(4K) [Ω] 3.5 15.4 15.7 24 29.7 68.3 207 34.7
RA(4K) [Ωcm2] 2.94 · 10−6 6.5 · 10−6 3.3 · 10−6 2.52 · 10−6 2 · 10−6 2.3 · 10−6 3.47 · 10−6 2.9 · 10−7
GV08 R(RT ) [Ω] 65 77.6 93 108 107 214 300 o. c.
BL R(4K) [Ω] 2.3 2 9.3 10.38 16 88 349 o. c.
RA(4K) [Ωcm2] 1.68 · 10−6 8.4 · 10−7 1.9 · 10−6 1.1 · 10−6 1.1 · 10−6 2.96 · 10−6 5.86 · 10−6 o. c.
Table D.4: Room temperature (RT) resistance, 4K resistance and 4K RA product for the devices belonging
to the BL quarter of the samples GV 06 and GV 08, o. c. stands for open circuit.
Sample device 1 2 3 4 5 6 7 8
GV06 R(RT ) [Ω] 75 100 31.3 94 95 92 94 91
BR R(4K) [Ω] 27.8 102 2 63.6 38 40 66.7 98
RA(4K) [Ωcm2] 1.17 · 10−6 4.28 · 10−6 8.4 · 10−8 2.7 · 10−6 1.6 · 10−6 1.7 · 10−6 2.8 · 10−6 4.11 · 10−6
GV08 R(RT ) [Ω] 2070 2060 1300 828 394 381 298 1100
BR R(4K) [Ω] 44000 42400 39400 17200 570 590 400 29000
RA(4K) [Ωcm2] 3.7 · 10−5 3.56 · 10−2 4.13 · 10−3 5.8 · 10−4 2.4 · 10−4 9.91 · 10−6 8.4 · 10−5 1.95 · 10−3
Table D.5: Room temperature (RT) resistance, 4K resistance and 4K RA product for the devices belonging
to the BR quarter of the samples GV 06 and GV 08, all the devices of the BR quarter have a width of 10µm and
an area of 4.2µm2.
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Figure D.31: Resistance of the Au/Y Ba2cu3O7 ramp type contacts
belonging to the BL quarter as function of the inverse of the width for
the samples a) GV 06 and b) GV 08. The resistance has been measured
at a temperature of 4K.
having a width of 100µm and 4µm do not show scaling behaviour, this
might again be attributed to an unevenly distributed redeposited material.
Also for the BL quarter of sample GV 08 the 4K resistances as function of
the inverse of the width of the contact seem to approach a straight line this
despite the longer soft etch performed on this sample.
Resistance versus temperature investigations reveal that most of the de-
vices on the BL and BR quarters of sample GV 06 present a resistance drop
in correspondence of the Y Ba2Cu3O7 transition temperature, however when
the temperature is further decreased the resistance of the contact increases
showing in this way semiconducting behaviour fig. D.32a. The difference
with fig. D.29a is that in this case the resistance of the contact decreases
up to the transition temperature, then the semiconductive behaviour takes
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Figure D.32: Resistance versus temperature measurements for: a)
Au/Y Ba2Cu3O7 ramp type contact belonging to the BL quarter of
sample GV 06, having a width equal to 25µm and a contact area of
10.5µm2; b) Au/Y Ba2Cu3O7 ramp type contact belonging to the BR
quarter of sample GV 06, having a width equal to 10µm and a contact
area of 4.2µm2; c) Au/Y Ba2Cu3O7 ramp type contact belonging to
the BL quarter of sample GV 08, having a width equal to 200µm
and a contact area of 84µm2; d) Au/Y Ba2Cu3O7 ramp type contact
belonging to the BL quarter of sample GV 08, having a width equal
to 4µm and a contact area of 1.68µm2.
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place. Such low temperature behaviour might be due to a not perfect clean-
ing process, in fact after the ramp treatment some non uniform conduction
channels might be opened through the device contact area improving in this
way the 4K RA product of these devices but the contact area is reduced
in an unknown fashion. Not all the devices of the sample show scaling be-
haviour so unevenly redeposited material can contribute to the reduction
of the contact area, furthermore the eventual presence of evenly distributed
redeposited material might reduce the transparency of the contact.
It is important to highlight that the BR quarter of the sample GV 06
contains a device, labeled as device 4, which presents the lowest 4K RA
product between all the Au/Y Ba2Cu3O7 ramp type contacts fabricated at
the University of Birmingham, such RA product is equal to 8.4 · 10−8Ωcm2.
This happens because the resistance of the contact does not increase with
decreasing temperature after the Y Ba2Cu3O7 superconductive transition,
fig. D.32b. The RA product of this device is in the same order of magnitude
with the 4K RA products reported in [111], it is also two orders of magnitude
lower than the RA products of the devices belonging to the same quarter.
The reason of such mismatch is unclear however the most likely hyphothesis
is the presence of less redeposited material on that area of the ramp, along
with a successful cleaning process.
The idea of non uniform conduction channels on the ramp surfaces of the
sample GV 06 led to the 10 minutes soft etching performed during the ramp
treatment of sample GV 08.
Current voltage measurements performed at the temperature of 4K on
the devices belonging to the BL quarter of sample GV 08 show a lower 4K
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RA product than the equivalent devices of sample GV 06 tab. D.4.
Resistance versus temperature measurements on the devices of sample
GV 08 show that for six of the eight devices belonging to the BL quarter the
contact resistance does not increase with decreasing temperature after the
Y Ba2Cu3O7 superconducting transition fig. D.32c, this explains why a lower
4K RA product has been measured.
The soft etch has been employed to remove damages caused by the argon
ion beam milling during the fabrication of the ramp and during the hard etch.
The measurements on the BL quarter of sample GV 08 seem to reveal that a
continuous and longer soft etch is a more effective cleaning process than the
pulsed soft etch procedure reported in sec. D.3.4, a long soft etch has been
also employed in [118] and [130]. However one device of the BL quarter,
fig. D.32d, and all the devices of the BR quarter of sample GV 08 show
semiconducting behaviour, the 4K RA products of the devices belonging to
the BR quarter of sampleGV 08 are reported in tab. D.5, they are significanty
higher than the 4K RA products of the same devices of sample GV 06.
From the devices of the BL quarter of sample GV 08 it might be argued
that a longer soft etch improves the 4K RA product, however from the
devices of the BR quarter of sample GV 08 it might be stated that a longer
soft etch increases the 4K RA products of the ramp type contacts.
The fabrication process of sample GV 08 has been repeated and sample
GV 11 has been produced however in this case all the devices of the BL and of
the BR quarters presented semiconductive behaviour with 4K RA products
in the range 10−3 − 10−5Ωcm2.
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All these measurements confirm poor control of the fabrication process
of the Au/Y Ba2Cu3O7 ramp type contacts, in fact the repetion of the fab-
rication process used for sample CS82 did not produce devices with a com-
parable 4K RA product. This fabrication process is similar to that one
used in Twente where ramp type contacts with an RA product in the range
10−7 − 10−8Ωcm2 have been obtained. The fabrication procedure adopted
for the samples GV 06 and GV 08 produced three devices having the desired
4K RA product but its repetition did not produced comparable results.
The possible reasons for a poor Au/Y ba2Cu3O7 interface, as already re-
ported, are the presence of off-stoichiometric layers and redeposited material
on the surface of the Y Ba2Cu3O7 ramp. The redeposited material seems to
be the main issue related to the not reproducible fabrication process in fact
the trajectories of the milled material are quite difficult to control. In Twente
the in-situ argon ion cleaning process is performed along the film normal in
order to minimize redeposited material [11] this is the reason which led to
the introduction of the in-situ tiltable heater in our deposition chamber fig.
3.1. In this way a soft and a hard etch along the sample normal can be
performed.
Devices fabricated with the new heater
With the introduction of the new heater, as already reported in chap. D.3, a
recalibration of the ablation parameters, necessary to reduce the roughness
on the SrT iO3/Y Ba2Cu3O7 bilayers, has been done. Private communication
with Dr. Andreski [133] revealed that the deposition of the Y Ba2Cu3O7 in-
terlayer in Twente is performed at a frequency of 1Hz, rather than the 4Hz
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value used during the growth of the base electrode. The lower pulse rate
should give to the atomic species which arrive on the substrate a longer
time for the crystal growth before the arrival of new clusters of atoms.
Wo¨rdenweber [101], for Y Ba2Cu3O7 grown by pulsed laser deposition, re-
ported a resident time τ equal to 0.2 s. The resident time is defined as:
τ =
λ2
Ds
(D.32)
where λ is the adatom mean migration length on substrate and Ds is the
surface diffusivity coefficient. When a pulse rate of 4Hz is used, the time
interval between two pulses is equal to 250ms this value is bigger than τ ,
so a reduction of the pulse rate should not produce any significant difference
in the growth of the Y Ba2Cu3O7. However a sample with an interlayer
deposited at 1Hz has been prepared in order to verify if the reduction of the
pulse rate during deposition affects the properties of the Au/Y Ba2Cu3O7
ramp type contacts.
Two samples have been prepared with the new heater they have been
labeled as GV 41 and GV 42. The bilayers have been grown with the new
heater ablation parameters reported in table D.1. The ramp cleaning process
and heat treatment have been performed as described in sec. D.3.4. It is
important to remark that also the Y Ba2Cu3O7 interlayer has been ablated
at a temperature of 740◦C and at a pulse rate of 4Hz for sample GV 41 and
of 1Hz for the sample GV 42. The hard and the soft etches have been run
with the argon ion beam incident along the normal to the sample.
Fig. D.33a shows the resistance versus temperature measurement of a
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Figure D.33: a) Resistance versus temperature for a Au/Y Ba2Cu3O7
ramp type contact belonging to the BL quarter of sample GV 41, hav-
ing a width equal to 10µm and a contact area of 4.2µm2; b) Resistance
versus temperature meausrements of the Y Ba2Cu3O7 base electrode
of the BL quarter of sample GV 41; c) Susceptibility measurements of
the SrT iO3/Y Ba2Cu3O7 bilayer of sample GV 42; d) Resistance ver-
sus temperature for a Au/Y Ba2Cu3O7 ramp type contact belonging
to the BL quarter of sample GV 42, having a width equal to 4µm and
a contact area of 1.68µm2.
Au/Y Ba2Cu3O7 ramp type contact belonging to the BR quarter of sample
GV 41, semiconductive behaviour in this device and in all the devices belong-
ing to the BL and BR quarters of this sample is observed, the measured 4K
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Figure D.34: Resistance of the Au/Y Ba2cu3O7 ramp type contacts
as function of the inverse of the contact width for the devices belonging
to the BL quarter of sample a) GV 41 b) GV 42.
RA product is in the range 10−4 − 10−6Ωcm2. The 4K resistance is larger
than the values measured at room temperature. Fig. D.33b shows the resi-
stance versus temperature measurement of the Y Ba2Cu3O7 base electrode
belonging to the BL quarter of sample GV 41, from this picture it is clear
that the Y Ba2Cu3O7 undergoes the superconductive transition, so the high
value of the 4K RA product is again attributed to an unsuccessful ramp
cleaning process.
Fig. D.33 shows a susceptibility measurement after the
SrT iO3/Y Ba2Cu3O7 bilayer deposition for the sample GV 42, also in this
case the base electrode experiences the superconductive transition but the
ramp type contacts of this sample show semiconductive behaviour fig. D.33d,
with 4K RA products in the range of 10−5 − 10−6Ωcm2.
In both samples no scaling behaviour is observed for the devices belonging
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to the respective BL quarters, fig. D.34, this indicates that the soft and the
hard etches performed with a beam normal to the surface of the film do
not reduce the amount of the redeposited material. In sec. D.3.4 AFM
scans performed on the Y Ba2Cu3O7 ramp after the same ramp treatment,
showed that some areas look smooth while other areas present a rough profile
fig. D.28. This has been attributed to a lack of control on the redeposited
material.
With the new heater, the ramp recovery process is performed by milling
onto the ramp surface. As already mentioned in sec. D.3.3, different works
[127, 128, 129] state that milling into the ramp should be avoided. Our
investigations seem to support this statement however this is in contrast with
the fabrication process adopted in Twente [10, 111]. Private communication
with Dr. Andreski [133] revealed that at the moment the ramp junction
fabrication process performed in Twente is run on sapphire substrate supplied
by Theva which already have a CeO2/Y Ba2Cu3O7 bilayer on their top. This
can explain the different results obtained in Birmingham, however Smilde et
al. [10, 111] reported the successfull fabrication of Nb/Au/Y Ba2Cu3O7 with
the fabrication procedure which has been performed during this Phd but it
is unknown if they experienced problems on the control of the fabrication
process.
The introduction of the new heater necessary to perform the ramp clean-
ing process adopted in Twente did not produce the expected improvements,
in particular resistance measurements as function of the inverse width of the
contact do not show scaling behaviour. This means that the redeposited ma-
terial problem has not been solved and actually the milling perpendicular to
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the ramp surface seems to increase damage of the contact area as confirmed
by the higher 4K RA products of the samples GV 41 and GV 42.
The reasons of the semiconductive behaviour are again attributed to the
redeposited material and to the presence of an amorphous off-stoichiometric
layer at the Au/Y Ba2Cu3O7 interface.
D.4.2 Conclusions
The fabrication process and the electrical measurements on the
Au/Y Ba2Cu3O7 ramp type contacts have been reported. The challenge asso-
ciated with the fabrication of these devices is the recovery of the Y Ba2Cu3O7
crystal structure on the ramp surface. The ramp is fabricated by argon ion
beam milling, this creates an amorphous and off-stoichiometric layer on the
ramp area. The cleaning process necessary to recover the crystal structure
of the ramp is not always effective as redeposited material can evenly or
unevenly spread on the contact surface.
Two samples GV 06 and GV 08 contain Au/Y Ba2Cu3O7 ramp type con-
tacts with 4K RA products similar to those ones reported in literature
[10, 111], however the majority of the devices on these samples present 4K
RA products which are one or two orders of magnitude larger. Devices show-
ing semiconductive behaviour together with devices having a low 4K RA
products are present on the same sample, showing difficulty in the control of
the redeposited material produced during the hard and the soft etches.
The fabrication process adopted in Twente did not produce the expected
results, in particular the cleaning of the ramp along the sample normal does
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not solve the problem with the redeposited material, furthermore it can not
be excluded that the process increases the damage of the Y Ba2Cu3O7 crystal
structure as a consequence of the milling onto the ramp area.
Our investigations show that the lowest RA products have been obtained
with a cleaning process performed at 200◦C with an argon ion beam parallel
to the ramp surface. Respect to room temperature the sticking coefficient
of the redeposited material is reduced when the temperature is set at 200◦C
furthermore milling with a beam parallel to the ramp surface reduces the
damages on the Y Ba2Cu3O7. A 10 minutes soft etch seems to be more effec-
tive than the pulse cleaning adopted in Twente, however the device showing
the lowest 4K RA product has been obtained with a pulse cleaning.
RA products similar to the values reported in literature have been ob-
tained however the fabrication process is diffult to control and it is not always
reproducible as testified by samples prepared with equal fabrication process
and showing different behaviour, this inconsistency is attributed to the lack
of control on the redeposited materials which together with the damages
produced by the milling reduce the transparency of the contact.
Appendix E
Parallel plate capacitors
containing LaY bO3 as dielectric
layer
Recently, interlanthanides perovskites such as LaLuO3 have been investi-
gated [136] as potential candidates to replace SiO2 as a high-k gate dielectric
because of their low leakage current and suitability to be deposited by several
thin-film fabrication techniques including pulsed laser deposition [137, 138].
A. Feteira [139] prepared and investigated the crystal structure and the di-
electric properties of LaY bO3 ceramics [140]. These LaY bO3 ceramic targets
have been used to fabricate SrRuO3/LaY bO3/SrRuO3 capacitive structures
on (001) oriented SrT iO3 substrate by using a fabrication process similar to
that one discussed in sec. 4.2.
For the SrRuO3, the pulsed laser deposition parameters reported in tab.
4.1 have been used. The LaY bO3 layer has been grown at a temperature of
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Figure E.1: Impedance measurement of a: a) 205µm × 30µm
SrRuO3(100nm)/LaY bO3(300nm)/SrRuO3(150nm) parallel plate
capacitor grown on (001) oriented SrT iO3 substrate. The LaY bO3
has been grown at 780◦C at a pressure of 40Pa O2; b) 205µm ×
30µm SrRuO3(100nm)/LaY bO3(580nm)/SrRuO3(150nm) parallel
plate capacitor grown on (001) oriented SrT iO3 substrate. The
LaY bO3 has been grown at 780
◦C at a pressure of 0.40Pa O2.
780◦C in oxygen flow. When the LaY bO3 is grown at a pressure of 40Pa,
the fabricated capacitive structure present resistive losses as can be seen by
the phase of the impedance of one of these capacitors, fig. E.1a. The full
capacitive behaviour is recovered for deposition pressures equal to 0.40Pa
fig. E.1b. This is in agreement with what is reported in chap. 7 for the
BaTiO3 capacitive structures.
Two different procedures have been followed for the fabrication of the
SrRuO3/LaY bO3/SrRuO3 capacitors. For the sample labeled as GV 02(D)
first the SrRuO3 bottom electrode layer is grown and patterned, then the
SrRuO3/LaY bO3 bi-layer is deposited, the top electrode geometry is de-
fined and finally some windows through the LaY bO3 layer are opened to
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Figure E.2: a) Sideview of a device belonging to the sampleGV 02(D).
b) Sideview of a device belonging to the sample GV 03(D).
contact the bottom electrode. For the sample labeled as GV 03(D) the
SrRuO3/LaY bO3/SrRuO3 tri-layer is grown in situ, then the top electrode
is defined and finally the contact windows are opened through the LaY bO3
film. The sideview of a device belonging to the sample GV 02(D) is sketched
in fig. E.2a while the sideview of a device of the sample GV 03(D) is sketched
in fig. E.2b.
Impedance measurements on the devices of the samples GV 02(D) and
GV 03(D) indicates good capacitive behaviour as shown by fig. E.2b with
constant capacitive values all over the measured frequency range (40Hz
50KHz). The values of the dielectric constant for the grown LaY bO3 films
are higher than the value of the LaY bO3 target which is equal to 26 [140].
Fig. E.3 reports the dielectric constant of two devices, one belonging to the
sample GV 02(D) and the other belonging to the sample GV 03(D). The open
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Figure E.3: Dielectric constants as function of frequency for
SrRuO3/LaY bO3/SrRuO3 plate capacitors. The open circles (◦ ◦),
the full circles (• •) and the dashed line (−−) show the delectric con-
stant of a capacitor belonging to the sample GV 02(D) after fabrica-
tion, 8 hours and 22 hours of annealing at 500◦C in oygen respectively.
This capacitor has an area of 6150µm2 and a LaY bO3 layer which is
583nm thick. The continuos line (−) shows the dielectric constant
of a capacitor belonging to the sample GV 03(D), this device has an
area of 49350µm2 and a LaY bO3 layer which is 567nm thick. Sample
GV 03(D) has not been annealed.
circles (◦ ◦) represent the dielectric constant of the LaY bO3 layer belonging
to a capacitive structure integrated on the sample GV 02(D), the measured
value is around 55 and it is twice the value measured in bulk material. The
continuous line is the dielectric constant of the LaY bO3 layer of a capaci-
tor belonging to the sample GV 03(D) in this case the dielectric constant is
around 35 this value is 35% higher than that one measured in bulk material.
The difference between the two samples consists in the patterning by con-
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tact photholithography and argon ion beam milling of the bottom electrodes
of sample GV 02(D). At the edges of the bottom electrodes of this sample the
SrRuO3 might be damaged as effect of the argon ion bombardment fig. E.2a.
The damaged area is not a good seed layer for the growth of the LaY bO3
film, this is believed to affect the value of the dielectric constant.
Investigation on the SrT iO3 dielectric constant in
Y Ba2Cu3O7/SrT iO3/Y Ba2Cu3O7 capacitive structures where the
Y Ba2Cu3O7 bottom electrode has been patterned by contact photolithog-
raphy and argon ion beam milling, revealed a SrT iO3 dielectric constant
higher than that one reported for bulk materials [141]. This behaviour has
been attributed to the presence of defects and to the island growth of the
SrT iO3 film which lead to space charge polarization in the dielectric layer
and results in a high dielectric constant [141].
To repair the eventual defects present at the LaY bO3-SrRuO3 bottom
electrode interface, sample GV 02(D) has been annealed in oxygen environ-
ment at 500◦C. After 8 hours annealing the dielectric constant was reduced
to 44 (fig. E.3 full circle line) while after 22 hours annealing its value was
around 31 (fig. E.3 dashed line). It is believed that the annealing recrys-
talize the damaged regions in the tri-layer stack and the dielectric constant
approaches that one of the bulk material.
To support this idea X-ray diffraction measurements on the fabricated
structures have been run by D. Woodward [142] at the University of Warwick.
Fig. E.4 reports the experimental X-ray profiles of two
SrRuO3/LaY bO3/SrRuO3 stacks where the bottom SrRuO3 layer has been
patterned by contact photholithography and argon ion beam milling. Fig.
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Figure E.4: Experimental X-ray diffraction profile for
SrRuO3/LaY bO3/SrRuO3 stack where the bottom SrRuO3
layer has been patterned by contact photholithography and argon ion
beam milling. a) Sample not annealed. b) Sample annealed at 500◦C
in oxygen flow for 22 hours.
E.4a shows the X-ray profile of a sample which has not been annealed, instead
fig. E.4b reports the profile of a sample which has been annealed for 22 hours
at 500◦C in oxygen.
The peaks labeled with the letters are present before and after annealing
while the peaks labeled with the numbers are only present before anneal-
ing. On both samples peaks A, D and H indicates epitaxially (001) oriented
LaY bO3 on (001) SrRuO3 and SrT iO3 substrate, see tab. E.1.
The LaY bO3 has an orthorhombic crystal structure with a = 5.843 A˙,
b = 6.033 A˙ and c = 8.432 A˙. The SrRuO3 is treated as a pseudocubic
perovskite with lattice constant a = 3.93 A˙.
In the sample which has not been annealed the peaks 1, 2, 3, 4 and 5
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Peak label Material and reflection
A (002) LaY bO3
B (001) SrT iO3 + (001) SrRuO3
C (110) SrRuO3
D (004) LaY bO3
E (002) SrT iO3 + (002) SrRuO3
F (220) SrRuO3
G (003) SrT iO3
H (008) LaY bO3
I (004) SrT iO3
1 (044) LaY bO3
2 (202) LaY bO3
3 (022) LaY bO3
4 (112) LaY BO3
5 (020) LaY BO3
Table E.1: Assignment of the diffraction peaks reported in fig. E.4.
show the presence of misoriented grains in the LaY bO3. We think that they
grow on the damaged bottom electrode regions, even if the damaged regions
are believed to partially recrystallize during the SrRuO3/LaY bO3 bilayer
deposition as showed by the peaks labeled as C and F in fig. E.4a and tab.
E.1.
After the annealing the misoriented peaks of the LaY bO3 film disappear
and the (110) and (220) reflections of the SrRuO3 becomes stronger. This
indicates recrystallization in the stack, such recrystallization is believed to
repair the damaged regions of the film and the dielectric constant of the
LaY bO3 layer approaches that one of the of the bulk material.
The values of the dielectric constant of the sample GV 03(D) and of the
sampleGV 02(D) after the annealing are comprised between 30 and 36. These
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values are still higher than the dielectric constant of the bulk, and they might
be attributed to an higher permittivity along the (001) axis as Schubert et
al. [136] suggested in the case of LaLuO3 films. However the investigation
of these structures has not been completed and it will be further developed
in the next future.
Appendix F
Copies of the publications
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ABSTRACT 
 
The fabrication and characterization of released cantilevers in new multilayer thin films 
architectures is reported. In contrast to previous works, the cantilevers are produced without 
etching of the substrate and are based on lead free piezoelectric materials. The three architectures 
are: SrRuO3/BaTiO3/MgO/SrTiO3/YBa2Cu3O7, SrRuO3/BaTiO3/SrRuO3/YBa2Cu3O7 and 
SrRuO3/BaTiO3/SrRuO3/SrTiO3/YBa2Cu3O7. It is shown that the different architectures allow a 
choice of the orientation of the polar axis in piezoelectric layers, in plane (d33 mode) or out of 
plane (d31 mode). Both configurations may be utilized in piezoelectric energy harvesting devices. 
Released cantilevers with the above layer sequences have been produced with lengths ranging 
from, 100 µm to 250 µm. The residual stress after the release of the cantilevers produces an 
upwards bending, the distance between the cantilever tips and the substrate varying between 20 
µm and 45 µm. This distance would allow the sufficient vibration amplitude to enable the 
cantilevers to be used as micro-generators. Measurements of Young Modulus of the cantilevers 
and of polarization hysteresis loop are reported. 
 
INTRODUCTION 
 
Energy scavenging from the surrounding environment represents the key towards the building of 
autonomous micro-systems. Solar power is the most powerful ambient energy source but not 
always the most convenient. Another interesting way to harvest energy from the environment is 
represented by the conversion of the parasitic mechanical vibrations into electrical energy. 
Piezoelectric materials are the perfect candidate for such conversion because they can efficiently 
convert mechanical strain into the separation of electrical charge and hence potential difference 
[1]. Furthermore the simplicity of the piezoelectric micro-generator is particularly attractive for 
use in MEMS [2].  
Studies on energy harvesting devices based on Pb(Zr,Ti)O3 have been widely performed [1,3,4]. 
Lead-free piezoelectric materials are increasingly of interest. This paper describes the fabrication 
and characterization of energy harvesting devices based on thin-film architectures using BaTiO3 
as piezoelectric layers. The properties of BaTiO3 are well known, making it ideal for exploration 
of new systems which could then be modified to exploit more recently discovered, higher 
performance materials. The three multilayer systems investigated were: 
SrRuO3/BaTiO3/MgO/SrTiO3/YBa2Cu3O7, SrRuO3/BaTiO3/SrRuO3/YBa2Cu3O7 and 
SrRuO3/BaTiO3/SrRuO3/SrTiO3/YBa2Cu3O7. In these multi-layers, SrRuO3 acts as electrode 
layer and the YBa2Cu3O7 is the sacrificial layer used to obtain suspended structures through 
undercutting. 
 
EXPERIMENT  
 
 The multi-layer films were grown on (100) oriented SrTiO3 substrates by Pulsed Laser 
Deposition using a KrF excimer laser with a wavelength of 248 nm.  The distance between the 
material target and the substrate was set to 5.7 cm. A 4 Hz pulse repetition rate was used, with 
the laser beam focused to a spot size of 2.4 mm2 on the target, providing a fluence on target of 
3.4 J/cm2. The films were grown in an oxygen flow producing pressures of 0.15 Torr O2 for the 
YBa2Cu3O7 deposition, 0.2 Torr O2 for the SrTiO3 and MgO depositions, 0.3 Torr O2 for the 
SrRuO3 deposition, and either 0.15 and 0.06 Torr O2 for the BaTiO3 deposition.  
The YBa2Cu3O7 deposition was performed at the relatively low temperature of 740  ̊C in order to 
avoid outgrowths which may form at higher deposition temperatures [5]. The SrRuO3 and the 
BaTiO3 were deposited at a temperature of 780  ̊C, for the other two layers a deposition 
temperature of 740  ̊C was used. After the multi-layer deposition the sample was cooled down in 
900mbar of static O2 environment. There were dwells of 15 minutes at 600  ̊C and 30 minutes at 
450  ̊C during cooling to fully oxygenate the YBa2Cu3O7 layer [6]. 
The films were then patterned by contact photolithography and argon ion beam milling, using a 
Karl Suss mask aligner and an Oxford Applied Research IM150 Ion milling system respectively. 
Photoresist was used to protect regions of the sample which would become the cantilevers. 
Milling through to the substrate through windows developed in the photoresist was used to 
define the cantilever geometry.  Secondary ion mass spectrometry was used to monitor the 
progress of the milling. Then the photoresist was removed and the cantilevers were released by 
undercutting the YBa2Cu3O7 film. The undercut was achieved by etching with 0.1% HNO3. The 
sample was then rinsed in distilled water and dried by using critical point drying. The critical 
point drying was necessary to avoid the breakage of the suspended structures due to stiction [7].  
The uncovered YBa2Cu3O7 is milled rather than wet etched in order to obtain a well defined 
cantilever geometry, figure 1. 
 
 
 
Figure1. a) BatiO3(120 nm)/MgO(50 nm)/SrTiO3(500 nm), 170 μm long u-shape  cantilever 
grown on 400 nm YBa2Cu3O7. The cantilever was defined by ion beam milling as described in 
the text.  
b) BatiO3(120 nm)/SrTiO3(500 nm), 300 μm long u-shape cantilever grown on 400 nm 
YBa2Cu3O7. The YBa2Cu3O7 layer in this case was removed by wet etching, rather that ion-beam 
milling, which has produced a much less well defined cantilever compared with ion milling.  
c) SrRuO3(50 nm)/BaTiO3(100 nm)/SrRuO3(350 nm) 128 µm long u-shape cantilever grown on 
400 nm YBa2Cu3O7. The cantilever was defined by ion beam milling as described in the text. 
 
The structure of the films was assessed by X-ray diffraction using a Siemens D5000 X-ray 
diffractometer. The Young's Modulus was measured by nanoindentation using a NanoTest 
(Micro Materials, UK) employing a diamond-coated Berkovich indenter. Indentations were 
performed at depths of 20 nm and greater through the multilayer. 
Capacitance and hysteresis loop measurements were performed on SrRuO3(100 nm)/BaTiO3(400 
nm)/SrRuO3(150 nm) parallel-plate capacitors. Capacitors with areas of  95 µm x 30 µm, 105 µm 
x 30 µm, 205 µm x 30 µm    and 215 µm x 30 µm were measured. The capacitance measurements 
were made using an Agilent 4294A Precision Impedance Analyzer, with a source voltage of 1 V 
over the frequency range of 50 Hz-50 kHz. 
 Hysteresis loops have been measured by using a custom made Sawyer and Tower circuit. 
Sinewave voltages with peak to peak amplitude up to 50 V and frequency of 20 kHz have been 
applied. 
 
 
DISCUSSION  
 
 BaTiO3 films sandwiched between two SrRuO3 electrodes showed resistive behavior 
when grown in 0.15 Torr O2. They showed capacitive behavior when the BaTiO3 is grown in 
0.06 Torr O2. The measured capacitance were in the range 100 pF-200 pF. 
Resistance measurements were performed on a 100µm long, 10µm wide and 0.12µm high 
SrRuO3 line deposited on (100) oriented SrTiO3 substrate to check that the deposited films have 
the expected conductive behavior. The room temperature resistivity was 284 μΩcm and at 4 K 
the resistivity was 31 μΩcm. These values are in agreement with those reported elsewhere [8]. 
Table I shows the lattice parameters of the deposited BaTiO3, in different layer sequences. The 
BaTiO3 film was oriented with the polar axis parallel to the surface of the film when grown on 
MgO. The measured polar lattice parameter of 4.002 Å appears smaller than the bulk value 
because it is an average value: there are two possible orthogonal orientations when the polar axis 
is in the plane of the substrate; a non polar axis must also lie in plane. This configuration fits the 
d33 energy harvesting mode. 
 
Table I. BaTiO3 film lattice parameters on different layer sequences. Bulk parameters are 
provided for comparison. 
 
Material 
[top down layer sequence] 
In plane a axis 
measured [Å] 
(bulk [Å]) 
In place b axis 
measured [Å] 
(bulk [Å]) 
Out of plane axis 
measured [Å] 
(bulk [Å]) 
BaTiO3 
[SrRuO3(50nm)/BaTiO3(100nm)/ 
SrRuO3(350nm)/YBa2Cu3O7(400nm)] 
3.951 
(3.992) 
3.951 
(3.992) 
4.069 
(4.036) 
BaTiO3 4.002 4.002 3.997 
[BaTiO3(500nm)/MgO(60nm)/ 
YBa2Cu3O7(400nm)] 
(3.992) (3.992) (4.036) 
BaTiO3 
[BaTiO3(126nm)/SrTiO3(500nm)/ 
YBa2Cu3O7(400nm)] 
3.996 
(3.992) 
3.996 
(3.992) 
4.015 
(4.036) 
 
When the BaTiO3 film was grown on a SrRuO3 or on a SrTiO3 layer the polar axis was 
perpendicular to the surface of the film, this configuration fits the d31 energy harvesting mode. 
The polar axis of a 100nm thick BaTiO3 film sandwiched between two SrRuO3 layers showed an 
elongation equal to the 0.83% of its length in bulk material, in agreement with observations [9]. 
In the grown multi-layers the SrTiO3 film functions as a buffer layer introduced to improve the 
interface quality between the YBa2Cu3O7 and the MgO film.  Fig.2 shows secondary ion mass 
spectroscopy (SIMS) data during the milling of two samples, one with the SrTiO3 buffer layer 
and one without. The SrTiO3/YBa2Cu3O7 interface (figure 2a) is better defined than the 
MgO/YBa2Cu3O7 interface (figure 2b) with a sharp transition between layers evidenced by the 
SIMS signal. Without a well defined interface was difficult to undercut the YBa2Cu3O7 and 
suspend the beam. The buffer layer can also be introduced between the SrRuO3 and the 
YBa2Cu3O7 layer in the SrRuO3/BaTiO3/SrRuO3/YBa2Cu3O7 structures, in this case the presence 
of the buffer layer allowed 98% of the structures to be suspended, without buffer layer the yield 
was reduced to 70%.  
 
 
Figure 2.  Secondary Ion beam spectroscopy of a milling step. a) BaTiO3/MgO/YBa2Cu3O7 tri-
layer. b) SrTiO3/YBa2Cu3O7  bilayer. 
 
Cantilevers with different layer sequences and a length comprised between 100 µm and 250 µm 
have been produced, figure 1. Due to the residual stress the cantilever bends upwards after 
release. Distances in the range 20 µm-45 µm between the substrate and the cantilever free edges 
were measured. In contrast to the previous works [1,3,4], such a distance can allow the use of 
these structures as inertial energy harvesting devices without the need to etch the substrate. 
Table II reports the Young Modulus of the deposited films in different layer combinations. The 
values reported in the table represent the Young Modulus values averaged over the film 
thickness over a minimum of 25 measurements. The BaTiO3 showed a higher Young Modulus 
when grown on Mgo, with the polar axis in plane, than when grown on SrRuO3 and SrTiO3, with 
the polar axis out of plane.  
Figure 3 shows the ferroelectric hysteresis behavior of a SrRuO3(100 nm)/BaTiO3(400 
nm)/SrRuO3(150 nm) parallel-plate capacitor. The capacitors show a residual polarization 
between 2.5 µC/cm2 and 5.35 µC/cm2. 
 
Table II. Young Modulus of the grown films in different layer sequences. 
 
Top down layer sequence Material Young Modulus 
[GPa] 
BaTiO3(200 nm)/SrRuO3(200 nm)/YBa2Cu3O7(100 nm) BaTiO3 163 
SrRuO3 190 
BaTiO3(200 nm)/MgO(400 nm) BaTiO3 229 
MgO 234 
BaTiO3(128nm) BaTiO3 134 
BaTiO3(126 nm)/SrTiO3(500 nm)/YBa2Cu3O7(400 nm) SrTiO3 130 
YBa2Cu3O7 147 
MgO(150 nm)/YBa2Cu3O7(150 nm) MgO 231 
 
 
 
 
Figure 3. Hysteresis loop measurement on a SrRuO3(100 nm)/BaTiO3(400 nm)/SrRuO3(150 nm) 
parallel plate capacitor of area 95 µm x 30 µm.  
 
CONCLUSIONS  
 
In energy harvesting applications, piezoelectric cantilevers may use the polar axis in 
plane (the d33 mode) or out of plane (the d31
 
mode) although the d33 mode is preferred [3]. Using 
X-ray diffraction we have found that both modes can be achieved using the multi-layer 
sequences reported. In particular the SrRuO3/BaTiO3/MgO/SrTiO3/YBa2Cu3O7 structure fits the 
d33 energy harvesting mode, the SrRuO3/BaTiO3/SrRuO3/YBa2Cu3O7 and the 
SrRuO3/BaTiO3/SrRuO3/SrTiO3/YBa2Cu3O7  stacks fit the d31 energy harvesting mode. 
Cantilever release distances in the range 20-45 µm have been achieved by etching of a sacrificial 
layer within the multilayer. Release is achieved without the need to etch the substrate; this is 
different from previous work [1,3,4] where the substrates have always been etched to release the 
cantilevers. 
In the deposited films the high values for the Young’s Modulus do not allow to the residual 
stress to damage the cantilevers after their release. The upward bend is not excessive, and it is 
beneficial to increase the vibration amplitude.  
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Abstract We have used a method to experimentally
determine the curvature of thin film multilayers in
all oxide cantilevers. This method is applicable for
large deflections and enables the radius of curvature
of the beam, at a certain distance from the anchor,
to be determined accurately. The deflections of the
suspended beams are measured at different distances
from the anchor point using SEM images and the ex-
pression of the deflection curve is calculated for each
cantilever. With this expression it is possible to calcu-
late the value of the radius of curvature at the free
end of the cantilever. Together with measured values
for the Youngs Modulus, this enabled us to deter-
mine the residual stress in each cantilever. This analy-
sis has been applied to SrRuO3/BaTiO3/SrRuO3,
BaTiO3/MgO/SrTiO3 and BaTiO3/SrTiO3 piezoelec-
tric cantilevers and the results compared to two models
in which the stresses are determined by lattice para-
meter mismatch or differences in thermal expansion
coefficient. Our analysis shows that the bending of
the beams is mainly due the thermal stress generated
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during the cooling down stage subsequent to the film
deposition.
Keywords Residual stress · Thermal stress ·
Cantilever · Thin film stress
1 Introduction
There is a wide range of sensors and actuators based
on micromachined cantilevers. These devices convert
the mechanical vibration of a suspended beam, which
may be terminated with a proof mass, into an electrical
signal, which may be used to measure acceleration,
vibrational frequency or even as a source of electrical
power. Usually, the freedom of movement of the can-
tilever is guaranteed by etching a pit into the substrate
and the cantilever is designed so that the curvature
is minimized. When a cantilever is fabricated using a
multilayer thin film structure, mechanical stresses arise
between the layers as a result of a mismatch of lattice
constants and thermal expansion coefficients. These
result in the beam being curved rather than straight,
which is undesirable for some applications. In order to
control the curvature of the beam, an understanding
of the stresses in the beam is required, which can be
obtained from beam theory.
According to beam theory [1], the longitudinal stress
in an homogeneous deflected beam, Fig. 1, is:
σx = −
Eδ
ρ
(1)
where E is the Young’s Modulus of the beam, δ is the
distance from the neutral axis and ρ is the radius of
curvature. So the stress varies linearly along the section
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Fig. 1 Longitudinal stress σx along the cross section of an homo-
geneus beam, δ is the distance of a generic fibre from the neutral
axis
of the beam. In a multilayer beam, Eq. 1 is valid for
each individual layer. The longitudinal stress assumes
its maximum value at the bottom and top surface of the
cantilever. Previously [2, 3], the radius of curvature ρ
of a deflected beam has been evaluated by measuring
the deflection δ at the cantilever free end and then the
following relation is used:
ρ =
L2
2δ
(2)
L is the length of the beam. This formula is an
approximation valid for small deflections. For larger
deflections another method has to be followed. This
paper shows a straighforward way to experimentally
evaluate the residual stress in released cantilevers and
hence determine the residual longitudinal stress in the
general case.
We calculated the deflection curve of the cantilever
by measuring the deflection of the beam at different
distances from the anchor point. This enabled us to
evaluate the radius of curvature at the free end of the
structure.
The measurement of the deflection profile has been
used elsewhere to estimate the curvature of suspended
beams containing phase-change materials [4]. In that
work the Stoney equation was used to calculate the
elastic strain at the interface between a thick cantilever
and a thin film grown on its top. Such treatment is
only valid if the film thickness is negligible compared
with the cantilever thickness [4, 5]. This restriction
does not apply to our method and we demonstrate
its effectiveness using multilayers to which the Stoney
equation would not apply.
In this work the equations of beam theory [1], are
used to estimate the residual stress on the top sur-
face of the fabricated cantilevers; we have used this
analysis to obtain values for residual stress in all-oxide
piezoelectric cantilevers. These consisted of SrRuO3/
BaTiO3/SrRuO3 and BaTiO3/MgO/SrTiO3 multi-
layers which are based on lead free materials and have
applications as energy harvesting devices. The use of
an all oxide structure allows the layers to be grown
epitaxially, which enables us to exploit the anisotropy
of piezoelectric oxides in device design. We found that
the first structure can be used to produce energy har-
vesting devices working in the d31 mode because the
polar axis is perpendicular to the surface of the film
(out of plane), while the second structure can be used
for the d33 energy harvesting mode [6, 7] as the polar
axis is parallel to the surface of the film (in plane).
The maintenance of epitaxy throughout the structure
requires us to use an oxide sacrificial layer. Resid-
ual stress investigations have been also performed on
BaTiO3/SrTiO3 cantilevers, these structures were de-
veloped at the beginning of the project to investigate
the growing conditions and the properties of such ma-
terial, however they do not find practical applications
as energy harvesting devices.
For the analysed structures, the residual stress pro-
duces an upward bending of the beam, after their re-
lease. We will show how the application of our stress
analysis method enables us to identify the dominant
sources of stress in our cantilevers and hence illustrate
how it may be applied more generally.
The residual stress in a multilayer beam can be pre-
dicted given certain key parameters.We havemeasured
the lattice parameter and Youngs modulus for our
samples and used these together with published values
for Poissons ratio and thermal expansion coefficients
to calculate the residual stress in our samples. We
compare these to the stresses determined from the
curvature of the beam.
2 Fabrication and characterization
of all oxide cantilevers
We used a KrF excimer laser with a wavelength of
248 nm to grow our films by pulsed laser deposition. A
4 Hz pulse repetition rate is used, the distance between
the material target and the substrate is set to 5.7 cm
and all the devices were fabricated on (001) oriented
SrTiO3 substrates.
The first layer grown is Y Ba2Cu3 O7 which is used
as a sacrificial layer for the release of the beam. This
is followed by the SrRuO3/BaTiO3/SrRuO3 (out of
plane or OP) or the BaTiO3/MgO/SrTiO3 (in plane
or IP) stack. The BaTiO3/SrTiO3 bilayers (Bi) have
been also grown on the top of the sacrificial layer. Our
deposition system allows the deposition of only three
films in situ, for the Bi structure only three films are
necessary so they are grown in situ, for the IP stack first
the MgO/SrTiO3/Y Ba2Cu3O7 tri-layer is deposited
followed by a BaTiO3/MgO bilayer, in the case of the
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OP structure first the BaTiO3/SrRuO3/Y Ba2Cu3 O7
thi-layer is grown followed by a SrRuO3/BaTiO3
bilayer. The deposition parameters are reported in
Table 1.
In these structures, BaTiO3 is the piezoelectric
layer, SrRuO3 acts as an electrode for the OP stacks
whilst for the IP stacks, the MgO film is introduced to
grow the BaTiO3 with the polar axis parallel to the
surface of the film, and the SrTiO3 works as buffer
layer to improve the interface between theY Ba2Cu3 O7
and the MgO film in the IP structure [8].
The IP structure needs the deposition of a gold top
electrode. However the gold deposition is performed at
room temperature, so it does not influence the thermal
stress analysis which will be developed in the next
sections. The cantilever geometry is then defined by
contact photolitograpy and argon ion beam milling.
To suspend the beam the sample is undercut in 0.1%
HNO3, rinsed in distilled water and dried using critical
point drying in order to avoid stiction problems.
The Young’s modulus of the deposited films has
been evaluated using nanoindentation measurements.
A NanoTest (Micro Materials, UK) employing a
diamond-coated Berkovich indenter has been used, to
measure the reduced modulus Er of the grown films.
The reduced modulus Er is calculated according to the
following equation:
Er =
1
2
1
dP
dh
+
π0.5
A0.5p
(3)
dP/dh is the compliance of the contact and Ap is the
projected contact area, for a Berkovic indenter:
A0.5p = 4.896hc (4)
hc is the contact depth and it is equal to:
hc = hmax − 0.75 (hmax − hr) (5)
hmax and hr are determinated from the loading unload-
ing data [9, 10].
Table 1 PLD deposition parameters for the deposited films
Material Fluence Deposition Deposition
[J/cm2] temperature [◦C] pressure [Torr]
Y Ba2Cu3 O7 3.4 740 0.15O2 f low
SrRuO3 3.2 780 0.3O2 f low
BaTiO3 3.5 740 0.15O2 f low
MgO 3.5 740 0.20O2 f low
SrTiO3 3.2 740 0.21O2 f low
The Young’s modulus is then calculated from the
reduced modulus according to the following equation:
1
Er
=
(
1 − ν2
)
E
(
1 − ν2i
)
Ei
(6)
E and ν are the Young’s modulus and the Poisson’s ra-
tio of the specimen under measurements, Ei and νi are
the same parameters for the indenter, for a Berkovic
indenter the Young’s modulus Ei is equal to 1141 GPa
and the Poisson’s ratio is equal to 0.07 [10]. The values
of the reduced modulus measured near the top surface
of the stack or at the interface between two layers have
not been used to calculate the Young’s modulus of the
grown films. Measurements of the reduced modulus
reveal that in the first 10 nm or 15 nm from the top
surface of the stack, or from the interface between
two layers, the reduced modulus assumes values which
are not constant and are not compatible with the bulk
Young’s modulus of the same material. After the first
10 nm or 15 nm the reduced modulus approches a value
compatible with the Young’s Modulus measured in the
bulk of the same material; such a value is maintained
through the thickness of the film until the next interface
is reached.
Indentations were performed from the top surface
down to the desired depth through the multilayer. The
indenter was held at load for 60 s, then retracted from
the sample at a rate of 0.5 nm/s. Each indentation
was separated by 50 µm, to avoid any influence of the
previous indentation.
The values reported in Table 2 represent the values
of Young’s Modulus values averaged over the film
thickness over a minimum of 25 measurements. Values
obtained from depths near the top surface and near
the film interfaces have been rejected, however if such
Table 2 Thermal expansion coefficient, Poisson’s ratio and
Young Modulus of the deposited films. The Young Modulus has
been measured by nanoindentation technique
Material Thermal expansion Young Poisson
coefficient modulus ratio
[10−61/K] [GPa]
Y Ba2Cu3 O7 13.4 129 0.3
SrRuO3 8 190 0.3
BaTiO3 (on MgO 11.3 175 0.35
or SrRuO3)
BaTiO3 11.3 79 0.35
(on SrTiO3)
MgO 8 233 0.18
SrTiO3 9.4 130 0.25
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values are considered they alter the final value of the
Young’s modulus by less than 10%.
X-ray diffraction analysis was performed by using a
Siemens D5000 diffractometer. The lattice parameters
of the films are reported in Table 3. When the BaTiO3
film is grown on the SrRuO3 layer in the OP stack, the
lattice parameters are consistent with the longer polar
axis being perpendicular to the surface of the film, this
orientation would suit the d31 energy harvesting mode.
For the IP structures, the in plane lattice parameters
are longer than the out of plane ones for BaTiO3
grown on MgO which is consistent with the polar axis
being parallel to the surface of the film, this orientation
suits the d33 energy harvesting mode. In this case the
measured polar lattice parameter of 4.002 A˙ appears
smaller than the bulk value because it is an average
value, as there are two possible orthogonal orientations
for the polar axis in the plane of the substrate, with
the non polar axis lying in the perpendicular direction
in plane.
The SEM analysis has been performed with a
Philips XL30S FEG. Figure 2 shows SEM pic-
tures of three of the devices under investigation.
Figure 1(a) shows a 123 µm long, 20 µm wide IP
U-shape cantilever, the SrTiO3 film is 500 nm thick,
the MgO layer is 50 nm thick and the BaTiO3 film is
120 nm thick. Figure 1(b) shows a 234 µm long, 20 µm
wide OP U-shape cantilever, the bottom SrRuO3 layer
is 350 nm thick, the BaTiO3 film is 100 nm thick and
the SrRuO3 top layer is 50 nm thick. Figure 2(c) shows
a 44 µm long, 10 µm wide Bi cantilver, the SrTiO3 is
500 nm thick and the BaTiO3 is 120 nm thick.
When the cantilever is undercut it leaves a trace on
the substrate Fig. 3. The deflection of the beam was
evaluated by measuring the distance between the trace
on the substrate and the top surface of the cantilever.
Table 3 Lattice constants of the different materials used in the
cantilever stack. The lattice parameters have been masured by
X-ray diffraction technique
Material a Measured b Measured c Measured
(a theoretical) (b theoretical) (c theoretical)
BaTiO3 3.951A˙ 3.951 4.069
(on SrRuO3) (3.992A˙) (3.992A˙) (4.036A˙)
BaTiO3 4.002A˙ 4.002A˙ 3.997A˙
(on MgO)
BaTiO3 3.996A˙ 3.996A˙ 4.015A˙
(on SrTiO3) (3.992A˙) (3.992A˙) (4.036A˙)
SrRuO3 5.519A˙ 5.519A˙ 7.825A˙
(on YBa2Cu3 O7) (5.567A˙) (5.530A˙) (7.845A˙)
MgO 4.220A˙ 4.220A˙ 4.220A˙
(on SrTiO3) (4.211A˙) (4.211A˙) (4.211A˙)
123 µm
20 µm
141 µm
20 µm
144 µm
234 µm
44 µm 10 µm
(c)
(a)
(b)
Fig. 2 SEMpictures of: (a) BaTiO3/MgO/SrTiO3 123 µm long,
20 µm wide U-shape cantilever. (b) SrRuO3/BaTiO3/SrRuO3
234 µm long, 20 µm wide U-shape cantilever. (c) BaTiO3/
SrTiO3 44 µm long, 10 µm wide cantilever
Measurements uncertainties of 300 nm in the y direc-
tion and of 1 µm in the x direction have been estimated.
To validate the SEM measurements, the deflection
of the cantilevers was also measured with a Mi-
croXAM2 interferometer (Omniscan, UK). The inter-
ferometer was operated in phase mode employing light
of wavelength 510 nm, and at a magnification of 100X.
Interferograms were found to be unreliable, due to
differences in the reflectivities of the various materi-
als. Instead, the interferometer was operated manually,
employing a motorised x, y, z stage with ±0.1 µm reso-
lution. The interferometric fringes were focused on the
sample surface and the position of peak light intensity
was considered to be the x, y position of interest, whose
position could be determined with approximately
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Fig. 3 SEM pictures showing the measurements of the deflection
for a BaTiO3/SrTiO3 cantilever at 32 µm from the anchor
± 3 µm accuracy due to the manual positioning in-
volved. The corresponding z-position was recorded for
each surface location assessed.
3 Analysis of the cantilevers
In order to determine the residual stresses in the can-
tilevers, we must consider the forces distributed over
its cross section. These represent a system equivalent
to a couple and the resultant of these forces in the x
direction must be equal to zero Fig. 1, [1]. The couple
which models the forces along the cross section of the
beam generates a moment M. The differential equation
describing the deflection curve can be written as:
EIz
d 2 y
dx2
= −M (7)
where Iz is the moment of inertia of the cross section
of the cantilever [1]. The deflection of the beam is
described by a parabola. The U-shape cantilever is
mechanically equivalent to a simple cantilever with a
beam width equal to twice the real one [11]. So all the
relations for the normal beam can be applied to these
devices.
The deflections of three example cantilevers (on
three different samples), one for each layer se-
quence, have been measured at five different distances
(A ; B ;C ; D ; E) from the anchors. The data as exam-
ple of each layer sequence are presented in Table 4.
Both the SEM and optical data are shown, together
with the equation of the parabola through the first,
middle and last points A, C and E respectively. Also
shown in Table 4 is the radius of curvature for each T
a
b
le
4
D
e
v
ic
e
ty
p
e
,
le
n
g
th
,
w
id
th
a
n
d
co
-o
rd
in
a
te
s
(x
,y
)
o
f
th
re
e
e
x
a
m
p
le
ca
n
ti
le
v
e
rs
(o
n
e
fo
r
e
a
ch
la
y
e
r
se
q
u
e
n
ce
);
x
is
th
e
p
o
si
ti
o
n
o
f
th
e
m
e
a
su
re
m
e
n
t
a
lo
n
g
th
e
ca
n
ti
le
v
e
r
a
n
d
y
is
th
e
d
e
fl
e
ct
io
n
.T
h
e
p
a
ra
b
o
li
c
e
q
u
a
ti
o
n
s
d
e
sc
ri
b
in
g
th
e
d
e
fl
e
ct
io
n
o
f
th
e
ca
n
ti
le
v
e
rs
th
ro
u
g
h
th
e
p
o
in
ts
(
A
;
C
;
E
)
a
re
re
p
o
rt
e
d
fo
r
b
o
th
th
e
S
E
M
a
n
d
th
e
in
te
rf
e
ro
m
e
te
r
d
a
ta
,
th
e
ra
d
iu
s
o
f
cu
rv
a
tu
re
s
o
f
e
a
ch
ca
n
ti
le
v
e
r
ca
lc
u
la
te
d
fr
o
m
E
q
.8
w
it
h
th
e
p
a
ra
b
o
la
o
b
ta
in
e
d
fr
o
m
S
E
M
d
a
ta
a
re
a
ls
o
g
iv
e
n
D
e
v
ic
e
C
a
n
ti
le
v
e
r
L
e
n
g
th
W
id
th
S
E
M
co
o
rd
in
a
te
s
In
te
rf
e
ro
m
e
te
r
co
o
rd
in
a
te
s
S
E
M
P
a
ra
b
o
la
R
a
d
iu
s
o
f
ty
p
e
[µ
m
]
[µ
m
]
(A
;
B
;
C
;
D
;
E
)
(A
;
B
;
C
;
D
;
E
)
(I
n
te
rf
e
ro
m
e
te
r
p
a
ra
b
o
la
)
cu
rv
a
tu
re
( x[
µ
m
],
y
[µ
m
])
( x[
µ
m
],
y
[µ
m
])
y
=
a
x
2
+
b
x
+
c
[µ
m
]
O
P
U
-s
h
a
p
e
1
2
0
µ
m
2
0
µ
m
(0
,
1
.7
4
);
(2
0
,
3
.3
5
);
(5
0
,
8
.4
4
);
(0
,
1
.5
);
(2
0
,
3
.5
);
(5
0
,
8
.2
);
y
a
=
1
6
2
0
x
2
+
0
.0
5
3
x
+
1
.7
4
·
1
0
−
6
4
0
3
±
7
.1
5
(9
0
,
1
9
.5
);
(1
1
8
,
3
0
.5
);
(9
0
,
1
8
);
(1
1
8
,
3
1
);
(y
=
1
7
0
6
x
2
+
0
.0
4
8
7
x
+
1
.5
·
1
0
−
6
)
IP
U
-s
h
a
p
e
1
2
0
µ
m
2
0
µ
m
(0
,
1
.0
2
);
(2
0
,
2
.3
);
(5
0
,
5
.7
2
);
(0
,
2
);
(2
0
,
3
.6
);
(5
0
,
5
.8
);
y
b
=
1
0
4
0
x
2
+
0
.0
4
2
x
+
1
.0
2
·
1
0
−
6
5
5
1
±
3
7
(9
0
,
1
3
.5
);
(1
2
2
,
2
1
.6
);
(9
0
,
1
2
.3
);
(1
1
8
,
1
8
.6
);
(y
=
8
3
4
x
2
+
0
.0
3
4
3
x
+
2
·
1
0
−
6
)
B
i
B
e
a
m
4
4
µ
m
1
0
µ
m
(2
.3
3
,
1
.5
7
);
(1
0
,
2
.2
3
);
(2
0
,
3
.2
);
(0
,
1
.1
);
(/
,
/
);
(2
0
,
3
.4
);
y
c
=
2
5
0
0
x
2
+
0
.0
3
3
9
x
+
1
.5
1
·
1
0
−
6
2
1
7
±
5
7
(3
0
,
4
.8
2
);
(3
9
,
6
.6
8
);
(3
0
,
4
.5
);
(4
4
,
7
.9
)
(y
=
1
6
5
0
x
2
+
0
.0
8
2
x
+
1
.1
·
1
0
−
6
)
J Electroceram
Fig. 4 Parabola and deflection of the measured points for the
120 µm long, 20 µm wide u-shape cantilever having the OP layer
sequence
cantilever, calculated from the parabola by using the
following expression [1].
1
ρ
=
d2 y
dx2[
1 +
(
dy
dx
)2] 32 (8)
To evaluate the radius of curvature the parabola ob-
tained from the to the SEM data has been considred,
this because of the higher resolution associated with the
SEM mmeasurements.
The parabola describes the deflection of the can-
tilevers well, as can be seen from Fig. 4 which shows the
parabola and the measured points for the analysed OP
device. However it has to be emphasized that Eq. 7 is
an approximation [1]. A parabola might not be a good
approximation generally, in which case an alternative
expression should be considered. For the three example
devices the deviations in the measured coordinates of
B and D from the parabolic approximation are re-
ported in Table 5. These deviations are in the error
range of the SEM coordinates.
As already reported, to validate the method, the
deflection of the cantilever has been measured with
the interferometer technique. Table 5 also reports the
percentage errors on the parabola coefficients a and
b obtained from the interferometer measurements re-
spect to the parabola coeffients relative to the SEM
data. The percentage errors on a and b , ea and eb
respectively, have been calculated from the following
expressions:
ea =
∣∣∣∣aSEM − aINTaSEM
∣∣∣∣ · 100 (9)
eb =
∣∣∣∣bSEM − b INTbSEM
∣∣∣∣ · 100 (10)
where aSEM and bSEM are the parabola coefficients
calculated from SEM data, while aINT and b INT are
the parabola coefficients obtained from interferometer
measurements. The coefficient c is not considered as
its value does not affect the radius of curvature of the
cantilevers.
The longitudinal stress at the free end cross section
of each of the three example cantilevers is evaluated by
using Eq. 1. The value of the Young’s Modulus appro-
priate for amultilayer system is that of thematerial with
maximum Young’s modulus [1]. In fact in a cantilever
system with heterogeneus cross section the width of
each layer is normalized to the maximum Young Mod-
ulus according to transformed section theory Fig. 5 [1].
To evaluate the longitudinal stress at the cantilever
top surface, it is necessary to know the position of the
neutral axis in order to calculate the distance between
the cantilever’s top surface and the neutral axis itself.
The expression for the position of the neutral axis in a
n-layer film stack is:
hneut =
∑n
i=1(tib i,c)hi∑n
i=1(tib i,c)
(11)
b i,c = b i
Ei
Emax
(12)
where ti is the thickness of the layer i, hi is the position
of the baricenter of the layer i, b i,c represents the
width of the layer i normalized to the maximum Young
Table 5 Errors on the pointsB andD consequence of the parabolic approximation used for the de-ection of the cantilever. Also reported
are the percentage errors ea and eb of the parabola coefficients obtained for the interferometers measurements respect to the SEM
data. The reported data are relative to the three example devices
Device Cantilever Length Width Error on B Error onD ea eb
type [µm] [µm] for SEM par. for SEM par. SEM–INT SEM–INT
[µm] [µm]
OP U-shape 120µm 20µm + 0.1 + 0.22 5.3% 8.11%
IP U-shape 120µm 20µm + 1.22 − 0.28 20% 18.3%
Bi Beam 44µm 10µm − 0.13 − 0.04 51.5% 142%
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ti
hi
bi
hneut
Fig. 5 Equivalent section model of an heterogeneus multilayer
cantilever according to the equivalentsection theory; b i is the
width of the layer i, ti is the thickness of the layer i, hi indicates
the position of the baricenter of the layer i and hneut indicates the
position of the neutral axis in the equivalent section model
modulus and Ei is the Young Modulus of the layer i,
Fig. 5 [12].
The longitudinal stress at the beam top surface for
the example OP cantilever is:
σ˜a = −0.104 · 10
9 ± 0.002 · 109
[
N
m2
]
(13)
for the example IP structure the top surface stress is:
σ˜b = −0.131 · 10
9 ± 0.009 · 109
[
N
m2
]
(14)
finally for the example Bi device the longitudinal stress
at the top surface is:
σ˜c = −0.200 · 10
9 ± 0.069 · 109
[
N
m2
]
. (15)
These represent the experimental values of the lon-
gitudinal stress at the cantilever top surface.
The same analysis has been performed on other
cantilevers belonging to the three analysed samples
and having the three layer sequences previously re-
ported. The resulting experimental stresses for all the
devices analysed, together with the theoretical values
of the longitudinal stresses (which will be discussed in
Section 4) are reported in Table 6.
There are three sources of uncertainty in this
analysis. The first source is due to the measurement
technique and it is linked to the resolution of the
measurement instruments. The second is the curve cho-
sen to approximate the deflection of the beam. The
third source of error is due to the fabrication process,
this kind of error arises from the undercut and resist
resolution.
The uncertainties on the values of the residual
stresses σ˜a, σ˜b and σ˜c have been calculated developing
an error analysis on the radius of curvature.
Considering the canonical form of the parabola and
Eq. 8, the radius of curvature depends only on the
parameters a and b , so the uncertainty in the radius of
curvature is dependent on the uncertainty in a and b
but not in c.
The radius of curvature of each cantilever was cal-
culated at the free end of the structure, so an error on
the length of the cantilever also affects its final value.
The principle errors on the cantilever lengths is due to
the undercut at the anchors points. Undercuts between
9 µm and 20 µm have been measured.
The uncertainty on the radius of curvature has been
evaluated using the following formula:
(1ρ)2 =
(
∂ρ
∂a
1a
)2
+
(
∂ρ
∂b
1b
)2
+
(
∂ρ
∂l
1l
)2
(16)
where 1a and 1b are the standard deviations on the
parabola factors a and b , they include the instrument
and the fitting error; 1l is the uncertainty on the length
Table 6 Experimental stress, theoretical thermal stress and theoretical stress due to combined effect of thermal and misfit stress
evaluated at the top surface of each cantilever. For each cantilever the device type corresponding to different layer sequence is
indicated, also the cantilever shapes and the cantilever lengths and widths are reported
Device Cantilever Length Width Experimental Theoretical Theoretical
type [µm] [µm] stress thermal stress thermal−misfit[
10
9 N/m2
] [
10
9 N/m2
]
stress
[
10
9 N/m2
]
OP U-shape 120 µm 20 µm −0.104 ± 0.002 −0.051 −0.0013
OP U-shape 128 µm 20 µm −0.093 ± 0.009 −0.051 −0.0013
OP U-shape 234 µm 20 µm −0.051 ± 0.026 −0.051 −0.0013
IP U-shape 120 µm 20 µm −0.153 ± 0.011 −0.145 −7.21
IP U-shape 122 µm 20 µm −0.131 ± 0.009 −0.145 −7.21
IP U-shape 180 µm 20 µm −0.112 ± 0.028 −0.145 −7.21
Bi Beam 32 µm 10 µm −0.173 ± 0.136 −0.071 1.2
Bi Beam 44 µm 10 µm −0.200 ± 0.069 −0.071 1.2
Bi Beam 55 µm 10 µm −0.190 ± 0.112 −0.071 1.2
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of the cantilever due to the undercut and to the reso-
lution of the photoresist. The errors on the radius of
curvature are reported in Table 4.
The error in the experimental values of the residual
stress can be calculated from the error on the radius of
curvature, they are reported in Table 6.
4 Theoretical values for the residual stress
Usually vacuum deposited films are in a state of stress.
Causes of stress are the mismatch of thermal expan-
sion coefficients between the different layers (thermal
stress), the mismatch of lattice constants between the
different materials (misfit stress) and the presence of
defects in the layers [14]. The theory predicts that an
epitaxial layer having a lattice parameter mismatch f
with the underneath layer of less than ≈ 9% (as in our
case), would grow elastically strained to have the same
interatomic spacing of the substrate up to some critical
film thickness dc. Beyond dc misfit dislocations are in-
troduced. At this point the initially strained film relaxes
because the dislocations release the misfit strain. The
critical film thickness dc is expressed by
dc =
b
8π (1 + ν) f
ln
(
dc
b
+ 1
)
(17)
where ν is the Poisson’s ratio, b is the dislocation
Burgers vector and f is the lattice misfit of the film.
In a multilayer structure for the layer n grown on the
layer n − 1 the lattice misfit is defined as
f =
an−1 − an
an
(18)
where an−1 and an are the unstrained lattice parameter
of the layers n and n − 1. A positive f implies that
the initial layers of the epitaxial film will be stretched
in tension, a negative f means film compression [15].
To calculate the value of dc for each film present in
the two stacks rather than the modulus of the Burger
vector, to first approximation it is possible to consider
the spacing between the (001) planes of the different
crystal structures. The values of the Poisson’s ratios for
the grown films are reported in Table 2 [16–20].
By using the measured lattice parameters we have
found that for our layer combinations, the critical thick-
ness is less than 10 nm. The film thicknesses in the two
stacks are in the order of hundred of nm, this means
that only the thermal stress will be considered in the
following stress analysis, as the misfit is released by
the generated dislocations. Similar considerations have
been also reported in [21].
The deposition of the cantilever films is performed at
temperatures of 740◦C and 780◦C, then the film stack is
cooled down to room temperature. The thermal stress
will be the result of the differences in the film thermal
expansion coefficients.
On a rigid substrate the in plane thermal stress in the
layer n applied by the layer n − 1 can be expressed as
σn =
En
1 − νn
(αn − αn−1)(Ts − Ta) (19)
where En is the Young modulus, νn is the Poisson’s ra-
tion, αn and αn−1 are the thermal expansion coefficients
of the layers n and n − 1, Ts is the temperature during
the deposition and Ta is the temperature during the
measurement. Thin films can be considered as two di-
mensional systems. Equation 19 is the two dimensional
extension of the relation reported in [22].
When the Y Ba2Cu3 O7 is undercut and the beam
suspended, the constraint which keeps the multilayer
anchored to the substrate is removed. The multilayered
structure will bend because of the unbalanced thermal
stress present at the film interfaces. Figure 6(a), (b)
and (c) show the thermal stresses at the interfaces in
the OP, IP and Bi stacks after the Y Ba2Cu3 O7 un-
dercutting. Where σSRO1−BT O indicates the stress on
the SrRuO3 surface layer applied by the BaTiO3 film.
Similar nomenclature applies to the other layers. The
thermal expansion coefficients [23–27] the Poisson’s
ratio [16–20] and the measured Young Modulus are
reported in Table 2.
With these values it is possible to calculate the ther-
mal stress at the interface of each film by using Eq. 19.
In the OP multilayer structure each film has to be
heated to 780◦C during the SrRuO3 deposition, so Ts
is chosen equal to 780◦C. The temperature during the
measurement Ta, is 20
◦C. In this system the algebric
sum of the thermal stresses at each interface is:
σSRO1−BT O + σBT O−SRO1
= σBT O−SRO2 + σSRO2−BT O
= −0.0255 · 109
[
N
m2
]
(20)
the minus sign indicates a compressive stress.
For the IP multilayer system Ts is equal to 740
◦C and
Ta is still 20
◦C. The algebric sum of the thermal stresses
at each interface is:
σST O−MGO + σMGO−ST O = −0.111 · 10
9
[
N
m2
]
(21)
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Fig. 6 Longitudinal stress
at the interface of each
film present in the stack,
in (a) σSRO1−BT O indicates
the stress on the SrRuO3
surface layer applied by
the BaTiO3 film, similar
nomenclature applies to
the other layers. The arrows
indicate if the stress in each
layer is compressive (←)
or tensile (→)
(a) (b)
SRO2
BTO
σSRO1-BTO
σBTO-SRO1
σBTO-SRO2
σSRO2-BTO
100 nm
50 nm
BTO
MGO
σSTO-MGO
σMGO-STO
σMGO-BTO
σBTO-MGO
50 nm
120 nm
SRO1
20 µm
350 nm
STO500 nm
20 µm
BTO
σSTO-BTO
σBTO-STO120 nm
(c)
STO500 nm
10 µm
for the SrTiO3 − MgO interface and
σMGO−BT O;+ σBT O−MGO = −0.034 · 10
9
[
N
m2
]
(22)
for the MgO − BaTiO3 interface.
In the case of the Bi device, Ts is equal to 740
◦Cwhile
Ta is 20
◦C, the resulting stress at the BaTiO3/SrTiO3
interface is:
σST O−BT O + σBT O−ST O = −0.071 · 10
9
[
N
m2
]
(23)
the value of the BaTiO3 Young’s modulus used for the
calculations of the stress at the interface of the Bi struc-
tures, as suggested by the indentation measurements, is
smaller than that one used for the OP and IP devices.
This point is further discussed in Section 5.
According to Eq. 1, the longitudinal stress in each
layer varies linearly with the film thickness.
The cantilevers under investigation have total thick-
nesses of 500 nm and 670 nm, widths between 10 µm
and 20 µm and lengths between 32 µm and 230 µm.
So at a first approximation it is possible to consider
each layer in the stack as a two dimensional system, this
means that the stress will occur only at the interfaces.
For the OP system shown in Fig. 6(a) it is possible to
assume that the stress at the top surface of the beam is
equal to the sum of the stresses at the SRO2/BT O and
at the BT O/SRO1 interfaces, Eq. 24.
σa = −0.051 · 10
9
[
N
m2
]
(24)
This is similar in magnitude to the values determined
experimentally for the three OP stacks and in excellent
agreement with the experimentally determined stress
for one of them, Table 6. For the IP stacks, the stress at
the top surface of the beam will be equal to the sum of
the stresses at the BT O/MGO and at the MGO/ST O
interfaces, Eq. 25.
σb = −0.145 · 10
9
[
N
m2
]
(25)
In this case we have excellent agreement with all the
experimentally determined values, Table 6.
For the Bi device the stress at the top surface is
assumed equal to the stress at the BT O/ST O interface:
σc = −0.071 · 10
9
[
N
m2
]
. (26)
There is a factor 3 between the experimental and the
theoretical values, however a large error is present
in the experimental stresses and for two devices the
theoretical value falls inside the error range, Table 6.
If the contributions coming from the lattice mis-
matches are considered the stresses at the interfaces of
Fig. 6(a) re given by the sum of the thermal stress and of
the stress generated by the lattice mismatch. The stress
due to the lattice mismatch generated by the layer n − 1
on the layer n is:
σmis. n =
En
1 − νn
f (27)
where f is the lattice misfit defined in Eq. 18.
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Considering the algebric sum of the stresses at the
interfaces of the OP stack, the theoretical longitudinal
stress at the top surface is:
σˆa = −0.0013 · 10
9
[
N
m2
]
(28)
this is between five times and one order of magni-
tude smaller than the experimental values. For the
IP devices the introduction of the lattice mismatch in
the calculations results in the following top surface
stress:
σˆb = −7.21 · 10
9
[
N
m2
]
(29)
in this case there are two orders of magnitude between
experiment and theory. Finally in the case of the Bi can-
tilevers the contribution of the misfit stress produces
the following theoretical value:
σˆc = 1.2 · 10
9
[
N
m2
]
(30)
also in this case a difference of two orders of magnitude
between the experimental and the residual stress is
present. Furthermore the positive value of the residual
stress at the beam top surface indicates a downward
bending of the cantilever, in clear contrast with ob-
servations. The values of the residual stress calculated
with the contributions of the thermal stress and lattice
mismatch are reported in Table 6.
When the contributions of the lattice mismatch are
included in the calcultation of the residual stress there
is a clear disagreement between theoretical and experi-
mental values, this is why the residual stress is mainly
attributed to the differences in the thermal expan-
sion coefficients between the materials of the different
layers.
5 Discussion
There are two different techniques used to evaluate
the residual stress in thin films. In the first method the
curvature of a flat substrate is measured after the film
deposition and the residual stress is evaluated using the
Stoney formula [4, 7, 14, 29].
The assumptions in this method are: the properties of
the film-substrate system are such that the film materi-
als contribute negligibly to the overall elastic stiffness;
the change in film stress due to substrate deformation
is small; the thickness of the film is small compared to
the thickness of the substrate and the curvature of the
substrate midplane is spatially uniform [5]. Corrections
to the original Stoney formula can be made in the case
of films having a thickness which is not negligible with
respect to the thickness of the substrate.
Thus the Stoney formulamay not accurately describe
the bending of our cantilever, for example the radius of
curvature of the fabricated cantilevers is not uniform
along the length of the beam and furthermore in mul-
tilayer cantilevers all the films contribute to the overall
elastic stiffness.
When this method is applied to amultilayer structure
grown on a certain substrate it is assumed that the
individual layers in the film are added sequentially and
that the mismatch strain in each layer depends only on
the substrate but not on the order in which the layers
are formed [5]. To evaluate the stress in a multilayer
the substrate curvature has to be measured before and
after each layer deposition [5, 7].
All these assumptions can lead to systematic errors
in the evaluation of the local residual stresses.
The second technique involves the measurement of
the bending of the multilayer structure when all the
constraints are removed [14]. This is the method usually
used to evaluate the residual stress in released can-
tilevers. Under the assumption of small deflections, the
deflection of the free end is measured [2, 3], and is used
to calculate an approximated value for the radius of
curvature (Eq. 2). This is only valid for small deflections
of the cantilever free end, and so to calculate a more
precise value for the radius of curvature, the method
which we proposed can be followed. Measurement of
the deflections at different distances from the anchor
point is a straighfroward way to experimentally evalu-
ate the residual stress in multilayers cantilevers.
For the OP devices, one of the experimentally deter-
mined residual stress values is in good agreement with
the theoretical value and the other two are of a similar
order of magnitude. All of the experimentally deter-
mined residual stress values for the IP devices agree
well with the theoretical value. The level of agreement
between experiment and theory may be somewhat for-
tuitous, since there is more than one value available in
the literature for key parameters such as the thermal
expansion coefficients of the materials. In particular for
MgO a different value from that one reported in the
table is also found [30].
αMgO(300K) = 10.4 · 10
−6
[
1
K
]
(31)
Assuming this value for the MgO thermal expansion
coefficient, the value for the theoretical residual stress
at the top surface of the IP device is:
σb = −0.072 · 10
9
[
N
m2
]
. (32)
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In the case of Bi devices the magnitude of the ab-
solute error on the parabolic approximations (error
on points B and D, Table 5) is comparable with the
absolute error of the IP and OP structures. The Bi de-
vices experiences deflections which are between three
and six times smaller than the deflections experienced
by the IP and OP cantilevers, this produces a larger
relative error on the parabolic approximation used for
the Bi structures. This explains why a bigger error on
the residual stress of these cantilevers is present.
For the Bi cantilevers, as already reported in
Section 4, the measured value of the Young modulus
is smaller than the value measured for BaTiO3 films
grown on SrRuO3 or on MgO. This smaller value of
79 GPa is in agreement with that reported in [28].
When the BaTiO3 is grown on MgO or on SrRuO3
its Young’s modulus is larger. Further investigation is
necessary to understand the origin of such disagree-
ment. It is known that MgO and SrRuO3 are stiffer
than SrTiO3 and so an influence of the underlying layer
on the Yong’s modulus of BaTiO3 can not be excluded.
Furthermore it has to be highlighted that in the Bi
structure all the thin films are deposited in situ while
for the IP and OP stacks this is not possible because
our deposition system allows the deposition of only
three layers in situ. In the IP and OP devices before
the deposition of the BaTiO3 the thin film stacks are
heated up in oxygen at the deposition temperature and
annealed for about 30 mininutes before the deposition.
The annealing step can improves the quality of the top
surface of the film stack which acts as a seed for the
BaTiO3 deposition. Alternatively, since it is known
that heating and cooling cycles can reduce stresses in
ceramics like BaTiO3 [13], stresses in the Bi structures
may be higher than those in the IP and OP because
the IP and OP structures were grown with extra heat-
ing/cooling steps. Thirdly, the Bi structures are smaller
than the IP and OP devices so edges effects might
contribute to the total longitudinal stress [5].
Nevertheless for two of the Bi structures the theo-
retical stress lies with the error range of the experi-
mental value. Therefore we consider that the overall
agreement with theory is good and that the mismatch
between the thermal expansion coefficients is the main
cause of the residual stress in these devices. If instead
the lattice mismatches are used to calculate the longi-
tudinal stresses at the top surfaces of the cantilevers,
there is adifference of one or two orders of magnitude
between theoretical and experimental values. This rules
out the lattice mismatch as the cause of residual stress.
We believe that the variation in stress values can
arise from variations in deposition parameters, associ-
ated with the alignment of the laser ablation plume with
the centre of the substrate. For the sample containing
the OP structures, two of the devices were much closer
to each other than the third device. If the thickness of
each layer deposited on the SrTiO3 substrate were not
uniform all over the sample, this would give errors in
the position of the neutral axis and according to Eq. 1
an error on the value of the residual longitudinal stress.
Another potential source of variation is the value
of the Young’s modulus. Measurements show that the
values of the Young modulus are not constant through
the film thicknesses with variations up to 10% around
the central value across the thickness of each film.
Another source of error might be due to the not perfect
undercut in fact it is possible that material from the top
part of the sacrificial layer might remain attached to the
bottom surface of the cantilever. Finally other sources
of stress like microscopic voids, incorporation of impu-
rities and recrystallization [5, 15] could be present in the
deposited films.
To validate the method, the measurements of the
deflection of the cantilevers have been also performed
with the interferometry technique. The measured val-
ued together with the corresponding parabola are re-
ported in Table 4. Table 5 reports the percentage er-
rors on the parabola coefficients a and b , ea and eb
respectively, obtained from the interferometer mea-
surements respect to the parobola coeffients relative
to the SEM data. For the IP and OP devices errors on
the coefficients between 5% and 20% seem to validate
the method applied on the SEM measurements. For
the Bi devices errors on the coefficients over 50% are
reported, this is attributed to the smaller resolution
associated with the interferometer measurements. The
Bi devices have lenghts between 32 µm and 55 µm
and experience a maxmimun deflection of the free
end equal to 10 µm. For these small deflections, the
resolution of the method as consequence of the manual
measurement involved does not allow the application
of the method on these data.
The SEM measurements present a better resolution
than the interferometers data, this is why the radius of
curvature and the values of the residual stresses at the
top surface of the cantilevers have been calculated from
the SEM measurements.
6 Conclusions
We have shown a method to experimentally deter-
mine the curvature of thin film multilayer suspended
cantilever structures. This method is applicable for
beams with large deflections and which do not present
a constant radius of curvature. It enables the radius
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of curvature at a certain distance from the anchor to
be determined accurately. The deflection of the sus-
pended beams is measured at different distances from
the anchor point using SEM and interferometer images
in this way the expression of the deflection curve is
calculated for each cantilever. With this expression it is
possible to calculate the value of the radius of curvature
at the cantilever free end. Together with measured
values for the Youngs Modulus, this enabled us to
determine the residual stress in a cantilever. This analy-
sis has been applied to SrRuO3/BaTiO3/SrRuO3
and BaTiO3/MgO/SrTiO3 piezoelectric cantilevers.
These thin film sequences produce BaTiO3 layers with
polar axes oriented out of plane(OP) or in plane(IP) re-
spectively. The OP structures are suited to energy har-
vesting applications where the d31 mode is used whilst
the IP structures are suited to the d33 mode. Investi-
gations have been also performed on BaTiO3/SrTiO3
bilayer cantilevers. The results were compared to two
models in which the stresses are determined by lattice
parameter mismatch or differences in thermal expan-
sion coefficient. The experimentally determined resid-
ual stresses of the IP and OP devices were found to
agree with the calculated thermal stresses, suggesting
that the latter is the source of the curvature, rather than
the lattice mismatch. For the Bi structures the experi-
mental stress is three times bigger than the theoretically
calculated thermal stress, however in this case a large
uncertainty is associated with the experimental values.
For energy harvesting applications, the output power
of a cantilever increases when its swinging amplitude
increases. So in some cases, the bending up, can be
used to increase the swinging amplitude of the released
beam. In this way it is possible to have swinging am-
plitudes in the orders of 20 µm without the need to
etch the substrate. Using the methods described in this
paper, the upward curvature of such cantilevers can
be better understood and even tuned by appropriate
selection of oxide layers to enhance their performances.
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An investigation of all oxide ferroelectric capacitors based on SrRuO3/BaTiO3/SrRuO3 multi-layers grown on
sacriﬁcial oxide layers of YBa2Cu3O7 and MgO for Micro-Electro-Mechanical systems applications is
reported. By insertion of additional MgO or SrTiO3 buffer layers the orientation of the BaTiO3 ﬁlm can be
controlled allowing the fabrication of suspended cantilevers using the 31 and the 33 piezoelectric modes.
The electrical properties of SrRuO3/BaTiO3/SrRuO3 capacitors are changed compared with those grown
directly on a single crystal substrate by the introduction of sacriﬁcial layers. Circuit modeling of the
electrical characteristics of these devices shows that a reduction of the deposition pressure for BaTiO3
produces a decrease of the parasitic shunting conductance (modeled with a resistor in parallel to the
capacitance of the device) which reduces the resistive losses present in the BaTiO3 ﬁlm. However for
extremely low deposition pressure the quality of the polarization hysteresis loops is compromised.
Particulates present on the surface of the YBa2Cu3O7 increase the parasitic conductance at low frequency in
the capacitive structure grown on this sacriﬁcial layer. Good electrical properties are obtained for the capac-
itive structures grown on top of the MgO sacriﬁcial layers at pressures equal or lower than 8 Pa.
© 2011 Elsevier B.V. All rights reserved.
1. Introduction
In recent years investigations of piezoelectric materials with a pe-
rovskite structure and containing lead, have been widely performed
for applications such as Micro-Electro-Mechanical systems (MEMS)
energy harvesting devices [1,2] or sensors and actuators [3,4,5,6].
Lead containing piezoelectric-perovskite materials provide high strain–
charge displacement conversion, but the environmental problems asso-
ciated with lead have stimulated recent work focusing on the use of
lead free piezoelectric materials [7].
BaTiO3 is a lead free piezoelectric material whose growth has
been investigated on a range of substrates [8,9,10,11]. A number of
studies have reported the performance of BaTiO3 based ferroelectric
capacitors [12] which can ﬁnd applications also in the ﬁeld of memo-
ries [6]. This work focuses on the properties of BaTiO3 thin ﬁlms in
MEMS device like micro-cantilevers with a view to applications as
sensors, actuators and energy harvesting devices. Sacriﬁcial layers
on which a multi-layer stack can be grown are necessary to fabricate
micro-cantilevers. The properties of BaTiO3 capacitors grown on
different multi-layers are expected to differ from the properties of
the thin ﬁlms directly deposited on the substrate.
We have recently shown that it is possible to suspend multilayer
cantilevers containing a BaTiO3 ﬁlm grown on YBa2Cu3O7 sacriﬁcial
layers [7]. The advantage of using YBa2Cu3O7 as sacriﬁcial layer is
the ease with which it can be etched in weak HNO3 solutions. In addi-
tion its perovskite-based structure allows the growth on its surface of
epitaxial multi-layers of SrRuO3/BaTiO3/SrRuO3 and SrRuO3/BaTiO3/
SrRuO3/SrTiO3 which can be used as a 31 mode energy harvester, or
SrRuO3/BaTiO3/MgO/SrTiO3 which can be used as a 33 mode energy
harvester [7]. In our previous work [7], the electrical properties of
these capacitive structures grown on a (001) oriented SrTiO3 sub-
strate were reported. However as we will show, when these capaci-
tors are grown on thick (over 400 nm) YBa2Cu3O7 or MgO sacriﬁcial
layers the electrical properties of the BaTiO3 change. This article
describes the results of a study of the electrical properties of these
structures as function of the deposition conditions.
2. Experimental procedure
Multi-layer thin ﬁlms were grown on (001) oriented SrTiO3 sub-
strates by Pulsed Laser Deposition using a KrF excimer laser with a
wavelength of 248 nm. A 4 Hz repetition rate was used with the
laser beam focused to a spot size of 2.4 mm2 on the target providing
a ﬂuence of 3.4 J/cm2. The distance between the SrTiO3 substrate and
the target material was set to 5.7 cm. All the ﬁlms were grown in an
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Abstract: 
An investigation of all oxides ferroelectric capacitors based on SrRuO3/BaTiO3/SrRuO3 multi-
layers grown on sacrificial oxide layers of YBa2Cu3O7 and MgO for Micro-Electo-Mechanical 
systems applications is reported. By insertion of additional MgO or SrTiO3 buffer layers the 
orientation of the BaTiO3 film can be controlled allowing the fabrication of suspended 
cantilevers using the 31 and the 33 piezoelectric modes. The electrical properties of 
SrRuO3/BaTiO3/SrRuO3 capacitors are changed compared with those grown directly on a single 
crystal substrate by the introduction of sacrificial layers. Circuit modeling of the electrical 
 
 
characteristics of these devices shows that a reduction of the deposition pressure for BaTiO3 
produces a decrease of the parasitic shunting conductance (modeled with a resistor in parallel to 
the capacitance of the device) which reduces the resistive loss present in the BaTiO3 film. 
However for extremely low deposition pressure the quality of the polarization hysteresis loops is 
compromised. 
Particulates present on the surface of the YBa2Cu3O7 increases the parasitic conductance at low 
frequency in the capacitive structure grown on this sacrificial layer. Good electrical properties 
are obtained for the capacitive structures grown on top of the MgO sacrificial layers at pressures 
equal or lower than 8 Pa. 
 
Keywords: BaTiO3 ferroelectric capacitor; impedance measurement; ,YBa2Cu3O7 and MgO  
sacrificial layer;, piezoelectric cantilevers. 
 
1 Introduction 
In recent years investigations of piezoelectric materials with a perovskite structure and 
containing lead, have been widely performed for applications such as Micro-Electro-Mechanical 
systems (MEMS) energy harvesting devices [1,2] or sensors and actuators [3,4,5,6]. Lead 
containing piezoelectric-perovskite materials provide high strain-charge displacement 
conversion, but the environmental problems associated with lead have stimulated recent work 
focusing on the use of lead free piezoelectric materials [7]. 
 
 
 BaTiO3 is a lead free piezoelectric material whose growth has been investigated on a range of 
substrates [8,9,10,11]. A number of studies have reported the performance of BaTiO3 based 
ferroelectric capacitors [12] which can find applications also in the field of memories [6]. This 
work focuses on the properties of BaTiO3 thin films in MEMS device like micro-cantilevers with 
a view to applications as sensors, actuators and energy harvesting devices. Sacrificial layers on 
which a multi-layer stack can be grown are necessary to fabricate micro-cantilevers. The 
properties of BaTiO3 capacitors grown on different multi-layers are expected to differ from the 
properties of the thin films directly deposited on the substrate. 
We have recently shown that it is possible to suspend multilayer cantilevers containing a BaTiO3 
film grown on YBa2Cu3O7 sacrificial layers [7]. The advantage of using YBa2Cu3O7 as 
sacrificial layer is the ease with which it can be etched in weak HNO3 solutions. In addition its 
perovskite-based structure allows the growth on its surface of epitaxial multi-layers of 
SrRuO3/BaTiO3/SrRuO3 and SrRuO3/BaTiO3/SrRuO3/SrTiO3 which can be used as a 31 mode 
energy harvester, or SrRuO3/BaTiO3/MgO/SrTiO3 which can be used as a 33 mode energy 
harvester [7]. In our previous work [7], the electrical properties of these capacitive structures 
grown on a (001) oriented SrTiO3 substrate were reported. However as we will show, when these 
capacitors are grown on thick (over 400 nm) YBa2Cu3O7 or MgO sacrificial layers the electrical 
properties of the BaTiO3 change. This article describes the results of a study of the electrical 
properties of these structures as function of the deposition conditions. 
 
2 Experimental procedure 
 
 
Multi-layer thin films were grown on (001) oriented SrTiO3 substrates by Pulsed Laser 
Deposition using a KrF excimer laser with a wavelength of 248 nm.  A 4 Hz repetition rate was 
used with the laser beam focused to a spot size of 2.4 mm2 on the target providing a fluence of 
3.4 J/cm2. The distance between the SrTiO3 substrate and the target material was set to 5.7 cm. 
All the films were grown in an oxygen flow environment at pressures of 20 Pa for the 
YBa2Cu3O7, 40 Pa for the SrRuO3, 26.66 Pa for the MgO, 8 Pa, 0.40 Pa and 0.013 Pa for the 
BaTiO3 and 28 Pa for the SrTiO3. 
The YBa2Cu3O7 film were deposited at a temperature of 740 °C in order to reduce the number of 
outgrowths which usually form at higher deposition temperatures [13], all the other layers were 
grown at the  temperature of 780 °C. After the deposition, the multi-layers were cooled in 900 
mbar O2 static environment, with dwells of 15 minutes at 600 °C and of 30 minutes at 450 °C 
during cooling to fully oxygenate the YBa2Cu3O7 layer [14]. The dwells were maintained also in 
the case of stacks of thin films which did not contain the Ya2Cu3O7 in order to maintain 
consistency for oxygenation of the BaTiO3 layer [8]. Compared to the other oxide films, the 
BaTiO3 was grown to a relatively low pressure.   
The thin films were patterned by contact photolithography and argon ion beam milling, using a 
Karl Suss mask aligner and an Oxford Applied Research IM150 ion milling system.  Photoresist 
was used to protect the regions of the sample which would become the cantilevers. Milling 
through windows developed in the photoresist, was used to define the cantilever geometry. The 
cantilevers were released by undercutting the sacrificial layer in HNO3 solutions. A 
concentration of 0.1% was used to undercut the YBa2Cu3O7 sacrificial layer while a 
concentration of 20% was needed to undercut the MgO sacrificial layer. The sample was then 
 
 
rinsed in distilled water and dried by using critical point drying in order to avoid the breakage of 
the suspended structures due to stiction [15].   
In the case of the 31 piezoelectric capacitors, the YBa2Cu3O7 or the MgO sacrificial layer 
together with a thin SrTiO3 film and a SrRuO3 conductive layer were grown first and then the 
bottom electrodes and their contact pads were patterned by contact photolithography and argon 
ion beam milling. The sample was then returned to the deposition chamber, 15 minutes of 
annealing at the BaTiO3 deposition temperature was performed, to repair the regions damaged by 
the milling, followed by deposition of the BaTiO3 piezoelectric film and the SrRuO3 film. Finally 
the top electrode was patterned and some windows, necessary to contact the bottom electrode 
layer, were opened through the BaTiO3.    
In the case of the 33 piezoelectric capacitors the YBa2Cu3O7 sacrificial layer was first grown 
followed by the deposition of a SrTiO3 and of a MgO thin film. The vacuum was then broken 
(our deposition system allows the deposition in situ of only three films) and then another thin 
MgO layer, the BaTiO3 and the SrRuO3 were deposited. Finally the top electrodes and their 
contact pads were patterned. In the case of an MgO sacrificial layer, the MgO, the BaTiO3 and 
the SrRuO3 can be grown in situ and then the top electrode can be patterned. 
Atomic Force Microscope (AFM)  measurements on the surface of the deposited film were 
performed in contact mode on an area of 10 μm x 10 μm at a frequency of 0.4 Hz. The 
measurements system consists of a Veeco autoprobe CB based unit AP0100 controlled by a data 
acquisition software supplied by Veeco. 
 
 
The structure of the films was assessed by using X-ray diffraction. The measurements were 
performed using the CuKα1 radiation (1.54056 Å) of a four circle Siemens D5000 diffractometer, 
the symmetrical Bragg-Brentano configuration has been used.  
The diffractometer software allows the angles at which diffraction peaks are expected to be 
determined. The detector is then moved to the indicated positions and a scan is run. If the 
diffraction peak is found in the indicated position, further scans allow a refinement in the 
evaluation of the diffraction angle.  
Capacitance measurements were performed on both the 31 and the 33 structures by means of an 
Agilent 4294A precision impedance analyzer with a source voltage of 1 V over the frequency 
range of 50 Hz – 50 kHz.   
Hysteresis loop measurements were run on the 31 structures by using a custom made Sawyer and 
Tower circuit and applying sinewave voltages with peak to peak amplitude up to 50 V and 
frequency of 20 kHz. 
3 Device description and modeling 
The scope of this article is the investigation of multi-layer cantilevers, containing a BaTiO3 
based capacitive structure for use as energy harvesting devices. These devices convert the 
mechanical vibrations of suspended beams, which may be terminated with a proof mass, into an 
electrical signal, which may be used as a source of electrical power. 
There are two piezoelectric modes which are commonly used in piezoelectric transducers, they 
are the 33 and the 31 modes, fig 1 [1,2].  In a 31 mode device the input stress σxx is perpendicular 
 
 
to the developed electric field and the mechanical strain is converted into the separation of 
charge by using a parallel plate capacitor. 
In a 33 mode device the input stress σxx is parallel to the developed electric field and the 
mechanical strain is converted into charges by using an interdigitated capacitor. 
The generated output voltage can be expressed as [1,2]: 
V3i = σxx g3i t                                             (1) 
where g3i [Vm/N] is the piezoelectric constant, and t is the electrode spacing. The output voltage 
is expected to be larger in the 33 mode because the BaTiO3 piezoelectric constant g33 is larger 
than the g31 piezoelectric constant [16], furthermore the electrode spacing is bigger in the 33 
mode. 
In our case the 31 mode devices are given by the following layer sequences: 
SrRuO3/BaTiO3/SrRuO3 and SrRuO3/BaTiO3/SrRuO3/SrTiO3 grown on a MgO or on a 
YBa2Cu3O7 sacrificial layer respectively. For the 33 mode devices the stack 
SrRuO3/BaTiO3/MgO/SrTiO3 can be grown on a YBa2Cu3O7 sacrificial layer, alternatively a 
SrRuO3/BaTiO3 bi-layer can be grown on a MgO sacrificial layer. The reason for the choice of 
such layer sequences will be explained in the subsection 4.1. 
The model which has been adopted to describe the fabricated capacitors is that one depicted in 
fig. 2 where C represents the capacitance of the device, R is a parallel resistor modeling the 
parasitic shunting conductance representing the losses present in the BaTiO3 film [17], and RL is 
the series resistance which models the resistive contribution of the SrRuO3 lines connecting the 
device to the contact pads. When a dc voltage is applied to the circuit of fig. 2 the capacitor is an 
 
 
open circuit, in this way the sum of the parallel and of the series resistor can be estimated. 
Current versus voltage measurements on SrRuO3 lines reveals a SrRuO3 resistivity of 2.84 Ωμm, 
in agreement with values reported in [18], and this value can be used to estimate the series 
resistance so that the parallel resistor can be calculated by subtracting the series resistance from 
the measured dc resistance. 
The impedance of the circuit shown in fig. 2 has the following expression: 
z(jω) = RL + R / [1+(ωCR)2] – j ωC(R)2 /  [1+(ωCR)2]                 (2). 
The value of the capacitance can be estimated by equating the measured imaginary part of the 
impedance to the imaginary part of the right hand side of equation 2. This gives rise to quadratic 
equation, the root that is inconsistent with the real part of the impedance obtained using the 
series and parallel resistances as described above is rejected. 
This can be repeated at different frequencies and finally the estimated capacitance can be chosen 
equal to the average of the calculated values. Once that the parameters R, RL and C have been 
estimated, their value have been refined by minimizing the quantity: 
[Re(z)m-Re(z)p]2+[Im(z)m-Im(z)p]2      (3) 
where Re(z)m is the measured real part of the impedance and Re(z)p is the real part of the 
impedance calculated by assuming the lumped element model of fig. 2, similar nomenclature has 
been used for the imaginary part of the impedance.  
 
4 Results and discussion 
 
 
As previously stated the YBa2Cu3O7 was chosen as the sacrificial layer because it is easy to etch 
in weak HNO3 solutions. Furthermore it allows the subsequent epitaxial growth of thin films like 
BaTiO3, SrRuO3, SrTiO3 and MgO.  
Fig. 3 shows a SrRuO3/BaTiO3/SrRuO3 u-shape cantilever with a simple beam connected in 
series, the three-layer were grown on a YBa2Cu3O7 sacrificial layer which was removed by 
undercutting.  The SrRuO3 works as an electrode layer for the ferroelectric capacitor and the 
BaTiO3 is the piezoelectric material. 
Alternatively MgO can be chosen as sacrificial layer, however in this case stronger HNO3 
solutions are necessary for its undercut  
4.1 X-ray diffraction analysis 
X-ray diffraction measurements performed on different thin film stacks grown on YBa2Cu3O7 
sacrificial layers showed that the BaTiO3 grows with the polar axis perpendicular to the plane of 
the film on SrTiO3 and on SrRuO3, while it grows with the polar axis parallel to the plane of the 
film on MgO, as summarized in Table 1. This may be due to the smaller lattice mismatch 
between the BaTiO3 polar axis and the lattice constant of MgO [8]. 
In the case of BaTiO3 grown on a MgO film the measured polar lattice parameter of 4.002 Å 
appears smaller than the bulk value because it is an average value. There are two possible 
orthogonal orientations when the polar axis is in the plane of the substrate and a non polar axis 
must also lie in plane [7]. For a 100 nm thick BaTiO3 film sandwiched between two SrRuO3 
layers, see Table 1, the polar axis showed an elongation equal to the 0.83% of its length in bulk 
material, in agreement with observations [12]. 
 
 
When the polar axis is perpendicular to the plane of the film, the polarization can be easily 
accessed by a parallel plate capacitor, so a three-layer SrRuO3/BaTiO3/SrRuO3 parallel plate 
capacitor grown on the top of a YBa2Cu3O7 film works as a 31 device (SBSY device). To 
improve the interface between the YBa2Cu3O7 and the SrRuO3 and to achieve a better undercut 
of the sacrificial layer, a SrTiO3 buffer layer can be introduced between the sacrificial layer and 
the bottom electrode [7]. The layer sequence which has to be deposited to produce a 31 device is 
then: SrRuO3/BaTiO3/SrRuO3/SrTiO3/YBa2Cu3O7 (SBSSY device).   
When the polar axis is parallel to the surface of the film, the polarization can be accessed by 
using an interdigitated capacitor. In this case a SrRuO3/BaTiO3/MgO/YBa2Cu3O7 (SBMY 
device) stack can be used. The MgO layer changes the growth orientation of the BaTiO3 (and it 
is not used as sacrificial layer in this sequence), the consequence is that the polar axis will be 
parallel to the surface of the film. Again to achieve a more efficient undercut a SrTiO3 buffer 
layer can be introduced between the MgO and the YBa2Cu3O7 [7]. So the layer sequence to use 
in the case of a 33 device is: SrRuO3/BaTiO3/MgO/SrTiO3/ YBa2Cu3O7 (SBMSY device). If an 
MgO sacrificial layer is used the sequence becomes SrRuO3/BaTiO3/MgO (SBM device).  
In the case of a MgO sacrificial layer, the stacks to use as 31 devices are 
SrRuO3/BaTiO3/SrRuO3/MgO (SBSM device) and SrRuO3/BaTiO3/SrRuO3/SrTiO3/MgO 
(SBSSM device). For the SBSSM device the use of the SrTiO3 layer allows the growth of 
BaTiO3 with the polar axis out of plane all over the sample after the patterning and the milling of 
the SrRuO3 bottom electrode. 
The use of the MgO sacrificial layer presents the advantage of dealing with a simple tri-layer, 
however the undercut of the MgO requires a wet etching of several hours in 20% HNO3. When 
 
 
the YBa2Cu3O7 is used, a wet etch of few minutes in 0.1% HNO3 is necessary to suspend the 
structures.  
4.2 Impedance measurements and AFM investigation 
Impedance measurements showed that SrRuO3(100 nm)/BaTiO3(400 nm)/SrRuO3(150 nm) and 
SrRuO3(100)/BaTiO3(300 nm)/MgO(60 nm) structures grown on SrTiO3 substrates have 
capacitive behavior when the BaTiO3 is deposited in oxygen flow at a pressure equal or lower 
than 8 Pa. This is shown by the value of the impedance phase. Fig. 4 shows the modulus and the 
phase of the impedance for a SrRuO3/BaTiO3/ SrRuO3 device. Its phase varies between -85   and 
-82   in the frequency range 40Hz-40 kHz revealing a clear capacitive behavior. When the 
BaTiO3 was deposited in oxygen flow at a pressure of 20 Pa these structures exhibited resistive 
behavior [7].   
With the introduction of an oxide sacrificial layer under the multi-layer capacitive structures the 
electrical properties of the BaTiO3 change.  
For YBa2Cu3O7 used as sacrificial layers, SBSSY 31 mode and SBMSY 33 mode structures have 
been investigated. 
 The BaTiO3 films were grown at pressures of 8 Pa. These devices presented poor capacitive 
behavior. Fig.5 shows the impedance measurement on a SBSSY 31 device with the BaTiO3 layer 
deposited at a pressure of 8 Pa. In this case the impedance is mainly resistive, around 20 kHz 
some capacitive effect starts to be visible, at 50 kHz the impedance phase is around -23  . Our 
impedance analyzer allows a minimum measurement frequency of 40Hz, at which frequency the 
 
 
phase of the impedance is equal to -0.1   so the impedance can be considered as pure resistive 
and the parallel and the series resistances can be calculated. 
The parallel resistance is estimated equal to 1.4 KΩ resulting in a resistance area (RA) product of 
44.1*105 Ωμm2. The calculated series resistance has a value of 1.086 KΩ and the estimated 
capacitance is equal to 1.98 nF resulting in a capacitance per unit area (C/A) of 6.28*10-13 F/μm2. 
Fig. 5 also shows a fit to the data obtained using the lumped element model, illustrating the good 
agreement between the model and the measured data. This device shows poor capacitive 
behavior to the extent that the low value of the parallel resistance dominates the parallel 
capacitor. Despite this, X-ray measurements on stacks grown on YBa2Cu3O7 sacrificial layers, 
revealed the presence of a crystal structure in the BaTiO3 films. 
Studies on the pulsed laser deposition of YBa2Cu3O7 films reported the presence of different 
types of particulates on their surface [19]. It is likely that such particulates degrade the quality of 
the layers deposited on their surface, by creating resistive paths through the capacitive structures 
which might be responsible for the low value of the RA product. 
In order to investigate this, an Atomic Force Microscope was used to examine the surface of the 
deposited YBa2Cu3O7 films. Fig. 6a shows an AFM scan on the surface of a 150 nm YBa2Cu3O7 
layer, on whose surface it is possible to see an outgrowth with a height comparable to the film 
thickness, despites the relatively low deposition temperature. Such outgrowths are also present 
after the deposition of a 100 nm SrTiO3 layer as shown in, fig. 6b. The effect of such outgrowths 
on the upper layers can be reduced using a thicker SrTiO3 layer. Fig. 6c shows an AFM scan on 
a SrTiO3(500 nm)/ YBa2Cu3O7(400 nm) bi-layer which confirms that the particulates present on 
the surface of the film are fewer in number and generally smaller.  
 
 
Fig. 7 reports the impedance measurements of a SBSSY device with a 1 μm thick SrTiO3 film on 
the YBa2Cu3O7 sacrificial layer. The oxygen pressure during deposition of  the BaTiO3 was 
equal to 8 Pa.  Also in this case the impedance is not fully capacitive, at 40 Hz the impedance 
phase is equal to -0.5  , again at such frequency the impedance is considered as purely resistive 
and so the parallel and the series resistances can be estimated. The series resistance is equal to 
1.086 KΩ, the parallel resistance has a value of 31.78 KΩ resulting in a RA product of 19.54*107 
Ωμm2 and the capacitance is equal to 480 pF, giving a C/A of 7.8*10-14 F/μm2. 
The  lines in figs. 7 represent the modulus and the phase for the impedance of the lumped 
element model, the points are the measured values. The impedance modulus of the lumped 
element model agrees quite well with the measured data while an error of 8% is present in the 
value of the impedance phase over 20 kHz.  
The introduction of a thicker SrTiO3 buffer layer reduces the parasitic shunting conductance and 
so the losses which are present in the BaTiO3 film due to the outgrowths on the surface of the 
YBa2Cu3O7 sacrificial layer. This is illustrated by the higher value of the RA product, however 
the quality of these devices is still not satisfactory especially at low frequencies where the 
resistive part of the impedance dominates. 
In the case of capacitors grown directly on the substrate it has been demonstrated that the 
reduction of the BaTiO3 deposition pressure reduces the parasitic shunting conductance and so 
losses present in the film [7]. When a YBa2Cu3O7 sacrificial layer is used a further reduction of 
the BaTiO3 deposition pressure is not possible as there would be dissociation of the sacrificial 
layer at the BaTiO3 deposition temperature [20].    
 
 
Another solution is to use an MgO sacrificial layer, as this material can still be etched in HNO3 
although a high acid concentration and longer etching time are necessary. The advantage of the 
MgO sacrificial layer is that it does not dissociate at low pressures at the BaTiO3 deposition 
temperature. 
Fig. 8 shows the impedance measurement on a SBSSM device. Assuming for this device the 
model of fig. 2, the resistance of the lines RL is 1.17 KΩ, the parallel resistor R is equal to 1.966 
MΩ resulting in a RA product of 61.93*108 Ωμm2. The capacitance is equal to 95.66 pF, giving a 
C/A of 3.04*10-14 F/μm2.  The plots show a good agreement between the model and the 
measured data. 
There is a difference of one order of magnitude between the RA product of this device and that 
one of the device using a 1μm thick SrTiO3 buffer layer on a YBa2Cu3O7 sacrificial layer. 
Compared to that case, this high value of the RA product makes the capacitive part of the 
impedance dominate at much lower frequencies. At 5.5 kHz the phase of the total impedance is 
equal to -80  , the capacitive part of the impedance is roughly 7 times smaller than the parallel 
resistance and 250 times bigger than the series resistance, so over 5.5 kHz the device can be 
approximated as a pure capacitor. 
If the BaTiO3 deposition pressure is further reduced to 0.013 Pa the losses are eliminated also at 
low frequency, this is shown in fig. 9, and an impedance phase of 88   is already present at 50Hz. 
Due to the high value of the impedance phase at low frequencies, the parallel resistor can be 
approximated as an open circuit and the equivalent model of the device is given by the resistor 
RL in series with the capacitor C. For this device the series resistance was estimated equal to 
1.086 KΩ while the capacitance is equal to 55.57 pF resulting in a C/A of 1.76*10-14 F/μm2. By 
 
 
using these values in the lumped element model good agreement is obtained with the measured 
data, fig. 9. This demonstrates that a reduction of the BaTiO3 deposition pressure reduces the 
parasitic shunting conductance and so the resistive losses present in the film. Furthermore in this 
case the approximation of the parallel resistor with an open circuit works quite well and the 
behavior of the device can be approximated as purely capacitive.  
The reduction of the BaTiO3 deposition pressure also produces a reduction in the value of the 
parallel capacitance. Figs. 8 and 9 report the impedance measurements of two devices with the 
same faced area and the same BaTiO3 thickness. For a BaTiO3 deposition pressure of 8 Pa a C/A 
of 3.04*10-14 F/μm2 was measured while for a BaTiO3 deposition pressure of 0.013 Pa the C/A 
was reduced to 1.76*10-14 F/μm2. It was reported that in SrTiO3/BaTiO3 systems grown by 
Pulsed Laser Deposition the dielectric constant increases when the oxygen deposition pressure 
increases [21]. If the oxygen pressure during the growth of the thin films is low it is more 
favorable to form oxygen vacancies in the oxide films during the process which results in a 
decrease of the dielectric constant [21]. 
The layer sequences, the RA products, the C/A and the BaTiO3 deposition pressures for the 
investigated devices are summarized in table 2. 
4.3 Hysteresis measurements 
The disadvantage of extremely low BaTiO3 deposition pressures is the degradation of the 
hysteresis loop of the ferroelectric capacitors. Fig. 10a represents the hysteresis loop of a 
SrRuO3/BaTiO3/SrRuO3 capacitor grown on the SrTiO3 substrate at a pressure of 8 Pa, in this 
case the residual polarization is equal to 5.3 μC/cm2. Fig. 10b shows the hysteresis loop of a 
SBSSM device containing a BaTiO3 at a pressure of 8 Pa, the residual polarization is equal to 2.5 
 
 
μC/cm2. Finally fig. 10c shows the hysteresis loop of a SBSM device having a BaTiO3 film 
grown at a pressure of 0.013 Pa. In this case the hysteresis behavior is not clear and the loop 
seems to be degraded into a double loop.  
The presence of defects in the BaTiO3 film can produce a distorted loop as that one reported in 
fig. 10c [22]. Oxygen vacancies produce a lower dielectric constant in BaTiO3 films grown at 
low pressure, so we believe that the degradation of the hysteresis loops arises from defects due to 
oxygen deficiency in the BaTiO3 film. 
4.4 Discussion 
The performances of BaTiO3 based ferroelectrics capacitors grown on MgO and YBa2Cu3O7 
sacrificial layers have been assessed. These sacrificial layers allow the epitaxial growth of thin 
film stacks containing BaTiO3, SrRuO3 and SrTiO3.  
In both cases in order to produce a capacitive structure the oxygen pressure used for deposition 
of the BaTiO3 should be equal to or lower than 8 Pa. 
For PLD deposition depending on the surface mobility of the atoms, the growth of the film may 
be accompanied by the formation of stacking faults and amorphous and void like grain 
boundaries [23]. The surface mobility of the atoms is influenced by the deposition pressure, the 
substrate temperature and the laser energy. 
Our investigations show that a reduction of the BaTiO3 deposition pressure reduces the losses 
present in the fabricated capacitors, this happens either in the case of capacitors grown on the 
substrate or on the sacrificial layer. Higher deposition pressures imply a larger number of 
 
 
collisions in the path between the material target and the substrate. The energy lost in the 
ablation path produces a lower mobility of the atomic species on the substrate [19]. 
In the case of multi-layers grown on the top of SrTiO3(250 nm)/YBa2Cu3O7(500 nm) bi-layers, 
the presence of outgrowths on the surface of the YBa2Cu3O7 sacrificial layer, produces a low 
value of the parallel resistance which dominates the parallel capacitance. 
With the introduction of a thicker SrTiO3 buffer layer the effect of the YBa2Cu3O7 outgrowths on 
the fabricated capacitor is reduced and this is testified by an increase of the RA product. 
However a further reduction of the film losses which correspond to an increase of the RA 
product and to a decrease of the parasitic shunting conductance is desirable. To reduce the losses 
present in the BaTiO3 film its deposition pressure can be reduced, however for multi-layers 
containing YBa2Cu3O7 the minimum BaTiO3 deposition pressure is limited by the dissociation of 
the sacrificial layer. 
The structures grown on the MgO sacrificial layer show a value of the resistance area product 
which is at least one order of magnitude bigger than that one of the devices using the YBa2Cu3O7 
sacrificial layer. Furthermore the RA product increases with the reduction of the BaTiO3 
deposition pressure this produce structures approaching the behavior of a pure capacitor. 
However with the reduction of the deposition pressure the value of the capacitance per unit area 
decreases and the quality of the hysteresis loop downgrades. This may be due to the oxygen 
vacancies present in BaTiO3 grown at low pressures. 
To increase the mobility of the atomic species on the substrate, a higher BaTiO3 deposition 
temperature rather than a low deposition pressure can be used.  Stacks containing a BaTiO3 layer 
grown at temperatures of 850 °C and at a pressure of 8 Pa, show the presence of holes on the top 
 
 
surface of the stack which can be due to thermal stresses produced during the cooling down of 
the multi-layers. Furthermore some layers peel off during the wirebonding of the pads of the 
capacitors, necessary for the electrical characterization of the devices.  
Another parameter which can be used to increase the mobility on the substrate of the incoming 
atoms is the laser energy, however the deposition energy is very near to the maximum achievable 
with our apparatus. 
 
5 Conclusions 
All oxide multi-layer structures containing BaTiO3 can find applications as MEMS devices in the 
field of energy harvesting or as components of sensors and actuators. Layers sequences like 
SrRuO3/BaTiO3/SrRuO3/SrTiO3/YBa2Cu3O7 (SBSSY device), 
SrRuO3/BaTiO3/SrRuO3/SrTiO3/MgO (SBSSM device), 
SrRuO3/BaTiO3/MgO/SrTiO3/YBa2Cu3O7 (SBMSY device) and 
SrRuO3/BaTiO3/SrTiO3/MgO(SBSM device) allow the use of both the 31 and the 33 
piezoelectric modes. 
The YBa2Cu3O7 is easily etched in weak acids like 0.1% HNO3 however the structures grown on 
top do not behave as pure capacitors but present losses.  
 The  stacks grown on the  MgO sacrificial layer show a value of the resistance area product 
which is at least one order of magnitude bigger than that one of the devices using the YBa2Cu3O7 
sacrificial layer. Furthermore the RA product increases with the reduction of the BaTiO3 
deposition pressure but the quality of the hysteresis loop downgrades.  
 
 
A good compromise is reached for the BaTiO3 deposition pressure of 8 Pa.   
Future developments for these kind of structures consist in the reduction of the resistive losses 
for the stacks containing YBa2Cu3O7 and in the recovery of the capacitive behavior at low 
frequencies.  
For the stacks using the MgO sacrificial layer, and for BaTiO3 growth pressures equal to 8 Pa, a 
reduction of the resistive losses below 1 kHz it is necessary. Alternatively an improving of the 
hysteresis loop can be reached for the multi-layers containing BaTiO3 grown at pressures below 
8 Pa. 
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Fig. 1 a) 33 piezoelectric conversion mode, σxx is the applied external stress, t is the spacing 
between the fingers of the electrode and E is the electric field sensed by the electrodes. b) 31 
piezoelectric conversion mode, σxx is the applied external stress, t is the spacing between the top 
and the bottom electrode and E is the electric field sensed by the electrodes.
Fig. 2 Equivalent model for SrRuO3/BaTiO3/SrRuO3 structures showing resistive impedance at 
low frequency and capacitive impedance at high frequency. The resistor RL models the resistance 
of the lines, the resistor R in parallel with the capacitor C models the BaTiO3 film. 
Fig. 3 SrRuO3/BaTiO3/SrRuO3 u-shape cantilever with a simple beam connected in series. The 
total length of the structure is equal to 260 μm. The tri-layer was grown on a YBa2Cu3O7
sacrificial layer.
Fig. 4 Impedance measurements on a 105 μm x 30 μm SrRuO3(100 nm)/BaTiO3(400 
nm)/SrRuO3(150 nm) parallel plate capacitor grown on a (001) oriented SrTiO3 substrate. The 
BaTiO3 was grown at 780  C at a pressure of 0.06 Torr O2. Impedance measurements were 
performed with an input signal amplitude of 1 V.  The open circles (○○) show the modulus of the 
measured impedance, while the full circles (●●) show the measured impedance phase of the 
structure.
Fig. 5 Impedance measurements on a 105 μm x 30 μm  SrRuO3(100 nm)/BaTiO3(300 
nm)/SrRuO3(150 nm) parallel plate capacitor grown on a SrTiO3(250 nm)/YBa2Cu3O7(500 nm) 
bi-layer. The BaTiO3 was grown at 780  C at a pressure of 0.06 Torr O2. Impedance 
measurements were performed with an input signal amplitude of 1 V. The dashed line (- -)
represents the modulus of the impedance for the lumped element model, while the open circles 
(○○) show the modulus of the measured impedance. The continuous black line () line 
represents the impedance phase of the circuit used to model the device, while the full circles (●●) 
indicate the measured impedance phase of the structure.
Fig. 6 AFM scan of a 10 μm x 10 μm area of: a) 150 nm YBa2Cu3O7 film, b) SrTiO3(100 nm)/ 
YBa2Cu3O7(150 nm) bi-layer, c) /SrTiO3(500 nm)/ YBa2Cu3O7(400 nm) bi-layer. 
Fig. 7 Impedance measurements of a 205 μm x 30 μm  SrRuO3(100 nm)/BaTiO3(300 
nm)/SrRuO3(150 nm) parallel plate capacitor grown on a SrTiO3(1 μm)/YBa2Cu3O7(500 nm) bi-
layer. The BaTiO3 was grown at 780  C at a pressure of 0.06 Torr O2. Impedance measurements 
were performed with an input signal amplitude of 1 V. The dashed line (- -) shows the modulus 
of the impedance for the lumped element model, while the open circles (○○) show the modulus 
of the measured impedance. The continuous black line () line shows the impedance phase of 
the circuit used to model the device, while the full circles (●●) indicate the measured impedance 
phase of the structure.
Fig. 8 Impedance measurement of a 105 μm x 30 μm  SrRuO3(100 nm)/BaTiO3(300 
nm)/SrRuO3(150 nm) parallel plate capacitor grown on a SrTiO3(250 nm)/MgO(400 nm) bi-
layer. The BaTiO3 was grown at 780  C at a pressure of 0.06 Torr O2. Impedance measurements 
were performed with an input signal amplitude of 1 V. The dashed line (- -) shows the modulus 
of the impedance for the lumped element model, while the open circles (○○) show the modulus 
of the measured impedance. The continuous black line () line shows the impedance phase of 
the circuit used to model the device, while the full circles (●●) indicate the measured impedance 
phase of the structure.
Fig. 9 Impedance measurement of a 105 μm x 30 μm SrRuO3(100 nm)/BaTiO3(300 
nm)/SrRuO3(150 nm) parallel plate capacitor grown on a MgO(400 nm) sacrificial layer. The 
BaTiO3 was grown at 780  C at a pressure of 0.1 mTorr O2. Impedance measurements were
performed with an input signal amplitude of 1 V. The dashed line (- -) shows the modulus of the 
impedance for the lumped element model, while the open circles (○○) show the modulus of the 
measured impedance. The continuous black line () line shows the impedance phase of the 
circuit used to model the device, while the full circles (●●) indicate the measured impedance 
phase of the structure.
Fig. 10 a) Hysteresis loop measurements on a SrRuO3(100 nm)/BaTiO3(400 nm)/SrRuO3(150 
nm) parallel plate capacitor directly deposited on the SrTiO3 substrate. The BaTiO3 film was
grown at a pressure of 0.06 Torr. b) Hysteresis loop measurements on a SrRuO3(100 
nm)/BaTiO3(300 nm)/SrRuO3(150 nm) parallel plate capacitor deposited directly on a 
SrTiO3(250nm)/MgO(400 nm) bi-layer. The BaTiO3 film was grown at a pressure of 0.06 Torr. 
c) Hysteresis loop measurements on a SrRuO3(100 nm)/BaTiO3(300 nm)/SrRuO3(150 nm) 
parallel plate capacitor  deposited on a 400 nm thick MgO layer, the BaTiO3 film was grown at a 
pressure of 0.1 mTorr. 
. 
Material 
[top down layer sequence] 
In plane a axis 
measured [Å] 
(bulk [Å]) 
In place b axis 
measured [Å] 
(bulk [Å]) 
Out of plane axis 
measured [Å] 
(bulk [Å]) 
BaTiO3 
[SrRuO3(50nm)/BaTiO3(100nm)/ 
SrRuO3(350nm)/YBa2Cu3O7(400nm)] 
3.951 
(3.992) 
3.951 
(3.992) 
4.069 
(4.036) 
BaTiO3 
[BaTiO3(500nm)/MgO(60nm)/ 
YBa2Cu3O7(400nm)] 
4.002 
(3.992) 
4.002 
(3.992) 
3.997 
(4.036) 
BaTiO3 
[BaTiO3(126nm)/SrTiO3(500nm)/ 
YBa2Cu3O7(400nm)] 
3.996 
(3.992) 
3.996 
(3.992) 
4.015 
(4.036) 
Table 1: BaTiO3 film lattice parameters on different layer sequences. Bulk parameters are provided 
for comparison. 
 
 
Device 
(fig) 
Top down layer sequence BaTiO3 
deposition 
pressure [Pa] 
RA product 
[Ωμm2] 
C/A ratio 
[F/μm2] 
SBSSY 
(fig. 5) 
SrRuO3(100nm)/BaTiO3(300nm)/ 
SrRuO3(150nm)/SrTiO3(250nm)/ 
YBa2Cu3O7(500nm) 
8 44.1*105 6.28*10-13 
SBSSY 
(fig. 7) 
SrRuO3(100nm)/BaTiO3(300nm)/ 
SrRuO3(150nm)/SrTiO3(1000nm)/ 
YBa2Cu3O7(500nm) 
8 19.54*107 7.8*10-14 
SBSSM 
(fig. 8) 
SrRuO3(100nm)/BaTiO3(300nm)/ 
SrRuO3(150nm)/ SrTiO3(250nm)/ 
MgO(400 nm) 
8 61.93*108 3.04*10-14 
SBSM 
(fig. 9) 
SrRuO3(100nm)/BaTiO3(300nm)/ 
SrRuO3(150nm)/MgO(400 nm) 
0.013 ≈ ∞ 1.76*10-14 
Table 2: Top down layer sequences, BaTiO3 deposition pressure, RA product and C/A ratio of 
the structures under investigation, the figure numbers showing the impedance measured of each 
device are reported.  
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